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Preface 


The book, Numerical Methods in Science and Engineering: Theories with MATLAB, Mathematica, 
Fortran, C and Python Programs, is written in a clear, easy-to-understand manner on theories and the 
use of the numerical methods. Topics and materials of the methods in this book were taught at George 
Washington University, NASA Langley Research Center campus while the first author was a NASA 
aerospace engineer. Such materials were also taught at Old Dominion University, Norfolk, Virginia, 
and have been currently taught at Chulalongkorn University. By teaching and performing research on 
the numerical methods for the past 30 years, the materials in this book have been improved and updated 
continuously. The main objective of this book is to present the numerical methods in their simplest form 
so that engineers and scientists can understand them easily and quickly. 


The book contains 8 chapters which are essential in the study of the numerical methods. The 
materials in these chapters are suitable to be used in both the undergraduate and graduate levels. The 
first chapter introduces the methods and the need to study them for solving practical engineering 
problems today. The chapter also explains different types of numerical errors and the use of hardware 
and software. The second chapter explains several methods for finding roots from a single nonlinear 
equation. The methods are extended to find roots from a set of nonlinear equations. Popular methods 
for finding roots by solving a set of linear simultaneous equations are presented in chapter 4. These 
methods are classified into two groups of the direct and iterative techniques. Their detailed 
computational procedures including advantages and disadvantages are presented. Interpolation and 
extrapolation methods for finding an appropriate function to represent a set of data are presented in 
chapter 4. Chapter 5 explains several least-squares regression methods to provide a function that best fit 
a set of data. Many types of functions to best fit sets of linear and nonlinear data are presented. 
Numerical integration and differentiation methods are explained in chapter 6. Basic and popular 
integration methods that are employed in commercial software for analyzing practical engineering 
problems are explained. Chapter 7 presents several methods for solving the ordinary differential 
equations. The methods can be used to analyze the first- and higher-order ordinary differential equations. 
Methods for solving partial differential equations are presented in chapter 8. The finite difference 
methods for analyzing the elliptic, parabolic and hyperbolic differential equations are explained in 
details. For all the methods presented in these chapters, listings of the corresponding computer programs 
are provided. These computer programs are written in MATLAB, Mathematica, Fortran, C, Pascal and 
Python so that readers can select the preferred computer language. These programs can be downloaded 
from the book website: 


http://bit.ly/2WCRIExNumCodes 


The computational procedures in these computer programs follow the theories presented in the text. 
They are easy to modify for solving a large number of problems at the end of chapters. Readers are 
encouraged to practice with these programs to appreciate the ability of numerical methods that are 
embedded in commercial software today. 
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Chapter 
1 


First Step to 
Numerical Methods 


1.1 Introduction 


Solving problems in sciences and engineering today requires knowledge in numerical methods. 
The methods are based on the use of mathematics, computational procedures, computer software and 
hardware for analyzing practical problems that normally have complex geometry. For examples, the 
finite volume method may be used to determine the flow behavior surrounding a moving vehicle. The 
computed pressure can be used in the modification of the vehicle body in order to reduce the drag force. 
The finite element method may be used to analyze the strength of the vehicle body structure to reduce 
its damage during a collision. The method can be also applied to analyze the temperature and associated 
thermal stress that occur on the automobile engine during running. Understanding such phenomena from 
the solutions by using the numerical methods helps designers to significantly reduce the time and cost 
for designing new products. 


Designing a vehicle body structure with maximum strength or developing a new engine with 
reduced thermal stress was not possible in the past by using classical mathematics for exact solutions. 
The exact solutions can not be obtained because both of the geometries and boundary conditions of these 
problems are normally complex. The numerical methods, such as the finite element, finite volume and 
finite difference methods, are being used to obtain approximate solutions. These methods play a very 
important role in engineering analysis and design today. Figure 1.1 shows a finite difference mesh for 
an analysis of flow field surrounding a fighter jet. For problems that have complex geometries, the finite 
element method is often applied to obtain solutions. Figure 1.2 shows a finite element mesh of a vehicle 
body structure during its collision. 
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Figure 1.1 A finite difference mesh for an analysis of flow field surrounding a fighter jet 


STE 


Figure 1.2 A finite element mesh ofa vehicle body structure during collision. 


These numerical methods significantly help designers and analysts to understand the problem 
behaviors in order to improve their designs. However, designers and analysts must understand the 


numerical methods prior to using them. These numerical methods are not difficult to understand and 
currently being taught in most of the sciences and engineering schools. 
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1.2 What are the Numerical Methods? 


The numerical methods are techniques for obtaining approximate solutions. The methods consist 
of computational procedures that can be followed in the form of patterns. Generally, the procedures 
consist of arithmetic operations. These operations are simply the addition, subtraction, multiplication 
and division. A computational procedure can be performed by using a calculator for a small problem. 
The same procedure needs help from a computer program to provide solutions for a larger problem. The 
numerical methods are thus similar to the recipes in a cookbook. Users can follow the recipes or 
procedures to generate solutions. At present, many commercial software have been developed and used 
widely. These software contain numerical methods with some specific procedures to provide 
approximate solutions. Thus, it is very important for users to understand the computational procedures 
that are built inside the software prior to using them. 


With the explanation above, it is clear that the concepts of the numerical methods are not new. 
Many numerical methods have been developed long time ago. They have not been used effectively, 
however, due to the lack of digital computers. At present, high efficient computer notebooks and laptops 
are available at low cost. The methods are thus popular and widely used by students and designers for 
obtaining solutions that are not possible in the past by using classical mathematics. 


However, there are many practical applications today that can not be solved effectively by the 
numerical methods and current computers. For an example, analysis of flow field surrounding an 
aerospace vehicle that travels many times faster than the sound speed. The flow field is very complex 
and requires a computational mesh with a large number of grid points. Such problem is still a challenging 
problem today because it needs a very large computer memory as well as a substantial computational 
time. 


1.3 Need for Studying Numerical Methods 


In this section, an example is presented to demonstrate advantages of using a numerical method 
as compared to the classical mathematics method for solving a typical problem. In addition to the 
presentation of the solution procedure, the example highlights the importance in understanding the 
physical meaning of the problem. Understanding physical meanings before solving a problem is 
important because a proper numerical method can be selected to provide a solution with high accuracy. 
Understanding physical meaning of a problem is also very helpful, especially when analyzing more 
complex problems. Such understanding is required mainly because: 

(a) there is no single numerical method that can provide solution to every problem, 

(b) error of the solution always occurs from a numerical method, and 

(c) there is no single numerical method that is the best for all problems. 


With the above statements, it is very important to understand the computational procedures of the 
numerical methods clearly. Understanding the computational procedure can lead to a more accurate 
solution. In addition, it also provides confidence for the user on the obtained solution, especially when 
solving a complex problem. 

In order to demonstrate that the numerical methods are not difficult to understand as compared to 
the classical mathematics, a following example is studied. 


Example1.1 Apply the Newton’s second law to develop a governing differential equation for 
approximately determining the space shuttle velocity during its descending as shown in Fig. 1.3. Derive 
the exact solution and develop a numerical procedure for obtaining an approximate solution of the 
velocity. Compare the approximate velocity solution with the exact solution. 
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F = Air resistance force 


F = Gravitational force 
Figure 1.3 Forces on space shuttle during descending. 
Solution From the Newton’s second law, 
F = ma 
where F represents the net force which is 
F = R-F, 
In Eq. (1.2), F; is the gravitational force defined by 


FA = mg 


(1.1) 


(1.2) 


(1.3) 


where m is the mass of the shuttle and g is the gravitational acceleration constant. If the air resistance 


force F, is assumed to vary linearly with the velocity v , then 


(1.4) 


where c represents the drag coefficient which depends on the shuttle geometry. By substituting Eqs. 


(1.3) and (1.4) into Eq. (1.2), Eq. (1.1) becomes 


mg-—cv = ma 


Because acceleration is the rate of change of the velocity, then 


where the unknown is the velocity v which depends on time t. 


(1.5) 
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The velocity v can be determined by solving the differential Eq. (1.5) using 
(a) a mathematical method for an exact solution, or 


(b) a numerical method for an approximate solution. 


The exact solution can be derived by using the method of separation of variables. Equation (1.5) 
is rewritten as 


i.e., Separate the independent variable £ and the dependent variable v so that they are on opposite side of 
the equation. Integration is then performed on both sides 


f dy [ae (1.6) 


to yield 
-"n(e-Sy) = t+A (1.7) 
Cc m 


where A is the integrating constant that can be determined from the given initial condition. For example, 
if the velocity v=0 at time ¢ =0, then Eq. (1.7) gives 


A = Bing (1.8) 
C 
By substituting Á from Eq. (1.8) into Eq. (1.7), 
"mfg y) = t-—Ing 
C m Cc 
*in(e-<r)-"ing = =f 
inf £ v] 5 ig 
mg m 
1-“y» = em 
mg 
——t 
Sy ae Pape 
mg 


D nefie) (1.9) 
E 


The exact velocity solution as shown in Eq. (1.9) indicates that the velocity is zero at time t = 0 as given 
by the initial condition. The velocity then increases with time and reaches a constant value as the time 
approaches infinity, 


vt53o0) = 2 (1.10) 
Cc 


At such condition, the air resistance force F, and the gravitational force F| are equal. 
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By assigning the following data: 


mass of space shuttle m = 90,000 kg 
drag coefficient es 450 kg/sec (1.11) 
gravitational acceleration constant g = 9.8 m/sec? 


then, the expression for the shuttle velocity in Eq. (1.9) is, 
v(t) = 1,9601- e5) (1.12) 


The values of the velocity at every 30 seconds are shown in Table 1.1. 


Table 1.1 Exact shuttle velocities at every 30 seconds according to Eq. (1.12). 


Timez, sec Velocity v, m/sec 

0 0 

30 273 

60 508 

90 710 

120 884 

150 1,034 

180 1,163 

o0 1,960 


In stead of finding the exact solution from the differential equation, an approximate solution can 
be derived. The rate of change of the velocity dv/dt in Eq. (1.5) can be approximated by considering 


the plot of the velocity versus time in Fig. 1.4. The rate of change of the velocity dv/dt , which is the 


slope of the velocity v with respect to time ¢ at point A, may be approximated by 


v 
A 


ty to 


Figure 1.4 Plot of the velocity with time. 
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ae 5 at (1.13) 
At b-t 
Such approximation Av/At becomes dv/dt as At => 0. This means the approximation of Eq. (1.13) is 


accurate if the time step Ar is small. Using such approximation, Eq. (1.5) may be written as 
W= C 
= +y = 
At m ' a 


The above equation can be written in a more general form for i= 1,2,3, ... as 


Viner ~Vi E 
od Sey o 1.14 
Ai oa g (1.14) 
Or, 
c 
Va = v+ar(g-2v) (1.15) 
m 


With the values of the shuttle mass m, the drag coefficient c and the gravitational acceleration constant g 
as shown in Eq. (1.11), Eq. (1.15) becomes, 


va = v; + At (9.8-0.005v,) (1.16) 
Equation (1.16) suggests that if the time step At and the velocity at step i are known, the velocity at step 


i+1 can be determined directly. By using the time step At =30 s and the initial velocity of zero, table 
1.2 shows the approximate solution of Eq. (1.16) as compared to the exact solution of Eq. (1.12). 


Table 1.2 Comparative exact and approximate velocity solutions by using the time 
step At =30 seconds. 


v, m/sec 
Approximate Exact 
i i+1 £ sec solution solution 
Eq. (1.16) Eq. (1.12) 
0 1 30 294 273 
1 2 60 544 508 
2 3 90 756 710 
3 4 120 937 884 
4 5 150 1,090 1,034 
5 6 180 1,221 1,163 
49 50 1,500 1,959 1,959 


Both of the exact and approximate solutions are compared by the plot as shown in Fig. 1.5. With 
the time step At =30s, the approximate solution is in good agreement with the exact solution. From the 
derivation of the exact solution, the computational procedure for generating the approximate solution 
and the comparison of both the solutions in Fig. 1.5, the following details are observed: 
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(a) the approximate solution in Eq. (1.15) obtained from the numerical method can be derived 
easily as compared to the derivation of the exact solution, 


(b) the approximate solution in Eq. (1.15) can be computed easily by developing a short computer 
program, 


(c) the computer program can be executed by using a small time step to produce a more accurate 
solution, 


(d) If the air resistance force F, does not vary linearly with the velocity, e.g., if it varies with the 
velocity in the form, 


F, = cv (1.17) 


W+lyt = g (1.18) 


In this case, the exact solution is difficult to find. However, the approximate solution can be determined 
by using the same procedure as explained earlier. 


From the above reasons, the numerical methods are popular and being used by scientists and 
engineers for solving problems. Practical problems can be analyzed effectively if users have some 
backgrounds on both the computer hardware and software as explained in the following section. 


2000 - 
Velocity v, 
m/sec : ; 
Approximate solution, 
1000 + Eq. (1.16) 


Exact solution, 
Eq. (1.12) 


0 300 600 
Time ¢, sec 


Figure 1.5 Comparison between the exact and approximate solutions for 
the shuttle velocity with respect to time. 


1.4 Computer Hardware and Software 


Studying a numerical method requires two basic ingredients: (1) the understanding of the theory 
and computational procedure of the method, and (2) the experience in using computers on both the 
hardware and software. The following chapters on this book explain theories of the numerical methods 
and their computational procedures. The computational procedures are translated into computer 
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programs in different languages of Fortran, MATLAB, Mathematica, Python and C. These computer 
programs can be executed on different types of computer notebooks and laptops. Students are 
encouraged to study theories and their computational procedures prior to using the computer programs. 


During the past decades, computer hardware has been improved significantly. A large size 
problem can be analyzed quickly and conveniently on a computer notebook or laptop today. In the past, 
such a problem must be solved on a mainframe computer or a workstation. A mainframe computer was 
operated in an air-conditioned room with controlled temperature. The computer also required an operator 
for maintenance and service during its operation. At present, computer notebooks and laptops are widely 
used to analyze many practical problems. A large size problem may be solved by connecting these 
computers together in parallel. For a very large size problem, a supercomputer is normally used. These 
supercomputers are expensive and employed only by some big companies or government agencies. 


It should be kept in mind that, like a calculator, these computers are used to perform basic 
operations of addition, subtraction, multiplication and division. But they can perform such operations at 
a very high efficiency, especially if they were instructed by computer software. A software for 
performing computational procedure of a numerical method may be written by using different computer 
languages. Popular languages are such as Fortran, Pascal, C, Java and Basic in the past. Nowadays, 
many software packages that contain different numerical methods have been developed and used widely. 
Examples of these software packages are MATLAB, Mathematica and Maple. Because these software 
packages are handy and easy to use, they are accepted by students to solve small size problems or employ 
for their projects. For the large size problems that occur in engineering applications, special software 
are employed. These special software, sometimes known as Computer-Aided Engineering (CAE) 
software, are very expensive. The software are being used for analysis and design of new products in 
automotive, electronics, medical and aerospace industry. They were developed by experience 
programmers who understand both the theories and computational procedures very well. 


As a student who needs to learn the numerical methods, a simple computer language should be 
selected. The most important aspect is that the methods and their computational procedures must be 
understood clearly prior to developing any computer program. Such understanding will provide basis 
for solving more complex problems that occur in practical applications. 


Few key ingredients are needed during developing a computer program: 


(a) Understanding computer commands. There are few computer commands that are frequently 
used during developing or running a computer program. These commands are such as copying, deleting, 
editing, reading files, etc. 


(b) Knowing how to edit a file. Once a computer program is created as a file, editing and 
correcting it are needed before it can be used. File editing is quite simple today. Many computer systems 
allow users to edit the files conveniently on the monitor screen. 


(c) Understanding computer languages. Understanding a computer language clearly is a must 
for developing a good computer program. The developed program should be simple and provides high 
computational efficiency at the same time. 


To help readers on computer programming, this book contains a number of computer programs 
that correspond to the computational procedures of the presented numerical methods. The programs are 
written in Fortran, MATLAB, Mathematica, Python and C languages. An example of a computer program 
is shown in the example below. 
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Example 1.2 The approximate solution of the space shuttle velocity as shown in Eq. (1.16) and Table 
1.2 can be obtained by using the computer programs written in MATLAB in Fig. 1.6. 


% Program Shuttle fprintf ('%8.0f %8.0f\n', t, v) 

nsteps = 20; dt = 30; end 

% Initial condition: plot(t,v,'-ok'), hold on 

t(1) = 0.; v(1) = 0; % Exact solution: 

disp(' Time Velocity') te = 0:30:600; 

for i=l1:nsteps ve = 1960* (1.-exp(-.005*te) ) ; 
v(itl) = v(i) + dt*(9.8 - .005*v(i)); plot (te,ve,'-k') 


t(itl) = t(i) + dt; 
Figure 1.6 Computer program for determining the shuttle velocity according to Eq. (1.16). 


Example 1.3 The sine and cosine functions can be written in the form of infinite series as 
Bu US. - 07 


sin x x ar ae (1.19) 
2 14 16 
cosx = ees er a +e: (1.20) 


where x is the angle in radians. Develop a computer program to compute values of both functions from 
0 to 180 degrees with an increment of every 10 degrees. 

The computer programs in MATLAB for determining both sine and cosine functions are shown in 
Fig. 1.7. Solutions of the sine and cosine functions obtained from these programs are presented in Table 
1.3. 


% Program SinCos for n = 1:100 
% Computing sin and cosine functions ms = 2*n + 1; me = 2*n; 
% for the angles from 0 to 180 degrees terms = terms*x*x/ (ms* (ms-1) ) ; 
% with increment at every 10 degrees. terme = termc*x*x/ (mc* (mc-1) ) ; 
deg = 0.; del = 10.; sums = sums + sign*terms; 
fprintf('%10s %16s %16s\n', ... sumc = sumc + sign*termc; 
'Degrees','Sin','Cos'); sign = -sign; 
for ideg = 1:19 end 
x = pi*deg/180. ; fprintf('310.0f %16.6£ %16.6f\n', ... 
sums = x; sumc = 1.; deg, sums, sumc) ; 
terms = x; termc = 1.; deg = deg + del; 
sign = -1.; end 


Figure 1.7 Computer programs for determining sine and cosine functions. 


Table 1.3 Values of sine and cosine functions computed from the infinite series by using the 
computer programs in Fig. 1.7. 


Degrees Sin Cos 
0. - 000000 1.000000 
10. 173648 - 984808 
20. - 342020 - 939693 
30. - 500000 - 866025 
40. - 642788 . 766044 
50. . 766044 - 642788 
60. - 866025 - 500000 
70. - 939693 - 342020 
80 984808 173648 
90 000000 000000 
100. - 984808 -.173648 
110. - 939693 -—.342020 
20 866025 -.500000 
130. . 766044 -—.642788 
140. - 642788 -.766044 
150. - 500000 -.866025 
160. - 342020 -—.939693 
ITOS .173648 -.984808 
180. .000000 -1.000000 
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1.5 Errors 


Example 1.1 shows a computational procedure for determining the space shuttle velocity by using 
a simple numerical method. The numerical method requires less effort to provide a solution as compared 
to the use of classical mathematics. However, the approximated solution obtained from the numerical 
method has error which occurs from the use of a large time step. The error can be reduced by using a 
smaller time step, but the problem needs more computational time. For practical problems with a large 
number of unknowns, using a small time step may be prohibited because too large computational time 
is required. A proper time step, thus, must be decided prior to analyzing a large size problem. 


In addition to the error that occurs from the use of time step as explained above, there are other 
types of errors that may arise from different sources. These errors are: 


(a) Modeling error. Analysis of a problem normally starts from the discretization of the problem 
domain into small chunks of elements. These elements are connected at grid points where the unknowns 
are located and determined. The error is introduced because the continuum model is transformed into a 
discrete model. A large error occurs if the discrete model contains only few elements. The discrete 
model using small elements will produce a solution with less error. However, the model with small 
elements contains a large number of grid points and unknowns. High computer memory and 
computational time are required thus for the solution. 


(b) Propagation of error. An error may propagate from one solution to another. As in the 
example for determination of the shuttle velocity, the error that occurs from the computed solution at 30 
seconds can propagate to produce an additional error in the computed solution at 60 seconds. Or in the 
example of the car collision as shown in Fig. 1.2, the error that occurs in the deformed structure solution 
at an early time can propagate to produce more error of the structure solution at the later time. The 
propagation of error must be realized, especially when analyzing a practical problem containing a large 
number of unknowns. 


(c) Error from data. Uncertain data produces error in the solution. As in Ex. 1.1, the space 
shuttle mass may not be exactly 90,000 kg and thus the computed solution is altered from the actual 
situation. Or in the example of the car collision in Ex. 1.2, the actual material stiffness may be different 
from that used in the computation. However, in many cases, actual data may not be available. Analysts 
must make judgment and be very careful prior to selecting proper data in order to obtain accurate and 
reasonable solutions. 


(d) Blunder error. Careless programmers can produce serious error in the computed solution. 
Such error may come from typing data incorrectly, writing a computer program without checking it 
thoroughly, etc. The error may come from incorrect statements in computer programs. A new computer 
program must be inspected or debugged comprehensively to assure that it will not produce such error. 


(e) Truncation error. The truncation error occurs when some terms are omitted or excluded from 
the equations during computation. For example, higher-order terms are omitted in the computation of 
the infinite series for the sine and cosine functions in Ex. 1.3. Truncation error always occurs in the 
computation of infinite series that are arisen from exact solutions of academic type problems. 


(f) Round-off error. The round-off error arises from the use of computers that have limited 
capability in storing values. For example, the value of z that consists of 25 significant figures is 


m = 3.1415926535 8979323846 2643 (1.21) 


Such the value of 7 with 25 significant figures can be stored on any computer today. Few decades ago, 
a typical computer may store only 10 significant figures, so that the value 3.141592653 was used for 7 
in the computation. 
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The number of significant figures is used to indicate the accuracy of solution obtained from a 
numerical method. Ifthe value of z is given by 3.14159, it has six significant figures. Frequently, most 
of the values used in numerical methods are in the floating point format. The z value of 3.14159 is 
written in the floating point format that has six significant figures as 0.314159x10!. Thus, the following 
numbers of 0.0001278, 0.001278 and 0.01278 have the same number of floating points of four. These 
numbers can be written in the form of the floating point format as 0.1278x 10°, 0.1278x 107 and 
0.1278x10"!, respectively. 


Numbers are stored using the binary system in computers. The binary system is different from 
the decimal or base-10 system. As an example, the value of 107 in the decimal system is determined 
from 


1x107+0x10'+7x10° = 107 


The same value is represented by 1101011 in the binary system, which is determined from 


122° +1x2%+0x2f+1x2?+0x2?+1x2!+1x2° = 107 


The value of 1101011 in the binary system consists only the numbers | and 0 which are called bits. A 
total of 32 bits may be needed to represent a single value or a word. The value of 107 may be stored in 
the computer under the binary system as 


00000000000000000000000001101011 
In the above set of 32 bits, the first bit is used to indicate the positive or negative value of the number (0 
= positive, 1 = negative). The following 31 bits are used to represent the number that can go up to 


2,147,483,647 (or 2°! —1). This means a typical 32 bit computer can store integer values ranging from 
—2,147,483,647 to +2,147,483,647. For a value that is beyond such range, it is stored in the floating 
point format. The 32 bits are divided into four parts. The first two parts represent the sign of the number 
and exponent, while the last two parts are used for storing the magnitudes of the exponent and mantissa. 
Thus, a typical word can store a floating point value in the range of —10°* to 10°°. Understanding how 
values are stored in the computers help users to be aware of the very small or large numbers during 
analyzing a problem. 

As explained earlier, numerical error can arise from different sources. If an exact solution of the 
problem is known, the true error Æ, can be determined. In the example of the space shuttle velocity, 


the true error is determined from 
E, = Me VG (1.22) 
where v, and v, are the exact and approximate solutions, respectively. The true percentage error £, can 


also be computed as 


e, = ~2—4x100% (1.23) 


Ve 


For example, the exact and approximate shuttle velocities at 30 seconds in Table 1.2 are 273 and 294 
m/sec, respectively. Then, the true percentage error is 
a a «100% = -7.69% (1.24) 


Because exact solutions are not available in practical problems, the approximate error is normally 
used to measure the solution error. For the example of the space shuttle velocity, the approximate error 
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may be defined by the difference between the two approximate solutions. In this case, the approximate 
percentage error £, is determined from 


e, = Prw Yod 100% (1.25) 
View 


where V, ew and v, are the two approximate velocities. For example, the two approximate velocities at 


30 seconds obtained from using the time steps At of 30 and 10 seconds are 294 and 280 nvsec, 
respectively. Thus, the approximate percentage error is 
280 — 294 


se, = ——*x100% = -5.00% (1.26) 
280 


1.6 Closure 


The chapter presents an overview of the numerical methods for analyzing science and engineering 
problems. The chapter started from showing benefits of the methods for solving a variety of practical 
problems. Solutions obtained from the methods help analysts to understand behaviors that occur on the 
problems. Understanding the behaviors of the problems can lead to the improved designs. The chapter 
explained the key ingredients of the numerical methods that consist of the understanding of basic theories 
and the use of computer software and hardware. Several examples were presented to demonstrate 
advantages of the numerical methods for obtaining solutions as compared to the classical mathematics. 
In solving a simple problem, an approximate solution can be obtained easily by using a numerical method 
as compared to the finding of an exact solution from classical mathematics. For a more general problem, 
the exact solution is not available and the numerical method may be the only way to obtain a useful 
solution. 


Different types of computers and computer languages widely used in the numerical methods for 
analyzing problems are explained. Popular languages normally employed in academic institutes and 
research organizations are Fortran, Pascal, C, Java and Python. Many computer software that include 
packages of numerical methods, such as MATLAB and Mathematica, are highlighted. The users, 
however, should understand the theories of the numerical methods behind these software prior to using 
them. For the cases where the software are not available and the users must develop computer programs 
by themselves, few computer commands must be understood. Simple computer programs using several 
languages are presented in this book to help readers in developing their own programs. 


Exercises 


Is Use Ex. 1.1 of the shuttle velocity determination to study the improved solution accuracy that 
will be obtained by reducing the time step. Compare the true errors by using the time steps of 10, 
5 and 1 seconds. Tabulate the computed solutions and their errors between the times of 0 and 
1,500 seconds with the increment of every 30 seconds. 
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Use the computer program in Ex. 1.3 to determine the computed solution accuracy of the sine and 


cosine functions by employing 3, 5 and 10 terms in the series. Determine the true and 
approximate errors by using 8 significant figures. 


Develop a computer program to determine the exponential function which can be written in 
infinite series form 


2 3 4 

x x x 

e = 14+x+—+—+—+ 
2! 3! 4! 


Then, use the program to determine the solutions of the function for x =0.1, 0.5, 1,5 and 50 with 


8 significant figures. Explain the difficulties encountered and ways to improve the computed 
solutions. 


Explain and develop a computer program to find roots of the equation, 
ax’ +bx+c = 0 


where a, band care constants. The developed computer program should avoid problems that may 
occur from arbitrary values of a, b and c. 


Develop computer programs to proof the following relations: 


(a) 1424+3+...4n = er) 
W 240449? euin =, Sey 
6 
2 
(© P+ +3 +... +n = n (n+) 
4 


2 — 
i. Hees Mie cea +3n-1) 


In each case, use n = 10,50 and 100. Then, compute the true solution errors from the use of 
different values ofn. 


Develop computer programs to proof the following equalities: 


(a) peel Mess = In2 
2 34 5 

T 

b) 1--+—--+-—-::: = — 
o) 3 4 
CE FENET. oOomr 
12 22 32 42 52 6 

E E E E Lee 
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10. 


11. 


ae eee ae ee Seems Tr’ 
14 24 34 ae 5t 720 


In each case, use the number of terms on the left-hand side of the equations as many as possible. 
Then, determine the true errors with 10 significant figures. 


If |x|<1, then the relation, 


= 1+x+x? +X +... 
l-x 


is valid. Proof the validity of the relation by developing a computer program by using x =0.2. 
Determine the true errors that occur from using 10, 50 and 100 terms on the right-hand side of 
the equation. 


Develop a computer program to show that 


Sa es l-x 
j=0 


n+l 


l-x 


by using x = 0.01, 0.1, 0.5, 0.9 and 0.99, respectively. Give comments on the accuracy of the 
computed solutions. Use the highest value of n that can be done on the computer. 


Develop a computer program to proof that 


lin l+x\ _ DESEE 
2 l-x Bs T 


for —1<x<1. Use the number of terms on the right-hand side of equation as many as possible 
so that the computed solutions with 8 significant figures do not alter. Test the program by using 
x= —0.5 and0.5. 


Develop a computer program for determining the value of z from 


Compare the computed solution with the value of z in Eq. (1.21). Explain the difficulties 
encountered and suggest ways to improve accuracy of the computed solution. 


Develop a computer program to show that 


8 


ee 
14n? -1 2 


Then, determine the true percentage errors if n = 10, 50 and 100. Show the computed solutions 
using 8 significant figures. Explain the difficulties encountered and suggest ways for improving 
the solutions. 
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13. 


14. 


15. 


16. 


17. 
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Develop a computer program to show that 


3 c 


where 0 <x <c. Ifc =4, employ the developed program to verify the relation for x=0.1, 1 and 3 
by using at least 8 significant figures in the computation. 


4 2 œ 2p” 
vw = ^4 a 5 l) cos “7* 
mT n=1 M 


Develop a computer program to determine the error function that is expressed in the form of 
infinite series as 


afa) Si 
Determine the function for x=0.5, 1, 5 and 10 by using 8 significant figures. 


Develop computer programs to determine the Bessel functions of the first kind of order zero and 
one. These functions are expressed in the forms of infinite series as 


x? x4 xí 
A oa ge a 
oe ,—_* x i 
2 2.4 22.4.6 2.4.6.8 
Determine the two functions for x= 1 and 5 by using 5 significant figures. Compare the computed 
solutions with those tabulated in mathematical handbooks. 


J(x) = 


In an examination of a class that contains 40 students, the scores vary randomly between 0 and 
100. Develop a computer program to reorder the scores of the students from 100 down to 0 with 
the corresponding student identities. 


A wall with the thickness of z in x-direction has an initial temperature of zero. The wall is 
subjected to a uniform internal heat generation so that the transient temperature distribution with 
respect to time f is given by 


ere E oe e ae _@a-1ft sin "2D 
T(x, t) EU È on P| oer | = 


Develop a computer program to determine the transient temperature distribution. Plot the 
computed distributions at different times and show the distribution through the thickness of the 
wall when the time approaches infinity. 


Buckling analysis of a vertical column due to its own weight leads to the need to determine the 
function 


(ee) 


fœ) = 1455 Cp?” 


where m=1 ; C = -= 
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18. 


3C 
and m >22 3 Cy = 7m 
4m (3m —1) 


Develop a computer program to determine the function for 0 < x < 2.0 with the increment of x at 
every 0.2. Print the computed solutions by using 8 significant figures. 


A solid sphere with radius ofc has a uniform initial temperature of Tọ at time t =0. If the outer 


surface temperature is changed abruptly to zero, the transient temperature distribution that varies 
with the radius r and time t is 


ae 
= t) l . 
T(r,t) = aog Zey” e|- Jhon 
a=, c nr c 


Develop a computer program to compute and plot the radial temperature distributions at different 
times by using the value c= 5 and T) = 100. 


Chapter 
2 


Root of Equations 


2.1 Introduction 


In the process for solving many engineering and scientific problems, roots of equations are 
needed. If an equation is represented by a function f(x), then the root x is such that it makes the value 


of the function to be zero. For example, the roots of the second-order polynomial, 


f(x) ax?’ +bx+c = 0 (2.1) 


where a, b and c are constants, are determined from the formula, 


-b+4b? —4ac 22) 


2a 


Some polynomials are in higher-order form, such as 


f(x) 2x4 HT HAs ETE. = 0 (2.3) 
The factorization technique may be used to rewrite the polynomial into the form 
(x-1)(x+1)(x-2)(2x-3) = 0 (2.4) 
so that the roots of the equation are obtained easily. 


For general problems in engineering and scientific applications, the function f(x) may not be in 


the form of polynomials as shown in Eq. (2.1) or (2.3). For examples, in the design for a proper cross- 
sectional area of a stop-sign pole, vibration of the pole due to the pressure load from the wind must be 
analyzed. In the analysis process, roots of the transcendental function in the form 


f(x) = coshxcosx+l = 0 (2.5) 
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are required. Or in the analysis process for determining the shock wave angle generated from a 20 degree 
wedge, the root of the transcendental function 


9sin* x-1 T 
x) = 2cotx n 0 2.6 
F(x) | 9 eS) 
is needed. Roots of the transcendental equation, 
fC). => Bink eS (2.7) 
9x 9x 


are required in the analysis process for determining tension in a cable that is suspended between two 
poles. In the buckling analysis of a vertical column due to its own weight, the root of the function in the 
form of an infinite series 


co 


f(x) = yee = 0 (2.8) 
n=l 


is required. Or, in the example of the space shuttle in section 1.1, the velocity v of the vehicle during 
gliding into atmosphere is determined from 


P refine (2.9) 
Cc 


where m is mass of the shuttle (90,000 kg), g is gravitational acceleration constant (9.81 m/sec’), £ is 
time in second, and c is the coefficient of drag force in kg/sec. At time t= 500 second and the shuttle 
velocity is 5 times speed of sound (about 1,650 m/sec) and if the coefficient of drag force c is needed, 
Eq. (2.9) leads to a transcendental equation in the form 


-—£_(500) 
1,650 = (90,000) (9.81) i e 90,000 | (2.10) 


Cc 


The examples above are few problems that arise in engineering problems. These examples need 
to find values of x which are the roots of 


f(x) = 0 (2.11) 


Popular methods to find such values are presented in this chapter. These methods are: (1) the graphical 
method, (2) the bisection method, (3) the false-position method, (4) the one-point iteration method, (5) 
the Newton-Raphson method, and (6) the secant method. All methods consist of simple computational 
procedures that can be understood easily. Moreover, these procedures can be used for developing 
computer programs directly. 


2.2 Graphical Method 


The simplest method for finding the root of function f(x)=0 is the graphical method. The idea 


of this method is to determine values of the function at different x by plotting. The example below helps 
understanding the method procedure clearly. 
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Example 2.1 Find the root X of the function, 
f(x) = e*4(2-x)-1 = 0 (2.12) 


by using the graphical method. Plot a graph to display behavior of the function. 


Solution Values of the function f(x) in Eq. (2.12) can be calculated and plotted as shown in Fig. 2.1 


f(x) 

1.0000 
-0.2212 
-1.0000 
-1.4724 
-1.7358 
-1.8595 
-1.8925 
-1.8689 
-1.8120 


1 


CINDMNABRWNY CO & 


-2L 


Figure 2.1 Distribution of f(x) in Eq. (2.12) and its values at different x locations. 


By considering Fig. 2.1, the function f(x) is zero when it intersects the x-axis in the interval of 


0.75<x<0.80. After recalculating and plotting the function within this interval, the graph and its 
values are obtained as shown in Fig. 2.2. 


0.04 — x F(x) 
0.750 0.0363 
0.755 0.0309 
7 0.760 0.0254 
Root x ~ 0.783 0.765 0.0200 
Koel 0.770 0.0146 
0.775 0.0092 
0.780 0.0039 
0.785 -0.0015 
i | 0.790 -0.0069 
A 0.795 -0.0122 
0.75 A 0.30 0.800 -0.0175 
-0.02 


Figure 2.2 Distribution of f(x) in Eq. (2.12) and its values at finer x locations. 
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From Fig. 2.2, a more accurate value of the root x about 0.783 is obtained. It is an approximate 
value and may not be suitable if a solution with high accuracy is needed. However, the example shows 
that the graphical method is simple especially if a computer program for generating values of the function 
is available. Many commercial software today allow users to input a function, so that the software can 
generate values of the function and plot its variation directly on the monitor screen. 


Even though the graphical method is easy but it is time consuming if a solution with high accuracy 
is needed. Other methods that can provide higher solution accuracy are presented in the following 
sections. 


2.3 Bisection Method 


The main idea of the bisection method is based on the fact that the values of the function have 
different signs when x are less and greater than the root x as shown in Fig. 2.2. From example 2.1, the 
approximate value of the root x is 0.783. When x is less than the root x, the sign of the function is 
positive. The sign of the function becomes negative when x is greater than x. In general, the sign of a 
function may change from a positive to negative value across the x-axis such as the graph in Fig. 2.2. 
The sign of a function may also change from a negative to positive quantity as shown in Fig. 2.3. 


F(x) 
A 


Figure 2.3 Bisection method for finding the root of f(x)=0. 


Figure 2.3 shows that the function f(x) changes from a negative value at x = x, (subscript L 
denotes Left side of x ) to a positive value at x = xp (subscript R denotes Right side of x ). The figure 
indicates that, as the sign of the values f(x, ) and f(xp) are different, the root x of the function must 


be between x, and xp. 


The idea for finding root of the equation f(x)=0 by this method is to reduce the interval from 
xX; to Xp by a half and then properly select the sub-interval where the sign change occurs. This sub- 


interval, that contains the root x , is used as a new interval for the next calculation. The computational 
procedure of the method are as follows. 
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Step 1 Find the mean value x,, from given x, and xp, 


Xp +x 
ip. epee (2.13) 
2 
Then determine the value f(x ) of the function at point x,,. Such value can be a positive (case A) or 


negative (case B) quantity as shown in Fig. 2.4. 


f(x) f(x) 
A 


Case A Case B 


Figure 2.4 Value of f(x ) which can be a positive or negative quantity. 


Step 2 Multiply f(xy) by f(r), 
If f(xy): f(xp)>0 the result is case A where the root x 
is in the interval x, <X< Xy. 
If Fes Ge) <0 the result is case B, where the root x 


is in the interval xy <x < xp. 


Step 3 Reassign the value of x, or Xp to reduce the size of current interval. 
If the result is case A, reassign value of xp to xy. 
If the result is case B, reassign value of x, to xy. 


Step 4 Check for convergence of the computed solution by using a criterion such as, 
LF Cee) < € (2.14) 


where € is the acceptable error or tolerance. Another form of the convergence criterion is 


new old 


m M | x100% < £s (2.15) 
ue 


where e is the stopping tolerance, for example 0.05%. Ifthe computed result reaches the convergence 


criterion as specified in Eq. (2.14) or (2.15), the computation stops. If not, the computation is repeated 
by going back to step 1. 
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Example 2.2 Develop a computer program by using the four steps of the bisection method as explained 
earlier to find the root of Eq. (2.12). Use x; =0 and xp = 2 with the stopping tolerance ¢; = 0.001% 


in the form of Eq. (2.15). 
A computer program to find the root of Eq. (2.12) by using the bisection method is shown in Fig. 


2.5. The computed solutions at different iterations are presented in Table 2.1. The listing of computer 
program as shown in Fig. 2.5 can be modified to find roots of other equations. User can simply replace 


the function statement in the program by the function of a new problem. 


Program Bisect 
Program for computing root of nonlinear 
equation by using the bisection method. 
Define the following given values: 
xl = left value of the root x 
xr = right value of the root x 
es = stopping criterion tolerance (%) 
Define the function of the problem: 
unc = @ (x) (exp (-x/4) *(2-x) - 1); 
% Assign range and stopping tolerance: 
xl = 0.; xr = 2.; es = 0.001; 
% Check whether root is in given range: 
fxl = func(xl); fxr = func(xr); 
aa = fxl*fxr; 
while aa >= 0. 


Fh dP dP dP dP dP dP dP dP 


disp(' Root is not in the given range'); 


break 
end 
fprintf('\n Iteration No. x \n'); 
for iter = 1:500 

xm = (xl+xr)/2.; fxm = func (xm); 


fxr = func(xr); aa = f£xm*fxr; 


if aa > 0. 
% Case A: xl < root < xm 
xr = xm; 
else 
% Case B: xm < root < xr 
xl = xm; 
end 
% Check for the tolerance: 
xn = (xl+xr)/2.; 


fprintf (' %8d %22.6e\n', iter, xn); 
tol = abs ((xn-xm) *100./xn) ; 
if tol < es 
fprintf('\n The root is %14.6e\n', xn) 
break 
end 
end 
while tol > es 
fprintf(' Root cannot be reached for\n') ; 
fprintf(' the given range'); 
break 
end 


Figure 2.5 Computer program for finding the root of Eq. (2.12) 
by the bisection method. 


Table 2.1 Solution convergence to the root of Eq. (2.12) by the bisection method. 


Iteration number Root x Iteration number Root x 
1 0.500000 10 0.784180 
2 0.750000 11 0.783691 
3 0.875000 12 0.783447 
4 0.812500 13 0.783569 
5 0.781250 14 0.783630 
6 0.796875 15 0.783600 
7 0.789063 16 0.783585 
8 0.785156 17 0.783592 
9 0.783203 


In order to find a root of an equation by using the bisection method, user must know approximate 
position of root x. The method needs a starting interval between x, and xp that contains root x. The 
method keeps reducing the interval by a half until a converged solution is obtained. Because a starting 
interval between x; and xp is needed prior to the calculation, the method is sometimes called the 


bracketing method. The idea of the bisection method also leads to a more efficient method as presented 
in the next section. 
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2.4 False-position Method 


The idea of the false-position method for finding the root of an equation is similar to that of the 
bisection method. Instead of bisecting the interval, the false-position method locates the root of equation 
by drawing a straight line to join the values of f(x, ) and f(x). The location x, that occurs from 
intersecting the straight line and the x-axis is the new estimated root of the equation as shown in Fig. 2.6. 
The figure gives the relation, 


tan@d = tan £ 
Lr) = Sle) (2.16) 
IRM P= R 
x, f(x) -x fxr) = xr fL) -x f) 
Thus, the location x, can be determined from 
x = x, f (xr) — xr f x1) (2.17) 


fxr) = fr) 


f(x) 
A 


Figure 2.6 False-position method for finding the root of f(x)=0. 


The procedure of the false-position method starts from specifying the values of x, and xp. The 
location x, is then determined by using Eq. (2.17). Either the value of x; or xp is updated by a new 


appropriate value so that the current interval is reduced. Detailed steps of the false-position method are 
as follows. 


Step 1 From the given locations x, and xp, determine the corresponding values of the function, 


f(x,) and f(x). Then compute the location x, by using Eq. (2.17) and calculate the value of the 
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function f(x,) at this location. The computed value of the function can either be positive or negative 
as shown in Fig. 2.7. 


Step 2 Multiply f(x,) by f(x). 


If f(x) f(xr)<0 the result is case A where the root x 
is in the interval x, <x < xp 
If f(x,):f(xp)>0 the result is case B where the root x 


is in the interval x, <x <x, 


Step 3 Reassign the value of x, or x, according to the result from step 2. 
If the result is in case A, reassign value of x, to x. 


If the result is in case B, reassign value of xp to x. 


f(x) f(x) 
A A 


Case A: f(x,)<0 Case B: f(x,)>0 


Figure 2.7 Value of f(x,) which can be positive or negative. 


Step 4 Check for convergence of the computed solution by using a criterion as shown in Eq. (2.14) or 
(2.15). If the specified convergence criterion is met, stop the computation. If not, the computation is 
repeated by going back to step 1. 


Example 2.3 Develop a computer program for finding the root of Eq. (2.12) by using the false-position 
method. Use the initial values x, =0 and xp =2 with the stopping tolerance ¢, in Eq. (2.15) as 
0.001%. 


The developed computer program is shown in Fig. 2.8. The computed solutions during the 
iteration process are shown in Table 2.2. 
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% Program FalPos x1 = (xl*fxr - xr*fx1l)/(fxr - £x1); 
% Program for computing root of nonlinear fx1 = func(x1l); aa = f£x1*fxr; 
% equation by using the bisection method. if aa < 0. 
% Define the following given values: % Case A: x1 < root < xr 
% xl = left value of the root x xl = x1; 
% xr = right value of the root x else 
% es = stopping criterion tolerance (%) % Case B: xl < root < x1 
% Define the function of the problem: xr = x1; 
func = @(x) (exp (-x/4) *(2-x) - 1); end 
% Assign range and stopping tolerance: % Check for the tolerance: 
xl = 0.; xr = 2.; es = 0.001; fprintf(' %8d %22.6e\n', iter, x1); 
% Check whether root is in given range: tol = abs ((x1-xlold) *100./x1) ; 
fxl = func (xl); fxr = func(xr); if tol < es 
aa = fxl*fxr; fprintf('\n The root is %14.6e\n', x1) 
while aa >= 0. break 
disp(' Root is not in the given range'); end 
break xlold = x1; 
end end 
xlold = xl; while tol > es 
fprintf('\n Iteration No. x \n'); fprintf(' Root cannot be reached for\n') ; 
for iter = 1:500 fprintf(' the given range'); 
xm = (xl+xr)/2.; break 
fxm = func (xm); fxr = func(xr) ; end 


Figure 2.8 Computer program for finding the root of Eq. (2.12) 
by the false-position method. 


Table 2.2 Solution convergence to the root of Eq. (2.12) by the false-position method. 


Iteration number Root x Iteration number Root x 
1 1.000000 5 0.783741 
2 0.818867 6 0.783619 
3 0.789254 7 0.783600 
4 0.784501 8 0.783597 


By comparing convergence rates between the bisection and false-position methods as shown in 
Table 2.1 and 2.2, it is apparent that the false-position method converges faster than the bisection method. 
A schematic diagram for the solution convergence of the false-position method is shown in Fig. 2.8 (a). 


f(x) 
A 


Figure 2.8(a) Schematic diagram for solution convergence of the false-position method. 
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fœ) Figure 2.8 (a) shows that the specified 
f positions of the initial locations x, and 


Xp affect the convergence rate. If the 
initial location x, in Fig. 2.8(a) moves 


to the left-hand side which is farther 
from the root x , the number of 
iterations will increase. For some 
special functions such as that shown in 
Fig. 2.8(b), a large number of iterations 
is needed with low convergence rate. 
Both the bisection and false-position 
methods need an initial interval that 
contains the root of equation. Knowing 
a proper interval is the main advantage 


s z of the bracketing method because the 
x R iteration process always leads to a root 
ay of the equation. Before using these 

Root methods, user should have a priori 


knowledge of the proper interval that 


Figure 2.8(b) Slow convergence rate by the contains the 00t oFequaTon: 


false-position method. 


For a practical problem, the location of the root x is not known a priori. It will be very 
convenient for the computation if only one initial value of x is used for finding the root of equation. Such 
method is sometimes called the open method. Different types of the open method are presented in the 
following sections. 


2.5 One-point Iteration Method 


The one-point iteration method is one of the simplest open methods for finding the root of 
equation. The idea of the method starts by arranging the give function f(x)=0 such that the single 


variable x is placed on the left-hand side of the equation. For example, if the function f(x) is given by 
f(x) = sinh 4x+7x?-x+3 = 0 (2.18) 

Equation (2.18) can be arranged to yield, 
x = sinh 4x +7x7+3 (2.19) 


Then, Eq. (2.19) is rewritten in an iterative form as, 
X41 = sinh 4x, + 7x? +3 (2.20) 


Equation (2.20) suggests that the new estimated value of root x;,; is determined from the terms on the 


right-hand side of equation that use the old value of x;. 
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If the given function f(x) does not contain the single variable x that can be separated to the left- 
hand side of the equation, such as 


f(x) = cosx = 0 (2.21) 
In this case, the variable x can be added on both sides of the equation, so that 
x = cosx+x (2.22) 
Then, Eq. (2.22) is written in an iterative form as, 


X; = COSX; +X; (2.23) 


Example 2.4 Use the one-point iteration method to find the root of Eq. (2.12) which is 
f(x) = e™(2-x)-1 = 0 


The equation above can be rewritten such that the single variable x is placed on the left-hand side 
of the equation as, 


x = 2-e7/ (2.24) 
Equation (2.24) is then written in an iterative form as, 
Xj = 2-e%/4 (2.25) 


Equation (2.25) is used to develop a computer program as shown in Fig. 2.9. The computational 
procedure starts from an initial guess x as zero with the stopping tolerance of eş =0.001%. The 


computed solutions during the iteration process are shown in Table 2.3. 


% Program OnePt xold = xnew; 
xold = 0.; es = 0.001; if tol < es 
fprintf('\n Iteration No. x\n'); fprintf('\n The root is %14.6e\n', ... 
for i = 1:100 xnew) ; 
xnew = 2. - exp(xold/4.); break 
fprintf(' %8d %14.6e\n',i,xnew) ; end 
tol = abs ((xnew-xold) *100./xnew) ; end 


Figure 2.9 Computer program for finding the root of Eq. (2.12) 
by the one-point iteration method. 


Table 2.3 Solution convergence to the root of Eq. (2.12) by the one-point iteration method. 


Iteration number Root x Iteration number Root x 
1 1.000000 7 0.783771 
2 0.715975 8 0.783543 
3 0.803987 9 0.783612 
4 0.777379 10 0.783591 
5 0.785485 11 0.783597 
6 0.783021 


The concept for solution convergence of the one-point iteration method can be explained 
graphically. The function f(x)=0 in Example 2.4 can be separated into two equations; the first 


x/4 


equation is F(x)=x and the second equation is G(x)=2-e**. The intersection point can be found 


by equating the two equations, 
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F(x) = G(x) 


x = 2- 


It can be seen that the equation obtained from the above procedure is identical to Eq. (2.24). Thus, it 
may be concluded that the concept of finding the root of equation by using the one-point iteration method 


is to find the intersection point between two equations, herein are F(x)=x and G(x) = 2-e7/* as 


shown in Fig. 2.10. 


f(x) 


ca Root 


L L +—> Xx 
1.00 1.25 1.50 


F(x)=x 


G(x) =2-e*/4 


x = 0.7836 
00 1 y fi i fi 
0.00 0.25 0.50 0.75 1.00 1.25 1.50 


> XxX 


Figure 2.10 Root of equation by finding the intersection point of two functions. 
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Figure 2.11 shows the convergence behavior of the solution by the one-point iteration method. 
The initial guess value of x starts from zero (point © in Fig. 2.11). Then, this value is used to calculate 
the expression on right-hand side of Eq. 2.25 which is point © on the graph. Because the value on the 
left-hand side must be equal to the value on the right hand side, i.e., F(x) = G(x), so the new estimated 


value of root is now moved to point @ which is placed on function F(x)=x. At this point, the value 


n 1 4 1 
0.00 x X7X4X3 X 


0 
0.00 0.25 0.50 0.75 1.00 1.25 1.50 


! i» x 


Figure 2.11 Convergence behavior of the solution 
by the one-point iteration method. 


of the new estimated root is x,. After 
that, the point x, is used to calculate 


the expression on the right-hand side of 
Eq. (2.25) again that makes the solution 
converges to point @) on the graph. 
When the functions F(x) is set to be 


equal to G(x), the new estimated value 


of root moves to point @) with the value 
X,. The process is repeated until the 


solution is converged as a spiral shape 
to the intersection point between the 
function F(x) and G(x) which is the root 
of the equation f(x)=0. Another form 
for solution convergence of the one- 
point iteration method is the stair step 
pattern as shown by an example in Fig. 
2.12. Figure 2.13 shows two examples 
that the one-point iteration method may 
lead to diverged solutions if the initial 
guess values are not provided properly. 


G(x) 


X3 X2 X] 


Xo 


Figure 2.12 Convergence behavior of the solution by the one-point iteration 


method in the stair step pattern. 
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G(x) 


X3 X} Xox 


Figure 2.13 Schematic diagrams for solution divergence 
of the one-point iteration method. 


2.6 Newton-Raphson Method 


One of the most popular open methods that can provide rapid convergence for the root of equation 
is the Newton-Raphson method. Because the method is based on the use of Taylor series, thus, the 
concept of the series is explained herein first. 


The Taylor series can be used to find the value of a function at point x from the values of the 
function and its derivatives at a nearby point x). Even though the Taylor series contains an infinite 


number of terms but its physical meaning can be interpreted without difficulty. For example, if the 
Taylor series is approximated by using only the first term, i.e., 


f(x) = fo) (2.26) 
it is called the zero-order approximation. Equation (2.26) implies that the value of the function at point 
x is approximated as its value at point x). This approximation will be true if the considering function is 


constant. It is noted that Eq. (2.26) can also be used to approximate the value of the function at point x 
if the selected point x, is very closed to the point x. 


If the first two terms of the Taylor series are used in the approximation, 

F(x) = f(%) + (=x) f'(x) (2.27) 
it is called the first-order approximation. Equation (2.27) is linear due to the first derivative term of 
f(x). Thus, the equation will provide exact solution if the considering function is linear. 

Similarly, if the considering function varies quadratically, the Taylor series with the first three 
terms as shown in Eq. (2.28) will give the exact solution. 
; Cor eee 
f(x) = flo) + @-x0) f'@o) + py Oey (2.28) 
In general, the functions that occur in engineering and scientific applications are complex and can not 
be represented by the polynomials with finite terms. To represent such complex function, the Taylor 
series with infinite terms must be used as, 


Root of Equations 33 


Fla) = SG) + G7) £00) + SSE pag) + + AK HM) +. 2.29) 


Representation of the Taylor series for a function is illustrated in the following example. 


Example 2.5 Use the Taylor series to determine values of the function, 
f(x) = sinx (2.30) 


at point x = 2/6 (or x =30° ) by using the value of the function and its derivatives at point x) = 2/12 


(or x =15° ). Determine the solutions by using the Taylor series with zero-order to sixth-order 
approximation. 
It is noted that sin (7/6) =0.5 and 


If the zero-order approximation of the Taylor series with only one term is used as shown in Eq. (2.26), 
the approximate value of sin (7/6) is 


(2) z sin( 4) = 02588190 
6 12 


For the first-order approximation of the Taylor series with two terms as shown in Eq. (2.27), the 
approximate value of sin (7/6) is 


Ss 
fo 
aa 
So 

Ile 


sin (4) + “cos (z = 0.5116978 

12 12 12 
Similarly, for the third-order approximation of the Taylor series with three terms as shown in Eq. (2.28), 
the approximated value of sin (7/6) is 


2 
sin( Z) + = cos(=| - H(z) sin( Z) = 0.5028282 
2) 12 U2) 202 12 


The approximate values of sin (7/6) from the zero-order to sixth-order approximation are shown in 


SY 
ATER 
aa 
Sy 

I 


Table 2.4. The table shows that the solution converges to the exact value which is 0.5 when the order of 
approximation is increased. 


Table 2.4 Approximate values of sin (7/6) by Taylor series of order zero to six. 


ordern f(x) f (2/6) 
0 sin x 0.2588190 
1 cos x 0.5116978 
2 —sin x 0.5028282 
3 C08 0.4999396 
4 sin x 0.4999902 
5 wee 0.5000001 
6 =sin x 0.5000000 
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The use of the Taylor series is the basis of the Newton-Raphson method for finding the root of 
equation f(x)=0. The idea of the method is to use the first two terms as shown in Eq. (2.27) for 


approximating the function f(x) in the iteration process, 


f(x) = fot- xo) fx) = 0 (2.31) 
or (x-x9) f'(x) = -f(xo) 
aus IE _ fC) 

E Pa) a 


The physical meaning of Eq. (2.32) is systematically explained by Fig. 2.14. 


Root J 


Figure 2.14 Finding the new approximate value x from the initial value x, 
by Newton-Raphson method. 


The procedure of Newton-Raphson method starts from an initial value x) as shown in Fig. 2.14. 
Then, the values of function f(x) and its first derivative f'(x) at point x, are determined. These 


computed values are substituted into Eq. (2.32) to obtain the new value of x as shown in Fig. 2.14. The 
process is repeated until the new value of x converges to the root x as shown in Fig. 2.15. 


Figure 2.15 highlights a rapid convergence of the solution by using the Newton-Raphson method. 
The method is, thus, very popular among the methods for finding the root of an equation. However, the 
method may provide a solution that diverges from the real root. A diverged solution may be caused by 
the behavior of the function and the initial guess value x), etc. Figure 2.16 (a-b) shows the Newton- 


Raphson method that can provide a converged or diverged solution depending on the initial guess value 
Xo. 
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f(x) 


A 


f(x) 


Figure 2.15 Convergence behavior of Newton-Raphson method. 


From the above explanation, the method uses an old value to determine a new value of x through 
Eq. (2.32) which was approximated from the Taylor series. If Ax is the difference between the old and 


new values of x, Eq. (2.32) can be written as, 


Ax = xX-% = - (2.33) 


The equation above can be used in developing a computer program with the following computational 
procedure. 


f(x) 


f(x) 


(a) Converged solution (b) Diverged solution 


Figure 2.16 Convergence and divergence solution behaviors by the Newton-Raphson method. 
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Step 1 Determine the value of the function and its first derivative at the old point x. Then, determine 
the increment Ax from 


igs Ste) (2.34) 


f(x) 


where the subscripts A and k +1 represent the iteration numbers k and k +1, respectively. 


Step 2 Determine the new value x from 


Xk = Xk FAX gy (2.35) 


Step 3 Check for the convergence of the solution by using one of the following convergence criteria, 
(a) | AX p44 | < E] (2.36) 


where & is the absolute error, or 


Ax 
(b) S E> (2.37) 
Xk+ 
where <s, is the relative error, or 
A 
(c) Atel | 100% < 6; (2.38) 
Xk+ 


where ¢, is the percentage relative error. If the computed solution does not meet the specified 


convergence criterion, the process is repeated by going back to step 1. 


Example 2.6 Develop a computer program to find the root of Eq. (2.12) by using the Newton-Raphson 
method. Use the initial guess xy =3 and the percentage relative error in the form of Eq. (2.38) as 
e = 0.001%. 


Before developing a computer program, the first derivative of the function is required. The given 
function in Eq. (2.12) is 


f(x) = e™*(2-x)-1 
(hes fe) = ea (-z}e""2-x) 2% 


el4 (-3+4) 
2 4 


These equations are used in the development of a computer program as shown in Fig. 2.17. The 
computed solutions of x at different iterations are shown in Table 2.5. 
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Program NewRap 
A program for computing root of a single 


Define the following given values: 

x0 = initial guess value of the root x 
es = stopping criterion tolerance (%) 

0 = 3.; es = 0.001; 

% Define the function of the problem: 

func = @(x) (exp (-x/4) *(2-x) - 1); 

% and its derivative: 

deriv = @(x) (-exp(-x/4) *(1.5-x/4)); 

fprintf('\n Iteration No. 

x = x0; 

for iter = 1:500 


K dP dP Æ de dP dP 


equation using the Newton-Raphson method. 


x \n'); 
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f = func(x); df = deriv(x); dx = -£/df; 
x =x + dx; 
fprintf(' %8d, %22.6e\n', iter, x); 
tol = abs (dx*100./x) ; 
if tol < es 
fprintf('\n The root is 
break 
end 
end 
while tol > es 
fprintf(' Root cannot be reached for\n') ; 
fprintf(' the given range') ; 
break 
end 


%14.6e\n', x) 


Figure 2.17 Computer program for finding the root of Eq. (2.12) 
by using the Newton-Raphson method. 


Table 2.5 Solution convergence of the function in Eq. (2.12) by the Newton-Raphson method. 


Iteration number Root x Iteration number Root x 
1 -1.156000 4 0.782542 
2 0.189438 5 0.783596 
3 0.714043 6 0.783596 


2.7 Secant Method 


The key idea of the secant method is the similar to the Newton-Raphson method except the first 
derivative of the function is obtained approximately. The method is useful when the given function is 
complex such that its exact derivative cannot be derived easily. The first derivative of the function is 
estimated from the values of the function at the two points x, and x, as shown in Fig. 2.18. 


f(x) 


of 


F(x0)- fF) 


Xo ~X1 > 


Figure 2.18 Finding the root of equation by the secant method. 
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; Xo) -f(x 

f'(%) = f( 0) nal 1) (2.39) 
x ~ 4 

The approximate value in Eq. (2.39) is used to determine Ax through Eq. (2.33) of the Newton-Raphson 

method, 


Ax = fo) 2 fæ) o-a) (2.40) 


f'a) F) - £1) 
The computed Ax is then used for determining the new value of x. All other computational steps are 
identical to the Newton-Raphson method as shown in Eqs. (2.34) - (2.38). 
Equation (2.39) and Fig. 2.18 show that the secant method requires two initial values of x to 


estimate the first derivative by using Eq. (2.39). The following example shows the results from the 
secant method for finding the root of Eq. (2.12). 


Example 2.7 Develop a computer program for finding the root of Eq. (2.12) by using the secant 
method with the initial values x) =3 and x, =2. Use the convergence criterion ¢ = 0.001% as shown 


in Eq. (2.38). 


The corresponding computer program is shown in Fig. 2.19 while the computed solutions during 
the iteration process are shown in Table 2.6. 


% Program Secant dx = -f1/df; x0 = x1; x1 = x1 + dx; 
% A program for computing root of a single fprintf(' %8d %22.6e\n', iter, x1); 
% equation using the secant method. tol = abs (dx*100./x1) ; 
% Define the following given values: if tol < es 
% x0 = first initial guess of root x fprintf ('\n The root is %14.6e\n', x1) 
% x1 = second initial guess of root x break 
% es = stopping criterion tolerance (%) end 
x0 = 3.; x1 = 2.; es = 0.001; end 
% Define the function of the problem: while tol > es 
func = @(x) (exp (-x/4) *(2-x) - 1); fprintf(' Root cannot be reached for\n') ; 
fprintf('\n Iteration No. x \n'); fprintf(' the given range'); 
for iter = 1:500 break 
f0 = func(x0); f1 = func(x1); end 
df = (£0-£1) / (x0-x1) ; 
Figure 2.19 Computer program for finding the root of Eq. (2.12) 
by the secant method. 
Table 2.6 Solution convergence to the root of Eq. (2.12) by the secant method. 
Iteration number Root x Iteration number Root x 
1 -0.111700 4 0.781058 
2 1.028830 5 0.783622 
3 0.829093 6 0.783596 


2.8 MATLAB Functions for Finding Root of Equation 


Built-in functions in MATLAB for finding root of equation are explained in this section. The 
equation is input into MATLAB in the form of an anonymous function. The anonymous function has the 
following form, 
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f = @(variables) expression 
where f is the name of the function 
expression is the expression of the function 
variables contain the independent variables in the function 


For example, the function f(x) =x* -5 can be created by using the command 
>> f = @(x) x^2-5 
MATLAB then responds as 
f = 
@(x) x^2-5 
To find the value of the function, e.g., x =7, 
>> £(7) 


ans. = 


44 


If the function contains many variables, the same method can also be used. As an example, 
>> g = @(x,y) 2+5*x+3*y 
g = 
@(x,y) 2+5*x+3*y 


Root of function is determined by using the fzero command. The structure of the command is, 


y = fzero (function, x0) 


where y is the root value 
function is the function name 
x0 is the initial guess value 


If the bracketing method is employed in the determination of the root, the two initial guess values x0 
and x1 are specified by using the command, 


y = fzero (function, [x0 x1]) 
Finding the root of an equation can be done easily by using the £zero command with an initial 
guess value. For example, 


>> fzero(f,3) 
ans = 


2.2361 


If a negative value of the roots is needed, a different value for the initial guess may be input, 
>> fzero(f,-3) 


ans = 


-2.2361 
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Root of the equation may also be found by using two initial guess values. In this case, the command is 


>> fzero(f, [-3 1]) 
ans = 


-2.2361 


If the root is not contained within the two given values, MATLAB will display the error message as 
follows, 


>> fzero(f, [3 5]) 


2??? Error using ==> fzero 
The function values at the interval endpoints must differ in sign. 


Example 2.8 Use the £zero command to find the root of Eq. (2.12) with the initial guess value of 
x=3. 


Before the root of equation is determined, the function in Eq. (2.12) must be input into MATLAB 
through the anonymous function. Then, the function fzero is used to find the root of the equation as 
follows, 

>> f = @(x) exp (-x/4) .* (2-x)-1; 

>> y = fzero(f,3) 


y= 
0.7836 

It is noted that the @ ( ) command can be combined together with the £zero command to find the root 

of equation, 


>> fzero(@(x) exp (-x/4) .* (2-x)-1,3) 
ans = 
0.7836 


If the root of the equation is imaginary, the f zero command should not be used. Another popular 
command for finding the imaginary roots of a polynomial function is the roots command as, 


y = roots (coef) 


where y is the vector of the roots 
coef is the vector of the polynomial coefficients 


Example 2.9 Find the roots of the equation which is in the form of polynomials, 


f(x) = x*-9x'-2x?+120x-130 = 0 


The roots command is first used to create a vector that contains the coefficients of the polynomials as, 


>> a = [1 -9 -2 120 -130]; 
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The roots command is then employed to find the roots of the equation, 
>> x = roots(a) 
k= 


T3999 
-3.6001 
339721. 
1.2286 


Example 2.10 Find the roots of the equation which is in the form of polynomials, 


f(x) = x4-2° -2.75x? +5.25x-2.5 = 0 


The roots command can be used to find the real and imaginary roots of the equation as follows, 


>> b = [1 al -2.75 5225°=-2.5]3 
>> x = roots (b) 
x= 

-2.0000 


1.0000 + 0.50001 
1.0000 - 0.50001 
1.0000 


2.9 Roots of System of Non-linear Equations 


The topics presented earlier are for finding root of a single equation which is in the form of 
f(x)=0. In practice, analyses of engineering and scientific problems often lead to a system of non- 
linear equations. Fundamentals of the methods explained earlier can be used to find for the roots of such 
system of non-linear equations. 

The system of non-linear equations consisting of n equations with n unknowns of x4, X7,..., X, > 


can be written in a general form as, 


A(x, X75 +005 Xn) = 0 
Xj, XQ,.--5 X,) = O 
re : : n equations (2.41) 
fai X Xass x,) = 0 
or in the matrix form, 
PAA 0 (2.42) 


(nxn) (nx1) (nxl) 


where [4]=[A(x,)] is the square matrix which contains the unknown variables x,, i=1,2,...,n; {X} 
is the column vector of the unknowns x,,and {B} is the vector that consists of known values. Examples 
of the matrices in Eq. (2.42) are shown in Example 2.11 and 2.12. 


The methods for solving the system of non-linear Eq. (2.41) presented herein are: (1) the direct 
iteration method, and (2) the Newton-Raphson iteration method. 
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2.9.1 Direct iteration method 


The main idea of direct iteration method for solving the system of non-linear equations is similar 
to the one-point iteration method for finding the root of a single equation as explained in section 2.5. 
The method starts from rewriting the functions in Eq. (2.41) in the form for performing iteration as, 


k+l _ k k k 

mal = Bile acne) 
k+l k k k 

X2 TE (xk, xk, xE) (2.43) 
k+l k k k 

Xn = g, (ef, xf,..., xt) 


where k is the iteration number. The computational procedure of the method consists of the following 
steps. 


Step 1 Provide the initial guess xf ,1=1,2,...,n 
Step 2 Compute xf"! , i=1,2,...,n by using Eq. (2.43) 
Step3 Check for solution convergence of x, by using the criterion such as, 


x100% < € (2.44) 


If the specified convergence criterion is not met, the process is repeated by going back to step 2. 


Example 2.11 Use the direct iteration method for solving the system of non-linear equations in the matrix 


form below, 
l I i ‘J 
(2.45) 
1 xy] Lx 5 


The two equations in Eq. (2.45) are first expressed as, 
-x +X, = 1 (2.46a) 
ae cee) (2.46b) 
Equations (2.46a-b) are then written in the iteration form, 
xh = yk] (2.47a) 


xk = 45-xf (2.47b) 


By providing the initial guess of x, = x, = 0 , the new values of x, and x, are determined from Eqs. 
(2.47a-b). The computed solutions of x, and x, at each iteration are shown in Table 2.7. 
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Table 2.7 Convergence of solutions to the roots of Eq. (2.45) by the direct iteration method. 


Iteration number xı x2 
0 0.000 0.000 
1 -1.000 2.236 
2 1.236 2.449 
3 1.449 1.940 
4 0.940 1.884 
12 1.000 2.000 


2.9.2 Newton-Raphson Iteration Method 


The basic idea of the Newton-Raphson method for solving a set of non-linear equations in the 
form of Eq. (2.41) is similar to that for finding the root of a single equation as explained in section 2.6. 
The only difference is the use of the Taylor series for n variables. For a typical equation i, the Taylor 
series for n variables is given by 


fi (xt Ax, X +AX,..., x, HAX) 
n Of; 
Fy ry X230 Xp) + DOs X25. Xy) AX; +... (2.48) 
jal OX; 
where x;, i=1,2,..., are the values used for determining the new values of x; + Ax. If only the first 


two terms on the right-hand side of Eq. (2.48) are used in the approximation, the resulting equation will 
be in the similar form as shown in Eq. (2.31), i.e., 


n (a) i; 
0 = fil Xas Xn) DS oft (Xis Mas ange Xp) AX} (2.49) 
jal OX j 
or, 
n (a) j 
5s Ax; = =f: (2.50) 
jar Ôx 


For example, if a system of non-linear equations consists of only 3 equations, then n = 3 and i, j = 1, 2, 
3. Equation (2.50) can be written explicitly as, 


rai OA GA] law, f 

Ox; Ox. Ox3 

fo fr fr 

ee E aa Ax = - 2.51 
Ox, OX, 0x3 : f voy 
Os Os. P 

| Ox, Ox, Ox; | Ax; ts 


[J] {Ax} hh 
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For a set of n non-linear equations, the Newton-Raphson iteration method leads to, 


[J] {Ax} = -{f} (2.52a) 
(nxn) (nx1) (nx1) 


where [J ] is called the Jacobian matrix for which its coefficients are determined from 
J, = =— (2.52b) 


The vector {Ax} contains increments of the solutions. The vector {f} on the right-hand side of the 
equation consists of the function f,, i=1,2,...,n which are evaluated at x,. This vector {f} is 
sometimes called the residual vector because it becomes zero as all x, converge to the correct solutions. 


From the above explanation, the computational procedures of the Newton-Raphson iteration 
method for finding the roots of non-linear equations are as follows. 


Step 1 Solve the system of equations, 
[J] {ary = rF (2.53) 


where the superscript k denotes the iteration number. 


Step 2 Compute the new solution values from 
{xP = fa + fA} (2.54) 
Step 3 Check for solution convergence by using the criterion as shown in Eq. (2.36) — (2.38). If the 


computed solutions are not converged within the specified criterion, the process is repeated by going 
back to step 1. 


Example 2.12 Use the Newton-Raphson iteration method to solve the system of non-linear equations 
given in matrix form, 


1 2 1 4) fx, 20.700 
x 2x OA 15.880 
a Agee = (2.55) 
xy O x; 1 | )x3 21.218 
0 3 O x3] lx4 21.100 
Solution From Eq. (2.55), the four functions are, 
fi = xX + 2x, + x, + 4x4 — 20.700 
fa = x? +2xx, + x4 — 15.880 
3 2 (2.56) 
fy = xy + xz + x4 — 21.218 


Jfa = 3X. + X3x4, = 21.100 


It is noted that if the correct solutions of x,, x2, x3 and x, are substituted into the Eq.(2.56), the four 
functions of f;, i=1, 2,3, 4 are all zero. 
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The size of the Jacobian matrix for this problem is (4x4) and its coefficients are determined from 
Eq. (2.52b) as, 


1 2 1 4 
2x,+2x, 2x, 0 3x2 

Ea ee T í (2.57) 
xi 0 2x, 1 
0 3 xa G 


1 2 1 4] fx -12.700 
4 2 0 3|lAx, -11.880 

= - (2.58) 
3 0 2 1/)Ax, -18.218 
0 3 1 1} {Axy -17.100 


The procedure for solving a system of Eq. (2.58) will be explained in details in chapter 3. The solutions 
for the system of equations above are, 


Ax, 1.75037 
Ax 3.67630 
= (2.59) 
Ax, 6.89579 
Ax, — 0.82469 
Thus, the new values of the roots are computed by using Eq. (2.54), 
x 1. 1.75037 2.75037 
X3 1. 3.67630 4.67630 
= + = (2.60) 
x; 1. 6.89579 7.89579 
X4 1. — 0.82469 0.17531 


Convergence of the solutions is then checked by using the specified criterion. If the convergence 
criterion is not met, the procedure is repeated by determining the Jacobian matrix in Eq. (2.57) with the 
new computed values from Eq. (2.60). Table 2.8 shows the computed solutions with 6 significant figures 
that are obtained different iterations. The final solutions can be verified by substituting them back into 
the functions in Eq. (2.56) so that all functions must be zero. 


Table 2.8 Converged solutions to the roots of the non-linear equations in Example 2.12. 


Iteration number xy xX, x; X4 
0 1.00000 1.00000 1.00000 1.00000 
1 2.75037 4.67630 7.89579 0.17531 
2 1.34485 5.29712 5.94935 0.70289 
3 


1.47750 3.84372 4.34185 1.79830 


8 1.20000 5.60000 4.30000 1.00000 


46 Numerical Methods in Science and Engineering 


2.10 Closure 


In this chapter, the methods for finding roots of a single equation and a set of non-linear equations 
were presented. By understanding the procedure of these methods together with ability to develop the 
corresponding computer programs, the roots of the equation can be obtained easily. Finding the root of 
a single equation is an important topic that occurs in the analysis of many engineering problems. 
Understanding the methods can help analysts to determine and verify the computed solutions. 


Some of the methods used for finding solution of a single equation were extended to solve for 
solutions of a set of non-linear equations. The set of non-linear equations often occurs in the analysis of 
practical applications. Some popular methods, such as the Newton-Raphson iteration method, have been 
used and built inside the commercial software today. Software users need to understand the procedures 
for solving these non-linear equations to assure the accuracy of the computed solutions. 


Exercises 
1. In the vibration analysis of a stop sign pole, the root of the following transcendental function is 
required, 
cosh x cosx +1 = 0 


Find the first three positive roots by using: (a) the graphical method, (b) the bisection method, (c) 
the false-position method and (d) the Newton-Raphson method. Use appropriate initial guess 
values in order to obtain the solution with 6 significant figures. 


2. Employ the bisection method to determine the value of V13 by solving the equation, 
x4-13 = 0 


Use the initial left and right values of 1.5 and 2.0. Perform iteration until the solution with six 
significant figures does not alter. 


3. Employ the false-position method to determine the value of 1/43 by solving the following 
equation 
Peds = 0 
x 


Use the initial left and right values of 0.02 and 0.03. Determine the solution by using the 
convergence criterion with the tolerance of 0.000001%. 


4. Apply the Taylor series to determine the value of the function 
f(x) = hx 


at x = 4 by using the value of the function and its derivatives at x = 2. Determine values of the 
function from the Taylor series of order 0 to 6 and compute the errors for each case. 
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S: Apply the Taylor series and develop a computer program to determine the value of the function 


f(x) = e” 


at x = 2 by using the value of function and its derivatives at x = 1. Determine values of the 
function from the Taylor series of order 0 to 6 and compute the errors for each case. 


6. In the determination for the oblique shock angle { generated from a flow of Mach M over an 


inclined plan that makes angle @ with the horizontal axis, the root of the equation, 


E B_ 
ano ~ zeoe Vaia l = 


M°*(y+cos2B)+2 

is needed. In the above equation, y is the specific heat ratio for air which is 1.4. The flow is at 
Mach M = 3 and @=2z/9. Determine the angle S of the oblique shock by using: (a) the 
bisection method with the initial left and right values of 0 and 2/4, and (b) the secant method 


with the initial left and right values of z/6 and z/4. The computed solution of the angle 8 
must have accuracy up to 6 significant figures. 


T: Find the roots of the following equations by using the Newton-Raphson method. The numbers 
in parentheses are the initial guess values for each case. The computed solutions must have their 
accuracy up to 4 significant figures. 


(a) x?-2x-3 = 0 (0.5) 
(b) xe = cos x = 0 (2.0) 
(c) 10Inx - x = 0 (1.0) 
(d e- (1+ x4+x?/2) = 0 (1.5) 
(e)  x°-100 = 0 (2.0) 
(f) e* — sin (7x/3) = 0 (-2.8) 


8. Find the value of V7 with its accuracy up to 8 significant figures by using the Newton-Raphson 
method. It is noted that the solution can be obtained from the equation. 


x°-7 = 0 
Use the initial guess of x=2. 


9. Use the Newton-Raphson method to determine the eigenvalue that occurs in the buckling analysis 
of a vertical bar due to its own weight. The eigenvalue 2 is the root of the equation, 


45 Cg = 0 
m=1 


where m= 1 C = -= 
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10. 


11. 


12. 


13. 


14. 


15. 
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C, = 3m 
4m (3m-1) 


IV 
N 


and m 


Use the initial guess of zero and the computed solution must have their accuracy up to 6 
significant figures. 


In the vibration analysis of a beam that has a mass attached at the middle of it, the root of the 
equation, 


2 — x(tanx-tanhx) = 0 


is needed. Use: (a) the bisection method, (b) the Newton-Raphson method and (c) function 
fzero of MATLAB for finding the root. The computed solutions must have their accuracy up to 
6 significant figures. Hint: the root of this equation is between 0.5 and 1.5. 


A cable with the length £ = 180 m and weight w = 36 N/m hangs between two poles. The 
distance between the two poles is L = 165 m. The tension H in the cable is determined from 


Use: (a) the Newton-Raphson method, (b) the secant method and (c) function £zero of MATLAB 
to find the tension H in the cable. The computed solutions must have their accuracy up to 6 
significant figures. 


Find the drag coefficient of the space shuttle as shown in Eq. (2.10) by using: (a) the bisection 
method, (b) the false-position method and (c) the Newton-Raphson method. The computed 
solutions must have their accuracy up to 6 significant figures. 


Show that the equation, 


xt —9x3 —2x?+120x-130 = 0 


has four roots. Then, use any method explained in this chapter to find those roots with their 
accuracy up to 8 significant figures. 


Derive related equations and explain computational procedures for determining the value of Vc 
by using the Newton-Raphson method. The value C is a positive real number. Then develop a 
computer program to determine the value C by using the stopping criterion of ¢ = 0.000001% as 
shown in Eq. (2.38). 


Use the Newton-Raphson method to find the root of the equation, 


cosx = xe” 


with the initial guess x = 1. Perform iteration until the solution with six significant figures does 
not alter. 
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16. Show that the n” root of any constant C can be obtained by solving the equation 
x"-C = 0 


Also show that the equation for finding the root of the above equation by the Newton-Raphson 
method is in form 


1 C 
Xk = -lo Vx, 4 a 
x 


where the subscript & is the iteration number. 


17. Use the computer program of the secant method to find the root of the equation in Example 2.7 
with initial guess values x) =3 and x, =1. Discuss the convergence behavior as compared to 


the solution in Example 2.7. Plot graph to compare the convergence rates of the two solutions. 


18. Energy loss due to friction of flow in a pipe is required for selecting an appropriate size of the 
water pump. If the pipe has diameter D and length L, the energy loss is determined from, 


where h is energy loss, V is the average flow velocity and fis the friction factor. If the inside 
surface of pipe is not smooth, the friction factor is determined from, 


Lup a: ine Ea 2.51 


where € is the roughness value of the surface and Re is the Reynold number. Use any built-in 
function of MATLAB to find the value of friction factor when ¢=0.01 and Re = 100,000. 


Compare the computed solution with the solution obtained from any method explained in this 
chapter. 


19. | A cable was hung between the two points at the same level. The distance between the two points 
is 250 m as shown in Fig. P2.19. 


— 250 oo aa 


Figure P2.19. 


The cable deflects by its own weight in a parabolic shape and the maximum deflection occurs at 
middle of the cable. The defection curve for the cable is in the form, 


50 


20. 


21. 


22. 
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y= “{cosn 1) 
w To 


where y is the deflection distance, w is the cable weight per unit length, Tọ is the cable tension at 
the position of maximum deflection, and x is the coordinate in the horizontal direction. If w = 
120 N/m at the position x = 125 m and the deflection y = 50 m, use MATLAB to find the value of 
the tension Tọ. Compare the computed solution with the solution obtained from the one-point 
iteration method. 


A beam as shown in Fig. P2.20 is subjected to the load which increases along the beam length. 
The equation for the beam deflection curve is, 


pce a 100 EL) 
360E I L 


; L 


Figure P2.20. 


where y is the deflection of beam, x is the distance along the beam axis, w is the load along beam, 
E is the Young’s modulus, Z is the moment of inertia of the beam cross-section and L is the beam 
length. Employ MATLAB to find the location of the maximum deflection that occurs along the 
beam and its value. Use the following data of L = 450 cm, E = 50,000 kN/cm?, J = 30,000 cm‘ 
and w = 1.75 kN/cm in the analysis. It is noted that the maximum deflection occurs at the location 
of dy/dx = 0. 


Use the roots command in MATLAB to find all roots of the polynomial equation, 


x° — 5x4 —35x° +125x7+194x-280 = 0 


Compare the solutions with the results obtained from any method in this chapter. Then, explain 
advantages and disadvantages of each method. 


Use the roots command in MATLAB to find all roots of the polynomial equation, 


x° —3.5x7 +2.75x +2.125x7 -3.875x 41.25 = 0 


Compare the solutions with the results obtained from any method in this chapter. 
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23. 


24. 


25; 


26. 


Zr 


Develop a computer program by using the direct iteration method for solving the system of non- 
linear equations, 


x by = 2 


Il 


5x Dy? 12 


Then, compare the computed solutions with the exact solutions. 


Use the Newton-Raphson method to find the roots for the system of non-linear equations with 3 
significant figures, 


x’y-xy +6 = 0 


y? +4x* -3xy-7 = 0 


Use the Newton-Raphson method to find the roots for the system of non-linear equations 
xy = 1 and y = coshx 


Show the detailed Jacobian matrix and use the initial values x = y =1 to compute the solutions. 
Perform 5 iterations and compare the computed results with the exact solutions. 


Use the Newton-Raphson method to find the roots for the system of non-linear equations, 


3x? +4y -Syz = -19 


XZ 2y? +z? = 14 


xy? —3yz +x72 -11 


Employ the initial values x = y = z = 2 and show detailed computation with 4 significant figures 
for the first iteration. Perform 5 iterations and present the computed solutions in a table. 


Develop a computer program by using the Newton-Raphson method for solving the system of 
non-linear equations, 


5xix3 =2xx + 4x7 -=xx4 = 9.75 
6x + 3x,+ x- x4 = 5.50 
I + ka 5x; + xx; = —3.50 
3x1X4 2x2 +6x3x4 + X3x4 = 16.00 


Use the initial guess values x, = x, = x; =x, = 1 and perform the computation until the solutions 
converge to 6 significant figures of accuracy. 


Chapter 
3 
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3.1 Introduction 


In chapter 2, several techniques for finding root of a single equation often occurs during the 
analysis of engineering problems were studied. For practical problems, many numerical techniques such 
as the finite difference and finite element techniques are used for obtaining solutions that describe their 
physical behaviors. In the analysis process, these methods lead to a set of simultaneous algebraic 
equations for which their roots representing the solutions of the problems are required. For examples, 
the finite difference technique was used to determine the flow phenomena surrounding a fighter jet in 
Fig. 1.1, while the finite element technique was employed to predict the structure deformation of 
passenger car during its collision in Fig. 1.2. During the analyses of these two problems, both techniques 
generate the large sets of algebraic simultaneous equations. The unknowns of the problems which are 
the roots for the sets of the algebraic equations must be solved. Understanding the methods for solving 
such system of equations together with the ability for developing computer programs are thus very 
important in the process for solving practical engineering problems. 


In this chapter, various methods for solving the system of equations will be explained. 
Advantages and disadvantages of each method will be described. To illustrate the computational 
procedure for each method clearly, a small size of a system of equations will be used as an example. 
However, the computational procedures can be applied to solve a large size of the system of equations. 


To demonstrate that a set of equations is arisen during the analysis of a typical problem, the 
following example is studied. 


Example 3.1 A square metal plate, with the thickness ¢ and thermal conductivity k, is subjected to a 
surface heating g as shown in Fig. 3.1. The origin of the x-y coordinates is at the plate center as shown 
in the figure. Zero temperature is specified as the boundary conditions along the four edges of the plate. 


54 Numerical Methods in Science and Engineering 


With the specified surface heating and boundary conditions, high temperature occurs at the plate center 
with the temperature distribution T(x, y) as shown in the figure. 

The governing equation that represents the conservation of energy for determining the 
temperature distribution over the plate is 


oor oer 
~t+i5 = -4 (3.1) 
Ox” Oy kt 
If the size of the plate is 4x4 unit and g/kt = 400, the exact temperature distribution is 
2 2 (-1)" 2n+1 4 h ((2n+1 4 

r(x, y) = 200(4 x?) at 3 (—1)" cos (( fal ) cosh ((2n +1) zy/4) 62) 

T n=0 (2n+1) cosh ((2n+1) 2/2) 
T(x, y) 


Temperature distribution 


Finite 
difference T=0 T=0 T=0 
model T, 


Temperature along outer edges =0 


Figure 3.1 Temperature distribution on the square plate subjected to 
a surface heating and the finite difference model. 


Approximate solution of the plate temperature can be obtained by using the finite difference 
technique. Details for the procedure of the finite difference technique will be explained in chapter 8. 
The technique starts from dividing the computational domain into a mesh with rectangular shape as 
shown in Fig. 3.1. Due to the symmetry of the temperature solution, only the upper-right quarter of the 
plate can be used for modeling in the analysis. If this quarter is divided into 2x2 intervals, the unknowns 
are the temperatures 7,, T, and T} at the grid points as shown in the figure. The finite difference 


technique leads to the set of equations in the form 


4 4 O 400 
-1 4 =2|3T,$ = 4400 (8.3) 
0 -2 ale 400 


The computed solutions at these grid points are Tı = 450, T2= 350 and 73= 275. It should be noted that 
the computed temperatures at the grid points contain errors from the model discretization. Higher 
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solution accuracy can be obtained by modeling the plate with a finer mesh. Such the finer mesh, will 
lead to a set of more equations. For example, if the upper-right quarter of the plate is divided into 10x10 
intervals, there will be a total 55 unknowns which are solved from 55 equations. Thus, in general, a 
system of equations can be written in the matrix form as, 


LAWA = {B} (3.4) 


(nxn) (nx) (nxl) 


where n is the number of equations, [4] is a square matrix with the size of (nxn), the vector {X }is a 
column matrix containing n unknowns and the vector {B} is a column matrix with the known values. 
Definitions of matrices, their properties and manipulations are explained in appendix A. 

In this chapter, several numerical methods for solving the system of equations in the form of Eq. 
(3.4) are explained. These methods are: (1) the Cramer’s rule, (2) the Gauss elimination method, (3) the 
Gauss-Jordan method, (4) the matrix inversion method, (5) the LU decomposition method, (6) the 


Cholesky decomposition method, (7) the Jacobi iteration method, (8) the Gauss-Seidel iteration method, 
(9) the successive over-relaxation method, and (10) the conjugate gradient method. 


3.2 Cramer’s Rule 


Cramer’s rule is the method suitable for solving a system of few equations. The method solves 
for the solutions by finding determinants of the matrices. The unknown x; in Eq. (3.4) is determined 


from 
det [A]; 
2 alah (3.5) 
det [4] 
where det [A] is the determinant of matrix [A], and det [A]; is the determinant of same matrix [ A] 


but its column i is replaced by the vector {B}. The use of Cramer’s rule is illustrated by the following 


examples. 


Example 3.2 Use Cramer’s rule to solve the following system of equations, 


a E 6o 


Here, the matrix [A] and vector {B} are 


em ae ee a, 


By using the Cramer’s rule as shown in Eq. (3.5), the unknowns x, and x, can be determined as follows 


l 1 | | 1 
1 


det [4] i l A a 
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2 4 
det [A] _ | l S ia a EO 
det [A] 2 1 =2=] =3 
ia 
Example 3.3 Use the Cramer’s rule to solve Eq. (3.3), 
4 -4 O] fx 400 
-1 4 =2ļ|sx,> = 4400 
0 -2 4) lx 400 
For this example, the matrix [A] and vector {B} are 
4 -4 0 400 
[A] = |-1 4 -2 ; {Bk = 4400 
0 -2 4 400 
By using the Cramer’s rule as shown in Eq. (3.5), the three unknowns are determined from 
400 -4 0 
400 4 -2 
z det [A] _ 400 -2 4 
det [A] 4 -4 0 
-1 4 -2 
0 -2 4 
_ 400(16—4) + 4(1,600+800) +0 — 14400 _ 450 
4(16-4) + 4(-4-0) + 0 32 
4 400 0 
-1 400 -2 
are det[A], _ 0 400 4 
det [A] 4 -4 0 
-1 4 -2 
0 -2 4 
_ 4(1,600+800) — 400(-4-0) + 0 — 11200 _ 350 
4(16-4) + 4(-4-0) + 0 32 
4 -4 400 
-1 4 400 
ite det [A]; _ 0 -2 400 
det [4] 4 -4 0 
-1 4 -2 
0 -2 4 
4(1,600 +800) + 4(-400-0) + 400(2-0) _ 8800 _ 275 


4(16-4) + 4(-4-0) + 0 32 
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The two examples above show that solutions of the system of equations can be obtained conveniently 
by using the Cramer’s rule. However, it should be noted that the Cramer’s rule is not used for solving a 
large system of equations. This is mainly because the method requires a large number of operations as 
compared to other methods. The number of operations required by the Cramer’s rule to solve a set of n 
equations is (n—1)-(n+1)!. Ifa set of equations contains only 10 equations, the method needs 360 
million operations. Furthermore, about 10!°” operations will be needed for solving a set of 100 equations. 
The method was thus never been used for solving practical problems that consist of a large number of 
equations. In the next topic, the Gauss elimination method will be presented. The method uses only 
(4n? +90 — 7n)/ 6 operations for solving a system of n equations. The method, thus, requires only about 
700,000 operations to solve a set of 100 equations. 


3.3 Gauss Elimination Method 


The Gauss elimination method is one of the most popular methods for solving systems of 
equations generated from the computational procedures in scientific and engineering analyses. The 
Gauss elimination method for solving a set of equations is divided into two main steps as follows. 


(a) Forward elimination. For example, if the system of equations consists of 3 equations as, 


A, Ay 3] | %y bi 
a an az |ļX2? = 4b (3.7) 
43; a32 433 | (X3 b; 


The first step of the method is to modify the matrix [A] on the left-hand side of the equation so that all 
coefficients beneath its diagonal line are zero, 


Gyr Az 43] fA b 
0 ay anjixp = 43b (3.8) 
0 0 a} b3 
where the coefficients with prime symbols have different values from those shown in the original Eq. 


(3.7). 
(b) Back substitution. With the equations in the form of Eq. (3.8) obtained from the first step, 
the unknowns x, can be determined by using back substitution from the last to the first equation as 


follows, 
x, = b/a% 
x, = (b, - a)3x3)/a4, (3.9) 
x = (b -apx — a43X3)/4, 


To understand the procedure of the Gauss elimination method more clearly, the set of three 
equations solved by the Cramer’s rule in example 3.3 is repeated as presented below. 


Example 3.4 Use the Gauss elimination method to solve the system of equations as shown in Eq. (3.3) 


4 4 fx 400 
-1 4 -2|4x,$ = 4400 (3.10) 
0 -2 4] dae, 400 


The above system of three equations can be written explicitly as 
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4x, — 4x, = 400 (3.11a) 
—xX,+4x,-2x, = 400 (3.11b) 


(a) Forward elimination. The method starts from dividing Eq. (3.11a) by the coefficient of x, 
Xx — Xo = 100 
Then, multiplying it with the coefficient of xı from Eq. (3.11b) 
-x +X, = -100 


The equation is subtracted from Eq. (3.11b) to obtain 


3x5 — 2x; = 500 (3.11b') 
By applying the same process to Eq. (3.1 1c), 
-2x,+4x, = 400 (3.11c') 
After one loop of forward elimination, the system of equations becomes 
4x, ara 4x7 = 400 (3 wl la) 
3X, -2x, = 500 (3.11b') 


The next loop of forward elimination starts from Eq. (3.11b') by dividing it with the coefficient 
of x, 


2 500 
Xy- TX, = —— 
27733 3 
and then multiplying it by the coefficient of x2 from Eq. (3.11c') 
Boo 4 1,000 
—2X,+=-%, = - 
73° 3 
By subtracting the equation above from Eq. (3.1 1c’) to obtain 
8 2,200 
xX, = 3.11" 
A 3 ( ) 
After the second loop of forward elimination, the system of equations now becomes 
4x, -4x3 = 400 (3.11a) 
3x, -2x, = 500 (3.11b') 
8 2,200 
-y, = 2 3.11c" 
re 3 ( ) 


If the above equations are written in matrix form, the coefficients beneath the diagonal line of the square 
matrix on the left-hand side of the system equations are all zero as needed. 
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(b) Back substitution. By starting from the last equation, the solution x, can be determined. 


The computed solution x, is used to determine the values of x, and then x,, respectively, 
x, = (2,200/3)(3/8) = 275 
x) = (500+2(275))/3 = 350 

(400+ 4(350))/4 = 450 


x 
These values of x,, x, and x, are the solutions of Eq. (3.10). 


Example 3.4 demonstrates that the Gauss elimination method has a systematic procedure and can 
be used to develop a computer program directly. The procedure as shown in example 3.4 can be 
generalized for solving a set of n equations as follows. 


For a system of n equations, 


Ay Xy + AyyX + Ay3X34+...+4,X, = b (3.12a) 
Ay X1 + Aq7X_ + A33X3 +... +a, Xn = b, (3.12b) 
d31X] + d33X3 + a33X3 +... + A3, X, = b (3.12c) 
aX + ap2X2 + 4p3X3 +... + AyyX, = |, (3.12n) 


the two main steps of the forward elimination and back substitution are still applied to solve for the 
solutions. 


Forward elimination The procedure starts from dividing the first equation (Eq. (3.12a)) by the 
coefficient of x, 


a b 
: ln x os 1 
ay) ay) a1 ay 


By multiplying by the coefficient of x, from the second equation (Eq. (3.12b)), 


a2 43 = g = 
ax, + ay Xa + ay, X3 EnS ay Xn a) 
aii ai aii a1 


and subtracting it from Eq. (3.12b) to eliminate the term associated with x,. Such manipulations yield, 


a a a b 
12 13 In _ 1 
(ez T an 22 |x + (as -= an | Fan + (an E an, = b, -a — 
ay] ayy ay ay] 
SS eae) SS — 
, , f , 
a9 ay3 An b, 
or, 
a32 X3 + a33 X3 +... + A3, X, = by (3.12b') 


The process is repeated from Eq. (3.12c) to Eq. (3.12n) to obtain the system of equations in the 
form, 
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Ay jX1 + AyyQXy_ + 43x, +... +a% = b (3.13a) 
1 1 1 F 

d2X72 da3 X3 eee Ann Xy = b; (3.13b) 
1 f 1 $ 

A49Xq + 43X4+...+0445,x%, = b (3.13c) 

AynXy $F AigXz+...+ GX, = bh (3.13n) 


After the first loop of forward elimination, the terms associated with x, from the second equation onward 
are eliminated. 


For the second loop of forward elimination, the terms associated with x, from Eqs. (3.13c) 
through (3.13n) are eliminated. The procedure starts from dividing Eq. (3.13b) by a}, , multiplying it 
by the coefficient a}, from Eq. (3.13c) and subtracting the result from Eq. (3.13c). These operations 
lead to a new system of equations in the form, 


Ay, X1 + QyyX_ +Ay3X44+...+a,,x%, = b (3.14a) 
' ' ' = ' 

AyyXy +4,X,+...+45,xX, = dy (3.14b) 
n" n _ n" 

a33X3 +... +43, X, = b (3.14c) 
n n n 

ap3X3 +. +a X, = b (3.14n) 


The same procedure is repeated until the loop number (n—1) is reached and the system of 
equations finally becomes, 


411X] + AyyX +.4)3X,+...+4,,x, = b (3.15a) 
By Xq + AggX,+...+45,%, = 5, (3.15b) 

a33% +... + A3, X, = b3 (3.15c) 

a®@ Vy = per) (3.15n) 


The prime symbols and the values in the superscripts represent the number of the computational loop 
needed for the forward elimination process. 


Back substitution From Eq. (3.15), the unknown x, can be determined directly from the last 
equation, Eq. (3.15n), as 


(n-1) 
YS ae (3.16a) 


nn 
Then, the unknowns x,_;, X,_2,---. X2, x; can be obtained by using back substitution as follows. The 


computed value of x, is substituted into the (n —1)" equation to solve for the unknown x Then, 


n-1 ° 
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the computed values of x,, and x, _, are substituted into the (n — 2)” equation to solve for the unknown 


X,-> + The same procedure is repeated to determine the remaining values of the unknowns x, . 


Determination of the unknowns x,, i=n-—1,.....,1 can be obtained using the expression, 


i1) (il 
bl ts > af Mi 


time (3.16b) 


al) 


where subscript i represents the i” equation in Eq. (3.15). 


Procedures of the Gauss elimination method for solving the system of equations as explained 
from Eq. (3.12) to (3.16) are used to develop a computer program as shown in Fig. 3.2. Table 3.1 shows 


the input data generated from example 3.4 together with the computed solutions from the program. 


% Program NGElim 

% A program for solving a set of linear 

% simultaneous equations [A] {X} = {B} by 
% using Naive Gauss elimination method. 

% Read input data file containing number 
% of eqs with matrix [A] and vector {B}: 
fid = fopen('input.dat', 'r'); 

n fscanf (fid,'%f',1); 

a = fscanf(fid,'%f',[ntl n]); a=a.'; 

b squeeze (a(:,n+1)) ; 
a squeeze(a(:,1:n)); 
fclose (fid); 
x = NGauss (n, a, b); 


% Print out the computed solution of {X}: 


fid = fopen('output.dat', 'w'); 

fprintf (fid, 

'\n Equation No. 

fprintf ( , 

"\n Equation No. 

for i= 1:n 
fprintf(fid,' %8d %22.6e\n', i, x(i)); 
fprintf ( ' $8d %22.6e\n', i, x(i)); 

end 

fclose (fid) ; 


Solution x \n'); 


Solution x \n'); 


function x = NGauss (n, a, b) 
% Forward elimination: Perform according 
% to order of 'Prime' from 1 to n-1: 


for ip = 1:n-1 
% Loop over each equation starting from 
% the one that corresponds with the 
% order of 'Prime' plus one: 
for ie = ipti:n 
ratio = a(ie,ip)/a(ip,ip) ; 
% Compute new coeff. of the eq. considered: 
for ic = ipti:n 


a(ie,ic) = a(ie,ic) - ratio*a(ip,ic) ; 
end 
b(ie) = b(ie) - ratio*b(ip) ; 
end 


% Set coeff. on lower left portion to zero: 
for ie = ipti:n 
a(ie,ip) = 0.; 
end 
end 
% Back substitution: 
% Compute solution of the last equation: 
x(n) = b(n)/a(n,n) ; 
% Compute solutions from equation n-1 to 1: 
for ie = n-1:-1:1 
sum = 0.; 
for ic = ieti:n 
sum = sum + a(ie,ic) *x (ic) ; 
end 
x(ie) = (b(ie) - sum) /a(ie,ie) ; 
end 


Figure 3.2 Computer program for solving a system of equations 
by the Gauss elimination method. 


Table 3.1 Example of input data from Eq. (3.10) for using with the program in Fig. 3.2 and the 
computed solutions by the Gauss elimination method. 


Input data from Eq. (3.10) 


3 
4. -4, 0. 400. 
=1 Ay -2. 400. 


One 2 4. 400. 


Computed solutions 


Solution x 


Equation No. 


1 -450000E+03 
2 - 350000E+03 
3 -275000E+03 
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3.4 Problems of Gauss Elimination Method 


Example 3.4 shows that the process in the Gauss elimination method is simple and easy to 
understand. The corresponding computer program can be developed easily as shown in Fig. 3.2. 
However, the Gauss elimination method explained in the preceding section may have some pitfalls as 
will be explained in this section. 


3.4.1 Division by zero. 


The system of equations used in example 3.4 is 


4x, -— 4x = 400 (3.11a) 
xı +4x,-2x, = 400 (3.11b) 
—2x,+4x, = 400 (3.11c) 


In the process of forward elimination, Eq. (3.11a) is first divided by the coefficient x, that has the value 
of 4. If Eq. (3.1 1a) is interchanged with Eq. (3.11c) so that the system of equations becomes 


—2x,+4x, = 400 (3.11c) 
xı +4x,-2x, = 400 (3.11b) 
4x, -— 4x, = 400 (3.11a) 


The coefficient of x, in the first equation is now zero. Division by zero thus creates problem in the 


forward elimination process. For general problems, it is possible that the coefficient ali ) in Eq. (3.14) 
(i-1) 


may be zero or close to zero. Small values of ağ ~ can also lead to inaccurate solutions. The techniques 


to avoid these problems will be explained in section 3.5. 


3.4.2 Round-off error. 


Another problem that can occur in the process of the Gauss elimination method is the round-off 
error. Values are stored in computer with a limit amount of significant figures during computation. 
Numerical operations in the computational process of the Gauss elimination method can produce 
solutions with round-off error. The round-off error propagates as the number of operations increases. 
Such error can be understood clearly by studying the following example. 


Example 3.5 Given the system of 2 equations as, 
2.000112 1.414214] [x 0.521471 (3.17) 
1.414214 1.000102] |x,J 10.232279 
If the computer program as shown in Fig. 3.2 is used and executed on a typical computer, the computed 
solutions are x, = 613.0448 and x, =—866.6558 . But if a calculator with 6 significant figures is used, 


the system of equations, Eq. (3.17), becomes 
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2.00011 1.41421] {x} [0.521471 G.18) 
1.41421 1.00010}|x,J 10.232279 


With the forward elimination process, Eq. (3.18) is changed to 
2.00011 1.41421 x 0.521471 
| 0 a = (ee 
After performing the back substitution, the computed solutions are x, = 577.008 and x, =—815.691. 


These solutions have an error of 6% as compared to the true solutions of Eq. (3.17). It is noted, in 
addition, that such a large error occurs from the fact that the square matrix on the left-hand side of the 
equation is an ill-conditioned matrix. 


3.4.3 Ill-conditioned system. 


A square matrix on the left-hand side of Eq. (3.17) is an ill-conditioned matrix because a small 
change of its coefficients in the matrix 


rie 2.000112 1.414214 
~ | 1.414214 1.000102 


can cause a large change in the computed solutions. A matrix can be classified as an ill-conditioned 
matrix if its determinant is close to zero or very small as compared to its coefficients. In this example, 
the determinant of matrix [A] is 


det [A] = (2.000112)(1.000102)- (1.414214)(1.414214) 
0.000315 


which is very small as compared to the matrix coefficients. For a practical engineering problem, a system 
of equations may consist of hundred thousand equations so that the size of matrix [A] is very large. 


(3.19) 


Finding its determinant is not practical because a large computational time is required. It is noted that, 
however, most engineering problems lead to the well-conditioned systems of equations. For example, 
the determinant of matrix [A] is 32 in the example of heat transfer on the metal plate as shown in 


example 3.1. 
In summary, the matrix [A] is an ill-conditioned matrix if one or more of the following 


conditions exist: 
(a) A small change in matrix [A] coefficients causes a large change in the computed solutions. 


(b) Values of the diagonal coefficients in matrix [A] are small as compared to the off-diagonal 
ones. 

(c) The determinant of matrix [A] is close to zero or the product of (det [4] )- (det [A] 5 ) is 
far from unity. 

(d) The product of [A] [A] is somewhat different from the identity matrix. 


3.5 Improved Gauss Elimination Method 


As explained in the preceding section, some difficulties may be encountered while using the 
Gauss elimination method. One of the major difficulties is the division of coefficients by zero or values 
that are close to zero. Such difficulty can be avoid or alleviated by using the techniques of pivoting and 
scaling as described below. 
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3.5.1 Pivoting 


If any coefficient a; along the diagonal line of the [A] matrix is zero, the method of Gauss 


elimination method can not proceed. Or if such coefficients are close to zero, the method will produce 
solutions with error. Inaccurate solutions that occur in the later case can be seen clearly by considering 
the following example. 


Example 3.6 Solve the following system of equations by using the standard Gauss elimination method, 


0.0003 3.0000] fx] _ eae PET 
1.0000 1.0000}|x,J 11.0000 l 


The exact solutions for the set of the two equations above are x, =1/3 and x, = 2/3. Itis noted that the 


value of the diagonal coefficient in the first equation is very small (0.0003) as compared to the other 
coefficients (3.0000 and 1.0000). After performing the forward elimination, the system of equations 


becomes 
0.0003 3.0000 | | x, 2.0001 
= (3.21) 
0 —9,999 | |x» — 6,666 
Then, by using the back substitution, the two solutions are obtained as 
X = 2/3 
and x, = (2.0001-3x, )/0.0003 


The accuracy of the computed solution x1 depends on the amount of the significant figures used during 
computation. For example, if a calculator with only 5 significant figures is used, the computed solutions 
are, 


x, = 0.66667 and x, = 0.30000 (3.22) 
The error of the computed solution xı is about 10%. 


If the two equations in Eq. (3.20) are switched, i.e., their orders are interchanged such that, 
Pa a e peel 
= (3.23) 
0.0003 3.0000] |x, 2.0001 
Then, by performing the forward elimination, 
1.0000 1.0000 | {x,| _ {1.0000 
| 0 a fal 7 eee 
and back substitution, the computed solutions are, 
x, = 0.66667 and x, = 0.33333 (3.24) 


In this case, the error of the computed solution x, reduces to 0.001%. 


The example shows that accuracy of the solutions obtained from the Gauss elimination method 
depends on the values of the coefficients along the diagonal line of the matrix [A] . To obtain solutions 


with a higher accuracy, the orders of the equations must be changed such that the magnitudes of the 
coefficients along the matrix diagonal line are large as compared to its off-diagonal terms. To solve a 
set of n equations as shown in Eq. (3.12), the orders of equations must be rearranged. This is done by 
selecting the equation that has the largest coefficient and moving it up while performing the forward 
elimination process. As an example, before performing the third loop in the forward elimination as 
shown in Eq. (3.14), the equation within Eqs. (3.14c) — (3.14n) that has the largest coefficient of x, is 
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selected and interchanged with the former Eq. (3.14c). Such process is called partial pivoting and 
presented in the subroutine (or function in MATLAB) PIVOT in the computer program in Fig. 3.3. 


3.5.2 Scaling 


The matrix [A] ina system of equations generated from an engineering problem may consist of 


coefficients with a large difference in magnitudes. For example, a system of equations that occurs in the 
high-speed compressible flow analysis around the space shuttle in Fig. 1.3 may consist of unknowns of 
the density, velocity components and temperature of the flow field. The matrix [A] of such problem 


consists of coefficients that are quite different in magnitudes. Large differences in the magnitudes of 
these coefficients create solution error as demonstrated in the following example. 


Example 3.7 Solve the following system of equations by the Gauss elimination method, 


2 100,000] | x, 100,000 
= (3.25) 
1 1 X2 2 


The exact solutions of the above set of equations are x, = 1.00002 and x, = 0.99998 . 


If the standard Gauss elimination method is used, the forward elimination process yields, 


2 100,000 | | x, 100,000 
= (3.26) 
0 -49,999 | |x, — 49,999 
After performing the back substitution, the computed solutions with three significant figures are, 
x, = 1.00 and x, = 0.00 (3.27) 


for which the error of x, is 100%. 


But, if the scaling process is first applied by dividing each equation by the largest value of all 
coefficients in that equation, Eq. (3.25) becomes, 


ewe a ( 
= (3.28) 
1 1 lx 2 


Then, by applying the pivoting technique as explained in the preceding section, 


1 Jfa, — f2 
0.00002 1}|x,J U 


With the forward elimination, the set of equations becomes, 


1 1 Jal ee 2 
0 0.99998] [xz 10.99996 
After performing the back substitution, the computed solutions are 
x, = 1.00 and x, = 1.00 (3.29) 


This example demonstrates that the scaling technique can increase accuracy of the computed solutions. 
A subroutine for performing the scaling technique can also be developed easily. Figure 3.3 shows a 
typical function Scale that can be included into the standard Gauss elimination program. 


Example 3.8 Modify the Gauss elimination computer program as shown in Fig. 3.2 by including the 
capability of pivoting and scaling. Check accuracy of the computed solutions obtained from the modified 
computer program by using Eq. (3.10) in example 3.4. 
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The functionss Scale and Pivot as shown in Fig. 3.3 are called by the fuction Gauss before 
and after the forward elimination loop. Details of each subroutine are presented in Fig. 3.3. Table 3.2 
shows the computed solutions of Eq. (3.10) generated from the modified program. 


% Program GElim end 
% A program for solving a set of linear end 
% simultaneous equations [A]{X} = {B} by % Back substitution: 
% using Gauss elimination method. % Compute solution of the last equation: 
% Read input data file containing number x(n) = b(n)/a(n,n) ; 
% of eqs with matrix [A] and vector {B}: % Compute solutions from equation n-1 to 1: 
fid = fopen('input.dat', 'r'); for ie = n-1:-1:1 
n = fscanf(fid,'%f',1); sum = 0.; 
a = fscanf(fid,'%f',[n+1 n]); a=a.'; for ic = ietl:n 
b = squeeze(a(:,n+t1)); sum = sum + a(ie,ic) *x(ic) ; 
a = squeeze(a(:,1:n)); end 
fclose (fid); x(ie) = (b(ie) - sum)/a(ie,ie); 
x = Gauss(n, a, b); end 
% Print out the computed solution of {X}: 
fid = fopen('output.dat', 'w'); function [a, b] = Scale(n, a, b) 
fprintf(fid, ... for ie = 1:n 
'\n Equation No. Solution x \n'); big = abs(a(ie,1)); 
fprintf ( PES for ic = 2:n 
'\n Equation No. Solution x \n'); amax = abs (a(ie,ic)); 
for i= 1:n if amax > big 
fprintf(fid,' %8d %22.6e\n', i, x(i)); big = amax; 
fprintf ( ' $8d %22.6e\n', i, x(i)); end 
end end 
fclose (fid); for ic = 1:n 
a(ie,ic) = a(ie,ic)/big; 
function x = Gauss(n, a, b) end 
% Perform scaling: b(ie) = b(ie)/big; 
[a, b] = Scale(n, a, b); end 
% Forward elimination: Perform according 
% to order of 'Prime' from 1 to n-1: function [a, b] = Pivot(n, a, b, ip) 
for ip = 1:n-1 jp = ip; big = abs(a(ip,ip)); 
% Perform partial pivoting: for i = ipti:n 
[a, b] = Pivot(n, a, b, ip); amax = abs(a(i,ip)); 
% Loop over each equation starting from if amax > big 
% the one that corresponds with the big = amax; jp = i; 
% order of 'Prime' plus one: end 
for ie = iptli:n end 
ratio = a(ie,ip)/a(ip,ip) ; if jp ~= ip 
% Compute new coeff. of the eq. considered: for j = ip:n 
for ic = iptli:n dumy = a(jp,j); 
a(ie,ic) = a(ie,ic) - ratio*a(ip,ic) ; a(jp,j) = a(ip,j); 
end a(ip,j) = dumy; 
b(ie) = b(ie) - ratio*b(ip) ; end 
end dumy = b(jp); 
% Set coeff. on lower left portion to zero: b(jp) = b(ip); 
for ie = ipti:n b(ip) = dumy; 
a(ie,ip) = 0.; end 


Figure 3.3 Gauss elimination computer program after including the capability 
of scaling and pivoting. 


Table 3.2 Example of input data file for Eq. (3.10) for the modified program and its computed 


solutions. 
Input data for Eq. (3.10) Computed solutions 
3 Equation No. Solution x 
4. -4. 0. 400. 1 -450000E+03 
a Ae So, 400. 2 -350000E+03 
Os cS 4. 400. 3 -275000E+03 


3.5.3 Tridiagonal system 


The method of Gauss elimination can be used effectively to solve a special form of the system of 
equations, 
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[A]{X} = {B} (3.4) 


(nxn) (nx1) (nx1) 


There are many engineering problems that yield the matrix [A] with the non-zero terms only along the 
three main diagonal lines, 


a) di2 0 0 0 
a ay ay 0 0 
[4] = 0 439 a33 a34 SAR 0 (3.30) 
0 0 0 O anna ann 
In this case, the system Eq. (3.4) is written in full as, 
[b c Jf% di 
a, b o X2 d, 
a3 b; C3 X3 d3 
E (3.31) 
ay by Cnt Xn] di 
L an b, - Xn d, 


The Gauss elimination method can be applied to solve such system of equations by eliminating the 
coefficients a, a3,...,a, in the forward elimination process and then performing the back substitution 
in order to obtain the solutions. 


Example 3.9 Use the Gauss elimination method to solve the set of tridiagonal system in Eq. (3.10), 


4 -4 fx 400 
-1 4 -2|4x,$ = 4400 (3.10) 
0-2 4|lx, 400 


The process starts from forward elimination by dividing the first equation by b, , multiplying with 


a, , and subtracting it from the second equation to obtain the new value of b, and d, as, 
a 


' -1 
b3 = b, b Cy = 4 = sora 4) = 3 


500 


d, = d, A d, = 400- (400) 
1 


It is noted that the value of c, is not altered because the coefficient above it is zero. 
The forward elimination is then applied to the third equation to obtain, 
4-4 O|l[x, 400 
0 3 -2)4x.- = 500 (3.32) 
0 0 8 lx, 2,200 
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With back substitution starting from the last equation, the solutions of x,, x, and x,, are determined, 
ye = DIS: X, = 350; x, = 450 


For a tridiagonal system of equations, a fuction program can be developed so that only the non- 
zero coefficients of a, b and c are stored as the three vectors for minimizing computer memory. The 
Gauss elimination process is performed in the program by using these three vectors as shown in Fig. 3.4. 
It is noted that aj, bi, ci and di, i= 1, 1, ..., n, are defined in Eq. (3.31). 


function x = TriDg(a, b, c, d, n) 


% 
% Solve tridiagonal system of n equations 
% Perform forward elimination. Note that 
% a(i), b(i), c(i) and d(i), i=1,2,....,n 
% are defined in Eq. (3.31). 
% 
for i = 2:n 

a(i) = a(i)/b(i-1); 

b(i) = b(i) - a(i)*c(i-1); 

d(i) = d(i) - a(i)*d(i-1); 
end 


% 
% Perform backward substitution: 
% 
x(n) = d(n)/b(n) 
for i = n-1:-1:1 
x(i) = (d(i) - c(i) *x(i+1)) /b(i); 
end 


Figure 3.4 A function program for solving tridiagonal system of equations. 


3.6 Gauss-Jordan Method 


The Gauss-Jordan method is an extension of the Gauss elimination method for solving a set of 
equations, 


ai A %3 | 1% bi 
Gy, ay Ag Xp = 3b, (3.33) 
a31 A32 433] (X3 b, 


so that, after performing the elimination, it reduces into the form of, 


1 0 0f% b’ 
0 1 0Ha = Jb; (3.34) 
00 Ilx b; 


Because the square matrix on the left-hand side of Eq. (3.34) is an identity matrix, thus the equation 
gives the solutions directly as, 


System of Linear Equations 69 


Example 3.10 Solve Eq. (3.10) again by using the Gauss-Jordan method. 


4 4 fx 400 
-1 4 -2|4x,$ = 4400 (3.10) 
0 -2 Alle 400 


By using Gauss elimination method as explained in example 3.4, the resulting matrix after 
applying forward elimination is, 


4 4 fx 400 
0 3 =2ļdx,} = 4 500 
0 0 8/3| [x 2,200/3 


All equations are modified so that the coefficients along the main diagonal line of matrix [A] are equal 
to one, 


1 -l 0 | {x 100 
0 1 —2/3}4x.- = 4500/3 
0 0 1 | [x 275 
The forward elimination is applied to eliminate the coefficient of x, in the first equation, 
1 0 -2/3] {x 800/3 
0 1 —2/3)4x,> = 4500/3 
0 0 1 | bx 275 
Similarly, the coefficient of x, in the first equation is eliminated, 
1 0 0 7] fx 450 
0 1 —2/3}4x.- = 4500/3 
0 0 1 | lx; 275 
After the coefficient of x, in the second equation is eliminated, the system of equations becomes, 
1 0 Oj fx, 450 
0 1 Ofsx = 4350 
0 0 Ijli; 275 
Thus, the solutions of the system of equations are, 
xy 450 
X3 275 


The above example illustrates that the Gauss-Jordan method leads to the solutions of the system 
of equations directly. It is noted that the difficulties that arise by using the Gauss elimination method 
also occur in the Gauss-Jordan method. The techniques of pivoting and scaling are thus needed to apply. 
In practice, the method is not used for solving a set of equations. This is because the method requires a 
large number of operations in the order of (n° +n - n), where n is the number of equations. Such the 


number of operations is greater than that required by the Gauss elimination method. However, the 
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Gauss-Jordan method offers an advantage for finding the inverse of a matrix conveniently as will be 
explained in the next section. 


3.7 Matrix Inversion Method 


The Gauss-Jordan method can be used to find the inverse of a matrix. If a matrix with the size of 
(3x3), for example, is considered, 
a AQ 443 
[A] = |an ay az (3.35) 
43, 439 433 


The multiplication of the matrix [A] and its matrix inverse [4] 7! leads to, 


[4] [4] = [z] (3.36) 
(3x3) (3x3) (3x3) 


where [J] is the identity matrix. If the matrix inverse consists of three column vectors as, 
[4]" = [ih Wh is] (3.37) 
(3x3) (3x1) (3x1) (3x1) 


then, by substituting it into Eq. (3.36), 


ai A2 43 x x x 1 0 0 
Ax, an 3 Xo X2 Xz = |0 1 0 (3.38) 
43; 32 433 X33, X3J2 U%3)3 001 
Equation (3.38) can be arranged into the three systems of equations as, 
a, ap 3) [x 1 0 0 
Ay, Ann 93 |)X0¢ = 307,417,350 (3.39) 
d3) dy a33 | (X3 0 0 1 


These three systems of equations have the same square matrix [A] on left-hand side but with three 


different vectors on the right-hand side. The Gauss-Jordan method can be applied to these three systems 
of equations simultaneously as shown in the example below. 


Example 3.11 Solve Eq. (3.10) again by using the matrix inversion method. 


4-4 01[x, 400 
-1 4 ~2\¢x,) = 4400 (3.10) 
0 =2° ally, 400 
In this example, the matrix [A] is 
4 4 0 
yp Sle aa 
0 -2 4 


To determine the matrix inverse [A], the following systems of equations are solved, 
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4 4 olf% 1 0 0 
D aeae = T0 (3.40) 
EEE o do l 


By applying the Gauss-Jordan method as explained in section 3.6, the systems of equations below are 
obtained, 


[1 0 0ļfx 3/8 1/2 1/4 
0 1 Olx} = 41/87, 41/27, 51/4 (3.41) 
[0 0 1} \x, 1/16 1/4 3/8 
Thus, the matrix inverse is, 
3/8 1/2 1/4 
[4] = | 8 1/2 1/4 (3.42) 


1/16 1/4 3/8 
Then, the solutions of Eq. (2.10) can be determined directly as, 


x 3/8 1/2 1/4](400 450 
x> = | 1/8 1/2 1/4]4400' = 4350 (3.43) 
X3 1/16 1/4 3/8| [400 275 


From this example, the matrix inversion method can be used for finding the matrix inverse and 
solving for solutions of the system of equations. However, the number of operations required by this 
method is quite large (about 2n° ) as compared to those needed by the other methods. Thus, the matrix 
inversion method is not employed in solving systems of equations for practical problems. However, the 
method can be used for testing the ill-conditioning of the matrix [A] when its size is not too large as 
follows. 

(a) Apply the scaling technique as explained in section 3.5.2 on matrix [A] and then find the 


matrix inverse [A] -l If coefficients in the matrix inverse [A] H 


are large as compared to 
the coefficients in the original matrix [4], the matrix is considered as an ill-conditioned 
matrix. 

(b) Multiply matrix [A] by [A] -l to obtain a matrix. If that matrix is not close to the identity 
matrix [Z], the matrix [A] is considered as an ill-conditioned matrix. 


-1 


(c) Determine the matrix inverse [A] 7! and find the matrix inverse of the matrix [A] again. 


If the resulting matrix is not close to the original matrix [4], the matrix is considered as an 
ill-conditioned matrix. 


3.8 Solving System of Linear Equations by MATLAB 


In MATLAB, the slash symbol ( / ) is used for division. For example, 2/3 has the meaning of 
dividing 2 by 3. If this symbol is used for the matrix operation such as [U] / [V], it means that the matrix 


[U] is multiplied by the inverse of matrix [V], i.e., [U]x[V]™ . The backslash symbol (\ ) in MATLAB 
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is called the left division and is used for solving a system of equations. For example, [U] \[V] means 
that the inverse of matrix [U] is multiplied by matrix [V], i.e., [U]' x[V]. 
For a system of equations in the form, 
[aX = {8} (3.4) 
The vector {X}, which contains solutions of the system of equations, is obtained by multiplying the 


inverse of matrix [A] on both sides of the equations, 
[A] A = [4] 13} 
x} = [4)"{B} 
{Xx} = [4] {8} 
The vector {X} can be obtained easily by using the backslash symbol or left division between the 


matrices [A] and {B} as shown in the following example. 


Example 3.11 Solve the following system of equations by using MATLAB, 


4 -4 0)(x, 400 
-1 4 -2]/4x,+ = 4400 (3.10) 
| 0 -2 4 |x, 400 


The procedures for obtaining the solutions of the vector {X} are as follows, 


>> A= [4 -4 0; -1 4 -2; 0 -2 4]; 
>> B [400; 400; 400]; 
>> x A\B 


x = 


450.0000 
350.0000 
275.0000 


In general, MATLAB uses the Gauss elimination method with partial pivoting for solving a system of 
equations when the left division is employed. Other solution methods, such as the LU decomposition 
and Cholesky decomposition, can also be selected. These methods are explained in details in the 
following sections. 


3.9 LU Decomposition Method 


One of the popular methods for solving a large system of equations is the LU decomposition 
method. The basic idea of this method is to decompose the matrix [A] as the product of the two matrices 
[L] and [U]. The matrix [L] contains non-zero coefficients on the lower left portion of the matrix, 
while all other coefficients on the upper right portion are zero. The matrix [U] contains the zero and 
non-zero coefficients similar to the matrix [L] but in the opposite pattern. Procedures of the LU 
decomposition method can be explained by considering the system of equations, 


[A] {xX} = {8} (3.4) 
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The first step is to decompose the matrix [A] into the product of matrices [L] and [U] as, 


[4] = [Z][U] (3.44) 
For example, if the size of the matrix [A] is (3x3), then 
4, AQ di3 fy, 0 0 l un uj 
a an 4y3| = |la ln 0 0 l1 ug (3.45) 
43; 432 433 £3, €32 33] LO 0 1 


[4] [2] [U] 


where the matrix [L ] contains the non-zero coefficients only in the lower left portion. The matrix [U] 


contains the non-zero coefficients only in the upper right portion with the values of one along the main 
diagonal line. By substituting Eq. (3.45) into Eq. (3.43), 


[L][U]{x} = {B} (3.46) 
{Y} 
Equation (3.46) can be written as, 
[L] {Y} = i8} (3.47) 


which can be solved by the forward substitution to obtain the values in the vector {Y}. Then, the values 
in the vector {X} can be determined by the back substitution from, 


[U] {x} = {Y} (3.48) 
From the above explanation, the LU decomposition method for solving a system of equations 
[A] {X}={B} consists of the three main steps: 
(a) Decompose the matrix [A] into the two matrices [Z] and [U], 
(b) Solve the equations [L] {Y }= {B} by forward substitution to obtain the vector {Y}, 


(c) Then, solve the equations [U] {X}={Y} by back substitution to obtain the vector {X} 
which contains the solutions of the system of equations. 


The most time consuming process is the decomposition of the matrix [A] into the two matrices 
[L] and [U]. In many engineering problems, the matrix [A] and the vector {B} have their physical 


meanings. As an example of the stresses that occur in a bridge structure from the load of moving 
vehicles, the matrix [A] represents the stiffness of the bridge structure while the vector {B} contains 


the load of the moving vehicles. The vector {B} changes with different loadings from the number of 
vehicles, while the matrix [4] representing the bridge structure stiffness remains the same. This means, 
to solve for the solutions under different loadings, the matrix [A] can be decomposed only once into the 
product of [L] [U]. The vector {B} is changed according to the loading conditions. Thus, the LU 
decomposition method offers an advantage in reducing the computational time where many sets of the 
solutions {X} are needed from the different vectors {B}. 

When the matrix [A] is decomposed into the matrices [Z] and [U] as shown in Eq. (3.45), the 
coefficients along the main diagonal line of the matrix [Z ] can be any value while those along the main 
diagonal line of the matrix [U] are set as one. With such setting, the method is called the Crout 
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decomposition. On the other hand, if the coefficients along the main diagonal line of the matrix [Z ] are 


set to be one, the method is called the Doolittle decomposition. Either the decomposition method can 
be used for solving the system of equations. Details of LU decomposition based on the Crout method 


are presented in the following example. 


Example 3.13 Use the LU decomposition method to solve of the solutions of the system of equations, 


4 -4 Olf{x, 400 
-1 4 -2}5x,- = 4400 (3.10) 
0 -2 4] lx, 400 
Here, the matrix [A] is 
4i a. ag [4 4 0 
[A] = |an an a3] = |-1 4 -2 
d3} 32 433 [0 -2 4 
The matrix [A] can be decomposed into the matrices [LZ] and [U] by first writing, 
Lı 0 Off 1 up ug 4 -4 0 
fy, £4 O}/0 1 u| = |-1 4 -2 (3.49) 
Lx, l2 €33/[0 0 1 0 -2 4 
From Eq. (3.49), the coefficients of the matrices [Z] and [U] can be determined as follows: 
li = agy = 4 (3.50a) 
ly, = a, = -l (3.50b) 
fy, = a = 0 (3.50c) 
luun = ap >un = ann = -l (3.5la) 
lig = ag > uz, = azu = 0 (3.51b) 
la Myo tln az > ln = aņn-lnun = 3 (3.52a) 
lzi tly = az > £37 = a@z-bzun = -2 (3.52b) 
azz — lau 
51 U3 + £a U23 93 > uz = -7# 7 a = o (3.53a) 
22 
L31 Uig + £3993 +33 = a33 > £33 = G33 —£31U3—f39U3 = 7 (3.53b) 
Therefore, 
4 0 0 1 -1 0 
[4] = [Z][U] = -1 3 00 1 =2⁄3 
0 -2 83||0 0 1 


Then, Eq. (3.10) can be written in the form, 
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4 0 0J]fi -1 0 7] [x 400 
-1 3 O||0 1 =2⁄3|4x,> = 4400 (3.54) 
o -2 8/3/10 0 1 | |x, 400 
[L] [U] x} {B} 
{Y} 


The system of equations [Z] {Y }= {B} is first solved by forward substitution to give the unknowns in 
vector {Y }, 


4 0 0ļfy 400 
-1 3 O |$y,p = 4400 
0 -2 8⁄3] ly 400 
4y, = 400 > y = 100 
-=y + 3y, = 400 > y, = 500/3 
2y, 4 ; V3 = 400 > y = 275 


Then, the system of equations [U] {X}={Y} is used to determine the unknowns in vector {X} by back 
substitution as follows, 


1 -l 0 | {x 100 
0 1 -2/3}4x,- = 4500/3 
0 0 1 | lx, 275 
xy = 275 > x, = 275 
X) — Es, = 500/3 > x, = 350 
Xy — Xy = 100 > x, = 450 


so that all solutions of Eq. (3.10) are obtained. 


The procedures for determining coefficients in the matrices [Z ] and [U] from the matrix [4] 


as presented in example 3.13 can be generalized for the system of n equations. Equations (3.50a) — 
(3.53b) can be written in the general forms as follows, 


la = a) i=1,2,...,n (3.55a) 
- see (='9,3 3.55b 
uij — Be j= 3 >- M (3. ) 


and for 7 =2,3,...,2-1; 
j-l 
by = aj- >, Cnty i=j,jtl,..,n (3.55c) 
k=l 
j-l 
Oy Dd lite 
i=l 


= k=jt+l,j+2,...,0 (3.55d) 
fy 


U ik 


76 Numerical Methods in Science and Engineering 


with, 
n-l 
Lan = a È lakin (3.55e) 
k=l 


After the matrices [L ] and [U] are obtained, the vectors {Y} and {X} can be determined from 
the formulas, 


a oe 
ao 
ey 
i-l 
b- Dey; 
i POS ieee (3.56a) 
and Xn = Va 
ed = Yi- Viuyx,; i=n-l1,n-2,...,1 (3.56b) 
j=i+1 


The procedures above are used to develop a corresponding computer program as shown in Fig. 
3.5. Table 3.3 shows example of the input data file of Eq. (3.10) and the computed solutions generated 
from the program. 


% Program LUDCom sum = 0.; 
% A program for solving a set of linear for k = 1:j-1 
% simultaneous equations [A]{X} = {B} by sum = sum + al(i,k) *au(k,j); 
% using the LU decomposition method. end 
% Read input data file containing number al(i,j) = a(i,j) - sum; 
% of eqs with matrix [A] and vector {B}: end 
fid = fopen('input.dat', 'r'); for k = jti:n 
n = fscanf (fid,'%f£',1); sum = 0.; 
a = fscanf(fid,'sf',[n+1 n]); a=a.'; for i = 1:j-1 
b = squeeze(a(:,nt1)); sum = sum + al(j,i) *au(i,k); 
a = squeeze(a(:,1:n)); end 
fclose (fid) ; au(j,k) = (a(j,k) - sum)/al(j,3); 
x = LU(n, a, b); end 
% Print out the computed solution of {X}: end 
fid = fopen('output.dat', 'w'); for k = 1:n-1 
fprintf(fid, ... sum = sum + al(n,k) *au(k,n) ; 
rin Equation No. Solution x \n'); end 
fprintf ( Est al(n,n) = a(n,n) - sum; 
'\n Equation No. Solution x \n'); % Forward pass to solve [L]{Y} = {B} 
for i = 1:n y(1) = b(1)/al(1,1); 
fprintf (fid,' %8d %22.6e\n', i, x(i)); for i = 2:n 
fprintf ( ' $8d %22.6e\n', i, x(i)); sum = 0.; 
end for j = 1:i-1 
fclose (fid) ; sum = sum + al(i,j)*y(j); 
end 
function x = LU(n, a, b) y(i) = (b(i) - sum)/al(i,i); 
% Perform decomposition [A] = [L] [U]: end 
al = zeros (n,n); au = zeros(n,n); % Backward pass to solve [U]{X} = {Y} 
y = zeros(n,1); x(n) = y(n); 
for i = 1:n for i = n-1:-1:1 
al(i,1) = a(i,1); sum = 0.; 
end for j = itl:n 
for j = 2:n sum = sum + au(i,j)*x(j); 
au(1,j) = a(1,3)/al(1,1); end 
end x(i) = y(i) - sum; 
for j = 2:n-1 end 
for i= jin 


Figure 3.5 Computer program for solving system of equations 
by the LU decomposition method. 
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Table 3.3 Example of input data file for Eq. (3.10) for the LU decomposition computer program as 
shown in Fig. 3.5 and its computed solutions. 


Input data for Eq. (3.10) Computational results 

3 Equation No. Solution x 

4. -4., 0. 400. 1 -450000E+03 
al 4. -2. 400. 2 -350000E+03 

Ou S2 4. 400. 3 .275000E+03 


The number of numerical operations required by the LU decomposition method to solve a system 
of equations is close to that needed by the Gauss elimination method. However, the LU decomposition 
method requires more computer memory to store the two matrices [Z] and [U] as compared to the 


Gauss elimination method. The required computer memory may be reduced by developing a more 
complex computer program. 


3.10 MATLAB Function for LU Decomposition 


MATLAB uses the built-in function 1u to decompose the matrix [A] into the two matrices [Z ] 
and [U]. The syntax for this function is, 
[L,U] = lu(A) 


where L, U, and A represent the matrices [Z], [U] and [A], respectively. 


Example 3.14 Solve the following system of equations by using MATLAB with the LU decomposition 
method, 


4 -4 fx 400 
-1 4 -2|4x,$ = 4400 (3.10) 
0 -2 rable, 400 


The two matrices [A] and {B} are first defined by using the commands, 


>> A 
>> B 


[4 -4 0; -1 4 -2; 0 -2 4]; 
[400; 400; 400]; 


Then, the function 1u is employed to decompose the matrix [A] into the two matrices [Z ] and [U], 


>> [L,U] = lu(A) 
L= 
1.0000 0 0 
-0.2500 1.0000 0 
0 -0.6667 1.0000 
U = 
4.0000 -4.0000 0 
0 3.0000 -2.0000 
0 0 2.6667 


The computed matrices [Z ] and [U] can be verified by multiplying them together. The result must be 


equal to the original matrix [A], i.e., 
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>> L*U 
ans = 
4 -4 0 
T 4 -2 
0 -2 4 


To solve the system of equations by the LU decomposition method, the left division is used in the two 
following steps, 
>> Y = L\B 
oS 
400.0000 


500.0000 
¥33..3333 


>> x = U\Y 


450.0000 
350.0000 
275.0000 


The above example shows that the roots of a system of equations can be obtained easily by using the LU 
decomposition method in MATLAB. Understanding the method procedure, however, is required prior to 
using the function lu built in MATLAB. 


3.11 Cholesky Decomposition Method 


All methods explained earlier in this chapter can be used to solve the system of equations 
[A] {X}={B} where the square matrix [A] may be a symmetric or an asymmetric matrix. For many 
engineering problems, the matrix [A] generated from the finite difference or finite element technique is 
normally a symmetric matrix. If the matrix [A] is a symmetric matrix, the LU decomposition method 


can be modified so that its solving procedure is reduced. Such modified method is known as the 
Cholesky decomposition method. The method is often used for solving linear structural problems for 
which their matrices [A] are symmetric. The Cholesky decomposition method starts from the system 


of equations, 

[A] {x} = {By (3.4) 
by decomposing the symmetric matrix [A] into the form, 

[4] = [Z][zZ]" (3.57) 


where [Z ] is the matrix that contains all zero coefficients above its diagonal line. For example, if the 


system of Eq. (3.4) consists of 3 equations, the matrix [A] is decomposed into the form, 


4, A di3 fy, 0 0 lu lo La 
My an az| = JLo, ln 0 0 Lla Lla (3.58) 
di3 473 433 £5, £5) L33 0 0 33 


[4] [L] [z]" 
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The coefficients in the matrix [ZL ] can be determined as follows, 


2 
ay = ay > Cy = Vay 


Ly lo = ay =È la = [Cy 

Lii bs = a3 => fy, = afb 

2 2 2 

£51 + £9 = ay > Ly = Yan — £31 
lolz, +l bly. = az => fy = (az — C91031)/l 0 


2 , 72 , 9 | 2 92 
L31 + £3) + £33 = 433 > L33 = 433 — £31 — £30 


By substituting Eq. (3.58) into Eq. (3.4), 


Llu 0 0 Ly, Lo £31 X bi 
la fn 0 0 Lla £32] 4%2p = 4b (3.59) 
£3, L32 £33 0 0 £33] %3 b, 


[L] [L] {X} {B} 
{Y} 


The vector {Y} is determined by using forward substitution, 


La 0 0] {y b, 
la la 0 fp = 9% (3.60) 
lai Laa L33] U3 b; 
Then, the vector {X} is determined by using back substitution, 
la la £31] fa Yı 
0 ly laji? = 4) (3.61) 
0 0 23] Y3 


The procedures for determining the coefficients in the matrix [Z ] as shown in the above example 
can be generalized for the system of n equations as follows. 


For the first row of matrix [Z ], 


ly = Vay (3.62a) 


For the next k” row, where k = 2,3,...,7, 


i-l 
fik s2 C5 
ly = -s i=1,2,...,k-1 (3.62b) 


WU 
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with 


l = Nae ly (3.62c) 


After the matrix [ZL ] is obtained, the vectors {Y} and {X} can be determined, respectively, as 


oe 
as eo 
ey 
i-l 
Ba) tyy; 
y, = aa i=2,3,.., n (3.63) 
and 
ast es 
Enn 
W- È lax 
Xx = as i=n-l,n-2,...,1 (3.64) 


Example 3.15 Develop a computer program to solve the system of n equations in the form of 
[A] {X}={B} where the matrix [A] is symmetric. Verify the computer program by solving the 


following system of equations, 


4 3 1] (x 3,125 
3 5 2]}4x,$ = 43,650 (3.65) 
1 2 6|\x; 2,800 


where the exact solutions are x, = 450, x, =350 and x, = 275. 


A computer program for solving the system of n equations in the form of [A] {X} = {B} by using 


the Cholesky decomposition method can be developed as shown in Fig. 3.6. The program is verified by 
solving Eq. (3.65) with the computed solutions as shown in Table 3.4. 


Table 3.4 Input data file of Eq. (3.65) for the computer program as shown in Fig. 3.6 
and the computed solutions from the Cholesky decomposition method. 


Input data for Eq. (3.65) Computed solutions 

3 Equation No. Solution x 
4. B33 Tz 3125: 1 -450000E+03 
3 Des 3650. 2 -350000E+03 
L; 2 6. 2800. 3 -275000E+03 
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% Program Cholesky if(i ~= 1) 
% A program for solving a set of linear for j = 1:i-1 
% simultaneous equations [A]{X} = {B} by sum = sum + al(i,j) *al(k,j); 
% using Cholesky decomposition method. end 
% Read input data file containing number end 
% of eqs with matrix [A] and vector {B}: al(k,i) = (a(k,i) - sum)/al(i,i); 
fid = fopen('inputcholes.dat', 'r'); end 
n = fscanf(fid,'%f£',1); sum = 0.; 
a = fscanf(fid,'%f',[n+1 n]); a=a.'; for j = 1:k-1 
b = squeeze (a(: ,nt1)); sum = sum + al(k,j) *al(k,j); 
a = squeeze(a(:,1:n)); end 
fclose (fid) ; al(k,k) = sqrt(a(k,k) - sum); 
x = Choles(n, a, b); end 
% Print out the computed solution of {X}: % Perform forward pass: 
fid = fopen('output.dat', 'w'); y(1) = b(1)/al(1,1); 
fprintf(fid, ... for i = 2:n 
'\n Equation No. Solution x \n'); sum = 0.; 
fprintf ( ex for j = 1:i-1 
'\n Equation No. Solution x \n'); sum = sum + al(i,j)*y(j); 
for i = 1:n end 
fprintf (fid,' %8d %22.6e\n', i, x(i)); y(i) = (b(i) - sum)/al(i,i); 
fprintf ( ' $8d %22.6e\n', i, x(i)); end 
end % Perform baclward pass: 
fclose (fid) ; x(n) = y(n)/al(n,n); 
for i = n-1:-1:1 
function x = Choles(n, a, b) sum = 0.; 
% Perform decomposition [A] = [L] [U]: for j = itl:n 
al = zeros(n,n); y = zeros(n,1); sum = sum + al(j,i)*x(j); 
al(1,1) = sqrt(a(1,1)); end 
for k = 2:n x(i) = (y(i) - sum) /al(i,i); 
for i = 1:k-1 end 
sum = 0.; 


Figure 3.6 Computer program for solving a system of n equations 
by using the Cholesky decomposition method. 


3.12 MATLAB Function for Cholesky Decomposition 


MATLAB uses the built-in function chol to decompose the matrix [A]. The syntax for this 
function is 


U = chol (A) 


where Uand Arepresents the matrices [L]’ and [A] as shown in Eq. (3.57), respectively. 


Example 3.16 Solve the following system of equations by using the MATLAB function chol for the 
Cholesky decomposition method. 


4 3 1](x 3,125 
3 5 214x,$ = 13,650 
1 2 6|lx; 2,800 


The matrices [A] and {B} are first defined by the commands, 


>> A= [43 1; 35 2; 1 2 6]; 
>> B = [3125; 3650; 2800]; 


The function chol is then used to decompose matrix [A], 
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>> U = chol (A) 
U = 
2.0000 1.5000 0.5000 


0 1.6583 0.7538 
0 0 2.2764 


The result from decomposing can be verified by, 


po UU, 

ans = 
4 3 1 
3 5 2 
1 2 6 


Finally, the left division command is applied to obtain the solutions as follows, 


>> Y = U’\B 
Y= 

1.0e+003 * 

1.5625 


0.7877 
0.6260 


>> x = U\Y 


450.0000 
350.0000 
275.0000 


The computed solutions above are the exact solutions of the problem. 


3.13 Jacobi Iteration Method 


All methods for solving a system of equations explained so far are called the direct technique 
because the solutions are obtained directly from certain computational procedures. The technique, 
however, requires substantial computational time and memory when solving a large set of equations. 
Another group of methods, called the iterative technique, are sometimes used to solve a set of equations 
that arises from some types of engineering problems. 


The simplest iterative technique is the Jacobi iteration method. The method can be understood 
easily by considering the following system of equations, 


A, A2 43] | XY bi 
a ay Ag3 4X = 3b (3.66) 
43; a32 33 | (X3 b, 


The basic idea behind this method is to rewrite each equation so that its unknown appears on the left- 
hand side of that equation, 
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bi = 412 X2 — 443 X3 


y z (3.67a) 
ay) 

x% = by = Ay X — 423 X3 (3.67b) 
an 

x; = b; -a31 X1 — Ax) X2 (3.670) 


433 


The computational procedure starts from using a set of guess values x,, x,, x, on the right-hand side of 
Eq. (3.67a-c) in order to compute the new values x,, x2, x3. The process is repeated until the updated 
values of x), x,, x; converge to the solutions within the specified tolerance €, 


k 
Xi Xi 
1 


k+ 
Xi 


x100% < € (3.68) 


where the subscript i is the equation number and the superscript k is the k” iteration. 


The system of equation (3.10) is solved again but by using the Jacobi iteration method as shown 
in the example below. 


Example 3.17 Use the Jacobi iteration method to solve Eq. (3.10), 


4 4 oOlfx 400 
-1 4 -2)sx,- = 4400 (3.10) 

0 -2 4) {x 400 

The three equations in Eq. (3.10) are, 

4x, — 4x5 = 400 (3.69a) 
xı +4x,-2x,; = 400 (3.69b) 
-2x,+4x, = 400 (3.69) 
These three equations are written such that their unknowns appear on the left-hand-side of the equations, 
x, = 100 + x, (3.70a) 
x, = 100 4 ; x, + ; X3 (3.70b) 
= 100-2 oh (3.70c) 


Then, the iteration numbers are included to indicate the old and new values of the solutions, 


x1 = 100+ x% (3.71a) 
ine. 

xý! = 100 J“ i z% (3.71b) 
xf! = 100 + =H (3.71c) 


where the superscript k represents the k” iteration. 
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For example, if the initial guess values are x; = x. = x, =100, then the new values of xı, x3, x3 


in Eq. (3.71a-c) are 


x, = 100 + 100 = 200 (3.72a) 
x = 1004 ~(100) | (100) = 175 (3.72b) 
eo S100 + (100) = 150 (3.72c) 


The differences between the old and new values are determined according to Eq. (3.68) as, 


Differenceof x, = a k100% = 50.00% (3.73a) 
Differenceof x, = Oe kio% = 42.86% (3.73b) 
Diener ace OS 100% = 33.33% (3.73c) 


The process is repeated until the differences of the old and new values of x,, x,, x; are less than a 
specified tolerance €, suchas ¢ =0.05%. 


Figure 3.7 shows a computer program for solving the system of equations in this example. The 
initial values of x,, x2, x; used in the program are all 100 and the specified tolerance is ¢ = 0.05% . The 
computed solutions at different iterations are shown in Table 3.5. The table shows that the solutions 
converge to the exact solution within 19 iterations. Figure 3.7 and Table 3.5 demonstrate that a computer 
program using the Jacobi iteration method can be developed so that the solutions from a set of equations 
are obtained easily. 


% Program Jacobi for i= 1:3 
% Example of Jacobi iteration method. eps = abs((xnew(i) - xold(i))*100. ... 
tol = 0.05; /xnew (i)); 
for i = 1:3 if (eps >= tol) 
xold(i) = 100.; iflag = 1; 
end end 
fprintf ('%3s %4s %9s %9s\n', ... end 
‘Iteration No.', 'x1','x2','x3'); if iflag == 
for iter = 1:500 break 
xnew (1) =100.+xo0ld(2) ; end 
xnew (2)=100.+0.25*xold(1) + 0.5*xold (3) ; for i = 1:3 
xnew (3) =100.+0.50*xold (2) ; xold(i) = xnew(i) ; 
fprintf ('%8d%10.0£%10.0£%10.0f\n', ... end 
iter,xold(1) ,xold(2) ,xold(3) ); end 
iflag = 0; 


Figure 3.7 Computer program for solving the system of Eq. (3.10) 
by the Jacobi iteration method. 
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Table 3.5 The computed solutions of Eq. (3.10) at each iteration by using the Jacobi iteration 


method. 

Iteration No. x1 x2 x3 
T 100 100 100 
2 200 1:75 150 
3 275 225 188 
4 325 263 213 
5 363 288 231 
6 388 306 244 
7 406 319. 253 
8 419 328. 259 
9 428 334 264 

10 434 339. 267 
11 439 342. 270 
12 442. 345. 271 
13 445. 346. 272 
14 446. 347. 273 
L5 447. 348. 274 
16 448. 349. 274 
17 449. 349. 274 
18 449. 349. 275 
19 449, 350. 275 


3.14 Gauss-Seidel Iteration Method 


The Gauss-Seidel method is similar to the Jacobi method explained in the preceding section but 
can increase the solution convergence rate. The Gauss-Seidel method reduces the number of iterations 
by using the updated values of x,, x,, x, right after they were computed. The example below shows the 


Gauss-Seidel method for solving the same set of Eq. (3.10). 


Example 3.18 Use the Gauss-Seidel iteration method to solve the set of equations, 


4 4 fx 400 
-1 4 -2\4x,$ = 4400 (3.10) 
0-2 4|lxy 400 


The same equations as shown in Example 3.17 can be used for the Gauss-Seidel iteration method 
except Eqs. (3.71b-c). The newly computed values of x, and x, are used immediately in the calculation 


for the new x, and x, in Eqs. (3.74b-c), respectively. 


xe! = 100 + xf (3.74a) 
xk = 100+ of ee (3.74b) 
k+l 


x! 100 + i (3.74c) 
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For example, if the initial guess values of x, = x, = x, =100, then the new values of x,, x,, and x, can 


be determined from Eq. (3.74a-c) as, 


x, = 100 + 100 = 200 (3.75a) 
o = 008: ~(200) + Z000) = 200 (3.75b) 
Bs 5100S (200) = 200 (3.75) 


The process is repeated until the differences between the old and new values of x,, x, and x, are less 


than the specified tolerance €. 


Figure 3.8 shows a computer program developed for this example. The initial values of x,, x,, x, 


are set to 100 with the specified tolerance of ¢ = 0.05% . The computed solutions obtained from this 
program are shown in Table 3.6. The table shows that the variables x,, x,, x, converge to the final 


solutions within 12 iterations as compared to 19 iterations by the Jacobi method. 


% Program GSeidel for i= 1:3 
% Example of Gauss-Seidel iteration method. eps = abs((xnew(i) - xold(i))*100. ... 
tol = 0.05; /xnew(i)); 
for i= 1:3 if(eps >= tol) 
xold(i) = 100.; iflag = 1; 
end end 
fprintf('%3s %4s %9s %9s\n', ... end 
‘Iteration No.', 'x1','x2','x3'); if iflag == 
for iter = 1:500 break 
xnew (1)=100.+xo0ld (2) ; end 
xnew (2) =100.+0.25*xnew(1) + 0.5*xold(3) ; for i = 1:3 
xnew (3)=100 .+0.50*xnew (2) ; xold(i) = xnew (i); 
fprintf ('%8d%10.0f£%10.0f%10.0f\n', ... end 
iter,xold(1),xold(2),xold(3)); end 
iflag = 0; 


Figure 3.8 Computer program for solving the system of Eq. (3.10) 
by the Gauss-Seidel iteration method. 


Table 3.6 The computed solutions of Eq. (3.10) by using Gauss-Seidel iteration method. 


Iteration No. x1 x2 x3 
1 100. 100. 100. 
2 200. 200. 200. 
3 300. 275% 238. 
4 375 313%: 256. 
5 413. 331. 266. 
6 431. 341. 270. 
7 441. 345. 273. 
8 445. 348. 274. 
9 448 349. 274. 

10 449, 349. 275. 
11 449, 350. 275. 
12 450. 350. 275. 


System of Linear Equations 87 


3.15 Successive Over-relaxation Method 


The successive over-relaxation method is modified from Gauss-Seidel method in order to further 
increase the solution convergence rate. The new solutions are obtained by weighting between the newly 
computed and the old values as, 

* 
xt = ext + (l-ø)xt (3.76) 


l 


k 
where the superscript k represent the k” iteration, x" is the newly computed value as explained in 
p p p i y p p 


the Gauss-Seidel method and @ is the weighting factor which has a value between 0 and 2. If w=1, 
the method becomes the Gauss-Seidel method. If the value of @ is between 1 and 2, the computed 
solutions are weighted by the new values more than the old values, which is called over-relaxation. If 
@ is between 0 and 1, the method is called under-relaxation that may help a nearly diverged solution to 
converge. In general, the value of œ should be selected between 1 and 2 to increase the convergence 
rate. It is noted that the appropriate value of @ varies depending on the problems. 


To understand the successive over-relaxation method clearly, Eq. (3.10) is solved again as shown 
in the following example. 


Example 3.19 Use the successive over-relaxation method to solve Eq. (3.10), 


4 -4 0][x, 400 
-1 4 =2ļ3x,> = 4400 (3.10) 
o -2 Alix, 400 


From the Gauss-Seidel method, the new values of x,, x», x, at the (k +1)” iteration are 


xf = 100 + xý (3.74a) 

gr = 100 + den + ee (3.74b) 
4 2 

xf = 100 + a (3.740) 


With the successive over-relaxation, the new values of x,, x,, x3 are 


wt = oœ (100+ x£) + (I1-a).x* (3.77a) 
xt a co (100+ Fafa oat) + (l= @) x} (3.77b) 
xh = o (1004+24) + (l-ø)x} ra 


Figure 3.9 shows a computer program developed with the initial value x, x,, x, of 100, the 


weighting factor œ =1.2 and the specified tolerance s = 0.05%. The computed solutions obtained 
from the computer program are shown in Table 3.7. The results show that the converged solutions are 
obtained within 6 iterations as compared to 12 and 19 iterations by the Gauss-Seidel and Jacobi methods, 
respectively. 
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% Program SOR iter,xold(1) ,xold(2) ,xold(3) ); 
% Example of the Successive Over iflag = 0; 
% Relaxation method. for i=1:3 
w= 1.2; tol = 0.05; eps = abs((xnew(i) - xold(i))*100. ... 
for i= 1:3 /xnew (i) ); 
xold(i) = 100.; if(eps >= tol) 
end iflag = 1; 
fprintf('%3s %4s %9s %9s\n', ... end 
‘Iteration No.', 'x1','x2','x3'); end 
for iter = 1:500 if iflag == 
xnew(1) = 100.+xold(2) ; break 
xnew(1) = w*xnew(1)+(1-w) *xold(1) ; end 
xnew(2) = 100.+0.25*xnew(1)+0.5*xold(3) ; for i= 1:3 
xnew (2) = w*xnew(2)+(1-w) *xold(2) ; xold(i) = xnew(i); 
xnew (3) = 100.+0.50*xnew(2) ; end 
xnew (3) = w*xnew(3)+(1-w) *xold(3) ; end 


fprintf ('%8d%10.0£%10.0£%10.0f\n', ... 


Figure 3.9 Computer program for solving the system of Eq. (3.10) 
by the successive over-relaxation method. 


Table 3.7 The computed solutions of Eq. (3.10) at each iteration by using the successive over- 


relaxation method. 


Iteraion No. x1 x2 x3 
1 100. 100. 100. 
2 220. 226. 236. 
3 347. 320. 265. 
4 435. 345. 274. 
3) 448. 350). 2D 
6 450. 350. 275. 


3.16 Conjugate Gradient Method 


One of the most popular methods for solving a system of equations based on the iterative 


technique is the conjugate gradient method. The method is used for solving the system of equations in 
the form 


[4]{x} = {B} (3.4) 
(nxn) (nx1) (nx1) 


where the matrix [A] is a symmetric and positive definite matrix. Definitions of a positive definite 


matrix will be explained later. The method provides a converged solution within n iterations if the 
system of equations consists of n equations. In addition, the method performs effectively when the 
matrix [A] is a sparse matrix. 


In order to understand the concept of the method, an example for the system of two equations (n 


= 2) is considered, 
2 1] {x 4 
= (3.78) 
1 3] lx =g 


where [A] is a symmetric matrix with its dimensions of (2x2). Equation (3.78) are written in the form 
of two algebraic equations as, 
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2x,+x%, = 4 (3.79) 
x,+3x, = -3 (3.80) 


These two equations can be plotted and represented by the two straight lines as shown in Fig. 3.10. The 
two lines intersect at the point where x, =3 and x, =-—2 which are the solutions of the system of 


{xX} = fe = w (3.81) 


equations. 


Figure 3.10 Two straight lines represented by Eqs. (3.79 - 3.80) and 
the intersection point at x, =3 and x, = -2. 


The procedures to find the solutions of Eq. (3.78) by using the conjugate gradient method start 
from the quadratic function in the form, 


f (x1, x2) 


SLX [Al (49 = LB] 3.82) 
(1x2) (2x2) (2x1) (1x2) (2x1) 


or Toru) = E T eh siä 3/4" (3.83) 


The function f(x,, x ) in Eq. (3.83) is plotted by using contour lines as shown in Fig. 3.11. The figure 
shows that the quadratic function f(x,,x,) is minimum at the location where x, and x, are the 
solutions of the system of equations. 
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Figure 3.11 Contour plot of the quadratic function, f (x,, x). 


If the function f (x,, x») is plotted in three dimensions, the shape of the function is similar to a 
blunt cone as shown in Fig. 3.12. The location where x, =3 and x, =—2 is at the bottom of the blunt 
cone. 


At the bottom location of the blunt cone with the solutions of x, and x, , the gradient of the 
quadratic function is zero. Since Eq. (3.83) is, 


J ix) = (2x? + 2X4X 4 3x3) Ax, + 3x, (3.84) 


the first derivatives with respect to x, and x, representing zero gradient at this location are, 


Oi eB da sett oY (3.85) 
Ox, 
F = w4+3x4+3 = 0 (3.856) 
OX, 


The results are the original system of Eq. (3.78). The process shows that the solutions of system of 
equations can be determined from the condition of zero derivatives of the quadratic function. 


To find the solutions of the system of equations by the conjugate gradient method, the quadratic 
function must vary as a blunt cup shape similar to that shown in Fig. (3.12). Such blunt cup shape occurs 
when the matrix [A] is positive definite, i.e., 


LX |[A]{x} > 0 (3.86) 
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F(x.) 


Slope of the ee Net Location at 


function is zero x, =3 and x, =-2 


Figure 3.12 Shape of the quadratic function leading to 
the concept of the conjugate gradient method. 


where {X} is a non-zero vector. Verifying that a matrix [A] is a positive definite by using Eq. (3.86) is 
cumbersome if its dimensions are large. An alternative way for verifying a positive definite matrix [A] 

is to observe its diagonal coefficients. If they are all positive, the matrix [A] is likely a positive definite. 
Another way is to determine its determinant as follows. For the matrix [A] with its dimensions of 
(nxn), the following determinants, 


D, = |a] (3.87a) 
a a 

D, = | mo opa (3.87b) 
a2 an 


a 2 di3 
D; = di2 da2 a3 (3.87c) 


43 473 433 


up to 
4; an din 
i2 A22 `° An 
D, = ; mel sg . (3.87n) 
Ain An ann 


must be greater than zero. For example, the matrix [4] in Eq. (3.78) is positive definite because its 
D,=2and D, =5. 
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To illustrate the procedure of the conjugate gradient method for solving the system of n equations 
in Eq. (3.4), the quadratic function 


1 
F (X15 Xa5 005%) = 5X] [A] LX} - BIL} (3.88) 
2 (ixn) (nxn) (nx) (xn) (x1) 
is used. Their first derivatives with respect to x,,x,,...,x,, are determined and set to zero as, 
of 
—— = [AKX}-{B} = 0 3.89 
soy = M-e) (3.89) 
The result is identical Eq. (3.4) if the matrix [4] in Eq. (3.89) is positive definite. 


Because the conjugate gradient method is an iterative technique, a set of initial guess values in 
the vector {X} is needed. Such set of values may represent a point on the surface of the blunt cone. The 


idea of the conjugate gradient method is to move from that point to the bottom location of the blunt cone 
representing the solutions of the system of equations. For a system of n equations, the shape of function 
fis a complex shape in hyperspace (x,, X2, ..., X„) which can not be displayed in three dimensions. The 


iterative process updates the vector {X} by using its old solutions to determine the new solutions at the 


k + iter > 
1 h i ation as follows 


where {D} is called the search direction vector. It is the vector that searches for the direction to the 
bottom location of the blunt cone. The scalar quantity 2, represents the step size of the vector {D} 
which changes at each iteration. 

The value of 2, forthe k” iteration can be determined by substituting Eq. (3.90) into Eq. (3.88), 


taking the first derivative with respect to 2, and setting them to zero as, 


oa =w n + LDJHRY = 0 3.91) 
where {R} = [Al{xy — {B} (3.92) 


is the residual vector. The vector approaches zero as the computed solutions converge to the exact 
solutions. Equation (3.91) can be written for determining the value 1, as, 


_ Ley HRy d 
LDF [4] {Dy | 


It should be again noted that Eq. (3.93) is valid if and only if the matrix [A] is positive definite. 


During the iteration process, if the vector {X ye at the 4” iteration is not the final solution, then 


the residual vector {R}" from Eqs. (3.89) and (3.92) is not zero, 
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Of | k = k 
eae [A]{x}° - {B} {R} (3.94) 


The residual vector {R} represents the gradient of function f for the solutions in the vector {X ue . Thus, 
if the vector {X yE contains the solutions of the system of equations at the bottom of the blunt cone, the 


residual vector {R} representing the gradient of function must be zero. 


At the first iteration (k = 0), the computational process starts from the initial guess vector {X y? 
and the search direction vector {p}°. The search direction vector {D}? is first assigned in the opposite 


direction of the residual vector {R}? as, 
{DP = -{RP (3.95) 
A new search direction vector {D} is then determined from 
{DYN = {RI +a, {DS (3.96) 
where a, is the value that makes the vector {D}*"" to be [4]-conjugated with the vector {D} , i.e., 
(D [AD = 0 (3.97) 
By substituting Eq. (3.96) into Eq. (3.97) and arranging the equation for determining the value of @, , 


[RJ TAD} 
[DJ*[A]{p} 


It is noted that the word “conjugate” in the conjugate gradient method came from the requirement that if 
a vector {u} is [A]-conjugated with another vector { v} , then 


Lulla] = 0 (3.99) 


where the matrix [A] must be symmetric and positive definite. 


(3.98) 


ay 


In conclusion, the procedures of the conjugate gradient method for solving the system of n 
equations, 


[A]ix} = {8} (3.4) 
(nxn) (nx1) (nx1) 


where the matrix [A] is symmetric and positive definite are as follows, 
1. Assume initial vector {X}° and calculate the residual vector, 


{RP = [MXP - {8} 


2. Assign the search direction vector, 
{DP = {RY 
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3. Start the iteration process for k = 0,1,2,..., to determine, 


_ _ yi tRy 
LD J" [4] {D} 


{xy = {XN +A, {DHF 


{RY = [Aly — {8} 


In each iteration, determine and examine the error using Error = | R | Rely pE <e, where £ 


represents the acceptable error. If the condition is true, stop the iteration process. If not, the iteration 
process continues by determining, 


5 LR |" [4] {D} 
i LD |‘ [4] {D} 
{py os -{R¥" 4a, {Di 


and go back to step 3 for the new k” iteration. 


The above procedures are developed as a computer program as shown in Fig. 3.13 with detailed 
computations as shown in the example below. 


Example 3.20 Use the conjugate gradient method to solve the system of equations, 


4 4 fx 400 
-4 4 -2\2x,$ = J-950 (3.100) 
0-2 4ļl% 400 


Compare the computed solutions with the exact solutions of x, = 450, x, =350 and x, =275. 


100 
Solution Assume the initial guess values in the vector {x} = 4100;, then 
100 
4 -4 0] {100 400 —400 
{RY = [A]{xy?- {B} =|-4 4 -2]4100$-/-950$ = 7 750 
0 -2 4} {100 400 — 200 
400 
andassign {D} = —{R}° = 4-750 


200 
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% Program ConGrad up = up + d(i)*r (i); 
% A program for solving a set of linear end 
% simultaneous equations [A] {X} = {B} by down = 0.; 
% using Conjugate Gradient method. for i= 1:n 
% Read input data file containing number sum = 0.; 
% of eqs with matrix [A] and vector {B}: for j = 1:n 
fid = fopen('inputcg.dat', 'r'); sum = sum + a(i,j)*d(j); 
n = fscanf (fid,'%f',1); end 
a = fscanf(fid,'%f',[n+1 n]); a=a.'; down = down + d(i)*sum; 
b = squeeze(a(:,n+1)) ; end 
a = squeeze(a(:,1:n)); alam = -up/down; 
fclose (fid) ; for i= 1:n 
xzero = 0.; x(1:n) = xzero; x(i) = x(i) + alam*d(i); 
x = CG(n, a, b, x); end 
% Print out the computed solution of {X}: for i= 1:n 
fid = fopen('output.dat', 'w'); sum = 0.; 
fprintf(fid, ... for j = 1:n 
'\n Equation No. Solution x \n'); sum = sum + a(i,j)*x(j); 
fprintf ( ree end 
'\n Equation No. Solution x \n'); r(i) = sum - b(i); 
for i = 1:n end 
fprintf (fid,' %8d %22.6e\n', i, x(i)); res = 0.; 
fprintf ( ' $8d %22.6e\n', i, x(i)); for i= 1:n 
end res = res + r(i)*r(i); 
fclose (fid) ; end 
res = sqrt (res); 
function x = CG(n, a, b, x) if res < tol 
% Assign initial values in vector {X}: break 
xzero = 0.; x(1:n) = xzero; end 
% Assign tolerance for stopping criterion: up = 0.; 
tol = 0.0001; down = 0.; 
% Compute the initial residual and search for i= 1:n 
% direction: sum = 0.; 
for i = 1:n for j = 1:n 
sum = 0. ; sum = sum + a(i,j)*d(j); 
for j = 1:n end 
sum = sum + a(i,j)*x(j); up = up + r(i)*sum; 
end down = down + d(i)*sum; 
r(i) = sum - b(i); end 
d(i) = -r (i); alpha = up/down; 
end for i = 1:n 
% Enter the interation loop: d(i) = -r(i) + alpha*d(i) ; 
for k = 1:n+1 end 
up = 0.; end 


for i = 1:n 


Figure 3.13 Computer program for solving the system of equations 
by using the conjugate gradient method. 


Start the iteration process with k = 0, 


i aa a 
LD] [A] {D} 


150.4132 

(XF = {XP +A {DP = 4 54752 
125.2066 
179.7521 

{R} = [A {X} - {B} = 4119.8347 
89.8760 

Error = vŅ|R]HRY = 233.9848 

1 0 
ay LR] [4] {D} = 0.0718 


LD’ [4] {0} 
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—151.0314 
—173.6861 
—75.5157 


{D} = ~{R} +a {D}" 


Start the iteration process with k = 1, 


a =- BIR 2 19836 
LoJ' TA} {D} 


450.0000 
IXY = {X} +4 {D} = 4350.0000 
275.0000 
The obtained solutions are equal to the exact solutions. The residual vector is, 
0 
{Ry = [AHX - {8} = 40 
0 


So that Error =| R|°{RY? =0 and the computation stops. 


If the computation continues, then 


a- RPD 
LDI’ [4] {D7 
0 
and {py = -{RY +a {D} = Job. 
0 


In addition, if the initial guess values in the vector |X|°=|0 0 O| are used, the 
computational results from conjugate gradient method will converge to the solutions within 3 iterations 
(k =2). 

As the number of equations increases, the computational time from more numerical operations 
also increases. The number of operations required by the conjugate gradient method, however, can be 
reduced. For example, the residual vector {R} at the (k +1)” iteration in Eq. (3.94) can be determined 
from the residual vector {R} and the product of [A]{D} from the k” iteration. In addition, the residual 
vectors {R} at different iterations have the orthogonal property, i.e., 


[R]"{RY = 0 when m#n (3.101) 
The property helps reducing the number of operations between matrices. 


In conclusion, the modified conjugate gradient method that can reduce the computational time 
consists of determining the parameters as follows, 
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: Le {Ry > (3.102) 
LD" [A] {D} 
and ay Rial sae (3.103) 
LR J" {R} 


Then, the following procedures are employed, 


1. Assume the initial vector {X y and calculate the residual vector from, 
(RP = [AXP - {B} 


2. Determine the search direction vector from, 


(D = {R} 
3. Calculate the residual from, 
5° = [R] {RY 
4. Start the iteration process from k = 0,1, 2,..., by calculating, 
{uy = [A] {Dp} 
Ay = =i 
LoJ' {U} 
{XY = {x +A, {DI 
{RY = {RY +A, {Ul 


ott! — [R| Ry 


Examine the error using Error = y| R |“*'{R}""! <s, where £ is the acceptable error. If it 
is true, the computation stops. If not, the iteration process continues by calculating, 


ott! 
Qk = k 
ô 
{py = ~{R}**" + a, {D} 


and then go back to the new k” iteration in step 4. 
The process explained above is used to develop a computer program as shown in Fig. 3.14. 


Example 3.21 Use the modified conjugate gradient method in Fig. 3.14 to solve the system of 
equations, 


4 -4 fx 400 
-1 4 -2|4x,$ = 4400 (3.10) 
0 -2 <a ee 400 


Note that the matrix [A] on left-hand side of Eq. (3.10) is an asymmetric matrix. The exact solutions 
for the above system of equations are x, = 450 , x, =350 and x; =275. 
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% Program ConGradNew 

% A program for solving a set of linear 

% simultaneous equations [A]{X} = {B} by 
% using Conjugate Gradient method. 

% Read input data file containing number 
% of eqs with matrix [A] and vector {B}: 
fid = fopen('inputcg.dat', 'r'); 

n = fscanf(fid,'%f£',1); 

a = fscanf(fid,'%f',[n+1 n]); a=a.'; 

b = squeeze (a(: ,nt1)); 

a = squeeze(a(:,1:n)); 


fclose (fid) ; 

xzero = 0.; x(1:n) = xzero; 

x = CGnew(n, a, b, x); 

% Print out the computed solution of {X}: 
fid = fopen('output.dat', 'w'); 

fprintf (fid, 


'\n Equation No. Solution x \n'); 
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r(i) = sum - b(i); 
d(i) = -r (i); 
end 
del = 0.; 
for i= 1:n 
del = del + r(i)*r(i); 
end 


% Enter the interation loop: 
for k = 1:n+1 
for i = 1:n 
u(i) = 0.; 
for j = 1:n 


u(i) = u(i) + a(i,j)*d(j); 


end 
end 
down = 0.; 
for i = 1:n 
down = down + d(i)*u(i); 


fprintf ( kal end 
Ca Equation No. Solution x \n'); alam = del/down; 
for i = 1:n for i = 1:n 
fprintf (fid,' %8d %22.6e\n', i, x(i)); x(i) = x(i) + alam*d(i); 
fprintf ( ' $8d %22.6e\n', i, x(i)); r(i) = r(i) + alam*u(i); 
end end 
fclose (fid) ; del2 = 0.; 


for i= 1:n 


function x = CGnew(n, a, b, x) del2 = del2 + r(i)*r(i); 


% Assign initial values in vector {X}: end 
xzero = 0.; x(1:n) = xzero; if del2 < tol 
% Assign tolerance for stopping criterion: break 
tol = 0.0001; end 
% Compute the initial residual and search alpha = del2/del; 
% direction: for i= 1:n 
for i= 1:n d(i) = -r(i) + alpha*d(i) ; 
sum = 0.; end 
for j = 1:n del = del2; 
sum = sum + a(i,j)*x(j); end 
end 


Figure 3.14 Computer program for solving the system of equations 
by the modified conjugate gradient method. 


Solution The system of equations in Eq. (3.10) is in the form, 


[PIix} = {9} (3.104) 


where [P] is an asymmetric matrix. Equation (3.104) can be modified by pre-multiplying matrix [P] È 


on both sides so that the resulting matrix on the left-hand side of the equation becomes a symmetric 
matrix, 


[PI IPX} = [PI {9} (3.105) 
After pre-multiplying by matrix [P]" , the new system of equations is 
17 -20 2N fx, 1,200 
-20 36 -16|Jx,} = 4-800 (3.106) 
2 -16 20) |x, 800 


which is in the form of [4]{X}={B} 


The modified conjugate gradient method can then be applied by first assuming the initial guess 
vector, for example, 
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100 
{x}? = 4100 
100 
So that 
17 -20 2] (100) [1,200 
{RP = [A]{x}°- {B} = ]-20 36 -16}4100'-—4-800 
2 -16 20] {100 800 
1,300 
Then {p}° = —{R}° = 4-800 
200 
and 5° = [R|°{R}° = 2,370,000 
By starting the iteration process at k = 0, 
38,500 
{wP = [A]{p}° = 4{~58,000 
19,400 
iy O° = 0.0236 
Lo |’ {U} 
130.7087 
{x} = {X +4 {DP = d 81.1024 
104.7244 
-390.5512 
{R} = {RP +AU} = 4-570.0787 
258.2677 


a! = (RJR s 
Error = VL RI Ry = 
ee e 5 
e = 5° = 
{D}' = -{R} +æ {D = 


For the iteration process at k= 1, 


U = [alp - 


544,222.1689 
737.7142 


0.2296 


689.0697 
386.3750 
— 212.3418 


3,562.0 
3,525.6 
—9,050.7 
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8! 
4, ee = 0.0948 
LD] wu} 
196.0579 
{xP = {X} +A {D} = 4117.7450 
84.5866 
-52.7418 
{RY = {R} +A {U} = 4-235.7237 
— 600.0730 
8 = |R {RF = 418,434.9655 
Error = NŅ|R]| {RY = 646.8655 
8? 
ppa = 0.7689 
582.5454 
{DY = -{RY +a{D} = 4532.7951 
436.8102 
For the iteration process at k = 2, 
120.9903 
{Uy = ADF = 4 540.7525 
1,376.5731 
2 
fy ee = 0.435918 
LD] {U} 
450.0000 
{xp = {X} +4,{D = 4350.0000 
275.0000 
0 
{RP = {RY +4, U} = 40 
0 
8 = |R {RF = 0 


Error = VLRI {RY = 0 


This example demonstrates that the computed solutions from the modified conjugate gradient method 
converge to the exact solutions of x, = 450 , x, =350 and x, =275 with the error of 6 = 0. 


For practical problems that are governed by nonlinear differential equations, the derived matrix 
[A] is usually an asymmetric and non-positive definite matrix. In this case, the conjugate gradient 
method presented herein must be modified. The modification leads to the new methods such as the 
generalized minimal residual method or GMRES, the bi-conjugate gradient method, the squared 
conjugate gradient method and the quasi-minimal residual method, etc. Details for these methods are 
beyond the scope of this book but can be found in research literatures. 
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3.17 Closure 


In this chapter, various methods for solving a set of system of equations, [A]{X}={B}, are 
presented. These methods are classified into two groups of the direct and iterative techniques. The direct 
technique consists of the Cramer’s rule, the Gauss-elimination method, the Gauss-Jordan method, the 
matrix inversion method, the LU decomposition method and the Cholesky method. The Cramer’s rule 
should not be used in general because it requires a large number of operations as compared to the others. 
The Guass-elimination and the LU decomposition methods are popular and widely used for solving 
practical problems. The Cholesky decomposition method is often used for solving many engineering 
problems where the matrix [A] is symmetric. 


The iterative technique consists of the Jacobi method, the Gauss-Seidel method, the successive 
over-relaxation method and the conjugate gradient method. The conjugate gradient method is considered 
as a popular method today for solving large size problems because of its high computational efficiency. 

The computational procedures and examples presented in this chapter can help readers to 
understand the concepts of various methods easily. The accompanied computer programs of each 
method can also be used for solving a large set of system of equations. Some of these computer programs 
can be implemented directly into the finite difference or finite element software for analyzing practical 
engineering problems. 


Exercises 


1. Solve the following system of equations by using the Cramer’s rule, 


2x, + 3x + 4% = 9 


3x, + 4x, -— 5x3 = 0 


X, — 2X, + x, = —4 


2: Solve the following system of equations by using the Cramer’s rule, 
1 3] {x 2 
1 Xa => 3 


1 
5 
2 1] [x3 =l 


3 

3 

3. Solve the following system of equations by using the Cramer’s rule, 
2 3 DN 0 


3 1 -2\4x,- = 4-2 
1 3 4| lx; —3 


4. Solve the system of equations in Problems 1-3 by using the left division technique in MATLAB. 
Verify the computed solutions by substituting them back into the system of equations. 
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Show detailed computational procedure for solving the following system of equations, 


1 2 4)[x 11 
4 -1 1 Xa = 8 
2 5 -2 3 


by using 
(a) the Gauss elimination method with scaling and pivoting. 
(b) the LU decomposition method. 
Verify the computed solutions by substituting them back into the system of equations. 


Solve the following system of equations by using the Gauss elimination method, 


3x, 2X4 8x, = 21 
5x; + 6x, + 4x, = 19 
8x, + 3x, - 5x, = -l 


(a) without pivoting and scaling. 
(b) with pivoting and scaling. 
(c) verify the computed solutions by using the computer program in Fig. 3.3. 


Solve the following system of equations by using the Gauss elimination method, 


121 x 12.700 
4 2 0 3]|x{ _ [11.880 
3 0 2 1])\x;{ 118.218 
0 3 1 ifl, 17.100 


Verify the computed solutions with Eq. (2.59). 


Show detailed computational procedure for solving the following system of equations, 


4 3 2 1){x 1 
34 3 Ol Jı 
2 3 4 a ee 
1 2 3 4}lxy, -1 


by using: (a) the Gauss elimination method, (b) the LU decomposition method, and (c) the 
Cholesky decomposition method. Verify the solutions by using one of the computer programs 
presented in this chapter. 


Solve the system of equations shown in Problem 5 by using the matrix inversion that is based on 
the Gauss Jordan method. Show detailed computational procedure. Explain advantages and 
disadvantages of the method. 
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10. 


11. 


12. 


13% 


14. 


Solve the following system of equations, 


0 -1 3){x 3 
4 0 =llsx,p = 414 
-2 5 Of lx, 7 


by using: (a) the Gauss elimination method, (b) the LU decomposition method, (c) the Gauss- 
Seidel iteration method, and (d) the conjugate gradient method. Explain difficulties that arise in 
each method and suggest how to overcome them. 


Use the Gauss elimination method to solve the following system of equations, 


1 2 3 4% 1.234 
223 4llx, 2.234 
333 4|lx,f 13.334 
444 4llx, 4.444 


Compare the computed solutions with those obtained from the Gauss-Seidel method that uses the 
stopping tolerance of ¢ =0.000001 %. Then explain advantages and disadvantages of both 


methods. 


The exact solutions of the following system of equations, 
1 1/2 3) {x 11/6 
1/2 1/3 1/4|5x3; = 413/12 
1/3 1/4 1/5] |x, 47/60 
are x; = x, =x, =1. Use the Gauss elimination method to solve for the solutions. Explain why 


the computed solutions contain errors. Then suggest methods to reduce such errors and use them 
to improve the solutions. 


Modify the Gauss elimination method to solve the tri-diagonal system of equations in the form, 


b a 0 0 0 0 xı di 
a, b cy 0 0 0 X5 d, 
0o ¢ : 0 0 X3 d, 
poge e e e e 
0 0 0 ani bra Crna | |%n-1 dy 
19 0 0 0 a, b, E d, 


Show detailed computational procedure with a corresponding computer program. 


Solve the following tri-diagonal system of equations 


4 -3 X -2 
>y a 4 Xz 4 
L -3 =l X3; = I 

-1 5 —4]|]|x4 -3 

-4 2) |x; -6 


Verify the computed solutions by using the computer program in Fig. 3.4. 
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15. 


16. 


17. 


18. 


19. 


20. 


21. 
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Use the Gauss Jordan method to find the inverses of the following matrices, 


i 1 1 111 
@ |1 -1 -l ; (bs) J1 21 
2 1 7 337 


Then verify the results with those obtained by using the Cramer’s rule. 


Find the inverse of the matrix, 


1 1/2 1⁄3 
[4] = [1/2 1/3 1/4 
1/3 1/4 1/5 


by using the Gauss Jordan method as explained in section 3.7. Examine whether the matrix is ill- 
conditioned by using the three criteria as explained at the end of section 3.7. 


Use the Cholesky decomposition computer program as shown in Fig. 3.6 to solve the following 
system of equations, 


4 4 O]{x, 400 
-4 4 -2]4x,$ = 4-950 
0-2 4] |x; 400 


which has exact solutions of x, =450, x, =350 and x, =275. Explain difficulties that may 
arise by using the method and how to overcome them. 


Study the expressions for obtaining the coefficients in the matrices [Z ] and [U] as shown in 


Eqs. (3.55a-e) of the LU decomposition method. Prepare these expressions for the system of 4 
equations. Then, follow Eqs. (3.56a-b) to write expressions for the forward and back substitution 
procedures. Use the system of 4 equations in Problem 7 to verify the expressions derived. 


Add the pivoting and scaling capability as explained in sections 3.5.1-2 to the computer program 
that uses the LU decomposition method for solving the system of equations shown in Fig. 3.5. 
Then use the modified program to solve the system of equations in Problem 17. 


Develop a compute program for solving the system of nonlinear equations by the Newton- 
Raphson method. During the iteration procedure, use the Gauss elimination method as shown by 
the computer program in Fig. 3.3 to solve the system of equations. Verify the developed computer 
program by solving Example 2.12 and compare the solutions with those shown in Table 2.8. 


Develop a computer program to solve the following system of equations, 


4x y? 2 = ll 
x 4y z? = 18 
x? y 4z = 15 


by using the Gauss-Seidel iteration and conjugate gradient methods. Use the initial guess values 
of x= y=z=1 with the acceptable error of ¢ = 0.000001 %. 
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22, 


23; 


24. 


29; 


26. 


27. 


Develop a computer program to solve the following system of equations, 


3 2 0 O}[x, 12 
23 2 O||x, 17 
o 2 3 Bilal ~ jaa 
0 0 2 3][x, 7 


by using: (a) the Jacobi iteration method, (b) the Gauss-Seidel iteration method, (c) the successive 
over-relaxation method with 1.20 < œ < 1.40 for every Aw = 0.01 , and (d) the conjugate gradient 
method with the acceptable error of € = 0.001% . 


Study the convergence rates for the following system of equations, 


10 7 8 7)(x 32 
757 6 5o D8 
8 6 10 9})x,f = }33 
7 5 9 TO) lee 31 


by using: (a) the Gauss-Seidel iteration method, (b) the successive over-relaxation method with 
@ =1.25,1.50,1.75, and (c) the conjugate gradient method with the initial guess values of 


Xi =X, =X; =x, =0. Compare the computed solutions with those obtained from the Gauss 
elimination method. 


Study the convergence rate for solving the system of Eq. (3.10) by employing the successive over- 
relaxation method. Use the weighting factor @ that varies from 0 to 2 with the increment of 0.05. 
Then, suggest the optimal value of @ for solving this system of equations. 


Solve the system of equations in Problem 12 again but by using the conjugate gradient method. 
Use appropriate initial guess values to obtain the converged solutions. 


Solve the following system of equations by using the conjugate gradient method, 


2 4 1)(x, 13 
4 3 2]4x,$ = 116 
1 2 4|[x, 17 


with the initial guess values of x, = x, = x, =1. Show the computational procedures in details. 


Matrix [A] in the following system of equations is an asymmetric matrix, 


LQ Bh 8 
-2 1 4lax- = 4 
1 -3 2] lx, =] 


Use the conjugate gradient method to solve for the solutions with the initial guess values of 
X, =X, =X; =1. Show the computational procedures in details. 
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28. Solve the following system of equations, 


[17 1 4 3 A 2 3 fx 71 
2 10 -1 1 -2 1 1 aly 43 
a geg BP eS ea lla -11 
2 4 De O 1 3 4 -ill =37 
1 3 1 7-15 1 -2 lp — l-61 
-2 1 7 -1 212 -1 8|lx 52 
3 4 5 1 2 8-19 2ll% -73 
5 1 1 1 1 1 -7 10|lx 21 


by using the computer programs of: 
(a) the Gauss elimination method 
(b) the LU decomposition method 
(c) the conjugate gradient method 


presented in this chapter. Provide comments on the accuracy of the solutions obtained from the 
three methods. 


29. Solve the following system of equations, 


-2 1 0 0] [x 100 
-2 8-2 1 0 o|] x 100 
1 -2 8-2 1 0 o|] x 100 
o i So. &-2 1 0 ol] x4 100 
0 0 1-2 8-2 1 AOS 100 
0 oT eg. Se. Ill 100 
0 0 1 -2 Bacal. 100 
| 0 0 1-2 8]{xso 100 


by using the computer programs of: 
(a) the Gauss elimination method 
(b) the LU decomposition method 
(c) the Cholesky decomposition method 
(d) the conjugate gradient method 


presented in this chapter. Explain advantages and disadvantages of each method for solving such 
system of equations. 
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30. 


31. 


32. 


33. 


Solve the system of equations in Problem 28 again but by using the function lu with the left 
division technique in MATLAB. Compare the computed solutions with those obtained in Problem 
28. 


Solve the system of equations in Problem 29 again but using the function lu or chol with the 
left division technique in MATLAB. Compare the computed solutions with those obtained in 
Problem 29. 


In the determination of the currents and voltages in an electrical circuit in Fig. P3.32, the 
Kirchhoff s current rule (summation of currents at any point is zero) and the Kirchhoff s voltage 
rule (summation of voltages in any closed-circuit loop is zero) are needed. 


Figure P3.32. 


By applying the Kirchhoff’s current and voltage rules on the circuit, the following system of 


equations is obtained, 
i—i} = i R, +1,R, +igRg = 0 
i—i; = i R7 —igRg —i9Rg = 0 


hti igs iy = iR Sigh) sige = h-7, 


ee S = O =e SE = E o 


ig tis —i7 —Io = 


If V) = 150 Volt, V, =0 Volt, Ri = R; = Ry =10 Q, R, = R; =5Q, R, = Rg = 15 Qand R; = 
R, =20 Q, use MATLAB to solve the system of equations. Compare the solutions with those 
obtained by using the Gauss elimination method. 


Develop a system of equations by apply the Kirchhoff’s current and voltage rules on the electrical 
circuit in Fig. P3.33. Then, use MATLAB to solve such system of equations to obtain the currents 
passing through each resistor. Compare the computed solutions with those obtained from using 
the Gauss-Seidel iteration method. 
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5Q 
10 Q 200 
10 Q 10 Q 
15 Q 50 
20 Q 
5Q 200 
V, =120Vo o Vy =50V 
Figure P3.33. 


34. A moving system of three weights connected by the two cords is shown in Fig. P3.34. The friction 
coefficients between the two weights on the floor are 0.3 and 0.5 as shown in the figure. 


acceleration, a a 


Figure P3.34. 
By applying the Newton’s second law (LF = mā) on the three weights, the following system 
of equations is obtained, 
150a+7, = 1,471.500 
Ta=l tiy = =220.725 
55a-T, = —269.775 


Use MATLAB to solve the system of equations for the system acceleration a and the tensions T, 
and T}. Compare the computed solutions with those obtained by using the Gauss elimination 
method. 
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35. A moving system consisting of three weights connected by cords is shown in Fig. P3.35. Apply 
the Newton’s second law (LF = ma ) on the three weights to derive a system of three equations. 
Then, use MATLAB to solve for the system acceleration a and the cord tensions 7, and T,. 


Figure P3.35. 


4.1 Introduction 


Air density 
A 
Data from 
experiment 
> Xx 
Shock wave 
M=3 


Airfoil 


Figure 4.1 Shock wave and air density 
distribution in front of an 
airfoil. 


Chapter 
4 


Interpolation and 
Extrapolation 


Most of data obtained from experiment 
are always at discrete points. For examples, the 
temperatures on the solar heating panel are 
measured at specific positions or the pressures over 
an airfoil are collected at discrete locations. Often, 
the data at the other locations that have not been 
measured from the experiment are needed. 
Interpolation and extrapolation techniques are thus 
required to provide information at these locations. 


Figure 4.1 shows experimental data of 
the air density from a supersonic Mach 3 flow over 
an airfoil. The data are collected at some discrete 
locations. It would be better if these data are fitted 
to yield a continuous function. The function can be 
used to provide information of the density at the 
other locations that have not been measured. 


Another example that requires fitting a 
set of data is the prediction of the temperature 
through the thickness of a hot water pipe. The 
analytical solution of the temperature distribution 
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through the pipe thickness is in the form of the Bessel function. Values of the Bessel function is not 
easy to calculate so that they appear in form of a table in most of the heat transfer textbooks. Table 4.1 
shows typical values of the Bessel function that varies with x. These values are at discrete points from 
x = 2.0 to 4.0 with an increment of 0.2. If the Bessel function at x = 2.5784 is needed, the data in the 
table must be interpolated. Many interpolation methods are explained in this chapter. These 
interpolation methods are basis for studying higher-level numerical methods, such as the finite difference 
and finite element methods. 


Table 4.1 Values of the Bessel function at discrete points x. 


The widely used interpolation methods are: (1) the Newton’s divided differences, (2) the 
Lagrange polynomials, and (3) the spline interpolation. These methods are presented and explained in 
details herein. 


4.2 Newton’s Divided Differences 


One of the most popular methods for interpolating a set of data points is the Newton’s divided 
differences. The main idea of the method is to create a polynomial function f(x) from the given data 


points and use that function to interpolate the values at any other locations. The simplest form of such 
function is linear as explained in the following section. 


4.2.1 Linear interpolation 


From Table 4.1, if the value of the Bessel function at any point x between the two points x) = 
2.0 and x, = 4.0 is needed, the easiest way to estimate such value is to create a linear function or the 


first-order polynomial between these two data points as shown by the dashed line in Fig. 4.2. The dashed 
line is then used to estimate the value of Bessel function at the point x from the values of the function at 
Xo and x. 


The first-order polynomial or linear function can be derived by writing it in the form 
f(x) = Co + Cilx-xo) (4.1) 
where Cy and C} are unknown constants that can be determined by using the conditions at the points 
Xo and x, as follows, 


at HH Xs f(x) = Co +0 = CG (4.2a) 
at x=% : fœ) = Co + C(x- xo) 
= f(x) + Cı (xı - xo) 
C _ f(x) — f(x) (4.2b) 
Xi — Xo 
Thus, Jos feaa e e (4.3) 
Xi — Xo 
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04r 
f (xo) =.2239 
Linear interpolation 
0.2 H a 
Jo(x) 5S 
0 i7 l > xX 
Xo = 2.0 x, =4.0 
-0.2 - S. 
Actual function 
-0.4L 
F(x) = --3971 


Figure 4.2 Use of a linear function to interpolate the Bessel function values between 
Xo =2.0 and x, = 4.0. 


Example 4.1 The values of the Bessel function f(x) = 2.0) =0.2239 and f(x, =4.0) = -0.3971 are 


given at two points in Table 4.1 as shown in Fig. 4.2. Estimate the value of the Bessel function at the 
point x = 3.2 by using the linear interpolation. Compare the estimated value with the exact solution 
shown in Table 4.1. 


From Eq. (4.3), the estimated value of the Bessel function at the point x = 3.2 by using the linear 
interpolation is 


—0.3971—0.2239 


=3.2) = 0.2239 + (3.2-2.0 
EES) ( 70-2. 
= 0.2239 — 0.3726 
fG.2) = -0.1487 (4.4) 
The estimated value has the true error of 
ODAO FONT igus: == $3560 (4.5) 


— 0.3202 


4.2.2 Quadratic interpolation 


A quadratic interpolation can be derived by using the same procedure as for the linear 
interpolation explained in the preceding section. The quadratic interpolation is based on the second- 
order polynomial. Their coefficients are determined by using the three data values at xj, x, and x3. 


The quadratic function that passes through the three data values is written in the form 


f(x) = Cy + C(x- xo) + C(x- x)(x- x) (4.6) 


114 Numerical Methods in Science and Engineering 


where Cy, C, and C, are unknown constants which can be determined by using the three data values 
at Xj, x, and x,. If the three data values are f(x) = 2.0) = 0.2239, f(x, =3.0) = —0.2601 and 


f(x =4.0) = —0.3971, the unknown constants can be determined as follows 
alse a : f(x) = CG +04+0 = © (4.7a) 
at X=xX | fœ) = Co + C(x- xo) 


= f(x) + C (4 - x0) 


C = f(x) = f (x0) (4.7b) 
X1 — Xo 
at X=X,) : f(x) = Co + C (x2- x0) + Cy (x2 — xo)(x2 - x1) 


fæ) -~ FG) _ fe) -~ fo) 
_ ad | X1 — Xo 
C, ae (4.7c) 


These values of Cy, C, and C, are then substituted into Eq. (4.6) to obtain the quadratic interpolation. 


Example 4.2 Three data values of the Bessel function f(x 9 = 2.0) = 0.2239, f(x, =3.0) = —0.2601 
and f(x, =4.0) = —0.3971 are given in Table 4.1 as shown in Fig. 4.3. Estimate the value of the Bessel 
function at x = 3.2 by using the quadratic interpolation. Compare the estimated value with exact solution 
in Table 4.1. 


From the given three data points, the constants C,, C, and C, are determined from Eq. (4.7a- 


c) as 
Co = 0.2239 
a —0.2601—0.2239  _ _ 0.4840 
3.0-2.0 
—0.3971 + 0.2601 —0.2601 — 0.2239 
& = 4.0 -3.0 3.0-2.0 = 0.1735 


4.0-2.0 
By substituting these constants into Eq. (4.6), the quadratic interpolation is 


f(x) = 0.2239 — 0.4840(x-2.0) + 0.1735(x —2.0)(x -3.0) 
Then, the Bessel function at x = 3.2 can be determined as 


f(3.2) = 0.2239 — 0.4840(1.2) + 0.1735(1.2)(0.2) 
= 0.2239 — 0.5808 + 0.0416 


fB2) = -0.3153 (4.8) 


The true error as compared to the exact solution is 
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—0.3202 + 0.3153 
— 0.3202 


x100% = 1.53% (4.9) 


which is less than the error obtained from the linear interpolation in Example 4.1. 


0.47 
f (xo) = 9.2239 
0.2- Sad . 
Quadratic interpolation 
Jo(x) 
0 N; l >X 
X9 = 0.2 x2 = 4.0 
0.2 - 
Actual function 
104b DS 
J(x21)=-0.3971 
Figure 4.3 Use of a quadratic function to interpolate the Bessel function values between 


Xo = 2.0 and X, 5 4.0. 


4.2.3 n™-order Polynomial interpolation 


The procedure explained in the preceding sections can be used to create the n'"-order polynomial 


interpolation passing through the n+1 data values at x), x1, X),..., x, as shown in Fig. 4.4. 
f(x) 
A 
f) f( 
x2) 
s Fa 
fŒo) 
>x 
Xo X1 Do, eeeeeeeeeeerereeee xy, 


Figure 4.4 The n'"-order polynomial interpolation passing through n+1 data values. 


The n'-order polynomial interpolation as shown in Fig. 4.4 can be written in a general form as 
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fœ) = Co +C (x= xq) + Cy (x- Xp (X= x1) + Cy (x= xo)(x- x)(x- x2) 
+... + C, (x= xox- x)... (x xna) (4.10) 


where the coefficients C, , i = 0, 1, 2,..., n can be determined and are obtained in the forms 


Co = flx) (4.11a) 
Ci = fia xo] (4.11b) 
Cy = fi, x, xo] (4.11c) 
Ce = Fee ee Ao] (4.11n) 


The square parentheses shown in Eq. (4.11) represent the divided differences. For example, the first 
divided difference is determined from 


fly, A Fe) - fe) (4.12) 
i X-X; 
The result is the same as the value of C, in Eq. (4.7b). The second divided difference is 
X X| —f |x; x 
Take sl i sl 7 l (4.13) 


Xi = Ak 
which is in the same form of Eq. (4.7c) for determining the value of C, . Thus, the n® divided difference 


can be written in the form 


SIX Xy <, Xi Xo] 2 S Dn ete) =F [xn X1 X0] (4.14) 
Xn — Xo 


The values of divided differences as shown in Eqs. (4.12) - (4.14) can be determined sequentially 
as shown in Table 4.2. 


Table 4.2 Sequential steps to determine the values of the divided differences. 


Divided differences 
i x f(x) First Second Third 


0 Xo (Ge) 5 skew] ~ fbx] ~ fixo] 
á 
1 x; fœ) a fx] a Sf [X3,%9,%,] 
2 X2 fœ) —5 fex] 
AT 


3% fœ) 


The divided differences in the first row of Table 4.2 represent the values of the constants C,, i 


= 0, 1, 2,..., n as shown in Eq. (4.11). By substituting these divided differences into Eq. (4.10), the 
general form of the n'"-order polynomial interpolation is 
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f(x) = fx) + x- xo) SPH, xo] + (= xo- 4) [x2 x xo] 
+ 0+ (X= xox x). (x xpa S [Ky 5 Xna +s Xo] (4.15) 


Equation (4.15) is called the Newton’s divided-difference interpolating polynomials. The equation can 
be used to develop a corresponding computer program directly. 


Figure 4.5 shows a computer program to determine a value from a set of data points by using the 
Newton’s divided-difference interpolating polynomials in Eq. (4.15). 


% Program NewDiv fx(irow,icol) = £x(irowt+1,icol-1) 
% Program for computing f(x) at a given x - f£x(irow,icol-1); 
% by using Newton's divided-difference fx(irow,icol) = £x(irow,icol) 
% interpolating polynomials. / (x (irowt+icol-1) -x(irow) ) ; 
% Read number of data set: end 
fid = fopen('input.dat', 'r'); end 
n = fscanf(fid,'%f£',1); % Compute desired f(x) at the given x: 
a = fscanf(fid,'sf',[2 n]); xx = input(... 
x =a(1,:); x = x'; '\nEnter x value to find f(x): '); 
fx = a(2,:); fx = £x'; f£ = £x(1,1); 
fclose (fid) ; fac = 1.; 
% Compute divided-difference coefficients: for i = 2:n 
m = n; fac = fac*(xx - x(i-1)); 
for icol = 2:n ff = ff + f£x(1,i)*fac; 
m = m-1; end 
for irow = 1:m fprintf ('\nValue of f(x) at x = %8.6f', xx) 


fprintf (' is %14.6e\n', ff) 


Figure 4.5 A computer program for determining an interpolated value from a given set of data 
points by using the Newton’s divided-difference method. 


Example 4.3 Employ the computer program in Fig. 4.5 of the Newton’s divided-difference method to 
estimate the value of the Bessel function at x = 3.2. Use all data points in Table 4.1 except the data at x 
=3.2. Then, determine the true error by comparing the estimated value with the exact solution. 


Figure 4.6 shows the input data needed by the computer program. The input data consists of all 
data values that appear in Table 4.1 except the value at x = 3.2. The estimated value obtained from the 
computer program is —0.3201. Thus, the true error is 

—0.3202 + 0.3201 
— 0.3202 


x100% = 0.03% (4.16) 


oO 


BWWWWNHNNNNE 
OCODADRPOADADLANO 
| 
hb 
œ 
ol 
Oo 


32 


Value of f(x) at x = .3200E+01 is -.3201119E+00 


Figure 4.6 Input data from Table 4.1 for the computer program in Fig. 4.5 that uses the Newton’s 
divided-difference method and the computed value. 


The estimated value at x = 3.2 obtained from using the values at the ten data points is quite accurate with 
the error of only 0.03%. It is noted that the errors of the estimated values by using the linear and quadratic 
interpolations in Examples 4.1 and 4.2 are 53.56% and 1.53%, respectively. 
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The above examples show that Newton’s divided-difference method is simple and easy to 
understand. The computational procedure of the method can be used to develop a computer program 
directly. The main idea of the method is to derive a function that passes through all data points. The 
function is then used to determine values at locations within these data points. The general form of the 
Newton’s divided-difference interpolating polynomials consists of the set of coefficient C; as shown in 


Eq. (4.10). These coefficients can be determined by using the sequential steps as explained in Table 4.2. 
In the following section, another method that can be used to interpolate values from the given data points 
is presented. The method is also simple and represents a basis to study high-level numerical methods 
for solving practical problems. 


4.3 Lagrange Interpolating Polynomials 


The Lagrange polynomials are widely used to interpolate values from a set of data points. The 
first-order Lagrange polynomial is the simplest one which uses a linear function as explained below. 


4.3.1 Linear interpolation 


A straight line is used to connect the two data values of f(xọ) and f(x,) at xọ and x,, 
respectively, as shown in Fig. 4.7. 


f(x) 


A f(x) fx) 


f (xo) 


> X 
Xo x) 


Figure 4.7 Linear interpolation between points x) and x. 


The straight line is represented by a linear function in the form 
f(x)=axt+b (4.17) 
where a and b are constants and can be determined by using the data values at point x) and x, as follows 
at a f(x) = axyt+b (4.18a) 
at Lax S f(x) Saeed (4.18b) 
Equation (4.1 8b) is first subtracted from Eq. (4.18a) to yield 
F(x) — £0) = alx- xo) 
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f(x) — f(x) 


xX; = Xo 


Then, by substituting a into Eq. (4.18a) to give 


be SFG = fle) = SO) 


X1 = Xo 
Thus, Eq. (4.17) becomes 


f(x) = fe) d, j ER) + SOs) = Fo) 


Xi — Xo 


The above equation can be rewritten as 


ro = (22) pt) a (a)r (4.19) 
x = Xo Xo 7A 
or, f(x) = Lox) fo) + Li) fi) (4.20) 
where Lo(x) = el ee and L(x) = tas (4.21) 
Xx, — Xo Xo 7% 


The functions Lo(x) and L,(x) are called the Lagrange interpolation functions. Their 


distributions are shown in Fig. 4.8. 


From Fig. 4.8, 
1 = 
Lo (x) 1; x=x 
L(x) = (4.22a) 
0 5; x=x 
and 
0 5 x =X 
L(x) = ih eee (4.22b) 
> ma 
L(x) Or, it can be concluded that 
0 >x 1: 32, 
Xo X Lx) = l ET ; (4.23) 
Figure 4.8 Linear Lagrange interpolation 0 ; at other points 


functions. 


Example 4.4 Use linear Lagrange interpolation function to estimate the value of the Bessel function 
at x = 3.2. The values of the Bessel function at x) =2.0 and x, =4.0 are f(xọ) = 0.2239 and f(x) 


= —0.3971, respectively. Compare the estimated value with the exact solution in Table 4.1. 


From Eq. (4.21), the linear Lagrange interpolation functions are 
xX-x — 40-x 


L(x) = 4.24a 

o(%) X, — Xo 4.0-2.0 Ca 

TG) =: SEX aa a (4.24b) 
Xo —Xy 2.0-4.0 


Then, the linear Lagrange interpolation is 


120 Numerical Methods in Science and Engineering 


ro = (54) ron) + (2) re (425) 


By substituting the values of f(x )) and f(x,) into Eq. (4.25), the estimated value at x = 3.2 is 


4.0-3.2 2.0-3.2 
=3.2 0.2239) + | =“ |(-0.3971 
Inpa EEn it EEn ) 
= 0.08956 — 0.23826 
fB.2) = -0.1487 (4.26) 


The result is identical to that obtained from the Newton’s divided-difference method in Example 4.1 
with the true error of 53.56%. 


4.3.2 Quadratic interpolation 


A quadratic function is used to fit a set of three data f(x), f(x,), f(x) at x9, X1, X2, 
respectively. The quadratic function is expressed in the form as shown in Fig. 4.9. 


FQ) fx) 
ie f(x) 
fo) 


Figure 4.9 Quadratic interpolation passing through the three data points at xọ, x, and x. 


Here f(x) = ax’ +bx+c (4.27) 


where a, b and c are constants and can be determined from the three data at x), x, and x, as 


at Fy i f(%) = axpt+bxyte (4.28a) 
at SK 4 f) = ax? +bx +e (4.28b) 
at Ce ee f(x.) = ax? +bx, +c (4.280) 


The procedure to determine the constants a, b and c is left as an exercise at the end of the chapter. 
After these constants are determined and substituted into Eq. (4.27), the quadratic Lagrange interpolation 
is obtained in the form 
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f(x) = Lolx) f(x) + Lie) S01) + Lo(x) f(r) (4.29) 
where 


= (x2 = x)(4 — x) 
me (x2 = xo (x — x0) ae 


= (x2 z x) (xo =x) 
a (x2 = x)(x = x1) aR 


= (x -x)(x — x) 
wee) (xı = x2 )(%q = x2) ae 


A typical Lagrange interpolation function (Z;) as shown in Eq. (4.30a-c) is equal to unity at x; and zero 
at other points as shown in Fig. 4.10. 


Figure 4.10 Quadratic Lagrange interpolation functions. 


Example 4.5 Use the quadratic Lagrange interpolation to estimate the value of the Bessel function at x 
= 3.2. The three values of the Bessel function are given as f(x) =2.0) = 0.2239, f(x, =3.0) = 


—0.2601 and f(x, =4.0) = —0.3971. Compare the estimated value with exact solution in Table 4.1. 


From Eq. (4.30a-c), the quadratic Lagrange interpolation functions are 


oo ma U6 _ aB- 
AE aa DG) 2 
a a aaa a e oo 
OSG aa a a a 
o mm- _ 69e- (3-x)(2-x) 
FONE Ge Nanay 7 OGA 2 


Then, the quadratic Lagrange interpolation in Eq. (4.29) is 


fa) = EO) 4.) = M-ar) + FDP f) 
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By substituting the data values of f(x), f(x,) and f(x,) into the above equation, the estimated value 
atx = 3.2 is 


f(x=3.2) = (43.2832) (0.2039) (4—3.2)(2-3.2)(—0.2601) 


| =l =3.2) 03971) 


= —0.017912-— 0.249696- 0.047652 


fG.2) -0.3153 (4.31) 


The estimated value is identical to that obtained from the Newton’s divided-difference method in 
Example 4.2 with the true error of 1.53%. 


4.3.3 Polynomial interpolation 


By understanding the linear and quadratic Lagrange interpolations explained in the preceding 
sections, the n''-order Lagrange interpolation as shown in Fig. 4.4 can be derived in the same manner. 
The general form of the n'*-order Lagrange interpolation can be written in the form 


fx) = SEA) f(x) (4.32) 
i=0 
n X-X z 
h L; = 2 4.33 
where (x) H TK, ( ) 
j=i 


The symbol Il represents the multiplication operator. For example, 


TL «+ = (14+1)(2+1)6+1) = (2)(3)(4) = 24 (4.34) 


The use of the Lagrange interpolation function L(x) in the form of Eq. (4.33) can be explained by using 


an example with three data points (i.e., n = 2). In this case, the function L,(x) is 


u o E 


which is identical to that shown in Eq. (4.30b). 


The Lagrange interpolation function in Eq. (4.33) is equal to unity at x; and zero at the other 


points. Figure 4.11 shows the profile of a typical Lagrange interpolation function that has such 
properties. 


Interpolation and Extrapolation 123 


Xo X Xz X; x 


Figure 4.11 Profile of a typical Lagrange interpolation function. 


From Examples 4.4 and 4.5, the linear and quadratic Lagrange interpolation functions can be 
derived easily from a few data points. For a general problem with many data points, the derivation of 
the Lagrange interpolation function is tedious and a computer program for determining them is needed. 
Figure 4.12 shows a computer program for determining the Lagrange interpolation functions for n+ 1 
data points. The program, in addition, estimates the interpolated value from a given set of data points. 


% Program LagPol yy = 0.; 

% Program for computing f(x) at a given x for i= 1:n 

% by using Lagrange interpolation. al=1.; 

% Read number of data set: for j = 1:n 

fid = fopen('input.dat', 'r'); if j ~= i 

n = fscanf(fid,'%f',1); al = al*(xx-x(j))/(x(i)-x(j)); 

a = fscanf(fid,'sf',[2 n]); end 

x = a(1,:); x= x'; end 

fx = a(2,:); fx = fx'; yy = yy + al*fx(i); 

fclose (fid) ; end 

% Compute desired f(x) at the given x: fprintf ('\nValue of f(x) at x = %8.6f', xx) 

xx = input( ... fprintf (' is %14.6e\n', yy) 
'\nEnter x value to find f(x): ue ae 


Figure 4.12 Computer program for determining the Lagrange interpolation functions 
and the interpolated value from a given set of data. 


Example 4.6 Use the computer program for determining the Lagrange interpolation functions as shown 
in Fig. 4.12 to estimate the value of the Bessel function at x = 3.2 from all data points in Table 4.1 except 
atx =3.2. Compare the estimated value with that obtained from the Newton’s divided-difference method 
in Example 4.3. 


Figure 4.13 shows the input data needed for the computer program in Fig. 4.12. The data are 
from Table 4.1 except the one at x = 3.2. The computed value from the computer program is —0.3201 
which is identical to that from the Newton’s divided-difference method in Example 4.3. 


It should be noted that some patterns of data points cannot be fitted well by using the higher-order 
polynomials. For example, the data points that are taken from the Runge’s function which is represented 
by 

1 


f(x) = 14 25x2 (4.35) 
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Oo 


.2239 
.1104 
.0025 
-.0968 
.1850 
-.2601 
-.3643 
-.3918 
Hi O97 
= 3071 
B02 
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Value of f(x) at x = .3200E+01 is -.3201119E+00 


Figure 4.13 Example of input data from Table 4.1 for using with the computer program in 
Fig. 4.12 and the computed value from the Lagrange interpolation method. 


If the fourth-order Lagrange interpolation is used to fit the five data (at x =—1, —0.5, 0, 0.5, 1) taken from 
the Runge’s function, its distribution is shown in Fig. 4.14. The figure shows that the distribution of the 
fourth-order Lagrange interpolation is quite different from the actual profile of the Runge’s function. In 
this case, it is obvious that the Lagrange interpolation should not be used to represent the distribution of 
the Runge’s function. In the next section, another interpolation method that can satisfactory fit some 
special set of data or functions will be explained. 


f(x) 
A 


— Fourth-order polynomial 


Runge’s function 


Figure 4.14 Comparison between the distribution fitted by the fourth-order polynomial and 
the actual profile of the Runge’s function. 


4.4 Spline Interpolations 


The basic idea of the Newton’s divided-difference and Lagrange interpolation methods is to 
create a polynomial function that passes through all data points. However, the distribution of such a 
single polynomial function may not realistically represent the true behavior of the problem. For example, 
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a set of eight data points for the air density measured from an experiment of a supersonic flow over an 
airfoil is shown in Fig. 4.15. Figure 4.15(a) shows a single polynomial function that passes through all 
eight data points. The distribution of the fitted polynomial is not realistic with up and down deviation 
between these data points. A more realistic distribution is obtained by using many functions to fit these 
data points as shown in Fig. 4.15(b). In this section, the spline interpolation method that can produce 
more realistic distributions of some particular data behavior is explained. 


f(x) f(x) 
A A 


Data points Data points 


Polynomial Spline 
function interpolation 
>X — X 
(a) Distribution of polynomial function. (b) Distribution of spline interpolation. 


Figure 4.15 Distributions of a polynomial function and spline interpolation to 
fit a set of data distributed as a step function pattern. 
4.4.1 Linear spline 


The linear spline is the simplest spline function that uses a straight line to connect two data points. 
Figure 4.16 shows the three linear splines that are used to connect the four data points. 


These three linear splines are 


f(x) = f(x) +m(x—x) Xy SxS, (4.36a) 

f(x) = fo) +mz(x—%) x <x Sx, (4.36b) 

B(x) = f(x,)+m,(x- x) : X3 SX LX (4.36c) 

where me = i ws Ca) i=1,2,3 (4.36d) 


are their slopes. A computer program for creating the n linear splines from the given n+1 data points 
is easy to develop and is left as an exercise. 
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A) 


f(x) 
A 


Xo Xi X2 X3 


Figure 4.16 Three linear splines that connect four data points. 


4.4.2 Quadratic Spline 


The quadratic spline uses a quadratic function to represent distribution between the two data 
points. Figure 4.17 shows the three quadratic splines that pass through the four data points. These three 
quadratic splines are 


O fies) hO OT” 


(xo) 


Xo x) X2 X3 


Figure 4.17 Three quadratic splines that connect four data points. 
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f(x) = ax’ t+bxte, : VAXSH (4.37a) 
J; (x) = a,x’ +b,x+c, : x, SxSx, (4.37b) 
J; (x) = ax’ +bx+c i X,SxS<x, (4.37c) 


where a,, b,, c, i=1,2,3 are unknown constants. These unknowns are determined by using the 
conditions as follows. 


(a) At any internal point, the values of the two quadratic splines connected at that point must be 
equal. For example, the conditions at point x1in Fig. 4.17 are 


Aim) = ax + bx te, = f(x) (4.38a) 
and hæ) = @xpthxyte = f(x) (4.38b) 
Thus, the two internal points x, and x, in Fig. 4.17 yield 4 conditions. 

(b) The first quadratic spline must pass through the first data point x,, 

Ailo) = axo +4 1% +e = f(x) (4.39a) 
and the third quadratic spline must pass through the last data point x; , 

B) = ax +b% +63 = f(x) (4.39b) 


so that two additional conditions are produced. 


(c) At any internal point, the slopes of the two quadratic splines connected at that point must be 
equal. For example, the condition at point x, is 


Aa) = fa) (4.40a) 
2ax, +b, = 2ayx +b, (4.40b) 
The requirement for equal slopes yields two conditions for the two internal points in Fig. 4.17. 


The total number of conditions for the four data points using the three quadratic splines is 
4+2+2 =8. Since there are 9 unknowns, the coefficient a, may be assigned to be zero which means 


f\(x) isa linear spline. The eight unknowns can then be solved from the system of eight equations 


(8x8) = 4(8x1) (4.41) 
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For a general problem with n + 1 data points, the total of n quadratic splines of f(x), f5(x),..., 
f,(x) is needed. Since each quadratic spline has 3 unknowns, so the total number of unknowns is 3n. 
However, the number of equations that can be created are 2(n—1)+2+(n—1) = 3n—1 which is one 
condition fewer than the number of unknowns. If the first quadratic spline is assumed to be linear by 
setting its coefficient a, as zero, then the number of unknowns reduces to 3n—1 so that they can be 
solved from 3n—1 equations. 


A computer program for determining the quadratic splines can be developed to create the system 
of Eq. (4.41) from the conditions as shown in Eqs. (4.38) - (4.40). This system of equations can be 
solved for the unknown coefficients by a procedure for solving a system of equations explained in 
Chapter 3. The quadratic splines are then obtained after substituting the computed coefficients into Eqs. 
(4.37a-c). 


4.4.3 Cubic spline 


The procedure for creating a cubic spline is similar to the linear and quadratic splines as explained 
in the preceding sections. Distribution of the quadratic spline is either in a convex or concave shape. 
The cubic spline is widely used because its distribution can be in both the convex and concave shapes 
between two data points. 


If three cubic splines are to be created from the four data points in Fig. 4.17, the three cubic 
functions connecting the three pairs of data points are 


AO = ax? +bx? eee: EEE (4.42a) 
hx) = ax? +b,x +c,x+d, ; E E (4.42b) 
f(x) = ax +byx? +cx+d; ; X2 S XS X3 (4.42c) 


where a;, bi, Ci, d;, i=1, 2,3 are unknown coefficients. The twelve unknown coefficients of the three 
cubic functions can be determined from the following conditions. 


(a) At any internal point, the values of the two cubic splines connected at that point must be 
equal. For example, the conditions at point x1in Fig. 4.17 are 


AQ) = ax +b te td, = fœ) (4.43a) 
and fol) = axi tbx? +e +d, = f) (4.43b) 
Thus, the two internal points x, and x, in Fig. 4.17 yield four conditions. 

(b) The first cubic spline must pass through the first data point x9, 

fio) = axo +bixo +cixo +d, = f(x) (4.44a) 
and the last cubic spline must pass through the last data point, x3 , 

fal%3) = ax +b,x2 +0,x, +d, = f(y) (4.44b) 
so that two additional conditions are produced. 


(c) At any internal point, the slopes of the two cubic splines connected at that point must be 
equal. For example, the condition at point x, is 
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Ai) = hæ) (4.45a) 
Bax? +2bx +c = 3aoxp +2byx, +c) (4.45b) 
The requirement for equal slopes yields two conditions for the two internal points in Fig. 4.17. 


(d) At any internal point, the second derivatives of the two cubic splines connected at that point 
must be equal. For example, the condition at point x, is 


Kæ) = B) (4.46a) 
6a,x,+2b, = 6a,x,+2b, (4.46b) 


The requirement for equal second-derivatives yields two conditions for the two internal points in Fig. 
4.17. 


(e) The conditions of zero second-derivative for the cubic splines at the first and last data points 
may be assigned to produce two more conditions of 
gn p 


A) = Bæ) = 0 (4.460) 


From the set of four data points connected by the three cubic splines in Fig. 4.17, there is the total 
of 12 unknown coefficients. These unknown coefficients are determined from the 4 +2 +2 +2 +2 = 
12 conditions from Eqs. (4.43)-(4.46). The twelve equations can be written in matrix form as 


(12x12) i> = 4(12x1) (4.47) 


For a set of n+1 data points to be fitted by n cubic splines f\(x), f,(%)..... f (x), there are 
4n unknown coefficients to be determined. These unknown coefficients are solved from a set of 
2(n—1) + 2 + (n—1) + (n—1) + 2 = 4n equations according to the conditions explained in Eqs. (4.43) 
- (4.46). 

Solving a set of 4n equations to produce n cubic splines may not be simple, especially for the case 
of a large value ofn. An alternative approach explained below solves only n—1 equations in order to 
produce n cubic splines. The idea behind such approach is to assume a linear distribution for the second 
derivative of the spline function f;(x). Such linear distribution can be written in form of the Lagrange 


interpolation as 


fils) = FFL + fe) (4.48) 


x-x x- xX 
Xia — Xj Xi = Xi 


where i= 1,2, ..., n. The spline function /;(x) can then be obtained by performing integration twice. 
The integrations lead to two integrating constants which can be determined from the two conditions of 
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f(x) (4.49a) 
and at point x=% 3 fxd = fa) (4.49b) 


Once the two integrating constants are determined and substituted back, the final spline function is 
obtained in the form, 


at point Ywa fx) 


OE N E TO eg YS 


6(x; = Xi- 6(x; -= x;) 
f&n) (x; = Xj-1) Poel] 
+ l (x; —x) 
(x; =X) 6 
fœ) (x; ~x;_1) Fe) 


The right-hand side of the derived spline function in Eq. (4.50) consists of the two unknown 
second-derivatives at x; and x;. It is noted that the first derivative of the two spline functions 


connected at an interior point must be equal, 
fia) = f) (4.51) 


The first derivatives of the spline functions f,_,(x) and f;(x) can be derived from Eq. (4.50). These 
derivatives are then required to be equal according to Eq. (4.51) which leads to 


(x -— xa) Sa) + 2G — HS") + Ci — 1) SO) 
= (f(y) P05) + É 1) A) (42) 


i+] Xi = Xi 


Equation (4.52) consists of the three unknowns which are the second derivatives of the spline 


functions at x;_;, x; and x;,,, where i=1,2,...,n. Ifthe second derivatives of the spline functions 


for the first and last data points are assumed to be zero, 
f'o) = fœ) = 0 (4.53) 


then, Eq. (4.52) yields a set of simultaneous equations with n—1 unknowns of f"(x,), S"), ....-- 
f"(x„-1) in the form 


[x x f"(%) x 
F a f"(x) x 
x xX X f") 
a ay = ie (4.54) 
x x x] | f"(%p-2) x 
L xo xj oe Nea) x 


where the symbol x represents the non-zero coefficient in the matrix. The square matrix on left-hand 
side of Eq. (4.54) is a tridiagonal matrix because all elements in the matrix are zero except those along 
the three main diagonals. Such system of equations can be solved conveniently by using the methods 
explained in Chapter 3. 
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After solving the system of equations in Eq. (4.54), the second derivatives are substituted into Eq. 
(4.50) to yield the desired cubic spline functions between x;_, and x;. The following example 


demonstrates the performance of the cubic spline functions for fitting a set of special data as compared 
to that from the high-order polynomial interpolation. 


Example 4.7 Develop a computer program that employs the cubic spline interpolation as explained in 
Eqs. (4.48) - (4.54) to fit the data given in the table below. Compare the result with that obtained from 
the use of high-order Lagrange interpolation. It is noted that the result from the use of high-order 
Lagrange interpolation can be obtained from the computer program in Fig. 4.12. 


x 0.00 0.10 0.30 0.44 0.56 0.60 0.70 0.85 1.00 
fæ 0.1 0.1 0.1 0.1 0.5 0.5 0.5 0.5 0.5 


Figure 4.18 shows the computer program for cubic spline interpolation. The procedure in the 
program starts from reading the data and the location needed for the interpolated result. Next, the 
program forms the system of equations as shown in Eq. (4.54) and solves such system of equations to 
obtain the second derivatives for all data points. Finally, the values of the computed second derivatives 
are substituted into Eq. (4.50) to yield the cubic spline interpolation. 


Figure 4.19 shows the comparison between the distributions obtained from the cubic spline 
interpolation and high-order Lagrange polynomial. The figure shows that the cubic spline interpolation 
provides realistic distribution while the high-order Lagrange polynomial yields oscillated distribution. 
The example also suggests that users should understand nature of the data before applying an appropriate 
interpolating method. 


% Program CubSpln end 

% A cubic spline interpolating program. for i = 2:n 

% Read number of data set, x and fx data. d(i) = d(i) - a(i)*d(i-1); 

fid = fopen('inputCS.dat', 'r'); end 

n = fscanf(fid,'%f',1); e(n) = d(n)/b(n); 

p = fscanf(fid,'%f',[2 n]); for i = n-1:-1:1 

x = p(l,:); x = x'; e(n) = (d(i) - c(i) *e(i+1)) /b(i); 

fx = p(2,:); fx = £x'; end 

fclose (fid) ; xx = input( ... 

% Form up tridiagonal systen of n eqs: '\nEnter x value to find f(x): '); 


for i = 2:n-1 

a(i)=x(i) - x(i-1); 

b (i)=2.0* (x(i+1) - x(i-1)); 

c(i)=x(i+1) - x(i); 

d(i)=6.0* (fx(i+1)-fx(i))/(x(i+1)-x(i)) ... 
+ 6.0* (fx (i-1) -£x (i) ) / (x (i) -x (i-1)); 


1.0; c(1) = 0.0; d(1) 0.0; 
0.0; b(n) = 1.0; d(n) 0.0; 
% Solve the tridiagonal system of n eqs. 
% for the second derivatives, return the 
% computed solution in e( ): 
for i = 2:n 

a(i) = a(i)/b(i-1); 

b(i) = b(i) - a(i)*e(i-1); 


for i = 2:n 
if ((xx >= x(i-1)) && (xx <= x(i))) 


dl = x(i) - xx; 
d2 = xx - x(i-1); 
dd = x(i) - x(i-1); 
tl = e(i-1) *d1*d1*d1/(6.0*dd) ; 
t2 = e(i) *d2*d2*d2/(6.0*dd) ; 
t3 = (£x(i-1) /dd-e (i-1) *dd/6.0)*d1; 
t4 = (£x(i)/dd-e (i) *dd/6.0) *d2; 
ff = t1 + t2 + t3 + t4; 
end 


end 
fprintf ('\nValue of f(x) at x = %8.6f', xx) 
fprintf (' is %14.6e\n', ff) 


Figure 4.18 Computer program for cubic spline interpolation method. 
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Figure 4.19 Comparison between the distributions obtained from using the cubic spline 


interpolation and higher-order Lagrange polynomial. 


4.5 MATLAB Functions for Interpolations 


functions are spline and interp1. The spline function is based on the cubic spline interpolation 
method explained in the preceding section. The interp1 function allows the user to select a method 


Two built-in MATLAB functions that can be used for interpolation are explained herein. The two 


for the interpolation. 
The spline function has the syntax as follow, 
Y, XX) 


where 


by using nine data at x = 


x and y 


XX 
yy 


yy = spline(x, 


are the locations and values of the data 
is the location to perform interpolation 


is the interpolated value at the location xx 


1 


Example 4.8 Employ the spline function to fit the Runge’s function, 


1.0, —0.75, 


computed distribution with the actual distribution of the Runge’s function. 


The values at the specified nine locations can be generated by using the 


>> x = [-1:0.25:1]; 
>> y = 1./(14+25*x.%2); 


(4.35) 


gpa ee 
Fœ 1+ 25x? 
0.5, —0.25, 0.0, 0.25, 0.5, 0.75 and 1.0. Plot to compare the 
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Then, the spline function is employed to determine the values of yy at xx starting from -1 to 1 with 
the interval of 0.125 as follows 


>> xx = [-1:0.125:1]; 
>> yy = spline(x,y,xx); 


Figure 4.20 shows the comparison of the distribution from the values by the spline function (dashed 


line) and the actual distribution of the Runge’s function (solid line). The comparison shows that the 
distribution from the values by the spline function agrees very well with the Runge’s function. 


f(x) 
A 


1.0; Runge’s function 


0.87 ; : i 
Cubic spline function 
0.6 
0.4} 


0.0 


0.0 
—1.0 —0.5 0.0 0.5 1.0 


Figure 4.20 Comparison between the distribution from the values by the spline function 
and the actual distribution of the Rung’s function. 


The second useful function for interpolation in MATLAB is interp1. The syntax of this 
function is 


yy = interpl(x, y, xx, ‘method’ ) 


where x andy are the locations and values of the data 
XX is the location to perform interpolation 
yy is the interpolated value at the location xx 


‘method’ is the option for interpolation: 
‘nearest’ The option interpolates the value at the location xx 
by using the values from the nearest locations 


‘linear’ The option uses linear interpolation to determine 
the value at the location xx 


‘spline’ The option uses cubic spline interpolation to determine 
the value at the location xx 


The default ‘method’ is ‘linear’ if one of the three options above is not selected. 
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4.6 Extrapolation 


All methods in the preceding sections explain the interpolation procedures. These methods create 
a function f(x) passing through all of the data at x9, x1, X>,..., X,- The function is then used to 
interpolate a value at the desired location between x) and x,. Accuracy of the interpolated value 
depends on the number of the given data points and its location. The accuracy of the interpolated value 
also increases if the desired location is closed to a given data point. 


The basic idea of the extrapolation is to use the function created from an interpolation method to 
estimate the value outside the range of the given data points. Figure 4.21 shows an example of the 
interpolation and extrapolation from the three data points at x), x, and x,. For interpolation, a 


quadratic function can be created to estimate the value within the given range. The figure shows that the 
quadratic function can provide accurate interpolated value between x) and x,. The same quadratic 


function, however, may yield an extrapolated value with a large error at a location outside the range of 
Xo and x,. The figure suggests that extrapolation must be performed with care, especially if the number 


of data points is a few. The following two examples show that the accuracy of the extrapolated value 
can be improved by increasing the number of data points. 


f(x) 
A 


Interpolation Extrapolation 


f(x) 


Exact value 


\ — Result from 
Se interpolation 


— y 
Xo x X2 


Figure 4.21 Comparison between interpolation and extrapolation. 


Example 4.9 The values of the Bessel’s function at three locations are given by f(xọ = 2.0)= 0.2239, 
f (x, =2.6)= -0.0968 and f(x, =3.2)=—0.3202. Determine the value of the Bessel’s function at 
point x = 4.0 by performing extrapolation. 


From the given three data points, the computer program for the Newton’s divided-difference 
method as shown in Fig. 4.5 can be used to extrapolate the value of the Bessel’s function at x = 4.0. The 
extrapolated value is f(x = 4.0) =—0.4667. The extrapolated value has the true error as compared to the 
exact solution in Table 4.1 as 
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s NFO 00 gj =. S183 (4.55) 
-03971 


The error from the extrapolated value in Eq. (4.55) is relatively large. The same extrapolation is 
performed again but by using more data points as shown in the following example. 


Example 4.10 The values of the Bessel’s function at five locations are given by f(x) =2.0) = 
0.2239, f(x, =2.4) = 0.0025, f(x, =2.8) = -0.1850, f(x; =3.2) = -0.3202 and f(x, =3.6) = 
—0.3918. Determine the value of the Bessel’s function at point x = 4.0 by performing extrapolation. 


From the values of the Bessel’s function at five locations, the computer program in Fig. 4.5 can 
be used again to determine the value of the Bessel’s function at point x = 4. The extrapolated value is f 
(x = 4.0) =—0.3956. The extrapolated value has the true error as compared to the exact solution in Table 
4.1 as 


—0.3971+ 0.3956 


x100% = -0.38% (4.56) 
-0.3971 


The error from this later Example 4.10 is quite small as compared to that from Example 4.9. These two 
examples demonstrate that the error of the extrapolated value can be decreased by increasing the number 
of the data points. 


4.7 Closure 


In this chapter, the interpolation and extrapolation methods are presented. Both methods estimate 
values at locations from a set of data points. The interpolation methods presented herein are the 
Newton’s divided differences, Lagrange polynomial and spline interpolations. The Newton’s divided 
differences and Lagrange interpolations create the n-order polynomial that pass through n+1 data 
points. Linear, quadratic and general n'*-order polynomials are derived and explained in details with 
examples. If the given set of data points behaves properly, accurate interpolated values can be obtained 
by using high-order polynomials. 


For some special sets of data points, high-order polynomials may yield oscillated distributions 
leading to inaccurate interpolated values. In this case, the spline interpolation methods may be used. 
The most popular spline interpolation method is to employ a cubic function to represent the data 
distribution between two data points. Derivation of the cubic spline interpolation is explained and 
presented in details with examples. For these interpolation methods, their corresponding computer 
programs are also developed so that the interpolated values from a large set of data points can be obtained 
conveniently. 


Extrapolation to estimate values outside the given range of data by using the Newton’s divided 
differences and Lagrange polynomials is presented at the end of the chapter. The methods and associate 
examples suggest that the extrapolation must be performed with care. The extrapolated values may be 
inaccurate from a set of few data points or their locations are far away from the given data locations. It 
is noted that some of the interpolation methods, such as the use of the Lagrange polynomials, are the 
basis for studying the finite difference and finite element methods in the later chapters. 
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Exercises 


1. Relation between the applied force P and displacement u of the three-bar truss structure in Fig. P4.1 
is nonlinear according to the data below 


P 
| P(N) u (cm) 

4 0.0 0.00 

9.8 0.25 

12.0 0.50 

14.2 0.75 

25.6 1.00 

Figure P4.1 


(a) Plot the data to show the nonlinear relation between the force and displacement. 

(b) Derive the Lagrange polynomial for the given data points. 

(c) Plot the Lagrange polynomial obtained in (b) and compare with the data in (a). 

(d) Use the derived Lagrange polynomial to estimate the forces at the displacements of 0.17, 
0.62 and 1.25 cm. 


2. From an experiment, the heat conduction coefficient k of an aluminum material varies with the 
temperature T as shown in the table. Derive the Lagrange interpolation polynomial to estimate 
values of the heat conduction coefficient at 50°C, 250 °C and 500 °C. 


T CC) -100 0 100 200 300 400 
k (W/m-°C) 215 202 206 215 228 249 


3. Values of the gravitational acceleration g depend on the altitude y as shown in table. Use the 
Newton’s divided difference method to estimate the value of gravitational accelerations at the 
altitudes of 5,000 m, 42,000 m and 90,000 m. Plot the distribution of the derived interpolation 
function together with the given data. 


y (m) 0 20,000 40,000 60,000 80,000 
g (m/sec?) 9.8100 9.7487 9.6879 9.6278 9.5682 


4. The air density p depends on the temperature T as shown in the table. Employ the computer 
program of the Newton’s divided-difference method in Fig. 4.5 to estimate values of the air density 
at 250 K, 800 K and 3,000 K. Then, modify the computer program to determine the air density at 
the temperature at every 10 K from 100 K to 2,500 K. Plot the computed air density distribution 
that varies with the temperature. 


T(K) 100 200 300 500 700 1,000 1,500 2,000 2,500 


R 3.6010 1.7684 1.1774 0.7048 0.5030 0.3524 0.2355 0.1762 0.1394 
(kg/m?) 
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10. 


11. 


Show that the Lagrange interpolation functions in Eqs. (4.20) and (4.29) are equivalent to the 
interpolation functions obtained from Newton’s divided-difference method in Eqs. (4.1) and (4.6). 


The set of data in the table below represents the displacement u of a spring from the applied force 
F. Employ the computer program of the Newton’s divided differences or Lagrange interpolation 
method as shown in Figs. 4.5 and 4.12 to estimate the force needed to displace the spring to 0.3 m 
and 0.4m. Then, plot the function obtained from the computer program along with the given data 
points. 


u(m) 0.107 0.172 0.238 0.351 0.388 0.417 0.432 0.441 
F(kN) 100 200 300 400 500 600 700 800 


Temperature drop from wind chill depends on the wind speed. A set of the temperature data that 
varies with the wind speed is shown in the table. Use the Newton’s divided-difference method to 
estimate the temperature at the wind speed of 35 km/hr. From the given set of data, is it possible 
for the temperature to drop lower than -50 °C. Ifit is possible, find the wind speed that causes such 
temperature. 


Wind speed 
(km/hr) 0 10 20 30 40 50 
Temperature 
ó -12 -23 -31 -36 -38 -39 
CC) 


Show detailed procedure for deriving the Lagrange quadratic interpolation functions in Eqs. (4.29) 
- (4.30). 


Develop a computer program for the linear interpolation as explained in section 4.4.1. The program 
should be able to solve any problem with at least 100 data points. Verify the computer program 
with the set of data in Example 4.7. 


Use the cubic spline interpolation method explained in section 4.4.3 to derive a set of functions that 
fit the data as shown in the table. Explain the computational steps in details and determine the 
value of f(x = 5). Then, compare the computed value with that obtained from the computer program 
in Fig. 4.18. 


x 1 4 6 9 10 
f(x) 4 9 15 7 3 


Develop a computer program for the quadratic spline interpolation as explained in section 4.4.2. 
The program should be able to solve any problem with at least 100 data points. Verify the computer 
program with the set of data in Example 4.7. 
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12. 


13. 


14. 


15. 


16. 


LZ: 


18. 


19. 
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From the data in the table as shown below, derive the interpolation functions by using 


x f(x) (a) the Newton’s differences method 
A (b) the Lagrange polynomial method 
6 10.5 (c) the cubic spline method 
F y Plot the functions obtained from (a)-(c) together with the data points. 


Then, determine values of these functions at x = 7. 


Fit the data in Problem 12 again but by using the quadratic spline interpolation as explained in 
section 4.4.2. Show the computational steps in details. 


Solve Problem 1 again but by using the cubic spline interpolation method as explained in section 
4.4.3. Verify the solution by using the computer program in Fig. 4.18. Plot the distributions of the 
interpolations obtained from these two problems. Then, provide comments on the advantages and 
disadvantages of each method. 


From the data in the table as shown below, derive the interpolation functions by using 


f(x) (a) the Newton’s differences method 


x 

0 -7 (b) the Lagrange polynomial method 

; (c) the cubic spline method 

3 25 Determine the values from each function at x = 2.5 and 4.5. Then, 
4 62 compare the computed values with those obtained from the computer 
5 129 programs in Figs. 4.5, 4.12 and 4.18. 


Use the computer programs for the Lagrange polynomial and cubic spline methods as shown in 
Figs. 4.12 and 4.18 to determine the interpolation functions from the set of data points in Problem 
15. Plot the functions obtained and discuss the advantages and disadvantages of each method. 


Solve Problem 6 again but by using the cubic spline method as explained in section 4.4.3. Plot the 
distribution of the derived functions and compare them with that obtained from Problem 6. 


The Runge’s function is given by f(x) = 1/(1+25x’) for -1 < x <1 as shown in Fig. 4.14. Create a 


set of data points from this function in the given range with an increment of Ax = 0.2. Then, fit the 
set of data with the tenth-order Lagrange polynomial function. Plot and compare the derived 
polynomial function with the Runge’s function. Discuss the accuracy of the derived Lagrange 
polynomial function. 


Solve Problem 18 again but by using the computer program for the cubic spline interpolation in 
Fig. 4.18. Plot to compare the result with the function obtained from Problem 18. 
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20. 


21. 


22. 


23. 


24. 


The Runge’s function is given by f(x) = 1/(1+25x’) for -5 <x <5. Create a set of data points from 


this function in the given range with Ax = 1. Then, derive the interpolation function by using the 
Newton’s divided-difference method. Plot the distribution of the derived function and compare it 
with the Runge’s function. 


Solve Problem 20 again but by using the computer program for the cubic spline interpolation in 
Fig. 4.18. Plot to compare the result with the function obtained from Problem 20. 


The Runge’s function is given by f(x) = 1/ (1 + 25x”) for -2<x<2. Create a set of data points 


from this function in the given range with Ax =1 and then derive the interpolation function by 
using the Lagrange polynomial and cubic spline interpolation methods. Plot the derived functions 
to compare with the Runge’s function. Discuss the accuracy of these derived functions for 
representing the Runge’s function. 


The data in the table below are generated from the function f(x) = 100/x?. Use an extrapolation 
method to estimate the value of the function at x = 5.7. Compare the estimated value with the exact 
solution. Suggest ways to improve the solution accuracy from the extrapolation. 


x 1 5 3 4 5 
f(x) 100.000 25.000 11.111 6.250 4.000 


Data in the table below represent the distribution of the air density p in front of an airfoil which 
moves at a supersonic speed as shown in Fig. 4.1. Use the computer program in Fig. 4.18 to derive 
the cubic spline interpolation function. Plot to compare such function with the given data and 
discuss the result. Provide comments if the Lagrange polynomial interpolation method is used to 
fit the same set of data. 


x Pp x P 
1.000 4.2 1.200 15.2 
1.020 4.8 1.204 18.7 
1.040 5.1 1.208 23.5 
1.060 5.2 1.212 28.9 
1.080 5.3 1.216 34.0 
1.100 5.5 1.220 38.3 
1.120 5.8 1.228 42.7 
1.140 6.1 1.236 45.3 
1.160 6.5 1.244 46.2 
1.180 7.4 1.250 46.4 
1.189 9.1 1.300 46.4 


1.196 12.9 1.400 46.4 
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25. 


26. 


27. 


28. 


29. 
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From the table shown in Problem 4, use the MATLAB function interp1 with spline option to 
interpolate the air density values from 100 K to 2,500 K at every 10 K. Compare the result obtained 
from MATLAB with those from Problem 4. 


Solve Problem 6 again but by using the function spline in MATLAB. Compare the result with that 
obtained from the Lagrange polynomial interpolation. 


From the table in Problem 10, use functions spline and interp1 in MATLAB with linear option 
to interpolate the value of function at x = 5. Compare the result with that obtained from Problem 
10. 


From an experiment of air flow in a pipe, the average air velocity u depends the distance y from 
the pipe surface as shown in the table below. 


u 0.318 0.300 0.264 0.228 0.221 0.179 0.152 0.140 
y — 0.0075 0.0071 0.0061 0.0055 0.0051 0.0041 0.0034 0.0030 


Use the MATLAB function spline to determine the average velocities u from y = 0.0030 to 0.0075 
with the increment at every 0.0001. Plot and compare the computed results with the data in the 
table. 


Performance curve of a pump is obtained from a set of data between the head and flow rate. The 
table below shows a set of data for the head (H) and flow rate (Q). 


H (m) 45.1 42.7 39.6 35.1 30.5 22.9 15.2 
Q (m*/hr) 0 180 270 360 450 540 630 


Use a function in MATLAB to determine value of the head at the flow rate of 400 m*/hr. 


Chapter 
5 


Least-Squares Regression 


5.1 Introduction 


Most of the material properties used in engineering design and analysis were obtained from 
experiments. For example, the material elasticity curve is needed in the stress analysis for designing a 
new product. Such curve is obtained from a function that best fits the experimental data. In chapter 4, 
procedures for deriving an interpolating function that matches the given data points exactly are presented. 
Use of the interpolating function is suitable for few data points that vary smoothly. For a large set of 
data points, especially when the data deviate considerably, an interpolating function may not provide 
accurate representation of the overall data behavior. 


Derivation of an approximate function that best fits a given set of data points by using the least- 
squares regression is explained in this chapter. The method minimizes the sum of the squares of the 
differences between the data values and the values of the approximate function. To ease understanding 
of the method, a set of data for the wind velocities measured at different elevations of a building is shown 
in Table 5.1. The data indicate that the measured wind velocity increases with the building elevation. 


Table 5.1 The measured wind velocities at different elevations of the building. 


Building elevation, x (m) Wind velocity, y (m/sec) 
10 2:2 
15 4.6 
20 4.2 
25 7.0 
30 6.6 
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The data of the wind velocities at different elevations of the building as shown in Table 5.1 are 
plotted in Fig. 5.1. Due to the deviation of the measured wind velocities at different elevations, the 
function obtained from the interpolation method can not sufficiently represent the realistic behavior of 
the phenomenon as shown in the figure. Figure 5.1 also shows two approximate functions fitted by using 
eye-ball. These approximate functions do not represent the best fitted function for such set of data. The 
least-squares regression methods that are explained in this chapter provide the best fitted function for 
any set of data. 


mS 


Fitted by eye-ball 


10 F 


Wind 
velocity 
(m/sec) 


5H 


Building elevation (m) 


Figure 5.1 Data of the wind velocity that varies with the building elevation fitted 
by using eye-ball and interpolating function. 


Several least-squares regression methods are presented herein. These methods are: (1) the linear 
regression, (2) the linear regression for nonlinear data, (3) the polynomial regression, and (4) the multiple 
regression. These methods are explained in details with illustrated examples and computer programs. 


5.2 Linear Regression 


Linear regression is a simple method for fitting a set of data that tends to vary linearly. Figure 

5.2 shows a set of data with n data points, x;, y;, i =1, 2,...,n. The fitted function is assumed in the 
form, 

g(x) = a + ax (5.1) 


where ag and a, are the unknown coefficients to be determined later. 
As shown in Fig. 5.2, the data y; at a typical location x, differs from the value of the fitted 


function g(x) as d(x;). The idea behind the least-squares method is to minimize the squares of the 


differences between the data values and the function values. The total error the occurs from all n data 
points is 
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yı y2 Y3 


Y Y ae 
x) X2 X3 Xi Xn 


Figure 5.2 Linear regression method for data that tend to vary linearly. 


E = Sue (5.2) 


It is noted that by squaring the differences, the positive differences are not cancelled the negative 
differences. Equation (5.2) can also be written as 


E = Sbe) (5.3) 


E = $b -latar (5.4) 


The least-squares method is based on results from calculus demonstrating that a function has a 
minimum value when its partial derivatives are zero. Thus, by performing minimization of the function 
E in Eq. (5.4) with respect to the unknown coefficients a) and a,, two equations are obtained as 


OE Ske (5.5a) 
Ody 

and CA = 0 (5.5b) 
ôa 


The partial derivative in Eq. (5.5a) yields 


2», [Ly -la tax = 0 
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n n n 
Èy = » 4% = È ax = 0 
i=l i=l i=l 
n n 
nag + > x) a = X Yi (5.6a) 
i=l 
Similarly, the partial derivative in Eq. (5.5b) gives 


2d bi -Gotax)lGx) = 0 
i=l 
$ xy ~ Y ay, = x ax? = 0 
i=l i=l i=l 
> x |a + > 2) a = x Xi; (5.6b) 
i=l i=l j=l 


Equations (5.6a) and (5.6b) can be written together in matrix form as 


n 


n 
n > Xi | |20 » Yi 
i=l 


(5.7) 


un 


n 


n 
>, Xi > ce ay >» XiVi 
i=l 


i=l i=l 


By using the Cramer’s rule explained in section 3.2, the two unknown coefficients agọ and a, can be 


Erle) E) a 
($s) È) 
i) -E = 


E-E) 


The fitted function g(x) is then obtained by substituting the computed coefficients ay and a, in Eqs. 
(5.8a-b) back into Eq. (5.1). 


determined as 


ay 


ai 


Example 5.1 Employ the linear regression method to establish the best fitted function for the set of the 
wind velocity and building elevation data in Table 5.1. 


The data in Table 5.1 are used to calculate values in Table 5.2 for determining the coefficients 
dy and a, of the fitted function according to Eqs. (5.8a-b) as 


(33.8)(3,475)—(870)(135) 5 


> 0.001904 
6(3,475)- (135) 2,625 
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a, = 9(870)-(135)(33.8) 2 SPL, 2.osbige 


6(3,475)—(135)° 2,625 


Table 5.2 Values required for calculating the two coefficients a) and a, of 


the fitted function g(x) in Example 5.1. 


Xi Yi Xi XiYi 
10 2.2 100 22 
15 4.6 225 69 
20 4.2 400 84 
25 7.0 625 175 
30 6.6 900 198 
35 9.2 1,225 322 
y 135 33.8 3,475 870 


Then, the fitted function g(x) according to Eq. (5.1) is 
g(x) = 0.001904 + 0.250286x (5.9) 
Distribution of the fitted function g(x) is plotted to compare with the given data as shown in Fig. 5.3. 


y 
A 


g(x) = 0.001904 +0.250286x — 


10 


Wind velocity 
(m/sec) 


Building elevation (m) 


Figure 5.3 Comparison between the fitted function and data of the wind velocity 
that varies with building elevation. 


Example 5.2 Develop a linear regression computer program to determine the two coefficients of the 
fitted function for n data points. Validate the program by using the data in Example 5.1. 
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Figure 5.4 shows a linear regression computer program for determining the two coefficients of 
the fitted function for n data points, x;, y;,i=1,2,...,2. Table 5.3 shows the input data required by the 


program and output of the coefficients a) and a, for the set of data in Example 5.1. 


% Program LRegres for i= 1:n 

% A linear regression program. sumx = sumx + x(i); 

% Read number of data set: sumy = sumy + y(i); 

fid = fopen('inputL.dat', 'r'); sumx2 = sumx2 + x(i)*x(i); 

n = fscanf(fid,'%f',1); sumxy = sumxy + x(i)*y(i); 

a = fscanf(fid,'sf',[2 nj); end 

x =a(1,:); x = x'; % Fove for the coefficients: 
y=a(2,:); y=y'; det = n*sumx2 - sumx*sumx; 

fclose (fid) ; a0 = (sumy*sumx2 - sumxy*sumx) /det; 

% Compute summation terms: al = (n*sumxy - sumx*sumy) /det; 

sumx = 0.0; sumy = 0.0; fprintf('\nCoefficient a0 = %13.6e', a0) 
sumx2 = 0.0; sumxy = 0.0; fprintf('\nCoefficient al = %13.6e\n', al) 


Figure 5.4 Linear regression computer program for determining the two coefficients 
dy and a, of the fitted linear function from n data points. 


Table 5.3 Input and output data of the linear regression computer program in Fig. 5.4 
for the set of data in Example 5.1. 


Input data Output data 


6 Coefficient a0 = -190375E-02 
10 Coefficient al = -250286E+00 
15 
20 
25 
30 
35 


OANA BD 
NOON oN 


5.3 Linear Regression for Nonlinear Data 


Most of data obtained from experiment distribute nonlinearly. These data may be fitted by using 
the polynomial regression method that will be explained in the next section. The polynomial regression 
procedure is similar to that of the linear regression except more unknown coefficients are needed to 
determine. There are sets of data, however, that distribute in some certain patterns. One of the patterns 
is in the form of the power equation as shown in Fig. 5.5(a). The general form of the power equation is 


y = ax (5.10) 


The linear regression method presented in the preceding section can be employed to fit such set of data. 
The advantage for using the linear regression method to fit the data distribute in the pattern of the power 
equation is that only two unknown coefficients are needed to determine. The procedure starts from 
linearlization of the power Eq. (5.10) by taking its logarithm to yield 


logy = loga + blogx (5.11) 
The result is in the form 


ee (5.12) 


ha 
Il 
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which is in the same form as Eq. (5.1) as shown in Fig. 5.5(b) where 


x = logy (5.13a) 
y = logy (5.13b) 
a = loga (5.13c) 
a =b (5.13d) 


Slope = b 


>x=logx 


<— Intersecting point = log a 
(a) Power equation (b) Linear equation 


Figure 5.5 Application of the linear regression method to the power equation. 


With the fitted function in the linearized form of Eq. (5.12), the linear regression method as 
explained in section 5.2 can be applied. After the two unknowns coefficients a) and a, are solved, Eqs. 


(5.13c-d) are used to obtain the coefficients a and b of the power Eq. (5.10). 


1 2 3 4 5 
0.1 0.7 0.9 1.7 2.1 


<I x] 


Example 5.3 Apply the linear regression method to derive the coefficients a and b of the power equation, 


by using the set of data given in the table. 


Table 5.4 shows the data and their logarithmic values. These values are used to determine the 
two coefficients ay and a, of Eq. (5.12) according to Eq. (5.8a-b) as follows, 


(-0.649)(1.170) — (0.294)(2.079) -1.371 

dy - = -0.897 
5(1.170)- (2.079) 1.528 

5(0.294)- (2.079) (—0.649) DBI! oi leis 


' 5(1.170)-(2.079)? 1.528 
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Table 5.4 The given data and their logarithmic values for applying linear regression method 
to derive the power equation in Example 5.3. 


X; Yi x; =log x; y; =log y; x; XV; 
1 0.1 0.000 -1.000 0.000 0.000 
2 0.7 0.301 -0.155 0.091 -0.047 
3 0.9 0.477 -0.046 0.228 -0.022 
4 1.7 0.602 0.230 0.362 0.138 
5 2.1 0.699 0.322 0.489 0.225 

5 2.079 -0.649 1.170 0.294 


Then, the linearized equation in form of Eq. (5.12) is 
y = —0.897 + 1.845x (5.14) 


The computed coefficients a) and a, are used to determine the coefficients a and b of the power 
equation according to Eqs. (5.13c-d) as 


a = loga > a = 0.127 (5.15a) 
a =b > b = 1.845 (5.15b) 

Thus, the fitted power equation is 
y = 0.127%% (5.16) 


Distribution of the fitted power Eq. (5.16) is plotted and compared with the given data points as shown 
in Fig. 5.6. 


2.5L 
y=0.127% $ 


0 1 2 3 4 5 


Figure 5.6 Comparison of the fitted power equation using linear regression with 
the given data in Example 5.3. 


There are other types of equations that the linear regression method can be applied to fit a given 
set of data that distribute in certain patterns. One of the patterns is in form of the exponential model as 
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y = ae (5.17) 
The exponential model in Eq. (5.17) can also be linearized by taking its natural logarithm to yield 


lny = Ina + bxlne 
Since In e =1, then 
Iny = Ina + bx (5.18) 


Equation (5.18) can be written in the linear form as 


y = 4g tax (5.12) 
where 
y = In y : x = x 
a = Ina f a =b (5.19) 


Figure 5.7(a) shows the distribution of the exponential model according to Eq. (5.17) while Fig. 5.17(b) 
shows the linear distribution of Eq. (5.12). The unknown coefficients agọ and a, of the linearized Eq. 


(5.12) and the coefficients a and b can be determined in the same way as those of the power equation. 


y=lny 


><| 


~<— Intersecting point = In a 


>X >x=xX 


(a) Exponential equation (b) Linear equation 


Figure 5.7 Application of the linear regression to the exponential equation. 


The saturation-growth-rate equation is another nonlinear equation which is often used to fit a 
growth data behavior with a limiting condition. The equation is in the form 


x 


y =a 5.20 
á b+x ( ) 
or 
b+x | 1 
x y 
2 g + Da (5.21) 
y a ax 
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Equation (5.21) can be written in the linear form as 


y = a + ax (5.12) 
where 
y Sly : x = l 
ap = l/a : a, = b/a (5.22) 


Figure 5.8(a-b) shows the distributions the saturation-growth-rate equation and the linear equation with 
its slope and intersection point. Again, the unknown coefficients dy and a, of the linearized Eq. (5.12) 


and the coefficients a and b can be determined in the same way as those of the power and exponential 
equations. 


The application of the linear regression method to establish functions for fitting sets of nonlinear 
data by using the power, exponential and saturation-growth-rate equations is simple. The fitted functions 
are accurate when the data distributions are in the patterns that could be represented by such equations. 
If the data distributions are in other patterns, different forms of the fitted functions should be used. The 
following section explains the polynomial regression method to derived fitted functions for the more 
general data patterns. 


y=l/y 
A 


slope = b/a 


~<— Intersecting point = 1/a 


>X > x=]/x 
(a) Saturation-growth-rate equation (b) Linear equation 


Figure 5.8 Application of the linear regression to the saturation-growth-rate equation. 


5.4 Polynomial Regression 


The polynomial regression method is suitable to derive a function for fitting a set of data scattered 
in a polynomial pattern. Figure 5.9 shows a typical fitted polynomial for a set of n data points of 
X; ¥;,4=1,2,...,n. A polynomial of order m can be written in the form 


g(x) = a + ax + ax +... + ax” (5.23) 


where ag, 41, 42, ..., A are the unknown coefficients. These coefficients are determined by first writing 
the total error E as the sum of the error squares for all data points as 
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Y 
A 


e g(x) 


yı y2 Y3 


Fui ewa X3 Xi Xn 
Figure 5.9 Fitting n data points by the polynomial regression method. 


E = Slats)? (5.24) 


i=l 


Since the error at each data point is the difference between the data value and the polynomial value, then, 
the total error E becomes 


E = $b- e6) 


i- (a, + ax + ax? +... + a,x")| (5.25) 


SS 


The m+1 unknown coefficients of dg, a, az, ..., a, are determined in the same way as those explained 


in the linear regression method. The total error E is minimized with respect to the unknown coefficients 
leading to a set of m+1 simultaneous equations as 


eg 
ĉado 

2E, 

ôa 

OE _ 0 m+1 equations (5.26) 
Oa, 

QE o aj 

Olm 


For example, the minimization of the total error E with respect to the unknown agọ in the first 
equation of Eq. (5.26) yields 
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23° [y, - (a, Pao ee ee Et a,x") |(-1) = 0 


n n n n 
2 m = 
na) + [Si Ja + [37 Ja Firmat (Èx Jen ae to 
i=l i=] i=l i=l 


Similarly, the minimization of the total error E with respect to the unknown a, in the second equation 
of Eq. (5.26) yields 


So 


n 
25 Ly, = (a, + ax; + a,x? +... + a„x” |C x) = 
i=l 
n n n 2 n 3 n 4i 
m 
N - $ ax; — Nok; - Sax - — È anx; = 0 
i=l i=l i=l i=l 


n n 
(Èx Ja + (Èx Ja + (Èx Ja +o + [Sar Jay = 2% 
i=l iz i= = 


The minimization of the other equations in Eq. (5.26) can be performed in the same fashion leading to a 
set of m+1 simultaneous equations in the matrix form as 


n n 7 i : 
w i Da OE a pie? 
i=l i=l i=l i=l 
S < 2 S 3 z m+1 n 
DA Xx Xx ee, ay X xyi 
i=l i=l i=l i=l i=l 
n n n n a 
Sar bxs Dx Sat eae = By, (5.27) 


i=l i=l i=l i=l i=l 


n 
$ x” n xml 5 ee we > x?” an $ x” y; 
A 3 A ; = 


The square (m+1)x(m-+1) matrix on the left-hand side and the m+1 vector on the right-hand side of 
Eq. (5.27) are known. Thus, the m+1 unknown coefficients of dg, a), 42, ..., Ap can be solved from 
the set of simultaneous Eq. (5.27) by using any direct method explained in chapter 3. 


Example 5.4 Develop a computer program to derive a polynomial of order m for fitting a set of n data. 
Then, apply the program to establish a third-order polynomial for fitting the data of the water specific 
heat that varies with the temperature as shown in Table 5.5. Plot to compare distribution of the fitted 
polynomial with the given data. 
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Table 5.5 Data of water specific heat c, (kJ/kg°C) that varies with the temperature T (°C). 


T Cp 

0 1.00762 
5 1.00392 
10 1.00153 
15 1.00000 
20 0.99907 
25 0.99852 
30 0.99826 
35 0.99818 
40 0.99828 
45 0.99849 
50 0.99878 


T Cp 
55 0.99919 
60 0.99967 
65 1.00024 
70 1.00091 
75 1.00167 
80 1.00253 
85 1.00351 
90 1.00461 
95 1.00586 
100 1.00721 


Figure 5.10 shows a polynomial regression computer program for determining the unknown 


coefficients of the fitted m-order polynomial for n 
simultaneous equations that is solved by calling th 


data points. The program generates a set of m +1 
e subroutine GAUSS explained in chapter 3. Details 


of the subroutine GAUSS (not included herein) is shown in Fig. 3.2. 


% Program PRegres 
% A linear regression program. 
% Read number of data set: 
fid = fopen('inputP.dat', 'r'); 
n fscanf (fid,'%f',1); 
d fscanf (fid,'%f£',[2 n]); 
x d(1,:); x x'; 
da(2,:); y = y'; 
fclose (fid) ; 
% Read order of polynomial needed 
m = input('Enter order of polynomial: 
b = zeros(mt+1,1); a = zeros (m+1,m+1) ; 
% Compute the square matrix on LHS and 
% vector on RHS of the system of eqs.: 
for ir = 1:m+1 
for ic = 1:m+1 
k = ir + ic -2; 
for i= 1:n 


Pg 


Figure 5.10 Polynomial regression computer 
of the fitted m-order polynomial 


a(ir,ic) = a(ir,ic) + x(i)%*k; 
end 
end 
for i= i1:n 
b(ir) = b(ir) + y(4)*(x(i)*(ir-1)); 
end 
end 
% Solve the system of equations: 
xx = a\b; 


% Print out the computed polynomial 
% coefficients: 
fprintf('\nCoefficients of the fitted') 
fprintf(' polynomials are:\n') 
for i = 1:m+1 

iml = i-1; 

fprintf('\n a(%1ld) = %13.6e', ... 

iml, xx(i)); 

end 


program for determining the m+1 coefficients 
from n data points. 


The computer program starts from reading an input file that contains the total of n = 21 data for 


this example. 


The program then establishes a third-order polynomial (m = 3) that has m+1=4 


unknown coefficients. These coefficients are solved from a set of m+1=4 simultaneous equations as 


shown below 


0.2100000£+02 
0.1050000Z+04 
0.7175000£+05 
0.5512500E +07 


0.1050000E +04 


0.7175000E+ 
0.5512500E4 


0.4516662E+ 


0.7175000£+05 
0.5512500E+07 
0.4516662E+09 
0.3854156E+11 


0.5512500E +07 | | aq 0.2102805£+02 
0.4516662E+09 |] a; | J 0.1051999E +04 
0.3854156E+11 || a, ~ | 0.7195141E+05 
0.3382122E+13 | (a3 0.553 1869E£+07 
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The computed 4 coefficients are 


a = 0.1006448£ +01 a, = —0.4988565E—03 


(5.28) 
a, = 0.8460584E-—05 a, = -0.3457691E -07 
Thus, the fitted third-order polynomial is 
c, = (0.1006448£+01) + (-0.4988565E -03) T 
+ (0.8460584E -05) T? + (—0.3457691E -07) T? (5.29) 


Distribution of the fitted polynomial in Eq. (5.29) is compared with the given data as shown in Fig. 5.11. 


Third-order polynomial 


1.005 


0.995 


Figure 5.11 Comparison of the fitted third-order polynomial and the given data of 
the water specific heat that varies with temperature. 


5.5 MATLAB Functions for Least-Squares Regression 


One of the MATLAB functions used in the least-squares regression method is the polyfit 
function. The command for using the function is 


p = polyfit (x,y,n) 


where x and y are the data 
p is the vector containing the computed coefficients 
n is the order of the fitted polynomial 


Example 5.5 Employ the polyfit function to determine the coefficients of the linear function for 
fitting the data of the wind velocity and building height as given in Table 5.1. 
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The data in Table 5.1 are first assign to store in the variables x and y by using the commands 


>> x = [10 15 20 25 30 35]; 
>> y = [2.2 4.6 4.2 7.0 6.6 9.2]; 


The polyfit function is then applied by using the first-order polynomial for linear regression as 
>> a = polyfit(x,y,1) 
aS 
0.2503 0.0019 


The computed coefficients are 0.2503 and 0.0019. The first coefficient of 0.2503 is the slope of the 
fitted function while the second coefficient of 0.0019 is the intersection point on the y-axis. The 
computed coefficients are identical to those obtained in Example 5.1. 


Example 5.6 Employ the polyfit function to determine the coefficients of the third-order polynomial 
for fitting the water specific heat that varies with the temperature by using the set of data in Table 5.5. 


Similar to Example 5.5, the data in Table 5.5 are first assigned to store in the variables x and y 
by using the commands 


>> x = [0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100]; 
>> y = [1.00762 1.00392 1.00153 1 0.99907 0.99852 0.99826 0.99818 
0.99828 0.99849 0.99878 0.99919 0.99967 1.00024 1.00091 1.00167 

1.00253 1.00351 1.00461 1.00586 1.00721]; 


Then, the polyfit function with the polynomial order of 3 is used to fit the data, 


>> format long 
>> a = polyfit(x,y,3) 
a= 


-0.00000003453390 0.00000845381042 -0.00049857114790 
1.00644556747600 


The computed coefficients are identical to those obtained in Example 5.4. 


Another valuable function that can be used with the polyfit function is polyval. The function 
determines a value between data points from the fitted function. The command for using the polyval 
function is 


z = polyval (p,x) 


where z isthe computed value of the function at x location 
p is the vector containing the coefficients of the fitted polynomial 
x isthe location for determining the function value 


For example, the coefficients of the fitted polynomial in Example 5.6 can be used to determine the 
polynomial value at x = 47 by the commands, 
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>> format short 
>> z = polyval (a, 47) 


0.9981 


5.6 Multiple Regression 


The preceding sections explain the least-squares regression methods to establish the fitted 
functions for a set of data. In these methods, the fitted function y depends on a single variable x. For 
practical problems, the fitted function y may depend on many independent variable x. As an example of 
a drag force measurement on a car surface in a wind tunnel, the wind pressure y on the car surface varies 
with the car length x, i.e., 


y = yx) (5.30) 
In addition, the wind pressure varies with the car width x, , so that 

y = y% x) (5.31) 
Furthermore, the wind pressure on the car surface also depends on the wind speed x3, 

y = y(x, x2, x) (5.32) 
Thus, in general, the fitted function y are dependent of many variables (x), x), X3, ..., Xy ) such that it 
can be written as 

VP. SV ka N) (5.33) 


where k is the number of the independent variables. 


5.6.1 Linear 


If the data pattern of each independent variable x;, j =1,2,..., (for k independent variables) 
distributes linearly, the fitted g function can be assumed in the form, 

E = Ay + ax + AX. +... + aX, (5.34) 

where a;, j =0,1,2,...,k are the unknown coefficients to be determined. The least-squares method is 


applied by first writing the total error Æ, which is the summation of the squares of the differences between 
the fitted function values and the data values, as 


E = DL, - (ao + qX; + aX +... + axul (5.35) 
i=l 


The total error E in Eq. (5.35) is then minimized with respect to the unknown coefficients leading to a 
set of &+1 simultaneous equations as 
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oe = 

Oa 

Es 

0a, 

OE _ 0 k +1 equations (5.36) 
ða, 

E o 

Oa, 


Details of the minimization process is omitted herein and left as an exercise. The minimization process 
in Eq. (5.36) leads to a set of & +1 simultaneous equations written in matrix form as 


n n 
n ba xy; pa Xj ea pS Niki ag 5 Yi 
2 i pa : 
DA Xii > Xii Xij X XiX i X Xli Xki ay >, XV; 
i=l i=l i=l j 


n n n n 
X Xai X Xli X9; >» Xaia °° >: X95 X ki a, = X X2; Vj 6:37) 
i=l i=l i=l j j 


n 
ay be XkiYi 
i=l 


n n n n 
> Xki > Xli Xki X Xai Xki `Y X XkiXki 
Li=l i=l i=l i=l 


where the square (k + 1)x(k +1) matrix on the left-hand side and the (k +1)x1 vector on the right-hand 
side of the Eq. (5.37) are known. Equation (5.37) is then solved to obtain the unknown coefficients 
Ay, 4), 42, ..., a, for k +1 values by using any direct method described in chapter 3. 


Example 5.7 Develop a computer program using the multiple regression method to obtain a fitted 
function g for a set of data that varies with k independent variables. Test the program on a set of 6 data 
(n = 6) that varies with 2 independent variables (k = 2) generated from the equation 


y = 142x,+3x, (5.38) 


The 6 data generated from Eq. (5.38) are shown in the table below 


i Xi x2; Ji 
1 0 0 1 
2 0 1 4 
3 1 0 3 
4 1 2 9 
5 2 1 8 
6 2 2 11 


The generated data from the tested function in the table above lead to the values in the matrices 
of the simultaneous Eq. (5.37) as 
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i Xli Xzi Yi Xli Xii Xli Xi X2jX2; Midi Xi Vi 
1 0 0 1 0 0 0 0 0 
2 0 1 4 0 0 1 0 4 
3 1 0 3 1 0 0 3 0 
4 1 2 9 1 2 4 9 18 
5 2 1 8 4 2 1 16 8 
6 2 2 11 4 4 4 22 22 
x 6 6 36 10 8 10 50 52 
So that the set of simultaneous equations is 

6 6 6]{a 36 

6 10 8ia = 450 (5.39) 

6 8 10}la, 52 


The set of simultaneous equations is solved to give the unknown coefficients of 
4 =1, a =2, a =3 (5.40) 
Thus, the fitted function according to Eq. (5.34) is 
Z = aA + ax + AX 
= 1 + 2x + 3x (5.41) 


which is identical to the tested function that was used to generate the data. The distribution of the fitted 
function is in form of a flat plane as shown in Fig. 5.12. With this fitted function, other values that are 
not on the given data points can be determined. For example, the value at x, =x, =1 is 


g(m=Lx,=1) = 14+ 2(I)+ 30) = 6 


2(X1,X7) =14+ 2x, +3x, 


0 WA >X] 


0 1 2 


Figure 5.12 Distribution of the fitted function g obtained from the multiple linear regression 
of the data y that varies with the two independent variables x, and x3. 
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Figure 5.13 shows a computer program for the multiple linear regression method. The program 
starts from reading the set of n input data points. Each data point contains the values xij, X;,..., Xy; of 


the k independent variables together with the value y,. With these data, the program establishes a set 


of simultaneous equations in the form of Eq. (5.37). The set of simultaneous equations is then solved 
for the unknown coefficients a,,j =0,1, 2,..., k. 


% Program MRegres end 
% A Multiple regression program. for ic = 1:k+1 
% Read number of data set n, if ic == 
% number of independent variable k, fe =1.; 
% and data of x(i,k) and y(i): end 
fid = fopen('inputM.dat', 'r'); if ic>l 
n = fscanf (fid,'%f£',1); fe = x(i,ic-1); 
k = fscanf (fid,'%f£',1); end 
p = fscanf(fid,'sf',[k+1 n]); p = p'; a(ir,ic) = a(ir,ic) + fr*fc; 
x(:,1) = squeeze(p(:,1)); end 
x(:,2) = squeeze(p(:,2)); b(ir) = b(ir) + fr*y (i); 
y = squeeze(p(: ,3)); end 
fclose (fid); end 
% Compute the square matrix on LHS and xx = a\b; 
% vector on RHS of system of eqs.: % Solve the system of equations and 
a = zeros (k+1,k+1); b = zeros (k+1,1); % print out the computed coefficients: 
for i = 1:n fprintf ('\nCoefficients of the fitted') 
for ir = 1:k+1 fprintf(' function are:') 
if ir == for i = 1:k+1 
fer = lg iml = i-1; 
end fprintf ('\n a(%1d) = %13.7e', ... 
iE iri iml, xx(i)); 
fr = x(i,ir-1); end 


Figure 5.13 Computer program for multiple linear regression method. 


Table 5.6 shows the 6 input data of the function y in Eq. (5.38) for Example 5.7. The table also shows 
the 3 computed coefficients which are identical to those obtained in Eq. (5.40). 


Table 5.6 Input and output data of the multiple linear regression computer program 
in Fig. 5.13 for the set of data in Example 5.7. 


Input data Output data 

6 2 Coefficients of the fitted function are: 
0 0 a a(0) = .1000000E+01 

0 al 4 a(1) = .2000000E+01 

ah 0 3 a(2) = .3000000E+01 

1 2 9 

2 1 8 

2 2 4.41: 


Understanding the behavior of the data pattern can improve the accuracy of the fitted function. 
For example, the power functions should be used if the data pattern distributes in the power form. In 
this case, the fitted function y may be assumed to depend on the 3 independent variables xı, x, and x3 


as 
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y= Ge ee (5.42) 
The coefficients a, b, c, d in Eq. (5.42) are unknowns to be determined. The fitted function in Eq. (5.42) 
is then linearized by taking its logarithm to yield 
logy = loga + blogx, + clogx, + d logx, (5.43) 
which can be written in the form 
y = Ay + AX, + AX, + dX (5.44) 


Herein, by matching Eqs. (5.44) and (5.43), 


y =logy ; q =b > Q =c : a; d 


a = loga ; x = log% 5 XxX, = logx, ; x, = log (5.45) 


Minimization of total error E of the fitted function y in Eq. (5.44) leads to a set of 4 simultaneous 
equations in the form of Eq. (5.37) with the 4 unknowns of dj, a, a, and a}. Once these unknowns 


are determined, the coefficients a, b, c, d can then be obtained from Eq. (5.45). The example below 
shows the application of the multiple regression method with a fitted power equation for a practical 
problem. 


Example 5.8 Insulating tiles are used as the thermal protection system for the space shuttle. These tiles, 
which have the size of approximately 20x20 cm and thickness of 6 to 10 cm, are placed beneath the 
shuttle body and wings. The tiles are subjected to high aerodynamic heating rate during descending at 
hypersonic speed through the earth atmosphere. Proper gaps must be provided between these tiles to 
allow their expansions from high temperature. Typical tile layout is shown in Fig. 5.14 with the gap 
width of w. With the layout of the tiles, there was a concern that a hot gas from the high-speed flow may 
pass through the gap and creates an excessive heating rate at location A on the adjacent tile as shown in 
the figure. An experiment was established in a high-speed wind tunnel to measure the heating rate, 
especially at that location. Table 5.7 shows the measured heating rate data at location A which varies 
with several flow parameters. 


Figure 5.14 Typical layout of space shuttle tiles with gap. 
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Table 5.7 Measured heating rates at location A in Fig. 5.14 from hypersonic flow past shuttle tiles. 


q ô w Re P 
2.53 1.13 0.18 14.2x10° 0.02 
2.49 1.01 0.18 4.0x10° 0.03 
2.15 1.01 0.10 8.3x10° 0.03 
1.95 1.01 0.10 4.2x10° 0.03 
3.80 1.01 0.30 8.3x10° 0.03 
2.00 1.01 0.30 4.2x10° 0.03 
3.45 1.01 0.41 8.8x10° 0.03 
2.99 1.01 0.41 4.4x10° 0.03 


Study of the data distribution has shown that the heating rate at location A of the tile in Fig. 5.14 
varies with the four parameters in the form 


5y 
q = (2) Re® P4 (5.46) 
w 


where q is the heating rate, dis the boundary layer thickness, Re is the Reynolds number and P is the 
pressure. 


To determine the coefficients a, b, c and d, Eq. (5.46) is first linearized by taking its logarithm to 
yield 


logg = loga + bog =) + clogRe + dlogP (5.47) 
w 
which can be further written in the form 
y = Ay + AX, + AX, + ax (5.48) 


Then, the given data in Table 5.7 are transformed so that they can be used with the multiple linear 
regression program in Fig. 5.13 as follows 


y=logq x, =log(d/w) x, = log(Re) x; = log(P) 
0.40312 0.79781 6.15229 - 1.69897 
0.39620 0.74905 5.60206 -1.52288 
0.33244 1.00432 5.91908 -1.52288 
0.29003 1.00432 5.62325 -1.52288 
0.57978 0.52720 5.91908 -1.52288 
0.30103 0.52720 5.62325 -1.52288 
0.53782 0.39154 5.99445 -1.52288 
0.47567 0.39154 5.64345 -1.52288 


With the transformed data above, the computer program in Fig. 5.13 yields the values for the coefficients 
dy, 4, a, and a, as 


a = 0.400726 : a, = 0.326507 
a = —90.272717 ; a, = 0.581139 (5.49) 


Then, by using the relations in Eq. (5.45), the unknown coefficients of the fitted function in Eq. (5.42) 
are 
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0.397442 ; č 0.326507 
— 0.272717 ; 0.581139 (5.50) 


a 


b 


a 
Il 


Thus, the fitted function for the heating rate is 


-0.272717 

PES (0.397442) Ž) Re0326507 p0.581139 (5.51) 
w 

The fitted function can be use to estimate the heating rate for other conditions different from the given 

data. For example, the heating rate at 6 =1.01 cm, w = 0.2 cm, Re = 4.0x10° and P = 0.03 is 


| 


-0.272717 
q = (0.397442) 721) (40x105) (0.03)®581139 


2.25 


5.6.2 Polynomial 
The multiple linear regression method for which the fitted function y varies linearly with the k 
independent variables of x,, j =1,2,..., was presented in the preceding section. The method can be 


extended to the cases when the data y varies nonlinearly in the form of polynomials. For example, if the 
data tend to vary with the cubic and quadratic distributions along x, and x,, respectively, as shown in 


Fig. 5.15, the fitted function may be assumed in the form 


&(x1,X2) Vi 


(X1, X2;) 


—~ *1 


Figure 5.15 A fitted function g that varies with cubic and quadratic distributions along 
x, and x,, and a typical data y; at (x4;,x;). 


glx, x2) = (bs + b,x, + bax? + bsx J (cg + C1 X tex?) (5.52) 


where bo, bi, b2, b3 and Co, C1, C) are the unknown coefficients. The fitted function in Eq. (5.52) can be 
expanded to yield 
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BAG) Sey ha wide basa Haas He ey Fae 
3 2 2 22 3,2 
+ Aq Xj X, + AgXZ + Ag Xı X3 + Ayy Xp XZ +. Ay, Xp XS (5.53) 


where a;, j=0,1,...,11 are the unknown coefficients from the products of b, and c, in Eq. (5.52). 


These unknown coefficients can be determined by the least-squares method as explained in the preceding 
sections. The total error Æ is first written as summation of the squares of the difference between the 
fitted function values and the data values as 


n 2 
E = Siy — (ay + ax + ax; +... + a, x7x3)| (5.54) 
i=l 


Minimization of the total error E with respect to the 12 unknown constants is then performed leading to 
a set of 12 simultaneous equations 


CNE 

Odo 

SE o 

Oa, 

OE | 0 12 equations (5.55) 
ôa, 

OE -0 

Oa; 


Detailed derivation of the simultaneous equations is omitted herein so that it is left for an exercise. The 
set of 12 simultaneous equations can be written in matrix form as 


n n 
n Yu Xli > xy ers > Ni, a > Yi 
i=l 1 i=l i=l 


n n n 

> Xj > xi » Xi eS > Hip ay > Xj 

i=l i=l = 

n n n n 

2 xi = xi bs Myon DA xixi af Dy XEY; (5.56) 
i=l i=l i j EN] 


n n n n 

3.2 4.2 5.2 6.4 3-3 
> XliX2i > Xj; X XiX 0 > XX; || 411 ba XiX Vi 
Li=l i=l i=l i=l JJ i=l 


where the (1212) matrix on the left-hand side and the (12x1) vector on the right-hand side of the 


simultaneous equations above are known. The simultaneous equations are then solved for the 12 
unknown coefficients dp, a), 42, ..., ıı. The fitted function g(x, x») is then obtained by substituting 


these computed coefficients back into Eq. (5.53). 
The multiple regression methods explained in this section suggest that the form for the fitted 


function should be selected properly. Distribution behavior of the data must be studied prior to selecting 
an appropriate function for representing them. With the appropriate function, the least-squares method 
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can be applied and the coefficients of the fitted function are then obtained straight forwardly. It should 
also be noted that the minimization process presented in this chapter is the fundamental of many 
advanced numerical methods for analyzing engineering problems. 


5.7 Closure 


The least-squares method to derive the best fitted function for a given set of data is presented. 
The method starts from an assumed function that may be in the form of polynomials, power, exponential 
or some other types. These functions contain the unknown coefficients that are to be determined. The 
total error between the fitted function and the actual data is then constructed. Such total error is defined 
as the summation of the squares of the differences between the function values and the data values. The 
total error is minimized with respect to the unknown coefficients leading to a set of simultaneous 
equations. The set of simultaneous equation is solved for the unknown coefficients. The computed 
coefficients are substituted back into the assumed function resulting in the best fitted function. 


Several regression methods are presented to fit sets of data that distribute linearly and in the form 
of higher-order polynomials. The methods are called the linear and polynomial regression methods, 
respectively. The linear regression method for fitting sets of nonlinear data that distribute in the forms 
of the power, exponential and saturation-growth-rate equations is also presented. Application of the 
linear regression method to fit the nonlinear data in the mentioned forms helps reducing complexity of 
the formulation and the computational effort. 


The regression methods above are used to derive the best fitted functions for problems that have 
only single independent variable. For problems with several independent variables, the multiple 
regression method is used. The multiple regression method follows the same procedure but leads to 
more unknown coefficients. 


The essential step in the least-squares method is the minimization process. The process seeks the 
best fitted function by performing partial derivatives of the total error with respect to the problem 
unknowns and set them to zero. Understanding such process is essential to study other advanced 
numerical methods for analyzing practical engineering problems. 


Exercises 
1. Use the least-square regression method to establish a linear function that best fits the data in the 
table below. 
x 0 1 2 4 6 7 9 10 12 
y 1 6 10 23 32 39 49 56 65 


Compare the computed coefficients of fitted function with those obtained from the computer 
program in Fig. 5.4. Plot to compare distribution of the fitted function with the data. 
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2: Use the least-square regression method to establish a linear function that best fits the data in the 
table below. 
x 1,000 1,500 2,000 2,500 3,000 3,500 
y 1,457 1,282 932 788 465 264 


Compare the computed coefficients of fitted function with those obtained from the computer 
program in Fig. 5.4. Plot to compare distribution of the fitted function with the data. 
3. The data below represent the thermal expansion of a metal that depends on the temperature. 


Temperature, °C 40 50 60 70 80 90 100 110 
Expansion, % 1.1 1.3 1.3 1.5 1.7 1.9 2.0 2.3 
Use the linear regression method to derive the fitted function and estimate values of the thermal 


expansion at 63°C and 95°C. 


4. In the test of a car braking system, the stopping distances are found to depend on the car speeds 
as shown in the table below. 


Velocity, km/hr 10 15 20 30 40 50 60 70 80 
Stopping distance, m 5 9 15 18 22 30 35 38 43 


Use the linear regression method to derive the best fitted function and estimate the stopping 
distance when the car speed is 65 km/hr. 


5. The expressway toll-fee is determined according to the driving distance. The table below shows 
the exit numbers, distances and toll-fees. 


Exit Distance Toll-fee Exit Distance Toll-fee 
Number (Miles) (Dollars) Number (Miles) (Dollars) 

2 10 0.65 8 68 2.45 

3 24 1.00 8A 74 2.65 

4 35 1.35 9 83 3.05 

5 43 1.70 10 87 3.15 

6 50 2.05 11 90 3.45 

7 53 2.10 12 95 3.80 

7A 59 225 13 115 4.60 


If the expressway authority needs to construct two new exit ways which are 5A and 12A at the 
distances of 46 and 107 miles, respectively, determine the toll-fees at these new exit ways by 
using the linear regression method. 
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Distribution of the data given in the table is in the exponential form as 
= bx 
y = ae 


Apply the linear regression method for the nonlinear data to determine the constants a and b of 
the fitted exponential function above. Then, compare the distribution of fitted function with the 
data in the table. 


x 0 1 2 3 4 5 6 
1.2 1.9 2.1 2.8 3.2 4.1 4.9 


æ<] 


Distribution of the data as shown in the table is in the saturation-growth-rate form as 
x 
b+x 


y=a 


Apply the least-squares method to determine the coefficients a and b of the saturation-growth- 
rate equation above. Repeat the problem by using the second-order polynomial regression. Plot 
to compare distributions of the two fitted functions with the given data. 


0 1 2 3 4 5 6 
y 0.02 0.17 0.29 0.34 0.41 0.43 0.47 


xI 


The friction coefficient f of a laminar flow in a tube is found to vary with the Reynolds number 
Re in the form 


f = aRe 


Apply the linear regression method to the nonlinear data as shown in the table to determine the 
unknown constants a and b. Then, use the fitted function to estimate the fiction coefficients at 
the Reynolds numbers of 752 and 1,427 


Re 500 1,000 1,500 2,000 
f 0.0320 0.0160 0.0107 0.0080 


The atmospheric pressure P (mm. Hg.) is found to vary with the altitude A (feet) above the sea 


level in the form 
P = ae ”" 


Determine the coefficients œ and 2 of the fitted function above from the data in the table below 
by using the linear regression method. Then, use the fitted function to estimate the pressure at 
the altitude of 1,250 feet. 

P (mm. Hg.) 29.9 29.4 29.0 28.4 27.7 


h (feet) 0 500 1,000 1,500 2,000 
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10. 


11. 


12. 


13; 


14. 


15. 


The stress-strain (o - £) data obtained from testing a concrete column are shown in the table 
below. The data is best fitted by from the relation 


o = ase” 
Apply the linear regression method for the nonlinear data to determine the coefficients a and b of 
the fitted equation above. Then, plot to compare distribution of the fitted function with the data. 


o(MPa) 7.1 9.7 11.8 14.4 16.7 19.0 20.7 19.7 18.5 
ex10° 0.265 0.400 0.500 0.700 0.950 1.360 2.080 2.450 2.940 


Use the polynomial regression method to fit the data in the table below with the second-order 
polynomial. 


x 0 1 3 4 6 8 9 10 11 12 
y 1 -7 -17 -19 -17 -7 1 11 23 37 


Show the derivation in details. Compare the computed polynomial coefficients with those 
obtained from the computer program in Fig. 5.10. Then, plot to compare distribution of the fitted 
polynomial with the data. 


Fit the data in problem 11 again by using the third-order polynomial. Plot to compare the 
distributions of the second- and third-order polynomials. Give reasons and comments if the two 
distributions are the same. 


From an experiment, the thermal conduction coefficient k of an aluminum material is found to 
vary with the temperature 7 as shown in the table. Apply the least-squares method to establish 
the three fitted functions of the first-, second- and third-order polynomials. Plot to compare 
distributions of the three fitted polynomials with the experimental data. Then, determine the total 
error that occurs from each fitted polynomial. 


T (°C) -100 0 100 200 300 400 
k (W/m-°C) 215 202 206 215 228 249 


In Example 5.4, the third-order polynomial is used to fit the water specific heat that varies with 
the temperature. Employ the computer program in Fig. 5.10 to fit the data in this example again 
by using the second- and fourth-order polynomials. Plot to compare distributions of the three 
fitted polynomials. Also, determine the total error that occurs from each fitted polynomial. 


The air specific heat is found to vary with the temperature in the form of the second-order 
polynomial according to the data in the table. Use the polynomial regression computer program 
in Fig. 5.10 to determine the coefficients of the fitted polynomial. Plot to compare distribution 
of the fitted polynomial with the data. Then, use the fitted polynomial to estimate the values of 
the specific heat at 1,000 °C 1,500 °C and 2,000 °C. 
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16. 


17. 


18. 


19. 


20. 


21. 


Numerical Methods in Science and Engineering 


T (°C) 700 1,200 1,700 2,200 2,700 
Cp (kJ/kg-°C) 1.1427 1.2059 1.2522 1.2815 1.2938 


The table below shows the data of the stress o that varies with the strain ¢. Plot distribution of 
the data and fit them by an appropriate polynomial. Then, plot to compare distribution of the 
fitted polynomial with the data. Also, determine the total error of the fitted polynomial from the 
given data. 


o(MPa) x10? o(MPa) = € x10° 
57.7 0.15 383.0 1.66 
123.5 0.52 423.0 1.86 
191.8 0.76 465.8 2.08 
236.0 1.01 497.5 FOT 
267.7 1.12 530.6 2.56 
309.1 1.42 576.2 2.86 
354.0 1.52 613.4 3.19 


Apply the least-squares regression method to fit data in the table below by using the fourth-order 
polynomial. Verify the computed polynomial coefficients by comparing with those obtained 
from the computer program in Fig. 5.10. Then, plot to compare distribution of the fitted 
polynomial with the given data. 


x 1 2 3 4 5 6 7 8 9 10 
0 2 18 45 100 190 310 505 761 1,127 


Solve Problem 2 again but by using the MATLAB function polyfit with n = 1 to establish a 
linear function. Then, plot to compare the fitted function with the given data. 


Solve Problem 4 again but by using the MATLAB function polyfit with n = 1 to establish a 
linear function. Then, employ the MATLAB function polyval to estimate the stopping distance 
at the car speed of 65 km/hr. 


Employ the MATLAB polyfit function to fit the data in Problem 17 by using the fifth-order 
polynomial. Then, plot to compare distribution of the fitted polynomial with the given data. 
Provide comments on the total error of the fitted polynomial as compared to that obtained in 
Problem 17. 


From the experimental data as shown in the table below, the pressure head H of a water pump is 
found to vary with the flow rate Q in the form 


H = A-BQ? 


Apply the linear regression method to fit the nonlinear data and determine the coefficients A and 
B of the fitted equation above. Then, use the fitted equation to estimate the pressure head at the 
flow rate of O= 260 m*/h. Solve the problem again but by using the MATLAB functions polyfit 


and polyval. 
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22. 


23. 


24. 


25. 


26. 


H (m) 40.5 37.4 32.9 28.3 23.2 16.8 13.3 
Q (m*/h) 0 115 183 228 274 319 342 


In the assessment of a water pump performance, the flow rate Q is found to vary with the input 
power P as shown in the table below. 

P(kW) 81 78 72 67 64 56 51 

Q (m*/h) 387 349 310 272 231 192 153 


Use the MATLAB function polyfit to establish an appropriate polynomial for fitting the data 
above. Then, plot to compare distribution of the fitted polynomial with the given data. 


The stress-strain (o-€ ) data from the uni-axial tensile testing of a material are shown in the table 
below. 


o (MPa) 0 229 318 343 360 373 
E€ (mm/mm) 0 0.0007 0.0012 0.0017 0.0022 0.0027 


Plot the distribution of the tested data. Then, employ the MATLAB polyfit function with an 
appropriate polynomial order to fit the data. Plot to compare distribution of the fitted polynomial 
with the given data. Determine the total error of the fitted polynomial from the data and provide 
comments on how to reduce such error. 


Show the derivation of the simultaneous equations in Eq. (5.37) for the multiple linear regression 
in details. Note that the fitted function y varies linearly with the independent variables 
0 eg aa bey ee 


From the equation of a flat plane, z = ax + by +c , determine its values a, b and c to best fit the 
following data 


x 0.4 1.2 3.4 4.1 5.7 7.2 9.3 
y 0.7 2.1 4.0 4.9 6.3 8.1 8.9 
z 0.03 0.93 3.06 3.35 4.87 5.76 8.92 


Then, used the fitted function to estimate the value of z at x=3.6 andy =7.1. 


Use the multiple linear regression method as explained in section 5.6 to fit the data in the table 
below. Show detailed calculation and plot to compare distribution of the fitted function with the 
given data. 


xı 1 0 2 3 4 2 1 
x 0 1 4 2 1 3 6 
x3 1 3 1 2 5 3 4 
y 4 -5 -6 0 -1 J -20 
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27. 


28. 


29. 
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Use the multiple linear regression method explained in section 5.6 to fit the data with 4 
independent variables as shown in the table below. Verify the computed coefficients of the fitted 
function with those obtained from the computer program in Fig. 5.13. Plot to compare 
distribution of the fitted function with the given data. 


X1 3 1 4 0 2 5 1 2 
X2 2 5 1 2 3 4 0 1 
X3 4 2 3 4 1 0 2 3 
X4 0 1 4 3 2 1 2 3 
y -7 7 11 2 11 15 1 5 


Develop a multiple regression computer program to establish the fitted function y that varies in 
the forms of the polynomials with order m, and m, along the independent variables x, and x, 


using, respectively. Test the program by using a set of 10 data points ( = 10) that are generated 
from the equation 


glx) = (142%, +3x2)(24+3x, + 4x3) 


Verify the computed coefficients obtained from the program with the coefficients in the equation 
above. 


From an experiment of heat transfer measurement in a heat exchanger, the Nusselt number Nu is 
found to vary with the Reynolds number Re and the Prandtl number Pr in the form 


Nu = a Re?’ Pr’ rê 


where r is the ratio of the fluid viscosities at the average and wall temperatures. Apply the 
multiple regression method to determine the values of a, p, yand 6 for the data in the table below. 


Nu Re Pr r 
277.0 49,000.0 2.30 0.947 
348.0 68,600.0 2.28 0.954 
421.0 84,800.0 221 0.959 
223.0 34,200.0 2.32 0.943 
177.0 22,900.0 2.36 0.936 
114.8 1,321.0 246.0 0.592 

95.9 931.0 247.0 0.583 

68.3 518.0 251.0 0.579 

49.1 346.0 273.0 0.290 

56.0 122.9 1,518.0 0.294 

39.9 54.0 1,590.0 0.279 

47.0 84.6 1,521.0 0.267 

94.2 1,249.0 107.4 0.724 

99.9 1,021.0 186.0 0.612 

83.1 465.0 414.0 0.512 


35.9 54.8 1,302.0 0.273 
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30. 


Use the multiple regression method to derive the set of simultaneous equations in Eq. (5.56). The 
set of simultaneous equations is derived to determine the coefficients of a fitted function that 
varies in the form of the third- and second-order polynomials along the independent variables x, 


and x, , respectively. Develop a corresponding computer program to determine the coefficients 


of the fitted function by using the data in the table below. The data represent values of the 
measured temperatures in degree Kelvin at different locations along the outer circumference of a 
cylinder. The cylinder is placed in a high-speed wind tunnel and is subjected to a hot air flow at 
the speed of Mach 8. Herein, x, represents the angular location in degrees along the cylinder 


outer circumference and x, denotes the time in seconds. 


Chapter 
6 


Numerical Integration 
and Differentiation 


6.1 Introduction 


Integration and differentiation always arise in the process of solving scientific and engineering 
problems. Most of the functions that occur during solving practical problems are complicated and can 
not be integrated analytically. Numerical integration is thus required to provide approximate solutions. 
Several numerical integration methods are firstly presented in this chapter. Numerical differentiation 
methods are explained later at the end of the chapter. Numerical integration and differentiation methods 
presented in this chapter are the basis to study higher-level numerical methods in the later chapters for 
solving practical problems. 


Performing integration by using integrating formulas has been taught in high-school and early 
years of undergraduate level. Simple functions can be integrated easily by using standard integrating 
formulas. For example, the integral of the polynomial function below is, 


2 4 3 2 2 
2 
I = f(x -5x +3x+1)dx a ae 9 (6.1) 
0 4 3 2 ji 3 
Or, the integral of a logarithmic function is, 
2 2 
I = [inxd& = [xm >x - J = 0.386294 (6.2) 
1 1 


Integration of some functions yields complicated result, such as 
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i a 1 aoe 1 (=) 63) 
0 


= n tan 
+x" 442 \b?-bv241) 242 b? -1 
Results of the integrations above are exact and can be used directly. 


There are numerous functions that are complicated and occur during solving practical problems. 
These functions can not be integrated analytically to obtain exact solutions. For example, integration of 
an error function below is needed in the process for solving the transient temperature response from 
conduction heat transfer in a bar, 


b 
I = fed (6.4) 


where a and b are constants. A numerical method is needed to provide solution for the integration of the 
error function above. In some other problems, such as the behavior of a swinging pendulum, integration 
of the function shown in Eq. (6.5) is required. 


n/2 
K(@) = f a (6.5) 


0 .20 . 
1- sin? sin’ x 


Equation (6.5) is called the elliptic integral of the first kind where ĝis the swinging angle. A numerical 
method is again needed to provide the integral solution. The solutions at different angles are normally 
tabulated and presented in textbooks so that they can be used conveniently. 


Numerical methods presented in this chapter can be applied to integrate a given function easily 
and conveniently. The function or integrand may be in any form, simple or complex function, as shown 
in the examples above. The general form of the integration is 


b 
I = | f(x)de (6.6) 


The integral in Eq. (6.6) means that the function f at the x location is multiplied by dx and summed over 
the interval x = a to x = b. It should be noted that the integral sign Í has the style of the letter S 


representing the meaning of Summation. 


From the explanation above, the integration is similar to the multiplication between the height of 
the function fat the x location and the length dx which leads to a long skinny area as shown in Fig. 6.1(a). 
These areas are then summed together to yield the total area under the curve of the given function. By 
developing a computer program and using a very small value of dx, the area under the curve can be 
determined accurately and effectively. Mathematically, the integral obtained from such process 
approaches the exact solution as dx — 0 as shown in Fig. 6.1(b). Determination for the area under the 
curve, by using several numerical integration methods, is presented in this chapter. Some of these 
methods provide high solution accuracy while the others are quite simple to use. 


Numerical integration methods presented herein are: (1) the trapezoidal rule with single and 
multiple segments, (2) the Simpson’s rule with single and multiple segments, (3) the Romberg 
integration, and (4) the Gauss quadrature. Multiple integration and numerical differentiation are then 
explained. The last two topics are important for solving practical problems and are the basis for studying 
other higher-level numerical methods in the later chapters. 
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F(x) f(x) 
i i f(x) 


(a) (b) 


Figure 6.1 Integration of a function represented by area under curve. 


6.2 Trapezoidal Rule 


The procedure to determine an integral by using the trapezoidal rule is simple and easy to 
understand. The integral is approximated by the trapezoidal area as shown by Fig. 6.2. 


f(x) 
ra) f(a) 
F(X) oe 
xo=a m=b ` 


Figure 6.2 Approximate integral by the trapezoidal rule. 


Figure 6.2 shows distribution of a function f(x) in the interval a<x<b. The integral of the 
function within such interval is 


b 
I = | Ad (6.7) 
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The integral solution is represented by the area under the function f(x). The area may be approximates 
by the trapezoidal area under the dashed line as, 


I z 


f (xo) + f) 
(x Xo) 7 


h 
= ŽI so)+re0)| (6.8) 
From the figure, x, — xọ =b -a =h , then 


r = E fo)e] (69) 


It is noted that the dashed line is the first-order Lagrange polynomial as shown in Eq. (4.20). If 
Eq. (4.20) is substituted into Eq. (6.7), 


ioi 
Xay Xy-X 
rox | |+—f()+— fs as (6.10) 
a LAT Xo Xo 7% 
and the integration is performed, then 
nT 
1 = Eleos) 6.11 


The integral is identical to that obtained in Eq. (6.8). The above procedure also suggests that high order 
Lagrange polynomials can be used in order to provide more accurate integral solutions. 


Example 6.1 Use the trapezoidal rule to estimate the integral 


I = 


oN 


f(x)dx = fox? =5x* +3x41)dx (6.12) 
0 


Compare the computed solution with the exact solution. Also determine the true error and true 
percentage error. 


Distribution of the given function f(x) in Eq. (6.12) is shown in Fig. 6.3. 
Herein, 
ip =a=0 ; f(x) = 0-04+04+1 = 1 
x4 =b=2 ; f(x) = 16-20+6+1 3 


Then, the approximate integral from Eq. (6.8) or (6.9) which is represented by the area under the dashed 
line is 


Il 


L = EU) 


2-0 
= £ (1+3 
= (143) 


I =4 (6.13) 
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f(x) 


0 | 
0 0.5 1.0 1.5 2.0 


Figure 6.3 Use of trapezoidal rule to obtain an approximate integral which is the area under 
the dashed line. 


It is noted that the exact integral is 


- 3 2 2x 5x 3x? i 
I= | (2x —5x +3x+1)dx = |—-—+—H+x 
A 4 3 2 
0 
= : = 2.666667 (6.14) 
Thus, the true error is 
E, = 5-4 = -1.333333 (6.15) 
and the true percentage error is 
a 
& = b x100% = -50% (6.16) 
3 


Since the exact integral is not available in general, the accuracy of the computed integral obtained 
from the trapezoidal rule is not known. The error that arises by using the trapezoidal rule, which will be 
shown later, is 


— 3 le _ 43 
E, = -4/'Ol-a) (6.17) 


where é is a value between the integration limits a and b. Equation (6.17) implies that the trapezoidal 
rule provides exact integral if the given function f(x) is linear ( f' is constant and f” vanishes). 
Understanding the error statement in Eq. (6.17) can lead to an improved integral solution. Such 
understanding is a basis of the Romberg integration method that will be explained in Section 6.7 for 
providing more accurate integrals. 
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The integration error that arises by using the trapezoidal rule as shown in Eq. (6.17) can be derived 
from the Taylor’s series. The Taylor’s series as shown in Eq. (2.29) is firstly written as, 


fle) = fl) + Sa-a) + EED- + n 


(n) 
+ LP) sy)" + R, (6.18) 
n! 


where R, denotes the remainder that consists the remaining terms of the infinite series. The remainder 


can be written in the form 


(n+1) 
R, = Pe" uy" (6.19) 


ý (n+1)! 


where & is an unknown value between x, to x. For example, the function f(x) can be determined if 
the function and its first derivative at point a are known. So that Eq. (6.18) becomes 


f(x) = f(a) + f'(a)(x-a) + R, (6.20) 


where R, is the remainder that consists of the second to the infinite terms. In this case, the remainder 
from Eq. (6.19) is 
R = LOr) (6.21) 


Equations (6.20) and (6.21) imply that the exact value of f(x) can be obtained if a value of é is selected 
properly. 

The polynomial function of order n passing through n+1 data points was derived in Eq. (4.10) 
of Chapter 4. To fit a function f(x) by a polynomial function, the remainder similar to Eq. (6.18) must 
be included as follow 

f(x) = Co + C)(x-X9) + Clx- x9 (x-%,) +... 
+ C(x- xox- x)... (x-x,_,)+ Rp (6.22) 
where the coefficients C;,i=0,1,2,...,2 are determined by applying the conditions at the locations 


Xos X1,%X2,--.,X,- These coefficients are identical to those shown in Eq. (4.11) as follows, 


Co = flo) (6.23a) 

C= faye iy) = aL) (6.23b) 
_ £%)=2F04)+ fo) A’ f(%) 

BEE ggg = Sig wee) 


through C,,, where the symbol A refers to the forward differencing. In this case, the remainder in Eq. 
(6.22) is 


(n+1) 
Rie resin Sa Ge oes (6.24) 
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which is in the same form as that of the Taylor’s series in Eq. (6.19). Inclusion of the remainder to the 
expression of Eq. (6.22) leads to the exact value of function f(x) if the value of Ebetween xy and x, 
is selected properly. 


As an example of a simple case shown in Fig. 6.2, Eq. (6.22) with x) =a and x, =b is 


f(x) = Cy + Ci(x-xo)+ Ry 


fla) + ah Cs) ome are Og Jen (6.25) 


By substituting Eq. (6.25) which is the exact expression for any function f(x) into the integral Eq. (6.7) 
and performing integration, 


f= f| ro + sda a) + Og a)(x b) [as 


[res + SFO as) + LOE et cabs] 


B Af(a) (b-ay Ff (b-ay 
I = f(a)(b-a) + 3 pt 51 r ) 


Since (b-a)=h and A f(a)= f(b)- f(a) from Eq. (6.23b), then 


I = f(ajh + 


POAT an> = iya 
; z7 p Oh 


h L nre 
1 = EGOA) -EO (626 


The first term in Eq. (6.26) is the approximate integral by using the trapezoidal rule while the second 
term represents the error. Thus, the error that occurs from the trapezoidal rule is 


= ol " 3 = ree on ay% 
E, = -s'@Oh = Oe-a) (627 


Example 6.2 The exact integral of the function 
f(x) = 2x? —5x? 43x41 (6.28) 


from the limit a = 0 to b = 2 as shown in Example 6.1 is 2.666667. The approximate solution by using 
the trapezoidal rule is 4 and the exact error is —1.333333. If the exact integral is not available, the error 
may be determined as follows. 


From Eq. (6.27), the error from using the trapezoidal rule is 
l pn 
Bp Hale (E)h° (6.27) 


Herein, h=b—a=2 and the derivatives of the function f(x) are 
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f(x) = 6x*-10x+3 (6.29a) 
f(x) = 12x-10 (6.29b) 
If the location € is chosen at x = 1 which is at the middle of the interval between a = 0 to b = 2, then 
F"E) = 12(1)-10 = 2 
Thus, the error from Eq. (6.27) is 


1 3 
E = -O 


| 
Il 


~ 1.333333 (6.30) 


The approximate error as shown in Eq. (6.30) is exact. The example demonstrates that the exact error 
can be obtained if the location €is chosen properly. Because the location & for the exact error is not 
known, the average value for second derivative of the function is determined instead as 


A 12x? : 
FE) = [(12x-10)de = -10x 
0 2 0 
= 24-20 = 4 
Thus, the approximate error is 
1 
a = an = -2.666667 (6.31) 


which has the same sign and order of magnitude as the exact error. It is noted that understanding of the 
approximate error above is useful to evaluate the accuracy of the computed solution by other methods in 
the later sections. 


6.3 Composite Trapezoidal Rule 


The trapezoidal method presented in the preceding section can provide an improved integral 
solution if the integration interval is divided into many segments so that the trapezoidal rule is applied 
to each segment. The computed areas from these segments are then combined to yield the integral 
solution for the entire interval. The procedure is called composite or multiple-application trapezoidal 
rule as shown by Fig. 6.4. 


Figure 6.4 shows distribution of a typical function f(x) between the interval a<x<b. The 


interval from a to b is divided into n segments with equal width of h, 
b-a 


ja (6.32) 
n 


The coordinates at both ends of the segments are 


X; = Xo+ih i=0,1,2,...,n (6.33) 


L 
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f(x) 
A 


f(x) 


f(x») £3) 


hy hyh h, h 
ad ie ae A 
Figure 6.4 Approximate integral determination by composite trapezoidal rule. 


Integration of the function f(x) between a<x<b is performed by first dividing the entire 


interval into n segments starting from the segments with x) <x <x, xı < x < x, until xı Sx <x, as, 


E O 


PS mors + TOR +... + f f(x)dx (6.34) 


Xo x Xn- 


Then, the trapezoidal rule is applied to each segment that has the width of h as follows, 


T= FFG) + Fl) SDE Ead) 


= Č (Ao) + 2/ a) +2F le) ++ 2A D+ FC) 


E P(A) n25 rE) (6.35) 


Equation (6.35) can be used to develop a corresponding computer program directly. The program 
can be employed to find approximate integral of a given function conveniently. A more accurate solution 
is obtained by simply increasing the number of segments n in the program. 


The error arisen by using the composite trapezoidal rule that divides the entire interval from the 
limit a to b into n segments is 


E = -H A) Sre (6.36) 
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where f"(é,) is the second derivative of the function at location é, of the segment i. The second 
derivative value of the function is different from segment to segment. Their average value is 


r = Ere) (6.37) 
n \ j=l 


Thus, the total approximate error according to Eq. (6.36) becomes 


_ 1 (b-al z 
E, = T f (6.38) 


The term n° on the numerator of Eq. (6.38) implies that the total error will reduce four times if number 
of the segments is double. Understanding the behavior of the error reduction above can help verifying 
the accuracy of the computed integral solutions. 


Example 6.3 Apply the composite trapezoidal rule to estimate the integral 


2 2 
I = | f(x) ax = f (2x3 -5x? +3x4 Idx (6.12) 
0 0 

which is in the same form as Example 6.1 but by developing a computer program. The program can 
vary the number of segments so that accuracy of the computed solutions can be studied by comparing 
them with the exact solution. 

To clearly demonstrate the use of the composite trapezoidal rule, the entire interval from a = 0 to 
b = 2 is divided into 4 segments (n = 4) as shown in Fig. 6.5. The width A of each segment according to 
Eq. (6.32) is 


h = = = 0.5 (6.39) 


0.5 1.0 


| h=0.5 


Figure 6.5 Use of the composite trapezoidal rule to approximate the integral in Example 6.3 
by dividing the entire interval into 4 segments. 
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The values of the function f(x) at the ends of the four segments are 


f(x =0) = 0-04+0+1 = | 
FRS05) = 0.25 -1.25+1.5+1 = 15 
f(x, =10) = 2-5+3+1 = 1 
f(x =1.5) = 6.75 -11.25 +4541 = 1 
f(x,=2.0) = 16- 20+6+1 =. 3 


Thus, the approximate integral, according to Eq. (6.35), by using four segments (n = 4) is, 


ce H(i) s25 re) Á a +3 + 2(1.5+1+1)) 


i=l 


I = 275 (6.40) 


Table 6.1 shows the approximate integrals obtained from the computer program in Fig. 6.6 by 
using the composite trapezoidal rule. The table indicates that the error is reduced by four times as the 
number of segments is double. The behavior of the error reduction can be observed from the solutions 
when n=2 and n=4 or when n=5 and n=10. 


Table 6.1 Approximate solutions of the integral in Example 6.3 by using the composite trapezoidal 
computer program in Fig. 6.6 as compared to the exact solution of J = 2.666667. 


n h I £, (%) 
2 1.0000 3.000000 1255 
3 0.6667 2.814815 =3.26 
4 0.5000 2.750000 SSL 
3 0.4000 2.720000 -2.0 
6 0.3333 2.703704 -1.4 
Ji 0.2857 2.693878 =: 
8 0.2500 2.687500 -0.8 
9 0.2222 2.683128 -0.6 
10 0.2000 2.680000 =0..5 


Figure 6.6 shows a computer program to determine approximate integral of a given function 
f(x) from a to b by using the composite trapezoidal rule. The number of segments is input by the user. 


The program can be modified to integrate other functions by simply changing the function statement and 
the integration limits declared in the program. 


% Program Trapez h = (b - a)/n; sum =0.; x=a +h; 
% A multiple-segment trapezoidal program for i = 1:n-1 
% for estimating integral of f(x). fx = func(x); sum = sum + fx; x = x + h; 
func = @(x) (2.*x*3 - 5.*x*2 + 3.*x + 1.); end 
a= 0.7; b = .2.; fx0 = func(a); fxn = func(b); 
% Read the number of segments required: sol = (£x0 + fxn + 2.*sum) *h/2.; 
n = input(... fprintf( ... 
'\nEnter the number of segments: '); 'The computed integral is %10.6f', sol) 


Figure 6.6 A computer program to determine the integral in Example 6.3 by using 
the composite trapezoidal rule. 
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6.4 Simpson’s Rule 


From the trapezoidal rule explained in section 6.2, the integral value is estimated by using the 
area under a straight line (dashed line connecting points a and b in Fig. 6.2). Because the distribution of 
a function to be integrated is arbitrary, the area under the straight line is, in general, not accurate for 
representing the integral value. In this section, the Simpson’s rule is presented for which the integral 
value is determined from the area under the second-order polynomial (dashed line in Fig. 6.7). 


Figure 6.7 shows the distribution of a function f(x) between a < x <b. The objective is to 


f(x) 
A 

f(x) 
f(x) 
“ 

NG 
f (Xo) 
~ i 
xo =a xy xX, =b 


Figure 6.7 Use of the Simpson’s 1/3 rule to obtain approximate integral which 
is the area under the dashed line. 


determine the integral 
b 
r= [f(a (6.41) 


The integral value is determined by approximating the function f(x) in the form of a second-order 


polynomial. By substituting the second-order Lagrange polynomial as shown in Eq. (4.29) into Eq. 
(6.41) 


(xo = x1 )(x0 = x2) (xı — Xo )(% — x2) 


R pea moa Ne 


LS f(x ) dx (6.42) 


(x3 = xo (x2 = x1) 


The values of the function f(x), f(x,), f (x2) can be determined at the locations x), x,, x). If 


X3 — X =X, — Xo =h, the approximate integral from Eq. (6.42) is 
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1 = UC) + 4f) + S) (6.43) 


where h = -A (6.44) 


Equation (6.43) is called the Simpson’s one-third rule. It is noted that the term “one-third” refers 
to the presence of factor 1/3 in front of the expression. Equation (6.43) can also be written in a more 
general form as 


1 = EDU) + 4f) + Fa] (6.45) 


The error of the integral value obtained by using the Simpson’s 1/3 rule can be derived in the 
same manner as that for the trapezoidal rule. Derivation of the error expression is omitted herein so that 
it will be used as an exercise. The error of the integral value from the Simpson’s 1/3 rule is 


l 5 ¢(4) 
E, = -—h 6.46 
= pO) (646) 
By substituting h = (b -—a)/2 from Eq. (6.44), then 
(b-a) (4) 
Be ee 6.47 
= £2 po (647) 


where € is a value between the integration limit a to b. The error that occurs from the Simpson’s 1/3 
rule in Eq. (6.47) is less than that in Eq. (6.27) of the trapezoidal rule. Equation (6.47) also implies that 
the Simpson’s 1/3 rule can provide exact integral value if the function to be integrated is a polynomial 
of third order or lower. Obtaining such exact integral value by using the Simpson’s 1/3 rule is 
demonstrated in the following example. 


Example 6.4 Determine the integral in Example 6.1 again but by using the Simpson’s 1/3 rule. 
2 2 
I = [ FQ) ax = f (2x3 -5x? +3x4 Idx (6.12) 
0 0 


Compare the computed integral value with the exact solution of 2.666667. 
Herein, the width h= x, —x, =x, —X 9 as shown in Eq. (6.44) is 


b-a 2-0 


h = = =] 
2 2 
and the values of the function at the three locations are 
f(xx=0) = 0- 0+0+1 = 1 
f(q4=1) = 2- 5+3+1 = 1 
f(x) =2) = 16-20+6+1 = +3 


By substituting these values into Eq. (6.43), the approximate integral is 


I al + 4(1) + 3] = : = 2.666667 


which is equal to the exact solution. 
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The Simpson’s 1/3 rule won’t provide exact integral value if the polynomial is of fourth order or 
higher. For example, 


(x4 + 2x3 —5x7 +3x+ 1)dx (6.48) 


~ 
Il 
on 


for which the exact solution is 9.066667. In this case, the Simpson’s 1/3 rule yields 
1 
PoS 3H + 4(2) + 19] = 9.333333 (6.49) 


The computed integral has the true error of -0.266667 or -2.9%. 


6.5 Composite Simpson’s Rule 
The Simpson’s 1/3 rule can provide more accurate integral value if the integration limits from a 


to b is divided into many segments. The idea is similar to the composite trapezoidal rule explained in 
section 6.3. The procedure can be understood clearly by considering Fig. 6.8. 


f(x) 
A 


Kanana Kara 


Figure 6.8 Approximate integral determination by composite Simpson’s rule. 


Figure 6.8 shows distribution of a function f(x) within the interval a < x < b. If the interval from 
a to b is divided into n segments, then, the width h of each segment is 
b- 
p 2S (6.50) 
n 


where the coordinates at both ends of each interval are 


X, = xotih i=0,1,2,.. n (6.51) 


l 
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Since the general form for the integral of a function f(x) between a < x < bis 
b 
I = [fxd (6.52) 


The integral in Eq. (6.52) is firstly divided into n/2 sub-integrals with their integration limits between 
Xo SX SXQ, X2 SX L X4, tO Xy- SX LX, as 


T- Í fax + Í flav +... + ET (6.53) 


Xo x2 Xn-2 


The Simpson’s rule in Eq. (6.43) is then applied to each sub-integral as follow 


L o= SUP) +4 LC) + Fler + FL Alea) + 4/05) + £4) 
oe + Eana) HAS Ena) Fl) 
- Flw) E DED EA (ey) + 2f AES 
+ 2A Cna) + ASC) + FCn) 
ee #1 7) + fe) +4 E fo) +2 E (6.54) 


It should be noted that the number of segments must be an even value because the Simpson’s rule 
is applied to n/2 segments. Such constraint must be implemented into the computer program that 
employs the composite Simpson’s rule. The integral error obtained by using the composite Simpson’s 
tule (left as an exercise) is 

5 
Ba ae A! po (6.55) 
180n 


— (4 
where f R is the average value of the fourth-order derivative of the function from all segments. The 
expression is in the similar form as that for the composite trapezoidal rule as shown by Eq. (6.37). 


Example 6.5 Develop a computer program that uses the composite Simpson’s rule to estimate the 
integral 


2 
I = |f = fG -5x +3x+)d (6.12) 
0 


oN 


Note that the same integral was previously evaluated in Example 6.1 with the exact solution of 2.666667. 


The computer program for determining the integral in this example is presented in Fig. 6.9. Users 
need to input an even number of the segments n. A warning statement will appear if an odd number of 
the segments n is input while executing the program. For this example, the program always gives the 
exact solution of 2.666667 for any input even number n. 
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% Program Simpson h = (b - a)/n; suml = 0.; x =a +h; 
% A multiple-segment Simpson 1/3 program for i = 1:2:n-1 
% for estimating integral of f(x). fx = func(x); suml = suml + fx; 
func = @(x) ... x = x + 2*h; 
(x*4 + 2*x*3 - 5*x*2 + 3*x + 1'); end 
a=0.; b=2.; sum2 = 0; x =a + 2*h 
% Read the number of segments required: for i = 2:2:n-2 
n = input(... fx = func(x); sum2 = sum2 + fx; 
'\nEnter the number of segments: '); x = x + 2*h; 
m = n - fix(n/2)*2; end 
while m~= 0 fx0 = func(a); fxn = func (b); 
disp(' Number of segments must be even') sol = (fx0 + fxn + 4*suml + 2*sum2)*h/3; 
return fprintf( ... 
end 'The computed integral is %10.6f', sol) 


Figure 6.9 A computer program to determine the integral in Example 6.5 by using 
the composite Simpson’s rule. 


Example 6.6 Modify the computer program developed for Example 6.5 to determine the integral in Eq. 
(6.48) which is 


2 
I = fh +2x = 5x? +3x41)dx (6.48) 

0 
Investigate the solution improvement by increasing the number of segments n. Compare the computed 


integral values with the exact solution of 9.066667. 


Table 6.2 presents the computed integral values obtained from using different numbers of the 
segments n. The table shows that the computed integral value approaches the exact solution as the 
number of the segments n increases. 


Table 6.2 Computed integral values by using the composite Simpson’s rule with different number 
of segments n for Example 6.6. The exact integral value is Z = 9.066667. 


n h I é, (%) 
2 1.0000 9:2333333 -2.9412 
4 0.5000 9.083333 -.1838 
6 0.3333 9.069960 -.0363 
8 0.2500 9.067708 -.0115 
10 0.2000 9.067093 -.0047 
20 0.1000 9.066696 -.0003 


6.6 Newton-Cotes Formulas 


The trapezoidal rule in section 6.2 estimates the integral value from the area under a straight line 
or first-order polynomial. Accuracy of the estimated integral value is increased by using the Simpson’s 
1/3 rule as explained in section 6.4. The Simpson’s 1/3 rule estimates the integral value from the area 
under the second-order polynomial. Thus, a more accurate integral value can be obtained by determining 
the area under the higher order polynomial. 


Figure 6.10 shows the estimation of the integral from the area under the third-order polynomial. 
Integration of a function f(x) from the limits a to b is 
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b 
I = | fd (6.41) 


The integral value is approximated by the area under the third-order polynomial as shown by the dashed 
line in Fig. 6.10. The third-order polynomial can be derived from the general form of the Lagrange 
polynomial in Eq. (4.32) when n = 3. By substituting such third-order polynomial into Eq. (6.41) and 
performing integration, the approximate integral value is 


r o ŽU) + 3) + 3A) + S05) (6.56) 


IO ar TO 


Figure 6.10 Use ofthe Simpson’s 3/8 rule to obtain approximate integral 
which is the area under the dashed line. 


where, in this case 
yab F a (6.57) 


Equation (6.56) is called the Simpson’s three-eighth rule because the factor of 3/8 appears in front 
of the expression. It is noted that Eq. (6.56) can be written in a more general form as 


(b-a) 
8 


E ss 


[f (xo) + 3f) + 3f) + f) (6.58) 


The integral error from the Simpson’s 3/8 rule can be derived in the same manner as that for the 
trapezoidal rule. The integral error from the Simpson’s 3/8 rule is 


— _3 45 C) 
E, ned (£) (6.59) 


By substituting 4 = (b -a)/3 from Eq. (6.57) into Eq. (6.59) 


E, = =a)’ p(x) (6.60) 


6,480 
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where ģis a value between the integration limits a to b. The integral error as shown in Eq. (6.60) 
obtained from the Simpson’s 3/8 rule is less than that from the Simpson’s 1/3 rule in Eq. (6.47). The 
integral value from the Simpson’s 3/8 rule is more accurate because the function is determined at the 
four locations of x9, x;, x) and x} as compared to the three locations used in the Simpson’s 1/3 rule. 


Example 6.7 Employ the Simpson’s 3/8 rule to estimate the integral in Example 6.1 


2 
I = | f(x) ax = (2x3 5x? +3x+1)dx (6.12) 
0 


oN 


Compare the computed integral value with the exact solution of 2.666667. 
The width / to be used in the Simpson’s 3/8 rule from Eq. (6.57) for this example is 


h = b-a _ 2-0 2 (6.61) 
3 3 3 


and the values of the function f(x) at the four locations are 


f(x =9) = 0 0+04+1 = 1 
16 20 37 
=2/3) = 2+1 = — 
f(x /3) 27 9 27 
128 80 23 
=4/3) = 4+1 = 
Paap) = a 27 
f(x=2) = 16- 20+6+1 = 3 


By substituting these values into Eq. (6.56), the approximate integral obtained from the Simpson’s 3/8 


rule is 
HHL) +3(S) +3] - $ (6.62) 
8/)\3 27 27 3 
which is equal to the exact solution of 2.666667. The result confirms that the Simpson’s 3/8 rule can 
provide exact integral as implied by Eq. (6.60) if the integrand is a polynomial of third order or less. 


However, if the integrand is a polynomial of fourth order or higher, the Simpson’s 3/8 rule can not 
provide exact integral as shown in the following example. 


Example 6.8 Use the Simpson’s 3/8 rule to estimate the integral in Eq. (6.48) 


(x4 42x? = 5x? +3x41)dx (6.48) 


~ 
II 
oan 


Compare the computed integral value with the exact solution of 9.066667. It is noted that the integral 
value obtained from the Simpson’s 1/3 rule in Eq. (6.49) is 9.333333 with the true error of -2.9%. 


The width A according to Eq. (6.57) for the Simpson’s 3/8 rule is 
b-a 2-0 2 


h = = = 6.63 
3 3 3 Oo” 
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and the values of function f(x) at the four locations are 


f(m@=9) = 0+ 0- 04041 = 1 
16 16 20 127 
=2/3) = + 2+1 = — 
fa) 81 27 9 81 
256 128 80 325 
=4/3) = H 44+1 = — 
POEA) 8S1 27 9 81 
#6229), a 16 B16 = 04S EE S15 


By substituting these values into Eq. (6.56) of the Simpson’s 3/8 rule, the computed integral solution is 


2 BBL + (2) A (=) + 19) = 9.185185 (6.64) 


The computed integral solution has the true error from the exact solution of 9.066667 - 9.185185 = 
-0.118518 or -1.3%. The error is less than -2.9% which is produced by the Simpson’s 1/3 rule. 


The trapezoidal rule, Simpson’s 1/3 rule and Simpson’s 3/8 rule use the first-, second- and third- 
order Lagrange polynomial, respectively for estimating the integral. Higher order Lagrange polynomials 
can be used to derive more accurate integral solution. The different orders of the Lagrange polynomials 
lead to a family of the Newton-Cotes integration formulas as follows. 


(a) For n = 1 with 2 points (trapezoidal rule), 
b- 


o) s) (6.65) 


I = 


The error is —(1/12) A f(E) where h=b-a. 


(b) For n = 2 with 3 points (Simpson’s 1/3 rule), 


fz PHOT play) + ast) + £0) (6.66) 


The error is —(1/90) hf fÊ (£) where h=(b-a)/2. 


(c) For n =3 with 4 points (Simpson’s 3/8 rule), 


(b-a) 


T = 
8 


| f(s) + 3A) + 346) + F6) (6.67) 
The error is —(3/80) h fO (E) where h=(b—a)/3. 
(d) For n = 4 with 5 points (Boole’s rule), 


pi (b-a) [7r +32 f(x) +12 f(x.) +32f(x3)+ 7h (x4 ) (6.68) 


90 


The error is —(8/945) h” f(E) where h=(b-a)/4. 
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(e) For n = 5 with 6 points, 
(b-a) 


I = Fa | 19750) +75/(0)+50,(02)+ 50,83) +75/(4) +1925) (6.69) 


The error is —(275/12,096) h” f(E) where h=(b-a)/5. 


(£) For n = 6 with 7 points, 


"e [41s(s0) + 216 f(x) + 27f (x2) + 272 (x3) + 27f (x4) 


840 


+216 f (xs) +41 f(x6)| (6.70) 
The error is —(9/1,400) A? f(€) where h=(b-a)/6. 


(g) For n =7 with 8 points, 


z i a [751 Fla) + 3,577 f (x) + 1,323 f(y) + 2,989 f(x) 


+ 2,989 f (x4) +1323 f (x5) + 3,577 f (x6) + 7516 (x; ) (6.71) 


The error is —(8,183/518,400) h? f9(€) where h =(b—a)/7. 


Even though the Newton-Cotes formulas with high numbers of n or points can provide accurate 
integral solution, they are rarely used in practice. The composite trapezoidal and Simpson’s rules are 
used instead because they are simple. Accurate integral solution can be obtained by employing the 
composite trapezoidal or Simpson’s rule with a large number of segments. The computer programs for 
the composite trapezoidal and Simpson’s rules as shown in Figs. 6.6 and 6.9 can be used to serve for this 
purpose conveniently. 


6.7 Romberg Integration 


From the explanation in section 6.3 of the composite trapezoidal rule, the exact integral value 7 
consists of two parts, 


I = I(h)+E(h) (6.72) 


The first part is the integral value /(h) obtained from the composite trapezoidal rule such as that shown 
in Eq. (6.35). The accuracy of the computed integral value depends on the width h of the segments 
within the integration limits a to b. The second part is the error E(h) as shown in Eq. (6.38) 

_ | (=a) 


E = 7 6.38 
2 f (6.38) 
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where f” is the average second-derivative from all the segments n as expressed in Eq. (6.37). The error 
statement in Eq. (6.38) suggests that the integral error E will reduce four times if the number of the 
segments n is double. Such idea leads the development of the Romberg integration method that can 
improve the computed integral accuracy. The method divides the integration limits from a to b twice so 
that the errors obtained from each case are used to produce a more accurate integral solution. The method 
is based on the Richardson’s extrapolation technique for which the two integral estimates can lead to a 
more accurate integral value. 


If the composite trapezoidal rule is applied to integrate a given function twice by using the two 
different widths of h, and A, , then the exact integral condition in Eq. (6.72) gives 


I(h,)+E(h,) = 1(h,)+E(h,) (6.73) 
Since h= (b-—a)/n , Eq. (6.38) can be written in term of h as 


b= a aT 
— h 7 
D2 f (6.74) 


If the average second-derivatives from using the two different widths are assumed to be equal, then the 
ratio of the errors from the two cases depends on the widths h, and h, as 


E 2 
i) i (6.75) 
E(h,) h3 
py 
or, E(h,) = sla F| (6.76) 
hy 
By substituting Eq. (6.76) into Eq. (6.73), 
ny 
ideet] = aaae) 
2 
the error from using the width A, can be written in form of the two integral estimates and the two widths 
as 
I\hy)-1 
E(h,) = ee) Ms) (6.77) 
(hi/ha)? - 1 
From Eq. (6.72), the exact integral by using the width A, is 
I = I(h,)+E(h,) (6.78) 


By substituting Eq. (6.77) into Eq. (6.78), a new integral value is obtained from the two integral values 
that were previously estimated by using the widths h, and h, as 


I = Ih) + Wa- Geese i Jre) (6.79) 


(h/h)? -1 hi -h3 
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Determination of the new integral solution in Eq. (6.79) can be understood clearly if the width 
h, is a half of the width h, as 


hy = hy/2 (6.80) 


Then, Eq. (6.79) becomes 


1(hy)-~ 1(h,) (6.81) 


4 
3 3 


Example 6.9 The single and composite trapezoidal rules were used to determine the integral 
2 2 
I = | flx)de = fQ -5x +3x+1)dx (6.12) 
0 0 


as shown in Examples 6.1 and 6.3. Their solutions are tabulated as shown below 


n h I é, (%) 
1 2.0 4.00 -50.0 
2 1.0 3.00 -12.5 
4 0.5 275 -3.0 


From the table, a new integral value can be determined from two previous integral values when 
n= landn=2 (h; =2.00 and h, =1.00 ) according to Eq. (6.81) as 


a 5 (3.00) - 5 (4.00) = 2.666667 (6.82) 


The new integral value obtained in Eq. (6.82) is exact as compared to the exact solution in Eq. (6.14). 


Similarly, another new integral value can be obtained from the two previous integral values when 
n=2andn=4(h, =1.00 and h, =0.50) according to Eq. (6.81) as 


I = 5 (2.75) - 5 (3.00) = 2.666667 (6.83) 


In general, the integrand f(x) is not in form of the polynomials, the Romberg integration must 
be repeated to produce an accurate integral solution. As shown in Eq. (6.74), the error from the 
trapezoidal rule varies with h or O(n’). It can be shown that the error is of order O h*) after the 
second application of Romberg integration. The same procedure as shown in Eqs. (6.75) - (6.80) can be 
repeated so that the new integral solution after the second application of Romberg integration is 


16 1 
I = =ly- =! 6.84 
CAT (6.84) 


where /,, is the more accurate integral solution and J, is the less accurate integral solution. The newer 


integral solution in Eq. (6.84) has the error of order olhs). If the Romberg integration technique is 
applied again, the newer integral solution is 
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64 1 
I = — Iy- —I 6.85 
g3 ™ L (6.85) 
The new integral solutions obtained from the applications of the Romberg integration as shown 
in Eqs. (6.81), (6.84), (6.85) can be written in a more general form as 


pad pet 


where k =1,2,3,... represents the k” application of the Romberg integration. Equation (6.86) can be 


written in another form for convenient computer programming as 


A ee i 
I = an (6.87) 


The example below shows the use of Eq. (6.87) of the Romberg integration method in details. 


Example 6.10 Use the Romberg integration method to determine the integral 


m/2 
I = [sinx de (6.88) 
0 


Apply the method until the relative error is less than 0.0001%. Note that the exact solution of the integral 
value is 1. 


The trapezoidal rule is first applied to integrate the function f(x)=sinx from the limits a = 0 to 
b = x/2 by using the numbers of intervals n = 1 and 2 with the widths of h; =7/2 and h, =7/4, 


respectively. The applications lead to the two integral values of J (n,)= I, = 0.7853981643 and 

I (h,)= I u =9.9480594490. The Romberg integration according to Eq. (6.87) is applied with k = 1 to 

give 

4'(0.9480594490) — (0.7853981643) 
Ae 


1.0022798780 (6.89) 


The procedure can be shown in a tabulated form for ease of understanding as 


n k=1 
1 0.7853981643 ——* 1.0022798780 


2 0.9480594490 


The relative error computed from the previous more accurate solution is 


10022798780 — 0.9480594490 
1.0022798780 


x 100% = 5.4097% (6.90) 
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Since the computed error is higher than the specified allowable error, the composite trapezoidal rule is 
applied again using n = 4 with the width h = 2/8. The application yields the corresponding integral 


value of 0.9871158010. Then, the table becomes 
n k=1 k=2 
1 0.7853981643 ——® 1.0022798780 ——* 0.9999915655 


2 0.9480594490 ——* 1.0001345850 


4 0.9871158010 


where the new integral solution after applying the second Romberg integration k = 2 is determined from 
Eq. (6.87) as 


4?(1.0001345850)— (1.0022798780) 


I fia 0.9999915655 (6.91) 
The new integral solution has the relative error of 
0.9999915655 — 1.0001345850 x100% = 0.0143% (6.92) 


a 0.9999915655 


which is still higher than the specified allowable error. The composite trapezoidal rule is applied again 
with n = 8 and the width A = 2/16 leading to the integral value of 0.9967851719. The Romberg 


integration when k = 3 is used and the table is updated as 


n k=1 k=2 k=3 
1 -0.7853981643 ——> 1.0022798780 ——™ 0.9999915655 ——* 1.0000000090 


2  0.9480594490 ——™ 1.0001345850 ——* 0.9999998771 
4  0.9871158010 ——™ 1.0000082960 


8  0.9967851719 


where the newer integral solution of 1.0000000090 is determined from Eq. (6.87) when k =3 as 


43(0.9999998771) — (0.9999915655) 


10000000090 (6.93) 
4-1 


With the newer integral solution, the relative error is 


ae 1.0000000090 — 0.9999998771 
ig 1.0000000090 


x100% = 0.00001% (6.94) 


Since the relative error is now less than the specified allowable error of 0.0001%, the Romberg 
integration process is terminated with the final integral solution of 1.0000000090. 
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The Romberg integration process as explained in Example 6.10 can be used to develop a computer 
program such as that shown in Fig. 6.11. The program can be used to integrate an arbitrary function 
f(x) from the given integration limits a to b and the specified relative error. It is noted that the program 


stores the integral values in the format as shown below. 


In the above format, R,,4 is the final integral solution. 


% Program Romberg if err <= es 
% A Rimberg integration program for continue 
% estimating integral of f(x) within end 
% a specified error. end 
func = @(x) (sin(x)); fprintf( ... 
a =0.; b = pi/2.; es = 0.0001; '\nFinal integral value = %16.10e', ... 
% Compute r(1,1): x(1,k+1)); 
fx0 = func(a); fxn = func (b); fprintf( ... 
r(1,1) = (£x0 + fxn)*(b - a)/2.; '\nwith relative error = %12.6e', ... 
% Loop over number of Romberg application: err); 
for i = 1:9 
n = 2^i; area = Trap(a, b, n); function area = Trap(a, b, n) 
r(i+1,1) = area; % Multiple-segment trapezoidal rule. 
for ic = 2:i+1 func = @(x) (sin(x)); 
k = ic - 1; ir =2+ i - ic; h = (b - a)/n; sum =0.; x=a +h; 
r(ir,ic) = ((4*%k)*r(irt1,k) ... for i = 1:n-1 
- r(ir,k))/(4^k - 1.); fx = func(x); sum = sum + fx; x = x + h; 
end end 
err = 100.*(r(1,k+1) - r(2,k))/r(1,k+1); fx0 = func(a); fxn = func(b) ; 
err = abs(err) ; area = (£x0 + fxn + 2.*sum)*h/2.; 


Figure 6.11 Computer program for determining the integral solution in Example 6.10 
by using the Romberg integration method. 


6.8 Gauss Integration 


Guass integration is one of the most popular integration methods widely used in science and 
engineering computation. The method is sometimes called Gauss quadrature because the integral is 
determined from the approximate quadrilateral area under the function to be integrated. Determining 
the quadrilateral area by using the Gauss integration method is similar to that for the trapezoidal rule as 
explained in section 6.2. However, the quadrilateral area obtained from the Gauss integration method is 
more accurate in representing the integral as depicted in Fig. 6.12. 


Figure 6.12 shows the difference in the integral estimation from the area under the function fx) 
by using the trapezoidal rule and Guass quadrature. Ifthe distribution of the function f(x) to be integrated 
is in the concave form as shown in Fig. 6.12(a), the trapezoidal rule will produce a considerable error 
because the quadrilateral area is determined from the two values of the function f(x) evaluated at the 
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integration limits a and b. The error is substantial if the integrating interval from a to b is large. Figure 
6.12(b) shows that a more accurate integral solution can be obtained if the quadrilateral area is 
determined from the two values of the function f(x) at the two locations away from the two integration 
limits a and b. The question is, thus, what should be the two locations that can provide a more accurate 
integral solution. 


F(x) f(x) 
fe Y 
WA 
X 

| 
| 
| | 
> Xx > Xx 
a b a b 

(a) Trapezoidal rule (b) Gauss quadrature 


Figure 6.12 Integral determination from the quadrilater area by the trapezoidal rule 
and Gauss quadrature. 


It is noted that the Newton-Cotes formulas as shown in Eqs. (6.65) - (6.71) can be written in a 
general form as 


IR 


b n 
I = ff(x)de = YW, f(x) (6.95) 
a i=l 


For example, the integral formula for the trapezoidal rule in Eq. (6.65) can be written in the form 


I = W, f(x) + We f(x) (6.96) 


where W, and W, may be thought as the weights that correspond to the functions evaluated at two 
appropriate locations. In this case, 


iS WK = (6.97a) 


fœ) = f(a) ; fœ) = f(b) (6.97b) 


The integral formula in Eq. (6.96) with the weights and locations in Eqs. (6.97a-b) produce the 
quadrilateral area as shown in Fig. 6.12(a). 


To develop the Gauss integration formula, the integral form as shown in Eq. (6.96) is used. 
However, the integration limits are from -1 to +1 in the coordinate direction as shown in Fig. 6.13 so 
that the developed formula can be used in general. Thus, the integral statement is written in the form 
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I = fede 


-1 
W, F(E) + Wo flé) (6.98) 


where the weights W,, W, and the locations ¢, č, are unknowns. 


Il 


f() 


>Š 


čz 1 
Figure 6.13 Gauss integration in the é-coordinate direction. 


The four unknowns are to be determined from the four appropriate conditions. The four 
conditions are such that the exact integral must be obtained by using Eq. (6.98) if the function f(E) is 
constant, linear, parabola or cubic, i.e., 


fC) = LEE, E (6.99) 


The function f (£) in the four forms of Eq. (6.99) lead to the four conditions according to Eq. (6.98) as 
follows, 


W,+W, = fae = 2 (6.100a) 
4 

Wid, t+Wro. = [eae = 0 (6.100b) 
k 

WE +W é = jeas = : (6.1000) 

Wé +m é = [eae = 0 (6.1004) 
i 


Eqs. (6.100a-d) are nonlinear with the four unknowns of W,, W,, é and ¢,. These unknowns 
can be determined by starting from Eq. (6.100b) 
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W, = Mi (6.101a) 


7) 
By substituting W, from Eq. (6.101a) into Eq. (6.100d), 


Wé -WEE = 0 


2 2 
or, Ši 3 


But ¢, is not equal to ¢,, then 


Gi = -6 (6.101b) 
By substituting ¢, into Eq. (6.101a), the weight W, = W,. With the use of Eq. (6.100a), it is found that 


W, = Wy, = 1 (6.101c) 
Then, by substituting Eqs. (6.101b-c) into Eq. (6.100c), 


Ep + & = 
to give & = -— (6.101d) 


V3 


In summary, the weights W,, W, and the two locations ¢,, ¢, are 


W. = W, = 1 (6.102a) 
1 

& = -—= = —0.5773502692 (6.102b) 
V3 
1 

= +0.5773502692 (6.102c) 


a 7 T 


The locations ģ and &, are called the Gauss point locations. With the weights and locations in Eqs. 
(6.102a-c), the integral formula for the two-point Gauss integration in Eq. (6.98) is 


I= os-+) n ws(+) (6.103) 


The formula provides an exact integral solution if the function to be integrated is a polynomial of third 
order or less. 


If the function to be integrated is a higher order polynomial or other complicated functions, the 
same procedure as shown in Eqs. (6.98) - (6.103) can still be applied to derive the Gauss integration 
formulas to produce more accurate integral solutions. For example, a more accurate integral solution 
can be derived by using 3 terms in the formula as 


~ 
Il 


1 

IMOLA 

-1 

= Wi fé) + Wy flé) + W Sl) (6 .104) 
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The six unknowns in Eq. (6.104) can be determined to yield 
W = Wy; = 5/9 ; W, = 8/9 (6.105a) 


é = -v0.6 = -0.7745966692 ; & = 0 (6.105b) 
é = +v0.6 


So that the integral formula for the three-point Gauss integration is 


I = (=) r(-vo8) + $o + Gre V0.6) (6.106) 


+ 0.7745966692 (6.105c) 


9 


which provides an exact integral solution if the function to be integrated is a polynomial of fifth order or 
less. The same procedure above can be further applied to derive the Gauss integration formulas with the 
weights W, and locations &€ for n Gauss points as shown in Table 6.3. The formulas are known as the 


Gauss-Legendre formulas for which the integral value is determined from 


IR 


1 n 
I = [fae = EW, SE) (6.107) 
-1 i=l 


From the explanation above, the Gauss integration formulas can produce an exact integral solution if the 
function to be integrated is a polynomial of order 2n-1 or less. 


For n Gauss points, the weights W, and locations ¢, as shown in Table 6.3 are 


determined by first assuming the function f(&) in the form 


PE = eee one (6.108) 


Then, the same procedure as explained by Eqs. (6.99)-(6.100) for the two-point integration is 
applied to yield 2n equations with 2n unknowns as follows, 


W, â +m, +...4W, = 2 
Wi éi +W, é> +... +W, Én = 0 
2 
Wor +W, op +. +W, = 3 
WEP +W E +..4W,E = 0 (6.109) 
2n-2 2n-2 2 
Wi Ei +... +W, É, = 
2n-1 
W ET t.. + WP EZT = 0 


The values of the weights W, and locations € as shown in Table 6.3 are obtained by 
solving Eq. (6.109). 
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Table 6.3 Weights and locations of the Gauss-Legendre formulas. 


Gauss points Locations Weights 

n +; W; 

1 0.0000000000 2.0000000000 

2 0.5773502692 1.0000000000 

3 0.0000000000 0.8888888889 
0.7745966692 0.5555555556 

4 0.3399810436 0.6521451549 
0.8611363116 0.3478548451 

5 0.0000000000 0.5688888889 
0.5384693101 0.4786286705 
0.9061798459 0.2369268850 

6 0.2386191861 0.4679139346 


0.6612093865 
0.9324695142 


0.3607615730 
0.1713244924 


The Gauss-Legendre formulas in Eq. (6.107) were developed for integrating a function f (€) 


from the limits -1 to +1 along the €-coordinate. Since a given integrand is normally in form of the 
function f(x) that needs to be integrated along the x-coordinate from the lower limit a to upper limit b, 


the coordinate transformation from x- to €-coordinate must be first performed. Transformation of the 
function f(x) from x- to &coordinate can be done easily by considering Fig. 6.14. 


KG 
f(x) 
a 7% FE 


>X > č 
a b -1 +1 


Figure 6.14 Transformation of the function to be integrated from x- to -coordinate 
before applying Gauss-Legendre integration formulas. 


Coordinate transformation from x to € may be done by using linear relation in the form 
x = & +46 (6.110) 
where cy and c, are constants that can be determined from the integration limits as follows 
at x=a ; a = Cy + ¢(-1) (6.111a) 


at x=b ; b co + c (41) (6.111b) 


Il 


which give 


Numerical Integration and Differentiation 203 


pes atb da Gees (6.112) 


Then, the relation between the two coordinates is 


ga E eee (6.113) 


And dx = dé (6.114) 


In summary, the Gauss integration starts from the integral of a function f(x) along the x- 
coordinate with the limits of a and b as 


b 
I = | f(x)de (6.115) 


The integral is first transformed from x- to é&coordinate by using Eqs. (6.113) and (6.114) so that the 
integration limits change from a and b to -1 and +1 as 


oe p . boas) ae 


b-a\} [a+b b-a ) 
+ d 6.116 
(= f ro Ot slag (6.116) 
Then, the Gauss-Legendre formula according to Eq. (6.107) is applied to yield 
b-a\< a+b b-a 
I = W, + f 6.117 
(EnA + Ss) (6.117) 


The entire process of the Guass integration method can be understood clearly by solving the integral in 
Example 6.1 again as shown in the following example. 


Example 6.11 Use the two-point Gauss integration method to integrate 


2 2 

fe [ f(x) ax = f (2x3 -5x? +3x+1)}ax (6.12) 
0 0 

Then, develop a computer program for integrating a given function by using one- to six-point Gauss 

formulas. Compare the computed integrals obtained from each case with the exact solution of 2.666667. 
By starting from the coordinate transformation from x to € according to Eq. (6.113) 


a+b b-a 


EE (6.113) 


Since the integration limits are a = 0 and b = 2, Eq. (6.113) reduces to 
x =1l+é (6.118) 


Then, the integral Eq. (6.12) becomes 
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~ 
Il 
= on 


=l 
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(2x3 — 5x7 +3x+ 1)dx 


Í au -5(1+ £} aia (=) dé 


By using the two-point Gauss formula with n = 2, Eq. (6.117) is 


~ 
Il 


(=) [0+ ~5(1+,)° aag) 


W, n+ -5(1+4) 0a) 


+ M, aac) -5(1+ é) +2016) 


But from Table 6.3, W, = W, =1 and é =-1/3 , é =+,1/3, then 


I 


(1)[0.1509982 — 0.8931639 + 1.2679492 + 1] 


+ (1)[7.8490018 -12.440169 + 4.7320508 + 1] 


I 


Il 


2.666667 


which is equal to the exact solution because the two-point Gauss formula can provide exact integral if 


the integrand is a polynomial of third order or less. 


Figure 6.15 shows a computer program for the Gauss-Legendre integration method by using one 
to six integration points. The program was developed so that the computational procedure is easy to 
understand. The program starts from declaring the values of the Gauss locations ¢ and their weights W. 
The program reads the integration limits a and b from user input. The function f(x) to be integrated is 


declared in the program. The function can be replaced by the new function desired for integration. 


% Program GausInt 

% A Gauss-Legendre integration program for 
% estimating integral of function f(x) by 
% using 1 through 6 Gauss points. 

func = @(x) (2.*x*3 - 5.*x^2 + 3.*x + 1.); 


xi = [ 0.0000000; -0.5773503; 0.5773503; 
-0.7745967; 0.0000000; 0.7745967; 
-0.8611363; -0.3399810; 0.3399810; 

0.8611363; -0.9061798; -0.5384693; 
0.0000000; 0.5384693; 0.9061798; 
-0.9324695; -0.6612094; -0.2386192; 
0.2386192; 0.6612094; 0.9324695]; 
w = [ 2.0000000; 1.0000000; 1.0000000; 
0.5555556; 0.8888889; 0.5555556; 
0.3478549; 0.6521452; 0.6521452; 
0.3478549; 0.2369269; 0.4786287; 
0.5688889; 0.4786287; 0.2369269; 
0.1713245; 0.3607616; 0.4679139; 
0.4679139; 0.3607616; 0.1713245]; 


% Read limits for integration: 


a = input('Enter value of a: '); 
b = input('Enter value of b: '); 
a0 = (a + b)/2.; 
al = (b - a)/2.; 


% Perform numerical integration by using 
% 1 through 6 Gauss points: 


for iterms = 1:ng 

x = a0 + al*xi(ic); ai = func(x) ; 

sum = sum + w(ic)*ai; ic = ic + 1; 
end 
sum = al*sum; 
fprintf( ... 
'\nResult of integration with %ld', ng); 
fprintf( ... 

' Gauss point(s) is %12.6e', sum); 
end 


Figure 6.15 Computer program for Gauss integration method. 
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Figure 6.16 shows the computed integral values of Example 6.11 obtained from using the 
computer program in Fig. 6.15. The exact integral solution is 2.666667. The figure shows that the 
computed integral values are exact when two- to six-point Gauss integration formulas are used since the 
function to be integrated is a third-order polynomial. It should be noted that for a general function f(x) 


that may be complicated, more accurate solutions are obtained by using the increased number of Gauss 
integration points. 


Result of integration wiht 1 Gauss point(s) is .200000E+01 
Result of integration wiht 2 Gauss point(s) is .266667E+01 
Result of integration wiht 3 Gauss point(s) is .266667E+01 
Result of integration wiht 4 Gauss point(s) is .266667E+01 
Result of integration wiht 5 Gauss point(s) is .266667E+01 
Result of integration wiht 6 Gauss point(s) is .266667E+01 


Figure 6.16 Computed integral values of Example 6.11 from the Gauss integration 
computer program in Fig. 6.15. 


6.9 Multiple Integration 


Multiple integrations that are frequently used in science and engineering are the double 
integration over the area A 


ff I(x, y)dA 2 ff f(x, y)dxdy (6.119) 


and the triple integration over the volume V 


[fræva = fff AŒ, y)dxedydz (6.120) 


Multiple integrations can be done straightforwardly by performing the single integration in each 
coordinate direction, one at a time. 


For example, the double integration of a function f(x, y) in Eq. (6.119) for the intervals a < x< b 
and c< y <d canbe expressed in the form 


= Jf f(x, y)dxdy = Í (fre a) dx (6.121) 


a 


The function f(x, y) is first integrated along the y-coordinate direction by keeping x constant. The result 
is integrated again along the x-coordinate direction to obtain the final integral solution. 


The double integral of the function f(x, y) in Eq. (6.121) can also be performed by first integrating 
the function along the x-coordinate direction in the inner bracket as shown below 


Í i f(x,y) a| dy (6.122) 


a 


A numerical method in the form of Eq. (6.95) can be applied to approximate the integral in the inner 
bracket along the x-direction for Eq. (6.122) as 
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dfn 
cs [(È masen) (6.123) 


i=l 
For an example of using the trapezoidal rule (n = 2), the weights are W,, = W, =(b-—a)/2. The method 


is applied again to numerically integrate the result obtained along the y-coordinate direction to yield 


non 


=D Wai Any) (6.124) 


isl j= 
where W, =W, =(d—c)/2. Other numerical methods, such as the Simpson’s rule and the Boole’s 


rule, can be applied in the same fashion. 


Example 6.12 Use the trapezoidal rule to determine the double integral 
12 
I = f[(l+x)ydedy (6.125) 
01 
Herein, a=1, b=2 , c=0, d=1, f(x, y)=(1+x)y and W= W, =(b-a)/2=05, 
Wy =Wy = (d—c)/2 =0.5, then, Eq. (6.124) yields 
[= Wa Wa f(m, yi) + Wyo Wir f(x, y) + Wa Wyo f Y2)+ Wyo Wyo f (x2, yo) 
z Wa Wy f(a, c) + Wo Wy f(b, c) + Wa Wyo f(a, d) + Wo Wyo f(b, d) 
= (0.5)(0.5) f(1, 0) + (0.5)(0.5) f(2, 0) + (0.5)(0.5) f(1,1) + (0.5)(0.5) f(2,1) 
= (0,25)(0) + (0.25)(0) + (0.25)(2) + (0.25)(3) 
= 04+0+0.5+0.75 


I = 1.25 (6.126) 


The computed integral solution is exact because the given function f(x, y) is linear in both x- and y- 
directions. The method won’t provide exact solution if the function f(x, y) is in a more complex form, 


such as f(x, y)= (1 +x? )y3 or f(x, y)= (1+sinx)e”. However, accurate integral solution of these 
functions can be obtained by using composite trapezoidal rule with many segments. 


In solving practical science and engineering problems, the Gauss integration method 
may be preferred because of its solution accuracy. To apply the Gauss integration method 
for the double integration, the integral limits from a to b in the x-direction are first changed 
to -l and +1 in the édirection. Similarly, the integral limits from c to d in the y-direction are 
first changed to -1 and +1 in the y-direction. The linear relations between the x-y and é-7 
coordinate systems similar to that explained in Eq. (6.110) and Example 6.11 can be used for 
both the x- and y-directions as 

a+b b-a b-a 


= + ; dx = d 6.127 
x J ae x arte (6.127a) 


y = ctd, Sy ; i St (6.127b) 
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Then, the double integral in Eq. (6.122) becomes 


Í (is (x, y) a| dy 


a 


~ 
II 


II 
a n 


| 
a n 


b-a\(d-—-c)\}} i“ b-a,ctd d En) 
= + : + déd 
Slave ae a a 
b-a\(d-c\ii a+b b-a, c+d d-c 
W.W. + yi + : 6.128 
(A752) <2) oy mw, (Bete, He ey) (6.128) 


For example, the two Gauss points (n = 2) in each &- and 7-coordinate direction is used, the weights are 
W, =W, =1 with the Gauss point locations of é =m =—y1/3 and & =n, =+,1/3. 


Example 6.13 Use the Gauss integration method to determine the double integral 


I = 


en 


pA 
| 0+x)y dx dy (6.125) 
1 


Herein, a=1, b=2, c=0, d =1, then, Eqs. (6.127a-b) are 
x = 154 05€ ; dx = 0.5dé 
y = 0.5 + 0.57 ; dy = 0.5dņ 
Then, Eq. (6.125) becomes 


j i [(1+1.540.5£)(0.54+0.57)](0.5dé) (0.5dn) 


-l-l 


I 


(0.25)f j [(2.54+0.54)(0.54+0.5)|dédn 


-1-1 


(0.0625) | [(5+é)+n)dédn 


-l -1 


By using the two Gauss points (n=2) in each &- and -coordinate direction, 


(0.0625) 3° W,W;(5+&)(1+7;) 


i=l j=l 


~ 
II 


= (0.0625 M(S+5i)+m) + WM W2(5+ é+) 


+ WW (5+ )(l+m) + W,Wy(5+ $5 )(1+2)] 
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With the weights of W; = W, =1, and the Gauss point locations of é = =—y1/3 , & =m) =+y1/3, 
then 


Be (o0825] (NY M—B) + MM-A) 
+ (1)(1)(5+ V1/3)(1-V1/3) + (0) (5-+,/1/3)(1+ 1/3) 
= (0.0625)[1.869232 + 6.976068 + 2.357266 + 8.797435] 
= (0.0625)(20) 
I = 1.25 


The Gauss integration method yields the exact integral solution because the given function f(x, y) is 
linear in both x- and y-directions. Ifthe given function f(x, y) is complicated, many Gauss points must 


be used to produce a more accurate solution. Since the Gauss integration method provides high integral 
solution accuracy, the method is widely used for solving practical problems by embedding itself in many 
commercial software. 


6.10 MATLAB Commands for Integration 


One of the simple MATLAB commands for integration iS trapz. The command employs the 
composite trapezoidal rule to estimate the integral value of a given function. The format for using the 
command is 


z = trapz(x, y) 
where x isthe data along the x-coordinate 


is the function to be integrated 
z isthe integral value 


Example 6.14 Determine the integral in Eq. (6.12) by using the MATLAB command trapz. 


I = a = | (ax? -5x2 43x41) (6.12) 
0 0 


Compare the computed value with the exact solution of 2.666667. 


It is noted that the command t rapz implicitly specifies the segment length A in the x input data. 
As an example of h = 0.4, the input data, function and output in x, y and z variables are as follows, 


>> x = [0:0.4:2]; 

>> y = 2%x.%3-5*x.%243*xt1; 
>> z = trapz(x,y) 

Zi i 


2.7200 


Numerical Integration and Differentiation 209 


If the segment length h is reduced to 0.01, the output solution is closer to the exact solution. 


>> x = [0:0.01:2]; 
>> y = 2%x.%3-5*x.%243*xt1; 
>> z = trapz(x,y) 
Z = 
2.6667 


Another useful MATLAB command for integration is cumtrapz. The command determines 
cumulative integral. The format of the command is 


z = cumtrapz (x,y) 


where x isthe data along the x-coordinate 
is the function to be integrated 
z isthe cumulative integral value. For example, z (3) is the integral value for the interval 


from x (1) to x(3). 


MATLAB also provides simple commands for double and triple integrations. The command 
format for double integration is, 


I = dblquad(function, xmin, xmax, ymin, ymax, tol) 
where I is the integral value 

function is the function to be integrated input by using the command inline 
xmin is the lower limit of x 

xmax is the upper limit of x 

ymin is the lower limit of y 

ymax is the upper limit of y 

tol is the specified tolerance, default value is 1x10°. 


Example 6.15 Use MATLAB function db1quad to determine the integral 
12 
I = f[(l+x)pdedy (6.125) 
01 


The command entered and the output integral value are as follows. 


>> I = dblquad(inline(‘(1+x)*y’,*x’,‘y’),1,2,0,1) 


1.2500 


The MATLAB command triplequad is used for determining the triple integration. The 
command format is similar to the dbl quad command except the additional limits in the z-coordinate, 


I = triplequad (function, xmin, xmax, ymin, ymax, zmin, zmax, tol) 
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Example 6.16 Use the MATLAB command triplequad to determine the integral 
20h 4 
f f [° -3yz) de dy az (6.129) 
0 
It is noted that the exact solution is -160. The command entered and the output integral value from 
MATLAB are as follows. 
>> I = triplequad (inline (‘x.*%3-3*y*z’, ‘x’, *y’,‘z’),-3,1,0,2,-2,2) 
I = 


-160.0000 


6.11 Differentiation 


Understanding physical meanings of derivatives and procedures for determining them are 
essential to study higher-level numerical methods in the following chapters. The meaning for the 
derivative of a function f(x) is explained by Fig. 6.17. 


y= fx) y= f(x) 
A A 
f(x + Ax) | — 
y= f(x) 

Ay 

y'(x1) 

fœ == 
ao 
x) x) + Ax Re xX] tai 
(a) Approximate derivative (b) Exact derivative 


Figure 6.17 Approximate and exact derivatives. 


Figure 6.17(a) shows the distribution of a function y that varies with the independent variable x. 
An approximate derivative of the function y with respect to x is 


Ay _ f(m+Ax) — fha) 
Ax Ax 


(6.130) 


As Ax approaches zero, the exact derivative at x, is 
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dx Ax>0 Ax 


dy lii f&a +Ax) - f(x) (6.131) 


The exact derivative dy/dx is the slope at x, normally denoted by y' or f'(x) as shown in Fig. 
6.17(b). 


Many functions f(x) studied in high school or first year college are simple and their derivatives 
can be determined exactly. For example, 


y = FS x” (6.132) 
then, its exact derivative is 

W a GI) pA (6.133) 

dx dx 


Most of the functions in practice, however, are complicated and their exact derivatives can not be 
determined easily. Thus, their approximate derivatives are determined instead by starting from the 
Taylor’s series as shown in Eq. (2.29), 


2 
Fe) = Sa) + Afl) + Ea) is (6.134) 


where h is the width between the locations x; and x;,,. From Eq. (6.134), the first derivative of the 


function f(x) at x; is 


fn) — £(%;) ee , 
a at i) to (6.135) 


f'(x) 


Or, f'(x) = ao f(x) + O(h) (6.136) 


where O(h) represents the error of order A if the first term on the right-hand side of Eq. (6.136) is used 
to approximate the derivative. The approximation is sometimes called the first forward divided 
difference because the two values of the function f(x) at xi and xi+1 are used to determine the derivative 
as shown in Fig. 6.18(a). 


Similar to Eq. (6.134), the Taylor’s series can be used to determine the value of the function f(x) 
at location xi-1 as 


2 
fia) = S) — AL) + E f) SS at (6.137) 
So that the first-order derivative at x, is 
f'(x) fa) = te $ =f") E (6.138) 
Or, f'(x;) E f(%) mia + O(h) (6.139) 


Approximate derivative by using the first term on the right-hand side of Eq. (6.139) is called the first 
backward divided difference because the two values of the function f(x) at x; and x; are used to 


determine the derivative as shown in Fig. 6.18(a). 
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f(x) f(x) 
A A 


Exact 


-7 De Central 


Backward 


difference 
difference 
J h ee h > . 2h > 
x i J l > xX 
Xi- Xi Xi+l Xi- Xi Xi+l 
(a) Forward and backward (b) Central divided difference 


divided differences 


Figure 6.18 Comparisons between the approximate derivatives from the forward, backward 
and central divided-differences with the exact derivative. 


By subtracting Eq. (6.137) from (6.134) 


3 
Fad- Flin) = AE) + SPH) + (6.140) 
the first derivative at x, is 
= i 2 
f'(;) fen) — fe) a f") = 1 (6.141) 
or, 
f'(x;) _ fo) (xi) + olr?) (6.142) 


The first derivative is estimated by using values of the function f(x) at x,,; and x; . The approximate 
derivative by using the first term on the right-hand-side of Eq. (6.142) as shown in Fig. 6.18(b) is called 
the central divided difference which has the error of order h. 

Higher order derivatives of the function f(x) can be derived in the same manner. For example, 


derivation of the second derivative may start from the Taylor’s series for determining the function f(x) 
at x;,. from the values at x, as follows. 


fia) = fe) + ONS) +B preys .. (6.143) 


By multiplying the factor of two onto Eq. (6.134) and subtracting it from Eq. (6.143), 
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Sf (%j42)-2f Xin) = — f(x;) + he f"(x;) Pas (6.144) 


the second derivative of the function f(x) at x; is obtained as 


Fna) ~ 24 Cian) + SO), on) 


f(x) E (6.145) 


The first term on the right-hand side of Eq. (6.145) is called the second forward divided difference which 
can be used to approximate the second derivative of the function. The approximate value has the error 
of order h. Tables 6.4, 6.5 and 6.6 summarize the first- to fourth-order forward, backward and central 
divided differences of the function f(x) evaluated at x;, respectively. 


Table 6.4 Forward divided differences with error of order O(A). 
fi) = Gin) — AE) 
FD = Fana) - 2f iar) + AEN 
F" = Cvs) - 36 @n2) + 36 Oia) = S) 
fx) = Ling) — 460i) + Si) — 46 Oi) + S/A 


Table 6.5 Backward divided differences with error of order O(A). 


FED = Uf) - fena)]/A 

S") Lx) T 2f(x) T F&a) h? 

PD = FE — 3h) + 3602) -Ea 

fx) = Uf Oy) - 46 a) + 6f) -Af (%-3) + Sa) ht 


Table 6.6 Central divided differences with error of order oln’). 


FED = FG) - Fi4)1/2h 

f") n) = 2h: + Fadl 

fx) Un) = 2f ja) + 2F(%-1) - AER 

"ED = Væ) = 461) + 6f) - 44 G4) + HESIA 


The approximate derivatives presented in Tables 6.4 - 6.6 have errors of order h. For example, 
the first-order derivative of the function f(x) as shown in Eq. (6.136) and in Table 6.4 has the error of 
order A. A more accurate derivative the function f(x) can be derived by starting from Eq. (6.135) 
Fx) — f) 

h 


and substituting the second-order derivative from Eq. (6.145) into it to yield 


fo) - S) + oft?) (6.146) 
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-f (xn) + 4F Qin) — 3F(;) + oln?) 


f'(x) h (6.147) 


The first-order derivative of the function f(x) as obtained in Eq. (6.147) has the error of order h°. The 
same process as explained above can be applied to derive the high-order derivatives of the function f(x). 
Their results by using the forward, backward and central divided differences are presented in Tables 6.7, 
6.8 and 6.9, respectively. 


Table 6.7 Forward divided differences with error of order oli). 
F'(%) = [-F Gin) + AFC) = 3G )]/2A 
fC) = Efn) + 46 Cine) - SPC) + 2f(x;)]/h? 
Fx) = [-3F Ging) + 146 ns) = 246 2) + 186 Ou) - 5 f(x;)]/2h° 
S E) = 2A (wins) + Sia) = 2463) + 2642) = 14S Oia) + 3f) 


Table 6.8 Backward divided differences with error of order O(n? ). 
F'O) = BSG) - 44 Gia) + £Oi-2))/2h 
fC) = BA) - 5Sa) + 4604-2) - f(x3))/#? 
F"E) = BA) = 18f (4) + 24f C2) = 14-3) + 34 G-4)]/ 20° 
S”) = BAC) — 144 (x) + 26fOj-2) - 2460-3) + US (x-4) - 2f(x;-s))/A* 


Table 6.9 Central divided differences with error of order O(h*). 
FED = EF Oia) + $F Oi) = BF 004) + F(%-2))/12h 
F'O = EF Oi) + 16S) - 30f) + 16F (4) - F(%;-2)] /128? 
FH) = EF Gina) + 8 Gina) = 13/0) + 3&4) - 842) + FO;-3)]/87° 
Fx) = EF Ons) + 12 n) = 39F iat) + 56) = 39F (4) 
+ 12f(x;2) - S(%;-3)] /6n" 


Example 6.17 Determine the first-order derivative of the function in Fig. 6.3 
f(x) = 2x? -5x +3x+1 (6.148) 


atx=1.0 with h=0.1 by using the forward divided difference O(A) , backward divided difference O(A) 


and central divided difference O(n? ). Compare the approximate derivatives with the exact solution. 
It is noted that the exact derivative of the function f(x) in Eq. (6.148) is 
f(x) = 6x? -10x+3 (6.149) 


Thus, the exact derivative value at x = 1.0 is 
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f'(x=1.0) = 6(1.0)?-10(1.0)+3 = -1.0 


By using A = 0.1, then 


X = 0.9 
x, = 1.0 
x40 = Ld 


f(x) = 1.108 
f(x) = 1.000 
f (Xin) = 0.912 
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(6.150) 


The above values are used to determine the approximate derivatives and their true errors according to 


those shown in Tables 6.4 to 6.6 as follows. 


Derivative value and its error using the forward divided difference, 


f'(1.0) = (0.912-1.000)/0.1 = -0.88 ; 


E, = 12% 


Derivative value and its error using the backward divided difference, 


f'(1.0) = (1.000-1.108)/0.1 =-1.08 ; «, 


8% 


Derivative value and its error using the central divided difference, 


f'(1.0) = (0.912 -1.108)/0.2 = -0.98 ; 


E& = 2% 


(6.151) 


(6.152) 


(6.153) 


The true errors of the approximate derivatives obtained from the forward, backward and central 
divided differences in Eqs. (6.151) - (6.153) show that the central divided difference provides higher 
solution accuracy. Such result agrees with the fact that the central divided difference gives the error of 


order h? , while both the forward and backward divided differences yield the error of order h. 


Figure 6.19 presents a computer program for determining derivatives of a function at 


various x-locations by using the central divided difference. 


The program requires the input 


data of the beginning and ending locations including the number of locations for determining 


the derivatives. 
Example 6.17 are shown in Table 6.10. 


% Program NumDif 
% A numerical differentiation program. 
func = @(x) ... 

(2.*x^3 - 5.*x*2 + 3.*x + 1.); 


% Read end locations and no. of points: 
a = input('Enter end location (a): '); 
b = input('Enter end location (b): '); 
n = input('Enter number of point: '); 
h = (b - a)/(n - 1); x = a; 
% Compute function values at points: 
for i= 1:n 

fx(i) = func(x); x = x + h; 
end 


% Compute derivatives at points: 
for i = 2:n-1 


diff (i) = (fx(i+1) - £x(i-1))/(2.*h); 
end 
diff (n) = (fx(n) - £x(n-1))/h; 
fprintf('\n x £(x)') 
fprintf (' Derivative') 


x =a; 
for i= 1:n 
fprintf('\n %6.2£ %12.3f %13.3£', ... 
x, £x(i), diff(i)) 
x=x +h; 
end 


Figure 6.19 Computer program to determine derivatives of the function in Example 6.17 
at various x-locations by using the central divided difference. 


Typical results obtained from the program by using the function given in 
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Table 6.10 Computed derivatives of the function in Example 6.17 at various x-locations by 
using the central divided difference. 


x £ (x) Derivative 
0.50 1.500 -0.680 
0.60 1.432 -0.820 
0.70 1.336 -1.040 
0.80 1.224 -1.140 
0.90 1.108 -1.120 
1.00 1.000 -0.980 
1.10 0.912 -0.720 
1.20 0.856 -0.340 
E30 0.844 0.160 
1.40 0.888 0.780 
1.50 1.000 Lot20 


6.12 MATLAB Commands for Differentiation 


MATLAB has many useful commands to perform differentiation of a given function. One of the 
commands is gradient which is used to determine the gradient of the function f(x, y) in the form of 


vp = e 
Ox oy 
If the given function f varies with only one independent variable x, then, the command determines the 
df 
value of —. 
dx 


The format for using this command when the function f varies with one independent variable is 


FX = gradient (function,h) 


where FX is the computed gradients 
function is the given function 
h is the step size 


Example 6.18 Determine the derivatives of the function given in Example 6.17 at different x by using 
the MATLAB command gradient. 


f(x) = 2x? -5x 43x41 (6.148) 


The derivatives can be obtained by typing 


SS f = inline (\.2*x.*%3-5*x.S24+3*x%+1! , ~S 
Soe = 07520. D2 Ls. 5y 

>> y = £(x); 

>> FX = gradient (y,0.1) 

FX = 


Columns 1 through 7 

-0.6800 -0.8200 -1.0400 -1.1400 -1.1200 -0.9800 -0.7200 
Columns 8 through 11 

-0.3400 0.1600 0.7800 1.1200 


The computed derivatives are identical to those presented in Table 6.10. 
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6.13 Closure 


Numerical methods for integration and differentiation of a given function are presented in this 
chapter. Fundamentals of these numerical methods are explained in details with examples and computer 
programs. The simplest integration method is based on the trapezoidal rule. The trapezoidal rule 
approximates the integral from the area under a linear function. A more accurate integral solution can 
be obtained by using the composite trapezoidal rule. The composite trapezoidal rule divides the 
integration range into a number of segments so that the single trapezoidal rule is applied to each segment. 
If the integral is approximate by the area under a quadratic function, the method is called the Simpson’s 
tule. Improved integral solution accuracy can be obtained by determining the area under higher order 
polynomials. These methods lead to a family of the methods so called the Newton-Cotes formulas. 
Other integration methods that can provide high solution accuracy, such as the Romberg and Gauss 
integration methods, are also presented. The Gauss integration method is popular and widely used in 
many commercial software for solving practical problems. Numerical integration methods for two- and 
three-dimensional domains are also presented and explained. These methods follow the procedure used 
for one-dimensional domain by performing the integration in each coordinate direction, one at a time. 


Numerical methods for determining derivatives of a given function at various locations are 
presented at the end of the chapter. The approximate derivatives can be determined by using the forward, 
backward and central divided differences. Understanding the methods for integration and differentiation 
is essential to further study the higher-level numerical methods in the following chapters. 


Exercises 


1. Determine the integral 


(4x5 -3x +x? -6x +2)dx 


~ 
II 
neo 


by using the trapezoidal rule and composite trapezoidal rule with n = 2, 4 and 6. Plot distribution 


of the integrand between the given lower and upper limits. Compare the computed values with 
the exact solution and determine the true percentage errors. 


2. Determine the integral 


0.5 
d. 
EO f L 
o i+x 
by using the trapezoidal rule and composite trapezoidal rule with n=2 and 5. Compare the 


computed values with the exact solution and determine their true percentage errors. Check the 
computed values with the solutions obtained by modifying the computer program in Fig. 6.6. 
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Determine the integral 


xe dx 


~ 
| 
oa 


by using the composite trapezoidal rule with n =2,4 and 8. Compare the computed values with 
the exact solution and determine the true percentage errors. 


Determine the integral 
as to dx 
F J iene 
` [+sin* x 


by using the trapezoidal rule and composite trapezoidal rule with n = 2,4 and 6. Compare the 
computed values with the exact solution and determine the true percentage errors. 


Determine the integral 
5 


ai pi 


by using the trapezoidal rule and composite trapezoidal rule with n =2,4 and 5. Compare the 
computed values with the solutions obtained by modifying the computer program in Fig. 6.6. 


Determine the elliptic integral of the first kind as shown in Eq. (6.5) 
a|2 de 
K@) = Í 
: itn ines 
2 
when 0= 7/6 by using the trapezoidal rule and composite trapezoidal rule with n = 2,3 and 6. 


Compare the computed values with the solutions obtained by modifying the computer program 
in Fig. 6.6. Determine the number of segments n required to provide the solution accuracy up to 
4 significant figures. 


Derive the integral expression by using the Simpson’s 1/3 rule as shown in Eq. (6.43). The 


derivation starts by integrating the second-order Lagrange polynomial in Eq. (6.42). Show the 
derivation in details. 


Show that the solution error produced by using the Simpson’s 1/3 rule for integrating a function 
ffrom the limit a to b is 


= (b-a) a) (4) 
ES oa Te) 


Then, explain physical meaning of the error expression above. 
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10. 


11. 


12. 


13. 


14. 


Determine the integral 
2 
p~s Í (x7 oe -1)dx 
-1 


by using the Simpson’s 1/3 rule when n=2,4 and 6. Compare the computed values with the 


exact solution and determine the true percentage errors. Then, solve the problem again but by 
using by using the Simpson’s 3/8 rule with n =3, 6. 


Determine the integral 


1/4 
I = Í 5 dx 
9 COs” x 


by using the Simpson’s 1/3 rule when n=2,4. Show the computational procedure in details. 


Solve the problem again but by using the Simpson’s 3/8 rule with  =3 and 6. 


Determine the integral 


aie sin x 
T= Í dx 


0 yl - 0.25sin? x 


by using the Simpson’s 1/3 rule when n=2,4 and 6. Show the computational procedure in 


details. Check the computed values with those obtained by modifying the computer program in 
Fig. 6.9. 


Develop a computer program to integrate a function by using the Simpson’s 3/8 rule. Verify the 
program by solving Example 6.8. Then, use the program to determine the integral 
1 e* 
IKE Í dx 
9 +e 


with n =3,30 and 300, respectively. Provide comments on the accuracy of the computed values. 


Show that the solution error that occurs by using the composite Simpson’s 1/3 rule with n 
segments to integrate a function f from the lower limit a to upper limit b is 


_(b-a) za) 


E = 
18074 


a 


where f is the average fourth-order derivative of all segments. Then, set up an example to 
demonstrate the validity of the error expression above. 


Derive Eqs. (6.56) and (6.60) for determining the integral of a given function and the associated 


error, respectively, using the Simpson’s 3/8 rule. Show detailed derivation and explain physical 
meaning of the terms in these two equations. 
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15. 


16. 


17. 


18. 


19. 


20. 


Numerical Methods in Science and Engineering 


In practice, the integral values are determined from a set of experimental data because their 
continuous functions may not be available. Modify the computer programs of the composite 
trapezoidal and Simpson’s rules as shown in Figs. 6.6 and 6.9 to determine the integral values of 
the data below from the limits a = 0 to b=2. 


E 0 a er 08 0" 


The modified computer programs should be validated by solving the integral below that has exact 
solution. 


I = | f(x)dx = fæ- tax 


oN 


Derive the integral expression and associated error that occur by using the Boole’s rule as shown 


in Eq. (6.68). Show the derivation in details and set up an example such that the Boole’s rule can 
not provide exact integral solution. 


Prove the Romberg integration formula in Eq. (6.87) by showing the derivation in details. Explain 
physical meanings of the integral expressions when k =1, 2,3 and 4, respectively. 


Study the computer program for the Romberg integration in Fig. 6.11. Draw a flow chart and 


explain the computational procedure that occurs in the program. Then, use the program to solve 
Example 6.10 and discuss on the accuracy of the computed integral value. 


Apply the Romberg integration method to determine the integral in Eq. (6.4) 
08 o, 
[<= Í e™ dx 
0 


Show the solution procedure so that the computed integral value has the relative error less than 
0.0001%. 


Apply the Romberg integration method for 4 rounds to determine the integral 
I= Í (e™ +cosx)dx 
zj4 


Compare the solution obtained from each round with the exact solution. 
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21. 


22; 


23. 


24. 


25. 


26. 


27. 


Apply the Romberg integration method for 3 rounds to determine the integral 


m/4 
I = Í e* sin2x dx 
0 


Show the solution procedure in details. Compare the computed integral values with those 
obtained by using the computer program in Fig. 6.11. 


Apply the Romberg integration method for 4 rounds to determine the integral 


1/2 
Pos i e dx 
1 


Show the computational procedure in details. 


Determine the elliptic integral of the first kind in problem 6 again but by using the Romberg 


integration method. Apply the method until computed solution has the relative error less than 
0.0001%. Verify the computed solution with that obtained from modifying the computer program 
in Fig. 6.11. 


Derive the weights and locations of the 3-point Gauss integration method as shown in Eq. (6.105a- 
c). Explain necessary conditions required to derive these values. 


Determine the integral in Example 6.11 again but by using the 3-point Gauss integration method. 


Show the solution procedure in details. Is it possible that the solution accuracy decreases with 
the increased number of Gauss point? If the answer is yes, explain the source of the error. 


Modify the computer program in Fig. 6.15 for determining the integral 


n/2 
5 Í sin x dx 
0 


It is noted that the above integral was determined by using the Romberg integration method in 
Example 6.10. Provide comments on the solution accuracy obtained from using the two methods. 


Apply the Gauss integration method to determine 


repi 


by using the number of Gauss points ofn = 2, 3 and 4. Show the computational procedure in 
details. 
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28. 


29. 


30. 


31. 


32. 
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Apply the Gauss integration method to determine 


De 
e “dx 


N 
II 
oÙ- 
=x 


by using the number of Gauss points of n =2, 3 and 4. Show the computational procedure in 
details. Compare the computed integral values with those obtained by modifying the computer 
program in Fig. 6.15. 


Apply the Gauss integration method to determine 
24/2 
Í (1 +x ) dx 
0 


by using the number of Gauss points of n=2, 3, 4, 5 and 6. Compare the computed integral 
values with the exact solution of 1.567951962. 


Apply the Gauss integration method to determine 
5 
0 


by using the number of Gauss points of n=2, 3, 4, 5 and 6. Compare the computed integral 
values with the exact solution of 


we 


I = tan! (5+) — tan! (r) 


Then, give comment on the possibility that the Gauss integration method can provide exact 
integral solution. If it is possible, how many Gauss points are needed? 


The computer program for the Gauss integration method was developed so that it is easy to 
understand. The program does not take the advantage that the weights W, and locations é, are 
symmetric. The data statements for the weights and locations can be reduced by using their 
symmetrical property. Improve the program by using the symmetrical property of these data in 
order to reduce the memory requirement. Then validate the program by solving the integrals in 
Examples 6.10 and 6.11. 


Use the trapz command in MATLAB to determine the integral 


2 
Í V2x-x° dx 
0 


Select appropriate segment length so that the true error is less than 0.0001. Check the accuracy 
of the computed integral value by comparing with the exact solution determined from 


| V2x-x° dx = ax x + T arcsin(x—1) 
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33; 


34. 


35. 


36. 


37. 


Use the trapz command in MATLAB to determine the integral 


A i 
raje =mi 
i 1+2sinx 


Select appropriate segment length so that the true error is less than 0.0001. Derive the exact 
integral solution to measure the accuracy of the computed integral value. 


i 1 jea pa na 
1+2sinx V3 | tan(x/2)+2+V3 


Use the trapz command in MATLAB to determine the integral 


IT = j l dx 
0 42x? 43x41 


Select appropriate segment length so that the true error is less than 0.0001. Check the accuracy 
of the computed integral value by comparing with the exact solution determined from 


l oe Sh 


V2x7 +3x41 v2 


244x? +6x+2 +4443 | 


Use the single trapezoidal rule to determine the integral 
34 
f= Í Í (x?y+ 8y)sinx dx dy 
01 


Repeat the problem but by using the Simpson’s 1/3 rule. Compare the accuracy of the computed 
integral values with the exact solution. 


Modify the computer program that uses the composite trapezoidal rule to determine the double 
integral 


"De if cosx (2y? +sinx) 4. gy 
01 Vl+y 


Use the number of segments of 5, 10 and 20 in each x- and y-direction to verify the convergence 
of the computed integral values. 


Apply the Gauss integration to determine the double integral 
332 
p = | | če” dxdy 
21 


Use n= 2 in each direction. Repeat the problem but by using n =3 to verify the convergence 
of the computed integral values. 
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38. 


39. 


40. 


41. 


42. 


43. 


44. 
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Determine the integral in Problem 36 again but by using the dblquad command in MATLAB. 
Use the required tolerance of 1x10~° and compare the solution with that obtained from Problem 


36. 


Use the dbl quad command in MATLAB to determine the double integral 


hy aw 


4 
JJ 2x*y + 3xy" dx dy 
2 


Specify an appropriate tolerance and compare the computed integral value with the exact solution 
of 910/3. 


Use the dblquad command in MATLAB to determine the double integral 


0.52 
Í Í xcos(xy)cos? (rx) dy dx 
0 0 


Specify an appropriate tolerance and compare the computed integral value with the exact solution 
of 1/837). 


Use the single trapezoidal rule to determine the triple integral 


N ruv 


12 
ff @+x)y2? dx dy dz 
01 


Then, repeat the problem but by using the Gauss integration method with n= 2 in each x-, y- and 
z-direction. Compare the computed integral value with the exact solution of 95/12. 


Use the triplequad command in MATLAB to determine the triple integral 


a/2 1 2 
Í f fer? sin 0 dz dr d0 
000 


Specify an appropriate tolerance and compare the computed integral value with the exact solution 
of 2/3. 


Use the triplequad command in MATLAB to determine the triple integral 
2a 


Specify an appropriate tolerance and compare the computed integral value with the exact solution 
of 2,500z . 


ons 


j (0*sing)dpdgedo 
0 


Show the derivation for the expressions of the first and second derivatives as given in Tables 6.4 
- 6.6 in details. 
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45. 


46. 


47. 


48. 


49. 


50. 


Show the derivation for the expression of the third derivative in Table 6.6 by using the central 
divided difference. 


Determine the first derivative of the function 


f(x) = e 
at x=2 with 4=0.25 by using the forward divided difference O(h), backward divided 


difference O(h) and central divided difference ol’). Show detailed derivation and determine 
the true errors of the computed derivatives with the exact solution. 


Determine the first and second derivatives of the function 
f(x) = tan”! (x? -x+ 1) 
at x=1 with h=0.1 by using the forward divided difference O(h), backward divided 


difference O(h) and central divided difference Olt”). Then, repeat the problem again but by 
using h=0.05. 


Show the derivation for the expressions of the first and second derivatives as given in Tables 
6.7 - 6.9 in details. 


Determine the first to the fourth derivatives of the function 
f(x) = ebt 


at x=-2.5 with h=0.1 by using the forward divided difference O(h?), backward divided 


difference oln?) and central divided-difference ofn’ ). Show detailed derivation and determine 
the true errors of the computed derivatives with the exact solution. 


Modify the computer program for determining the first derivative as shown in Fig. 6.19 by using 


the more accurate derivative expressions in Tables 6.7 - 6.9. Then, use the program to solve 
Example 6.17 and compare the computed solutions with those shown in the example. 


Chapter 
7 


Ordinary Differential 
Equations 


7.1 Introduction 


Ordinary differential equations occur in solving many scientific and engineering problems. For 
example, in the determination of the shuttle velocity v that varies with time ¢ during descending through 
the earth atmosphere, the governing differential Eq. (1.5) representing the Newton’s second law is 


dv c 
2L s zra 7.1 
dt g m k G 


where g is the gravitational acceleration constant, c is the air drag coefficient and m is the mass of the 
shuttle. Equation (7.1) is called an ordinary differential equation (ODE) because the dependent variable 
v varies only with the independent variable ¢. The ordinary differential equation differs from the partial 
differential equation (PDE) which is presented in the following chapter. A dependent variable in the 
partial differential equation varies with two or more independent variables. Solutions to the partial 
differential equations thus are more complex and difficult to derive. 


The ordinary differential equation can be classified into several types. Equation (7.1) is called 
the first-order ordinary differential equation because the highest derivative term is of the first-order. 
Some ordinary differential equations contain the second-order derivative terms. For example, the 
equilibrium equation of a swinging pendulum as shown in Fig. 7.1 is in the form of the second-order 
ordinary differential equation. The equation is derived from the equilibrium condition at any instant 
during swinging by using the Newton’s second law. 
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The equilibrium condition of the forces acting on the mass in the 
tangential direction leads to the second-order differential 


L equation in the form, 
aog. 
—+=2sin9d = 0 7.2 
Wek (7.2) 


mO|8 


Figure 7.1 Swinging pendulum. 


where ĝis the swinging angle that varies with time ¢ and L is the 
cord length. 


It is noted that the second-order differential equation as 
shown in Eq. (7.2) can be separated into two first-order differential equations by introducing a new 
variable. For example, if 


do 


2o E 7.3a 

7 p (7.3a) 
then, Eq. (7.2) becomes 

Oe Se ane (7.3b) 

dt L 


Because a second-order differential equation can be separated into two first-order differential equations, 
the numerical methods for solving the first-order differential equation are presented in this chapter. The 
same methods can be applied to solve the second-order and other higher-order ordinary differential 
equations. 


Equations (7.1) and (7.2) as shown above are linear and nonlinear ordinary differential equations, 
respectively. A linear differential equation can be identified by considering the differential equation in 
the general form of 


dy dy 
ee cht yee Ge = d 7.4 
a z ae (7.4) 


If the coefficients a, b, c,d are constant or function of the independent variable x, the equation is linear. 
Equation (7.4) becomes nonlinear if the coefficients are function of the dependent variable y, such as 
a= y? or b=2y. Knowing that a differential equation is either linear or nonlinear is useful for finding 


its solution. Exact solutions for most nonlinear differential equations cannot be derived. Numerical 
methods are the only way to find their approximate solutions. Since most of the differential equations 
that occur in practical problems are nonlinear, the numerical methods thus help analysts to obtain 
solutions that could not be found in the past. 


Equation (7.2) that governs the swinging phenomenon of the pendulum is a nonlinear differential 
equation. The equation is nonlinear because the sin@ function can be expressed in form of infinite series 
of the dependent variable 0 as 


C Ë @ 
+ == 
31 5o 7! 


sinf = 8- 


(7.5) 


Thus, the exact solution to the differential Eq. (7.2) is difficult or even impossible to derive. Exact 
solution to Eq. (7.2) can be obtained easier if the differential equation becomes linear. The differential 
equation becomes linear if 


sinô = 0 (7.6) 
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which is valid for small swinging angle 8. By substituting Eq. (7.6) into Eq. (7.2), the linear differential 
equation is 

dO 2 8G 215 (7.7) 
d? L 


Its exact solution for the swinging angle @ that varies with time ¢ is 


ot) = cos | (7.8) 


The exact solution above is obtained by using the initial angle 0) and zero velocity at time ¢= 0 as 
At=0) = 0; and = (t=0) = 0 (7.9) 


The example shows that two initial conditions are required to solve a second-order differential equation. 
Similarly, an initial condition is needed for solving a first-order differential equation such as Eq. (7.1). 
Solutions to the ordinary differential equation thus depend on the initial conditions of the problems as 
shown by the following example. 


A first-order ordinary differential equation can be written in a general form as, 


d 
Z = f(xy) (7.10) 
dx 
As an example, if 
f(x,y) = 3x? -2x+1 (7.10a) 
then, 
DE os e EE (7.10b) 
dx 


The general solution is obtained after performing integration, 
yer eee a EA (7.10c) 


where C is the integrating constant. The integration constant C is determined from the initial condition 
of the problem. As an example, if the initial condition is given by )(x=0)=2, then C=2. Thus, the 


solution to the differential equation with the given initial condition is 
gps Sw RP eee Bae dD (7.10d) 


Equation (7.10d) shows that the final solution of a differential equation depends on the initial condition. 
The same solution behavior occurs for the swinging pendulum problem where its final solution depends 
on the initial angle @. 


In this chapter, popular methods for solving the ordinary differential equations are presented. 
These methods are: (1) the Euler’s method, (2) the Heun’s method, (3) the modified Euler’s method, (4) 
the Runge-Kutta method, (5) the methods for solving a system of first-order differential equation, and 
(6) the multistep methods. Corresponding computer programs are also presented to aid understanding 
of these methods for obtaining solutions. 
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7.2 Euler’s Method 


The Euler’s method is the simplest method for solving the ordinary differential equation in the 
form, 


dy 


a = f(x,y) (7.10) 


The concept of the method is explained by considering Fig. 7.2. 


N Approximate 

solution 

dy é 

dx 
Error 

he Exact solution 
« h >| 
> x 
Xi Xi+l 


Figure 7.2 The Euler’s method. 


From Fig. 7.2, the approximate solution y;,, at x;,, is determined from the solution y; at x; by 
estimating the slope from 


dy 2 Vmi 2. Ymi 
dx Xj41 X; h 


(7.11) 


where h = x; — x, is the step size used in the computation. By substituting the slope from Eq. (7.11) 
into Eq. (7.10), 
Vist Ii 


a = f(x, y) 


Le., View = Vit fxi yj )h (7.12) 


Equation (7.12) shows that the approximate solution y,,, is determined from the solution y; at x; by 


using the step size h. As shown in the figure, the solution error varies directly with the step size A. 
Higher solution accuracy is obtained by using smaller step size as demonstrated in the following 
example. 
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Example 7.1 Use the Euler’s method to solve the first-order differential equation, 


g = ycosx (7.13) 


with the initial condition of y(0)=1. Determine the approximate solutions by using the three different 
step sizes of h = 1.00, 0.50 and 0.25. Compare the Euler’s solutions with the exact solution. 


The exact solution to the differential Eq. (7.13) can be derived by separating the two variables 
onto opposite sides of the equation and performing integration, 


dy 
— = cos x dx (7.14) 
The integration yields, 
Iny = sinx+A (7.15) 


where A is the integrating constant which can be determined from the initial condition of y(0) =1, 


Inl = 0+4 
to give, 
A = Inl = 0 
Then, Eq. (7.15) becomes 
lny = sinx 
leading to the exact solution of 
y = yx) = e™* (7.16) 


To determine the Euler’s solution, Eq. (7.12) is employed together with the given function 
f, y) ? 
View = VY, +(yıcosx;)h (7.17) 


By starting from the initial condition of y(x =0)=1, i.e., x) =0 and yy =1, then Eq. (7.17) gives 


1+[()()1) 


yy 2 (7.18a) 
so that the exact error is 
E, = e@M_ 9 = 0.31978 (7.18b) 


The approximate solution obtained from Eq. (7.18a) is used to determine the solution for the 
second round. The Euler’s Eq. (7.17) is used again with x, =1 and y, =2, 


yy = 24[(2)(0.54030)](1) = 3.08060 (7.19a) 


for which the exact error is 


E, = e*2)_ 3.08060 = —0,.59802 (7.19b) 


The process is repeated to determine the approximate solution at the third round with x, =2 and 
Yə = 3.08060 to give 
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y; = 3.08060+[(3.08060)(-0.41615)|(1) = 1.79862 (7.20a) 
and the exact error is, 
E, = e"@)_ 1.79862 = —0.64706 (7.20b) 


After three rounds of computation, the approximate solutions are obtained and compared with the 
exact solution as shown in Fig. 7.3. 


Figure 7.3 Comparison between the Euler’s solution using A = 1 
with the exact solution in Example 7.1. 


Accuracy of the approximate solutions obtained from the Euler’s method increases by reducing 
the step size h. Table 7.1 shows the approximate solutions obtained from using the three different step 
sizes of h = 1.00, 0.50 and 0.25 as compared to the exact solution. These approximate solutions are 
compared with the exact solution as plotted in Fig. 7.4. 


Table 7.1 Comparison of the Euler’s solutions by using different step sizes with the exact solution. 


Euler’s solutions 


x Exact solution h=1.00 h=0.50 h=0.25 
0.00 1.00000 1.00000 1.00000 1.00000 
0.25 1.28070 1.25000 
0.50 1.61515 1.50000 1.55279 
0.75 1.97712 1.89346 
1.00 2.31978 2.00000 2.15819 2.23982 
1.25 2.58309 2.54236 
1.50 2.71148 2.74122 2.74278 
1.75 2.67510 2.79128 
2.00 2.48258 3.08060 2.83818 2.66690 
2.25 2.17727 2.38944 
2.50 1.81934 2.24763 2.01419 
2.75 1.46472 1.61078 


3.00 1.15156 1.79862 1.34729 1.23857 
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Figure 7.4 Comparison of the Euler’s solutions using three different step sizes 
with the exact solution in Example 7.1. 


Even though the Euler’s method is simple, developing a computer program is necessary for 
obtaining solutions for a large number of steps. This is because the computational procedure is repeated 
by using the values obtained from the earlier steps. Miscalculating a value thus affects the solutions at 
the later steps. Figure 7.5 shows a computer program of the Euler’s method for obtaining the solutions 


in Example 7.1. 


% Program Euler ‘Enter initial value of y: '); 
% A program for solving an ordinary n = input( 'Enter number of steps: '); 
% differential equation by using the h = input( ‘Enter the step size: '); 
% Euler's method. fprintf('\n x t 
% Provide the f(x,y) function: fprintf ('\n%16.6e%16.6e',x(1),y(1)); 
func = @(x,y) (y*cos (x)); for i= 1:n 
% Read the initial conditions, number of slope = func(x(i) ,y(i)); 
% steps and step size: y(it1) = y(i) + slope*h; 
x(1) = input( ... x(i+1) = x(i) + h; 
'\nEnter initial value of x: '); fprintf ('\n%16.6e%16.6e',x(it1) ,y (it1)); 
y(1) = input( ... end 


Figure 7.5 Computer program for solving the first-order ordinary differential equation 
by using the Euler’s method in Example 7.1. 


Solutions obtained from the Euler’s method as shown in Table 7.1 and Fig. 7.4 indicate that their 
errors vary with the step size h. Such errors consist of: (1) the local error from using the Euler’s formula 
in Eq. (7.12) and (2) the error that is accumulated as the Euler’s process repeats. Combination of the 
two errors is known as the global error. Magnitude of the global error varies in the same order with the 
step size h, or O(h). If the step size is reduced by a half, the global error also reduces by a half. The 
Euler’s method is thus sometimes called the first-order method. 


In the next section, another method that can provide solution with the second-order of accuracy, 
O(h?), is presented. The method reduces the solution error into a quarter if the step size h is cut by a 
half. 
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7.3 Heun’s Method 


The Heun’s method is modified from the Euler’s method to increase the solution accuracy. Figure 
7.2 of the Euler’s method suggests that the solution accuracy increases if a proper slope (y' = dy/dx) is 


employed in the computation. Since the computed slope at x, from the Euler’s method is 


y = f(xy) (7.21) 
Such slope is used for determining the solution at x,,, from 
Vir = WAL dh (7.22) 


The approximate solution obtained from Eq. (7.22) can be employed to determine the slope at the same 
location x;,, as shown in Fig. 7.6(a) as 


Vint Z Sann I) (7.23) 
y SOn Vi) y 
A A 
Fi V)t S Enya) 
Siyi) 
pa h > I< h >| 
> Xx >x 
Xi Xi+l Xi X41 
(a) Slopes at x; and x,,, (b) Average slope 


Figure 7.6 The Heun’s method. 


The new slope at x;,, is then averaged with the slope at x,. The average slope is then used at x, for 


i+] 
determining the solution at x,,, as shown in Fig. 7.6(b). The process should provide improved solution 


at x;,, because a more accurate slope is employed in the computation. 


From Eqs. (7.21) and (7.23), the average slope is 


y' = ue As San y+ Sn dts) (7.24) 


Thus, the approximate solution at x;,, is 


0 
Wa et Sany Pn Tha), (7.25) 
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In summary, the Heun’s method consists of two computational steps. The first step is to 
determine the slope from the predicted solution ye at x,;,,. The process of this first step is known as 


the predictor. The predicted slope y? 41 1s averaged with the slope at x; in the second step. The averaged 
slope is then used at x; to determine the solution at x;,,. The second step is called the corrector that 


can provide a more accurate solution as compared to the original Euler’s method. The Heun’s method 
is thus sometimes called the predictor-corrector method because of the two processes above are 
employed. These two processes are summarized as follows: 


Predictor: ye, = y + f(x, yh (7.26a) 
Corrector: Ya = y+ Fli yi) + Mier» Vin) yt fle via) h (7.26b) 
Example 7.2 Use the Heun’s method to solve the same first-order ordinary differential equation 

2 = ycosx (7.13) 


with the initial condition of y(0) = 1. The problem was solved earlier by the Euler’s method in Example 
7.1 by employing the step size of h = 1.00. Compare the solution with the Euler’s and exact solutions. 
Then, develop a computer program to obtain a more accurate solution by using a smaller step size of 
h=0.25. 


For the first round at x)» =0 and yọ =1 with h=1, the predictor from Eq. (7.26a) is 


yo = HO = 2 (7.27) 
Then, the slope at the end of the step is 
tl, y?) = (2)cos(1) = 1.08060 


Thus, the corrector which is the solution at the end of the step can be determined from Eq. (7.26b) 


y= ao) = 2.04030 (7.27b) 
so that the exact error is 
E, = e™_ 2.04030 = 0.27948 (7.27c) 


For the second round x, =1, yı =2.04030, the predictor from Eq. (7.26a) is 
y$ = 2.04030+[2.04030 cos(1)](1) = 3.14268 (7.28a) 
The slope at the end of the step, i.e. at x, =2, is 
f(x), 92) = (3.14268) cos(2) = —1.30782 


Then, with the corrector from Eq. (7.26b), 


a 2,04030 + 1202387130782 (1) = 1.93758 (7.28b) 


which gives the exact error of 


E esn (2) _ 1.93758 


0.54500 (7.28c) 


t 
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For the third round starting from x, = 2, y) =1.93758 , the predictor, the slope, the corrector and 


the exact error are, 


1.9375 


84 


1.93758 + [1.93758 cos(2)](1) 
(1.13126) cos(3) 


—0.80632 —1.11994 


1.13126 (7.29a) 


—1.11994 


0.97445 


(1) (7.29b) 


2 


esn (3)— 0.97445 


Figure 7.7 Comparison of the Heun’s solution using 


h = 1 with the Euler’s and exact 


solutions in Example 7.2. 


Program Heun 

A program for solving an ordinary 
differential equation by using th 
Heun's method. 

Provide the f(x,y) function: 

func = Q@ (x,y) (y*cos(x)); 


dP dP dP dP dO 


e 


0.17711 


(7.29¢) 


The Heun’s solution is plotted to 
compare with the Euler’s and exact 
solutions as shown in Fig. 7.7. Figure 7.8 
presents a computer program of the Heun’s 
method for solving the differential equation 
in Example 7.2. The program is similar to 
that of the Euler’s method in Fig. 7.5 except 
few additional commands are included for 
determining the predictor and corrector. 
Table 7.2 shows the Heun’s solution which 
is more accurate than the Euler’s solution. 
The Heun’s method is the second-order 
method that provides second-order 
accuracy of solution, O(h7). It is noted that 
the Euler’s method as explained earlier can 
be modified to yield the second-order 
solution accuracy similar to the Heun’s 
method as explained in the following 
section. 


fprintf ('\n%16.6e%16.6e',x(1) ,y(1)); 
for i= 1:n 


% Read the initial conditions, number of 


% steps and step size: 


x(1) = input( ... 
'\nEnter initial value of x: '); 
y(1) = input( ... 


‘Enter initial value of y: 


“yy 


n = input( ‘Enter number of steps: 
h = input( ‘Enter the step size: '); 
fprintf ('\n x 


func (x (i) ,y(i)); 


yl = y(i) + sO*h; 
x(i+1) = x(i) + h; 


func (x (i+1) ,y1); 
(s0 + s1)/2.; 


y(i+1) = y(i) + sa*h; 
fprintf ('\n%16.6e%16.6e',x(i+1) ,y(it1)); 
end 


plot(x,y,'-or'), hold on 
% Exact solution: 


xe 


0:.05:3; ye = exp(sin(xe) ) ; 


plot (xe,ye,'-b') 


Figure 7.8 Computer program for solving the first-order ordinary differential equation 
by using the Heun’s method in Example 7.2. 
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7.4 Modified Euler’s Method 


A firi Viry) 


f Xirs Visy2) 


2 2 >x >x 
Xi Xi41/2 Xi+ Xi Xi+1 
(a) Slope at mid-step (b) Use of the average slope 


Figure 7.9 The modified Euler’s method. 


The idea of the modified Euler’s method is similar to the Heun’s method in the sense that accurate 
slope at the beginning of the step leads to an improved solution accuracy at the end of the step. The 
modified Euler’s method determines the value and its slope at the mid-step as shown in Fig. 7.9(a). The 
computed slope is then used at the beginning of the step to predict the solution at the end of the step as 
illustrated in Fig. 7.9(b). 


The solution at mid-step is first determined according to the Euler’s method, 


h 
Vien = Vit f(x; i) J (7.30) 


The slope at mid-step is then determined, 
Visy2 = Ff (eine Yaya) (7.31) 


The computed slope is used at the beginning of the step to determine the solution at the end of the step 
from 


Yi = Vit Feni Yisyy2)A (7.32) 


Example 7.3 Use the modified Euler’s method to solve the ordinary differential equation, 
dy 
dx 
with the initial condition of y(0)=1. Use the step size of h = 1.00 in the computation. Then, develop 


= ycosx (7.13) 


a corresponding computer program to solve the problem again but by decreasing the step size to 
h = 0.25. Itis noted that the problem is identical to Examples 7.1 and 7.2 that were previously solved 
by using the Euler’s and Heun’s method, respectively. 

For the first round with h=1.00 at x) =0 and yọ =1, the solution at mid-step is determined 


from Eq. (7.30), 
yp = 1+[(1)(1)](0.5) =. 15 (7.33a) 
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The slope at mid-step can then be determined by using Eq. (7.31), 
yp = 1.5cos(0.5) = 1.31637 
The computed slope is used at the beginning of the step to determine the solution at the end of the step 
according to Eq. (7.32) as 
yı = 1+(1.31637)(1) = 2.31637 (7.33b) 


which has the exact error of 


E e™( 2.31637 = 0.00341 (7.33c) 


t 


For the second round, x, =1 and y, = 2.31637, the solution and its slope at mid-step, the 
computed solution at the end of the step and the exact error are 


Viayo = 2.31637+[2.31637 cos(1)](0.5) = 2.94214 (7.34a) 
Yisy2 = 2.94214cos(1.5) = 0.20812 
yy = 2.31637+(0.20812)(1) = 2.52449 (7.34b) 
E, = e™(@)_ 2.52449 = -0.04191 (7.34c) 


Similarly, for the third round at x, =2 with y, = 2.52449, the solution and its slope at mid-step, 
the computed solution at the end of the step and the exact error are 


Von = 2.52449 + [2.52449 cos(2)](0.5) = 1.99921 (7.35a) 
Vosy2 = 1.99921cos(2.5) = -1.60165 
y, = 2.52449 + (—1.60165)(1) = 0.92284 (7.35b) 
E, en (3)_ 0.92284 = 0.22872 (7.35c) 


The solution obtained from the modified Euler’s method using the step size of A = 1 is compared 
with the Euler’s, Heun’s and exact solutions as plotted in Fig. 7.10. 


Modified Euler 


Heun 


Exact 


0 l l l >x 


0 1 2 3 


Figure 7.10 Comparison of the solutions obtained from the Euler’s, Heun’s 
and modified Euler’s methods with the exact solution in Example 7.3. 
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Figure 7.11 shows the corresponding computer program of the modified Euler’s method for 
solving the differential equation in Example 7.3. The computed solution using h = 0.25 is compared 
with the Euler’s, Heun’s and exact solutions in Table 7.2. The modified Euler’s solution in the Table 
shows that the method provides the second-order solution accuracy, O(h?), in the same way as the 


Heun’s method. 


% Program Meuler fprintf ('\nSolution with step size = %10.4e is:' 
% A program for solving ordinary differential fprintf ('\n x y'); 
% equation using the modified Euler’s method fprintf ('\n%16.6e%16.6e',x,y) ; 

% Read initial conditions, number of steps, for i= 1:n 

% and step size: s0 = func(x,y); 
%-------------------------------------------- yl = y + sO*h/2.; 

func = @(x,y) y*cos (x); xl = x + h/2.; 

Sos Sas HS5 Ss Sse ss SS HasoSsescS sess a sa = func(x1,yl1); 

x = input('\nEnter value of x: '); y = y + sath; 

y = input( 'Enter value of y: '); x =x+h; 

n = input( 'Enter value of n: '); fprintf ('\n%16.6e%16.6e',x,y); 

h = input( 'Enter value of h: rig end 


Figure 7.11 Computer program for solving the first-order ordinary differential equation 
by using the modified Euler’s method in Example 7.3. 


Table 7.2 Comparison of the solutions obtained from the Euler’s, Heun’s and modified Euler’s 
methods with the exact solution. 


Numerical solutions 


x Exact solution Euler Heun Modified Euler 
0.00 1.00000 1.00000 1.00000 1.00000 
0.25 1.28070 1.25000 1.27639 1.27906 
0.50 1.61515 1.55279 1.60492 1.61263 
0.75 1.97712 1.89346 1.95996 1.97545 
1.00 2.31978 2.23982 2.29581 2.32096 
1.25 2.58309 2.54236 2.55358 2.58805 
1.50 2.71148 2.74278 2.67858 2.71888 
1.75 2.67510 2.79128 2.64153 2.68173 
2.00 2.48258 2.66690 2.45139 2.48539 
2.25 2.17727 2.38944 2.15141 2.17541 
2.50 1.81934 2.01419 1.80087 1.81444 
2.75 1.46472 1.61078 1.45413 1.45952 
3.00 1.15156 1.23857 1.14776 1.14820 


7.5 Runge-Kutta Method 


The Runge-Kutta method is popular and has been used to solve scientific and engineering 
problems that require high solution accuracy. The key idea of the method is to obtain a proper slope at 
x; in order to determine accurate solution y,,, at x,,,. The predicted solution is first written in the 
form similar to the three methods previously explained, 


Vier = Vit P(X; Yi Ah)h (7.36) 
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where $(x;, yi, h) is called the increment function. The increment function representing the average 
slope over the step / is expressed in a general form as 


@ = ak, tak, +a,k,+...+a,k, (7.37) 

where a;,i=1, 2,3,..., are constants and 
kh = f(xy) (7.38a) 
ky = f+ Py +quıkih) (7.38b) 


ky = f(x, + Pih, Vj + dak ht Gay ky h) (7.38c) 


k, = fie +Pnah, Vit Mari At nay koh 
$24 nin kna A) (7.38n) 


The subscript n in Eq. (7.37) denotes the order of the Runge-Kutta method. For example, the method is 
called the first-order Runge-Kutta method if n = 1. By considering Eqs. (7.36) - (7.38a), the first-order 
Runge-Kutta method is equivalent to the Euler method. Ifn = 2, Eqs. (7.36) - (7.38b) yield the second- 
order Runge-Kutta method. The parameters k;,i=1,2,3, ...,n in Eq. (7.38) depend on the given 
function on the right-hand side of the ordinary differential equation. The coefficients p and q are 
constants which can be determined and will be shown later. Determination of these coefficients for the 
fourth-order Runge-Kutta method is also presented in details in Appendix C. It is noted that the value 
for the parameter k) must be known prior to determining the parameter k). Similarly, the value of the 
parameter k, must be known earlier in order to determine the parameter k,. To understand the Runge- 


Kutta method clearly, the following section explains the second-order Runge-Kutta method (n = 2) in 
details. 


7.5.1 Second-order 


For the second-order Runge-Kutta method (n = 2), the general form of Eqs. (7.36) - (7.38) become 


Vai FE (a, kı ta, ky)h (7.39) 
where k = foy) (7.40) 
and k, = f + pih, y+ qk h) (7.41) 


There are four unknowns of a,, a, , p, and q,, in Eqs. (7.39) - (7.41). These four unknowns are 


determined such that the second-order Runge-Kutta method provides the same solution accuracy as that 
obtained from the Taylor series expansion with three terms, 


; h? 
Yi = Vi + fxr yi)h + Sony) zy Pais (7.42) 


From chain-rule, the first-order derivative term in Eq. (7.42) can be expressed as 


of fd _ of of 
ax + Oy ae Ox + f(x; yi) a (7.43) 


F'xi yi) 


By substituting Eq. (7.43) into Eq. (7.42), 
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ð af \ h? 

Yn = h + fennde + (“ope Al® + .. (7.44) 
Ox oy) 2 

Thus, in order to determine the four unknowns, the second-order Runge-Kutta Eq. (7.39) must be 


written in the form of the Taylor series in Eq. (7.44). To do that, the Taylor series expansion with two 
variables 


g(xtr,y+s) = g(x,y) + pos + yE (7.45) 
Ox Oy 


is first applied to Eq. (7.41) leading to 
ð 0 
ky = flx y) + Pye + ihe to, (7.46) 
Ox oy 


By substituting k; from Eq. (7.40) into Eq. (7.46), then further substituting Eq. (7.46) into Eq. (7.39) and 
rearranging terms, Eq. (7.39) finally becomes 


Yin = Vi t la, f(x yi) + az F(x yi) h 
fa] fa) 
+ fas Le asansor r) L| E oe (7.47) 
Ox oy 


By comparing the Runge-Kutta Eq. (7.47) with the Taylor series Eq. (7.44), the following three 
conditions are obtained, 


ay, + ay = 1 (7.48a) 
ap, = 1/2 (7.48b) 
aqy = V2 (7.48c) 


Since there are four unknowns with the only three available conditions, an unknown must be given in 
order to determine the rest of the unknowns. 


If a, =1/2 is selected, then Eqs. (7.48a-c) yield 
ay = 1/2 : p = 1 ; Gi = 1 (7.49) 


Then, the second-order Runge-Kutta Eq. (7.39) is 


Ya Se G kı + t) h (7.50) 
and Eqs. (7.40) - (7.41) are 
k = fxs y) = slope at the beginning of step h 
ky = f(x, +h, y,+hk) = slope at the end of step h 


It is noted that Eq. (7.50) is identical to Eq. (7.26b) which is the Huen’s method presented in Section 7.3. 
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If a, =1 is selected, then Eqs. (7.48a-c) yield 


a, = 0 > Pp = 12 > qu = 1/2 (7.51) 
Then, the second-order Runge-Kutta Eq. (7.39) is 
View = Yi + (O+k)A (7.52) 


and Eqs. (7.40) - (7.41) are 
ky = FG; yi) 


ky = f(x +i, Yi +h = slope at the end of step h 


slope at the beginning of step A 


It is also noted that Eq. (7.52) is identical to Eq. (7.32) which is the modified Euler’s method presented 
in Section 7.4. 


Equations (7.50) and (7.52) for the second-order Runge-Kutta method provide a solution with the 
second-order of accuracy, O(h’). The second-order Runge-Kutta method reduces the solution error to a 
quarter if the step size A is cut by a half. 


7.5.2 Third-order 


The third-order Runge-Kutta method (n = 3) can be obtained from the general expressions as 
shown in Eqs. (7.36) - (7.3.8). The widely used third-order Runge-Kutta method is in the following 
form, 


Yap = Ve È (ki +4 k, +k, | h (7.53) 
where 
k = fay) (7.54a) 
k = f(x + xh y; + shh; (7.54b) 
ky = f(x, +h, y, -hk, +2hk,) (7.54c) 


Solution error obtained from Eq. (7.53) decreases with the step size A as the third order, O(h°). 
The computational procedure of the third-order Runge-Kutta method is simple as shown in the following 
example. 


Example 7.4 Develop a computer program by employing the third-order Runge-Kutta method to solve 
the differential equation 
ay 


te = ycosx (7.13) 


with the initial condition of y(0)=1. Use the step size of h =0.25 in the computation and compare the 
solution with the exact and Heun’s solutions. 


Starting from the initial condition of yọ =1 at xy =0, Eqs. (7.53) - (7.54) give 


Ordinary Differential Equations 243 


EE E qa 
= i “(5 }(0.25)(1 oos( 22) - 1.11622 
k, = [1—(0.25)(1) + 2(0.25)(1.11622)]cos(0.25) = 1.26745 
eS is | £(1-+4(1.11622)+1.26748) (0.25) = 1.28051 


The solution of y, =1.28051 obtained from the first step at x, =0.25 is used to determine the 
solution at the end of the second step as 


= (1.28051)cos(0.25) = 1.24071 

ky = 1.2s0s1+(5 Joo2sya, 24071) [eos 025+ 225) = 1.33584 
k, = [1.28051 —(0.25)(1.24071) + 2(0.25)(1.33584)]cos(0.25+0.25) = 1.43771 
= 1.61475 


yı = 1.28051 + | $(1.24071+4(1.33584)+ 1.43771) (0.25) 


The same process is repeated to determine the solutions at the later steps. Figure 7.12 shows the 
computer programs of the third-order Runge-Kutta method for solving the differential equation in this 
example. The computed solutions at different time steps are compared with the exact and Heun’s 
solutions as shown in Table 7.3. 


% Program RK3 for i = 1:n 

% A program for solving an ordinary ak1 = FSC ry (i)); 

% differential equation by using the xx = x(i) h/2 

% third-order Runge-Kutta method. yy = y(i) i h*ak1/2. 

% Provide the f(x,y) function: ak2 = func(xx,yy) ; 

func = @(x,y) (y*cos (x) ); xx = x(i) + h; 

% Read the initial conditions, number of yy = y(i) - h*akl + 2.*h*ak2; 

% steps and step size: ak3 = func(xx,yy) ; 

x(1) = input( ... y(itl) = y(i) + (akl + 4*ak2 + ak3) *h/6; 
'\nEnter initial value of x: E x(i+1) = x(i) + h; 

y(1) = input( .. fprintf ('\n%16.6e%16.6e',x(i+1) ,y(it1)); 
'Enter initial “value of y: '); end 

n = input( ‘Enter number of steps: EES plot(x,y,'-or'), hold on 

h = input( ‘Enter the step size: '); % Exact solution: 

fprintf ('\n x y'); xe = 0:.05:3; ye = exp(sin(xe)) ; 

fprintf ('\n%16.6e%16.6e' ,x(1) ,y(1)); plot (xe,ye,'-b') 


Figure 7.12 Computer program for solving the first-order ordinary differential equation 
by using the third-order Runge-Kutta method in Example 7.4. 


7.5.3 Fourth-order 


The fourth-order Runge-Kutta method (n = 4) is widely used for solving many scientific and 
engineering problems by embedding itself in commercial software. The method provides solution with 
the fourth-order of accuracy, O(h). The most popular form of the fourth-order Runge-Kutta method 
which was derived from the general form of Runge-Kutta Eqs. (7.36) - (7.38) is, 


1 
igs E ed F (k, +2 k, + 2k, rh) | (7.55) 
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where 
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= 
II 


f&n i) 


1 1 
k = rth y,+—hk 
2 s(x 3 yY 3 7 


~~ 
w 
Il 


s(x +da Yi +a) 


ky = f(x; +h, y;+hk) 


Details for the derivation of Eqs. (7.55) - (7.56a-d) are presented in Appendix C. 


Example 7.5 Use the fourth-order Runge-Kutta method to solve the differential equation 


dy _ 
aoe y COS x 


(7.56a) 


(7.56b) 


(7.56c) 


(7.56d) 


(7.13) 


with the initial condition of y(0)=1 by developing a computer program. Then, employ the program to 


determine the solution by using the step size of A = 0.25 . Compare the solution with the second-, third- 
order Runge-Kutta and exact solutions. 


condition of yọ =1 at xy =0, Eqs. (7.55) - (7.56) for the first step are 


ky 


ky 


ky 


ky 


= (1)cos(0) 


= i + [5 Je290 foos{ 22) 
= h + (5) (0.25)(1.1 1622) cos( 222) 


= [1+(0.25)(1.13064)]cos(0.25) 


= 1+ | £(1-+2(0.11622) + 2(1.13064) +1.24278) (0.25) 


= (1.28069)cos(0.25) 


0.25 


}(0.25)(1.24087) feos{ 0.25 4 225) 


1 

2 

= [1.28069 + (4)0291.33602  oos{ 0.2 $ 223) 
= [1.28069 + (0.25) (1.34709)]cos (0.25 + 0.25) 


= 1.28069 + ( 


= 1.28069 + | (1.24087 + 2(1.33602)+2(1.34708)+1.41948)| (0.25) 


1 


1.11622 


1.13064 
1.24278 


1.28069 


1.24087 


1.33602 


1.34709 
1.41945 


1.61513 


Details of the computational procedure for the first two steps are shown below. With the initial 


For the second step with the computed y; =1.28069 at x, = 0.25 , Eqs. (7.55) - (7.56) are 


The process is repeated to determine solution for the other steps. Miscalculating a parameter in 


any step will cause error in the later steps. Thus, solving the problem by developing a computer program 
is essential. Figure 7.13 shows a fourth-order Runge-Kutta computer program for solving this problem. 
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User can employ the program to solve other differential equations by simply modifying the function 
declared in the program. 


The computed solutions at different x are compared with the exact and the second- and third- 
order Runge-Kutta solutions in Table 7.3. The table shows that the fourth-order Runge-Kutta solutions 
are more accurate than those obtained from the second- and third-order Runge-Kutta methods. For 
example, at x = 1.00, the fourth-order Runge-Kutta solution is 2.31974. Such solution has only 0.002% 
error as compared to the exact solution of 2.31978. The solutions obtained from the Euler’s, second- 
and third-order Runge-Kutta methods contain the errors of 3.45%, 1.03% and 0.02%, respectively. High 
solution accuracy of the fourth-order Runge-Kutta method has led to the method’s popularity for solving 
many practical applications as well as using in academic research. 


% Program RK4 ak1 = func(x(i),y(i)); 
% A program for solving an ordinary xx = x(i) + h/2.; 
% differential equation by using the yy = y(i) + h*ak1/2.; 
% fourth-order Runge-Kutta method. ak2 = func(xx,yy) ; 
% Provide the f(x,y) function: yy = y(i) + h*ak2/2.; 
func = @(x,y) (y*cos (x) ) ; ak3 = func(xx,yy) ; 
% Read the initial conditions, number of xx = x(i) + h; 
% steps and step size: yy = y(i) + h*ak3; 
x(1) = input( ... ak4 = func(xx,yy) ; 
'\nEnter initial value of x: DE y(i+1) = y(i)+(ak1+2*ak2+2*ak3+ak4) *h/6; 
y(1) = input( ... x(i+1) = x(i) + h; 
'Enter initial value of y: E er fprintf ('\n%16.6e%16.6e',x(i+1) ,y (i+1)); 
n = input( 'Enter number of steps: '); end 
h = input( 'Enter the step size: '); plot(x,y,'-or'), hold on 
fprintf ('\n x y'); % Exact solution: 
fprintf ('\n%16.6e%16.6e',x(1) ,y(1)); xe = 0:.05:3; ye = exp(sin(xe) ) ; 
for i= 1:n plot (xe,ye,'-b') 


Figure 7.13 Computer program for solving the first-order ordinary differential equation 
by using the fourth-order Runge-Kutta method in Example 7.5. 


Table 7.3 Comparison of the second-, third- and fourth-order Runge-Kutta solutions obtained from 
solving the differential Eq. (7.13) with the exact solution. 


Order of Runge-Kutta method 


x Exact Second Third Fourth 
0.00 1.00000 1.00000 1.00000 1.00000 
0.25 1.28070 1.27639 1.28051 1.28069 
0.50 1.61515 1.60492 1.61475 1.61513 
0.75 1.97712 1.95996 1.97657 1.97709 
1.00 2.31978 2.29581 2.31923 2.31974 
1.25 2.58309 2.55358 2.58273 2.58304 
1.50 2.71148 2.67858 2.71149 2.71144 
1.75 2.67510 2.64153 2.67555 2.67505 
2.00 2.48258 2.45139 2.48342 2.48254 
2.25 2.17727 2.15141 2.17832 2.17723 
2.50 1.81934 1.80087 1.82034 1.81931 
2.75 1.46472 1.45413 1.46547 1.46469 


3.00 1.15156 1.14775 1.15201 1.15155 
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7.6 System of Equations 


Practical scientific and engineering problems often require solving many first-order differential 
equations which are coupled. For example, the swinging pendulum problem explained in Section 7.1 
consists of two first-order differential Eqs. (7.57a-b). The two differential equations are coupled and 
must be solved simultaneously for their solutions. In general, a system of n first-order differential 
equations can be written in the form, 


d 

a = fiX, Yis Vas +19 Yn) (7.57a) 
X 

d 

ae = Pal, Yis Yas- Yn) (7.57b) 
dx 

d n 

a fax, Yis V29 00% Yn) (7.57n) 
X 


The methods, such as the Euler’s and Runge-Kutta methods explained earlier in Sections 7.2 - 
7.5, can be modified to solve the above set of coupled first-order differential equations. The example 
below presents the use of the presented methods to solve a second-order differential equation which is 
separated into two coupled first-order differential equations. 


Example 7.6 Employ the Euler’s method to solve the second-order differential equation 


d'y „dy 

+2% + 4y = 0 7.58 
aa = y (7.58) 
with the initial conditions of y(0)=2 and dy/dx(0)=0. Determine the solution from x = 0 to 3 by 
using the step sizes of h = 0.1 and 0.01. 


The exact solution to the differential Eq. (7.58) with the given initial conditions is 


y(x) = 2e~* cos (V3 x)+ L W3x) (7.59) 
v3 
The Euler’s method can be modified to solve the second-order differential Eq. (7.58). The 
differential equation is first separated into two first-order differential equations. For example, by 
assigning 
dy 


E g (7.60a) 
dx 
then, Eq. (7.58) becomes 
ae -2z — 4y (7.60b) 
dx 


with the initial conditions of y(x=0)=2 and z(x=0)=0. 
The Euler’s Eq. (7.12) is then applied to Eqs. (7.60a-b) as follows 
Yia = Vi + Al Yio z)h = y; + Z;h (7.61a) 
Zin = 2 + faxi Yi Zi)h = z; + (-2z,-4y;,)h (7.61b) 
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With the step size of A = 0.1, the first step yields 


2 + (0)(0.1) = 3 
0 + [-2(0)—4(2)] (0.1) = -08 


Yı 
Zi 


The computed solutions are then used in the second step to yield 


2 + (-0.8)(0.1) => “We? 
~0.8 + [-2(-0.8)—4(2)] (0.1) -1.44 


Y2 
Z2 


The process is repeated until the last step at x = 3 is reached. Figure 7.14 shows the corresponding 
computer program that follows the above procedure for solving this example. The computed solutions 
by using the step sizes of h = 0.1 and 0.01 are compared with the exact solution as shown in Table 7.4. 


% Program SysEul fprintf ('\n%16.6e%16.6e%16.6e', ... 

% A program for solving a set of two x(1),y(1),2z(1)); 

% ordinary first-order differential eqs. for i= 1:n 

% using the Euler's method. f1 = funcl(x(i) ,y (i) ,z(i)); 

% Provide the two functions: f2 = func2(x(i) ,y (i) ,z(i)); 

funcl = @(x,y,Z) (z); y(itl) = y(i) + £1*h; 

func2 = @(x,y,zZ) (-2.*z - 4.*y); z(itl) = z(i) + £2*h; 

% Read the initial conditions, number of x(itl) = x(i) + h; 

% steps and step size: fprintf ('\n%16.6e%16.6e%16.6e', ... 

x(1) = input( ... x (i+1) ,y(it1) ,z(it1)); 
'\nEnter initial value of x: A end 

y(1) = input( ... plot(x,y,'-or'), hold on 
‘Enter initial value of y: '); % Exact solution: 

z(1) = input( ... xe = 0:.05:3; sq3 = sqrt(3.); 
"Enter initial value of z: CEs ye = 2*exp(-xe) .* (cos (sq3*xe) + ... 

n = input( ‘Enter number of steps: '); sin (sq3*xe) /sq3) ; 
bas ' toes tye 

h = input ( Enter the step size: b plot (xe,ye, '-b') 

fprintf ('\n %9s %15s %15s','x','y','z'); 


Figure 7.14 Computer program for solving the second-order ordinary differential equation 
by using the Euler’s method in Example 7.6. 


Example 7.7 Solve the problem in Example 7.6 again but by developing a computer program that 
employs the fourth-order Runge-Kutta method. Use the step size of h = 0.1 and compare the solution 
obtained with the exact and the Euler’s solutions. 


The second-order differential equation in Eq. (7.58) is firstly separated into the two first-order 
differential equations as shown in Eqs. (7.60a-b). The fourth-order Runge-Kutta method as shown in 
Eqs. (7.55) - (7.56) is then applied to each differential equation as follows, 


1 

Yin 5 Si È (ky 2 ka, +2k3, tka) |A (7.62a) 
1 

Zi+l = Zi È (kiz 2 ky, t 2k3, t ky.)|h (7.62b) 

where 

ky = Sin Wi 21) (7.63a) 
l h l hk l hk 

k, =f Hy tah yt yhhy 4 + hs (7.63b) 
: h } hk : hk 

k, = f A Vite ay Zi tT 3z (7.63c) 
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1 1 1 
k = ; +—h, y,+—hk,,, z;+—hk, 
2z fal x 2 y ly Z 7 z) 


ky, = AbEEL yt phys zi 45 hh | 


2 2 
ky, = Sr lx; +h, yj thks, z; +hky,) 


The functions f; and f) are 


2 


fiis Vis Zi) = Zi and Salis Yi Zi) = 


Dep AY; 


For example, at the first step, x» =0, yy =2, Z) =0 where A =0.1, Eqs. (7.63) - (7.64) are 


k, = fi(0,2,0) = 0 

kz = f,(0,2,0) = -8 

ka, = fi(0.05, 2,-0.4) = -04 
ky. = fy(0.05, 2,-0.4) = -72 
ky, = f,(0.05,1.98,-0.36) = -0.36 
ky, = fy (0.05,1.98,-0.36) = -7.2 
ką, = f,(0.10,1.964,-0.72) = -0.72 
ky = fy(0.10,1.964,-0.72) = -6.416 


Then, the new solutions of y and z in Eqs. (7.62a-b) are 


Yı 


1 
24 [= 0+2 0.4) +2(-0.36)+( 072) |0) 


mS 0 + [E C8+2(72) +272) +6416) |0) a 


1.962667 


— 0.720267 


(7.634) 


(7.64a) 


(7.64b) 


(7.64c) 


(7.64d) 


These solutions are used in the computation of the second step. The process is repeated until the last 
step is reached. Figure 7.5 shows the corresponding computer program for solving this example by using 
the fourth-order Runge-Kutta method. The computed solution is compared with the exact and Euler’s 


solutions in Table 7.4. 


Table 7.4 highlights the solution accuracy obtained from the fourth-order Runge-Kutta method. 
The table compares the Runge-Kutta solution with the Euler’s solutions that use different step sizes. For 
example, the exact solution at x = 1.0 is 0.301149. By using the step size of h = 0.1, the Runge-Kutta 
solution has the error only 0.004% while the Euler’s solution produces the error 38%. The Euler’s 
method still yields the error 3.6% even though the step size is reduced to one-tenth with h = 0.01. Since 
the fourth-order Runge-Kutta method can provide high solution accuracy and a corresponding computer 
program can be easily developed, the method is widely used for solving ordinary differential equations. 
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% Program SysRK4 ak2y = funcl (xx,yy,2ZZ) ; 
% A program for solving a set of two ak2z = func2 (xx,yy,ZZ) ; 
% ordinary first-order differential eqs. yy = y(i) + h*ak2y/2.; 
% using fourth-order Runge-Kutta method. zz = z(i) + h*ak2z/2.; 
% Provide the two functions: ak3y = funcl (xx,yy,ZZ) ; 
funcl = @(x,y,Z) (z); ak3z = func2 (xx,yy,ZZ) ; 
func2 = @(x,y,zZ) (-2.*z - 4.*y); xx = x(i) + h; 
% Read the initial conditions, number of yy = y(i) + h*ak3y; 
% steps and step size: ZZ = z(i) + h*ak3z; 
x(1) = input( ... ak4y = funcl (xx,yy,2ZZ) ; 
'\nEnter initial value of x: '); ak4z = func2 (xx,yy,ZZ) ; 
y(1) = input( ... y (itl) = y(i) + (akly + 2*ak2y + ... 
‘Enter initial value of y: '); 2*ak3y + ak4y) *h/6; 
z(1) = input(... z(itl) = z(i) + (aklz + 2*ak2z + ... 
"Enter initial value of z: iS is 2*ak3z + ak4z)*h/6; 
n = input( ‘Enter number of steps: tg x(i+1) = x(i) + h; 
h = input( 'Enter the step size: '); fprintf ('\n%16.6e%16.6e%16.6e', ... 
fprintf ('\n %9s %15s %15s','x','y','z'); x(i+1) ,y (itl) ,z(it1)); 
fprintf ('\n%16.6e%16.6e%16.6e', ... end 
x(1) ,y(1) ,2(1)); plot(x,y,'-or'), hold on 
for i = 1:n % Exact solution: 


akly = func1(x(i),y(i),z(i)); xe = 0:.05:3; sq3 = sqrt(3.); 

aklz = func2(x(i) ,y(i),z(i)); ye = 2*exp(-xe) .*(cos(sq3*xe) + ... 
XX = x(i) + h/2.; sin (sq3*xe) /sq3) ; 
yy = y(i) + h*akly/2.; plot(xe,ye,'-b') 


zz z(i) + h*ak1z/2.; 


Figure 7.15 Computer program for solving the second-order ordinary differential equation 
by using the fourth-order Runge-Kutta method in Example 7.7. 


Table 7.4 Comparison of the Euler’s and fourth-order Runge-Kutta solutions obtained from solving 
examples 7.6 and 7.7 with the exact solution. 


Euler Runge-Kutta 
x Exact h-0.1 h-0.01 h-01 
0.00 2.000000 2.000000 2.000000 2.000000 
0.50 1.319400 1.359360 1.322049 1.319407 
1.00 0.301149 0.185380 0.290313 0.301136 
1.50 -0.248709 -0.429154 -0.264388 -0.248732 
2.00 -0.306246 -0.400115 -0.314619 -0.306259 
2.50 -0.149181 -0.121281 -0.147723 -0.149181 
3.00 -0.004579 0.076168 0.001437 -0.004571 


Example 7.8 Use the Euler’s and fourth-order Runge-Kutta methods to solve the swinging pendulum 
angle O(t) from the second-order differential equation 


dog. 
—++sind = 0 7.2 
d? L 02) 
o\L 
see Use the gravitational accelerating constant of g = 9.8 m/sec? and the 


chord length of L = 0.5 m. The pendulum is released from the angle 
hg of @ =2/4 radian. 
Oty As mentioned earlier in section 7.1, the governing differential 
Eq. (7.2) is nonlinear. Derivation of the exact solution is lengthy 
Figure 7.16 Swinging pendulum. 
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and difficult. For small swinging angle, the governing differential equation becomes linear and the exact 
solution can be derived easily as shown by Eqs. (7.5) - (7.9). The exact solution for small swinging 


angle is 
A & 
At) = O% COs t (7.8) 


By substituting the given values 6,, g and L, the solution is 


m 9.8 
a(t) = Zcos 22: 7.65 
) 4 V05 Ge) 


Approximate solution to the nonlinear differential Eq. (7.2) can be obtained conveniently by 
applying the Euler’s or Rung-Kutta method. The procedure starts from separating the governing second- 
order differential equation into two first-order differential equations as follows, 


as shown in Table 7.5. 


dO 

a 7.3 
7 B (7.3a) 
OB x E (7.3b) 
dt L 


The Euler’s or the Runge-Kutta method can then be applied to solve these two equations simultaneously 
by using the same procedure as explained in Examples 7.6 and 7.7. Corresponding computer programs 
similar to those shown in Figs. 7.14 and 7.15 can also developed for their solutions. Table 7.5 shows 
the comparison of the solutions obtained from the two methods by using different step sizes. The table 
also shows a relatively large difference between the solutions arisen from solving the linear and nonlinear 
differential equations. The solution difference suggests the importance for obtaining the solution of the 
original nonlinear equation. This is because nonlinear differential equations always occur in practical 
scientific and engineering problems. 


Table 7.5 Comparison of the solutions for the swinging pendulum in Example 7.8 at different times. 


Nonlinear solution (6, radian) 


Timet Linear solution Euler Euler Runge-Kutta 
(sec) (0, radian) h=0.01 h=0.001 h=0.01 
0.0 0.785398 0.785398 0.785398 0.785398 
0.2 0.497118 0.531681 0.522414 0.521418 
0.4 -0.156096 -0.106033 -0.104951 -0.104747 
0.6 -0.694720 -0.691733 -0.659939 -0.656418 
0.8 -0.723351 -0.820165 -0.764768 -0.758862 
1.0 -0.220971 -0.398713 -0.353641 -0.349142 


7.7 MATLAB Commands 


MATLAB has several commands for solving ordinary differential equations. These commands 


include ode45, ode23, ode113, etc. The format for using these commands is 
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[x,y] = solver (odefunc, span, y0) 


where solver is the command used, such as ode45, ode23 or ode113. 
odefunc is the function on to be solved 
span is the interval and step size 
yo is the initial condition 


Example 7.9 Employ the MATLAB command ode45 to solve the differential equation 
— = ycosx (7.13) 
with the initial condition of »(0)=1. Use the step size of 0.25 for the time interval of x = 0 t0 x = 3. 
The MATLAB commands for solving the differential Eq. (7.13) and its solution are as follows 
>> f = inline(‘y*cos(x)’,‘x’,‘y’); 
>> [x,y] = ode45(f, [0:0.25:3],1); 
>> y 


y= 


4647 
11516 


PRPENNNNNNHFFKEHEEHR 


The solutions above are quite accurate as compared to the exact solution. Details of the MATLAB 
commands and their solution accuracy are provided in Table 7.6. 


Table 7.6 Details of the commands ode23, ode45 and ode113 for solving a first-order ordinary 


differential equation. 


Command Accuracy Details 
ode23 Low Use the second- and third-order Runge-Kutta methods. 
sine Medium Use the fourth- and fifth-order Runge-Kutta methods. The 


command is popular and widely used. 


Use the multistep methods of Adams-Bashforth and 


de113 i i 
Ea Medini to iph Adams-Moulton formula explained in section 7.8. 


Example 7.10 Employ a MATLAB command ode45 to solve the set of two first-order differential 
equations in Example 7.6 

Oy .s 

de? 
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ae 2y, — 4y, 
with the initial conditions of y,(x =0)=2 and y,(x=0)=0. 


An m-file under the name sysode.m corresponding to the given differential equations is firstly 
established as follows 


function dy = sysode(x,y) 
dy = zeros(2,1); 

dy(1) = y(2); 

dy(2) = -2*y(2) = 4*y(1); 


Then, the MATLAB command ode45 is employed by using the format 
>> [x,y] = ode45(@sysode, [0:0.5:3], [2 0]) 


The response from MATLAB is as follows 


= 


0 
.5000 
000 
000 
000 
000 
000 


WNHNRFRF OO 
OTON O 


2.0000 0 
1.3194 -2.1339 
0.3012 -1.6772 
-0.2487 -0.5331 
-0.3063 0.1981 
-0.1492 0.3518 
-0.0046 0.2036 


The y-solution above consists of two columns. The first column ( y; ) is the solution to the problem 


while the second column contains the values of y, , i.e., derivatives of yı. The solution ( y; ) to the 
problem is accurate as compared to the exact solution in Table 7.4. 


7.8 Multistep Methods 


All methods presented in Sections 7.2 - 7.6 are for determining a new solution y;,, at x,;,, from 
the computed solution y, at x, as depicted in Fig. 7.17(a). These methods are called one-step method 


because only the computed solution from the previous step is used to determine a new solution at the 
next step. Since many solutions have been computed, they can be used to determine a new solution as 
described by Fig. 7.17(b). The new solution should be more accurate because it was determined from 
many previous computed solutions. Such concept has led the so called multistep method as will be 
presented in this section. 
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(a) One-step method (b) Multistep method 


Figure 7.17 Concept of the one- and multistep methods. 


7.8.1 Non-self-starting Heun’s method 


One of the simple multistep methods is based on the Heun’s method studied in section 7.3. The 
Heun’s method consists of two steps for determining the predictor and corrector as shown in Eqs. (7.26a- 


b). The predictor y?,, is determined from 


Yan = Vi + SRp)A (7.26a) 


where f Gs y;) is the slope at x, as shown in Eq. (7.18a). The computed y°,, from Eq. (7.26a) is used 


to determine the slope at x,,,. Then, the corrector is determined from 


0 
Vig = + f (x;, DEMAN yea) h (7.26b) 

The above procedure suggests that if a more accurate predictor y? can be determined, the 
computed solution accuracy is increased. A more accurate predictor yey can be obtained by following 
the concept of Fig. 7.18(b). The slope at x; for determining the solution y,,, is computed from the 


solution at x;_, with the step size of 2/ as 


Vier = Vir + f(y) 2h (7.66) 
Improved solution accuracy obtained from the predictor in Eq. (7.66) will be demonstrated in Example 
7.11. It is noted that, at the very beginning of the computational process for determining yı, only yo is 
available while y_, is not known. Such incomplete information at the starting point of the computation, 
has led to the name of the non-self-starting Heun’s method. 
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Jy f Sis Yin oe A F(X yta) Teui 
A 
ste ah Sanyi) 
h <«— h —> h — 
>x 
X; X X Xi- Xi Xi+1 
(a) One-step method (b) Multistep method 


Figure 7.18 Concept of the one- and multistep non-self-starting Heun’s methods. 


In conclusion, the non-self-starting Heun’s method is the predictor-corrector method that consists 
of two steps: 


Predictor: yla = y + f(x y,) 2h (7.67a) 
0 
Corrector: Vint = y + PGs; y;) + flees A h (7.67b) 


Example 7.11 Employ the non-self-starting Heun’s method to solve the differential equation 


ay 


is = ycosx (7.13) 


with the initial condition of y(0)=1. Use the step size of h = 1.00 and compare the computed solution 
with those obtained from the one-step Heun’s method in Example 7.2. 


It is noted that the non-self-starting Heun’s method requires the value y_, at x =—h=~-1 to 
determine the solution at the first step. The value y_, may be determined from the fourth-order Runge- 


Kutta method as described in section 7.5.3 or by employing the computer program in Fig. 7.13. The 
method yields y_, = 0.43036. The predictor in Eq. (7.67a) for the first step of the computation is 


ye = 0.43036+[(1)(1)](2)(1) = 2.43036 (7.68a) 
Then, the slope at the end of the step is 
f(x, y?) = (2.43036) cos(1) = 1.31313 
and the corrector in Eq. (7.67b) gives the solution 
Pre Pe a = 2.15657 (7.68b) 


2 
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The true error is 
E, = en) _ 2.15657 = 0.16321 (7.68c) 


which is less than the error of 0.27948 obtained from the one-step Heun’s method as shown in Eq. 
(7.27c). 


Similarly, the second step of the computation starts from x, =1 and y; =2.15657. The 
predictor, slope at end of the step, corrector and true error are 


y = 1+[2.15657cos(1)|(2)(1) = 3.33040 (7.69a) 
(xa. y2) = (3.33040) cos(2) = ~1,38594 

i 2.15657 + 1165707138504 (1) = 2.04620 (7.69b) 

E, = e%(2)_ 2.04620 = 0.43638 (7.69c) 


Again, the solution error produced by the non-self-starting Heun’s method is less than that from the one- 
step Heun’s method as shown in Eq. (7.28c). 


7.8.2 Adams-Bashforth method 


One of the multistep methods widely used and implemented in many commercial software is 
based on the Adams-Bashforth formulas. The formulas are sometimes called the Adams open formulas. 
The formulas were derived from the Taylor series expansion as shown in Eq. (6.134) 


fi fi 
Via = V + fih + g” + a Meaga 
E, E 
or Viar = Vi F h fi + rel F eat aries (7.70) 
For example, the first backward divided-difference as shown in Eq. (6.138) is 
J: La + f+ olr?) (7.71) 


By substituting Eq. (7.71) into Eq. (7.70) 


h Ka Ta h n" 2) h’ n" 
; = y+ Alf, + -| =— +- f" + Oh see fe eas 
i+ Yi E =( h ou ( ) 6 i 


and arranging terms to get 


3 1 5 3 pn 4 
; = y + hl—f,--f,4|+ >h fi + Oh 
yin = n + AEn- Sa] Še ol) 
3. 1 i 
or Yin = e+ BUSS fa] + ok) (7.72) 


Equation (7.72) is called the second-order Adams open formula. It is called the open formula because 


the new solution y,;,, can be determined directly from the known functions f; and f;_ı previously 


computed in the earlier steps. It should be noted that for the first step atx =0, y; and f; are known and 
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Yi-ı may be determined by using the Runge-Kutta method as explained in Example 7.11. Application 
of the Adams open formula is presented in Example 7.12. 


Similarly, the third-order Adams open formula can be derived from the second backward divided- 
difference from Table 6.5 


fl = Aate + Olh) (7.73) 


By substituting Eqs. (7.71) and (7.73) into Eq. (7.70) and arranging terms, the new solution y,,, is 


23 16 5 4 
; = y + h i „+ l + O\h 7.74 
Yi+l Yi (Z; H = fa) ( ) ( ) 


which is called the third-order open Adams formula. High-order open Adams-Bashforth formulas can 
be derived by using the same procedure. The new solution y;,, can be written in a more general form 
as 


n-l 
Yia = Vi + AVA Sin + oln”) (7.75) 
k=0 
where n is the order of the Adams-Bashforth formula and the coefficients 2, are shown in Table 7.7. 


Table 7.7 Coefficients 2, in the Adams-Bashforth formula. 


Order Bo Êi B, b B, Bs 
1 1 
3 1 
s 2 E 
; 23 _16 5 
12 12 12 
3 55 209 37 ai 
24 24 24 24 
7 1,901 2,774 2,616 1,274 251 
720 720 720 720 720 
4,277 7,923 9,982 7,298 2,877 475 
1,440 1,440 1,440 1,440 1,440 1,440 


Example 7.12 Develop a computer program by using the fourth-order Adams-Bashforth formula to 
solve the differential equation 


k = ycosx (7.13) 


with the initial condition of y(0)=1. Use the step size of h = 0.25 and compare the solution obtained 
with the exact solution. 


From Eq. (7.75) and Table 7.7, the fourth-order Adams-Bashforth formula is 
55 


59 37 9 
: = y th . 1 + ; = 7.76 
Vi+l Yi (Zs aa 34-2 T ) ( ) 
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For the first step i= 0 of the computation at x) =0, the given initial condition is yọ =1. However, Eq. 
(7.76) in the formula needs the values y_,, y_,, y_, in order to determine f,, f and f3, 


respectively. The fourth-order Runge-Kutta computer program as shown in Fig. 7.13 can be used to 
yield y_; =0.78083, y_, =0.61914 and y_, =0.50579. Thus, the values of the functions in Eq. (7.76) 


when i= 0 are 


fo = (1)cos(0) = 1.00000 
fa = (0.78083) cos (-0.25) = 0.75656 
f, = (0.61914) cos(-0.50) = 0.54335 
f, = (0.50579) cos (-0.75) = 0.37008 


Thus, the solution y, at the first step by using Eq. (7.76) is 


55 59 37 9 
1 + 0.25} —(1.00000) - — (0.75656) + —(0.54335) —- — (0.37008 
7 (Z ..00000) - 20.75656) + 7(0.54335)- (0.37008) 


1.28267 


The solution obtained from the first step is used to determine the solution at the second step. The 
same process is repeated for determining the solutions at the later steps. The process is terminated when 
the specified number of steps is met or the last step is reached. A corresponding computer program that 
uses the fourth-order Adams-Bashforth formula is shown in Fig. 7.19. The values y, y_., y_3 
required by the program can be determined by using the fourth-order Runge-Kutta computer program as 
shown in Fig. 7.13. The computed solution obtained from the fourth-order Adams-Bashforth computer 
program is compared with the exact solution as shown in Table 7.9. 


% Program AdamBas fprintf('\n %9s %15s','x','y'); 
% A program for solving an ordinary for i= 1:n 
% differential equation by using the f0 = func(x(i) ,y(i)); 
% fourth-order Adams-Bashforth method. xml = x(i) - h; 
% Provide the f(x,y) function: f1 = func(xml1,yml1) ; 
func = @(x,y) (y*cos (x) ) ; xm2 = x(i) - 2.*h; 
% Read the initial conditions of x0, y0, f2 = func(xm2,ym2) ; 
% y-1, y-2, y-3, the number of step and xm3 = x(i) - 3.*h; 
% step size: f3 = func(xm3,ym3) ; 
x(1) = input( ... ym3 = ym2; 

'\nEnter initial value of x: '); ym2 = yml; 
y(1) = input( ... yml = y(i); 


'Enter initial value of y: '); 
yml = input( ... 


'\nEnter initial value of y-1: B g 
ym2 = input( ... 

'\nEnter initial value of y-2: '); 
ym3 = input( ... 

'\nEnter initial value of y-3: ia 2 
n = input( ‘Enter number of steps: '); 
h = input( ‘Enter the step size: '); 


y(i+1) = y(i) + (55*£0 - 59*£1 + ... 
37*£2 - 9*£3)*h/24; 
x(itl) = x(i) + h; 
fprintf ('\n%16.6e%16.6e',x(i) ,y(i)); 
end 
% Exact solution: 
plot(x,y,'-or'), hold on 
xe = 0:.05:3; ye = exp(sin(xe)) ; 
plot (xe,ye,'-b') 


Figure 7.19 Computer program for solving the first-order ordinary differential equation 
by using the fourth-order open Adams-Bashforth formula in Example 7.12. 
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7.8.3 Adams-Moulton method 


The Adams-Moulton method is similar to the Adams-Bashforth method but can provide higher 
solution accuracy for general problems. The Adams-Moulton formulas are derived by using the 
backward Taylor series expansion in the form 


fight + Fin yp fapa.. 


Yi = Yin T 2! 31 
hu 3 Kon 
or Ya = Vp | Sa z + zr itt Tose (7.77) 
The first-order derivative term in Eq. (7.77) is approximate by using the backward divided-difference as 
' iH Ji h n" 
fia = HL s Fp, + ol) (7.78) 
By substituting Eq. (7.78) into Eq. (7.77) and arranging terms to yield 
1 1 
ya = n + WS hats) + ob) (119) 


Equation (7.79) is called the second-order Adams closed formula. It is called the closed formula because 
the function /;,,; on the right-hand side of Eq. (7.79) depends on the value y;,,; which is also unknown. 


Other high-order Adams closed formulas can be derived by using the same procedure as explained 
Details of the derivation are omitted herein and are left as exercise. The Adams-Moulton 


above. 
formulas can be written in a general for as follow 
aa +1 
Vien = Vit WYP Sie + O(n" ) (7.80) 
k=0 


where n is the order of the formula and 2, are the coefficients as shown in Table 7.8. 


Table 7.8 Coefficients 2, in the Adams-Moulton formulas. 


Order Bo Ê By b Ba B; 

1 1 
2 1 1 

2 2 
3 5 8 1 

12 12 12 
4 9 19 wt 1 

24 24 24 24 
5S 251 645264 106 mc 

720 720 720 720 720 
6 475 1,427 798 482 173 27 


1,440 1,440 1,440 1,440 1,440 1,440 
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Example 7.13 Apply the fourth-order Adams-Moulton formula to solve the differential equation 
dy 
dx 
with the initial condition of y(0)=1. Use the step size of h = 0.25 and compare the solution obtained 


= ycosx (7.13) 


with the exact solution and the solution from the fourth-order Adams-Bashforth formula in Example 
7.12. 


From Eq. (7.80) and Table 7.8, the fourth-order Adams-Moulton formula is 


9 19 5 1 
: = . 4 h s | : . t i 7.81 
Viti Yi Gaz xg i x4 H afi] ( ) 


Similar to the Adams-Bashforth method in Example 7.12, the initial condition at the first step x) =0 is 
Yo =1. The fourth-order Adams-Moulton formula in Eq. (7.81) needs f_, and f_, which are 
determined from y_, and y_,, respectively. These values y_, and y_, can be determined by using the 
fourth-order Runge-Kutta computer program in Fig. 7.13 to yield y_, = 0.78083 and y_, = 0.61914. 
The given yọ and the computed y_, and y_, lead to the three function values of fọ = 1.00000, f; = 
0.75656, f_, = 0.54335. Thus, Eq. (7.81) for the first step is 


y = 1+ 0.25 Fu + (1.00000) -Š (0.75656) + 5 (0.54335)| (7.82) 
It is noted that, by using the given function 

fi = y,cos(x,) = y,cos(0.25) = 0.96891y 
thus, the solution of y; from Eq. (7.82) is 


yı = 1.28049 


which is more accurate than that from the Adams-Bashforth formula as compared to the exact solution. 
Table 7.9 compares the Adams-Bashforth and Adams-Moulton solutions with the exact solution. The 
table also shows the true errors produced by the two methods. 


Table 7.9 Comparison of the Adams-Bashforth and Adams-Moulton solutions with the exact solution 
for Example 7.13. 


Adams-Bashforth Adams-Moulton 
x Exact solution Solution Error Solution Error 
0.00 1.00000 1.00000 0.00000 1.00000 0.00000 
0.25 1.28070 1.28267 -0.00197 1.28049 0.00021 
0.50 1.61515 1.62075 -0.00056 1.61468 0.00047 
0.75 1.97712 1.98633 -0.00921 1.97651 0.00061 
1.00 2.31978 2.33009 -0.01031 2.31934 0.00044 
1.25 2.58309 2.58982 -0.00673 2.58316 -0.00007 
1.50 2.71148 2.71076 0.00072 2.71215 -0.00067 
1.75 2.67510 2.66770 0.00740 2.67603 -0.00093 
2.00 2.48258 2.47414 0.00844 2.48324 -0.00066 
2.25 2.17727 2.17385 0.00342 2.17733 -0.00006 
2.50 1.81934 1.82303 -0.00369 1.81887 0.00047 
2:15 1.46472 1.47328 -0.00856 1.46408 0.00064 


3.00 1.15156 1.16093 -0.00937 1.15106 0.00050 
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7.9 Closure 


Popular methods for solving ordinary differential equations are presented in this chapter. These 
methods are the Euler’s, Heun’s, modified Euler’s and Runge-Kutta methods. The methods can be 
applied to solve higher-order differential equations or a set of first-order differential equations. Among 
these methods, the Euler’s method is considered as the simplest one. The method is easy to understand 
and can be applied to solve both linear and nonlinear ordinary differential equations. 

The drawback of the Euler’s method is that it does not produce solution with high accuracy, 
especially when using with a large step size. The Heun’s and modified Euler’s methods provide solutions 
with higher accuracy by determining proper slope within the step that is used to determine the new 
solution. Such idea for determining more accurate slope within the step is used as a basis in the 
development of the Runge-Kutta method. The Runge-Kutta method provides proper slope within the 
time step to further produce a more accurate solution. The proper slope is determined from matching 
the coefficients in the Runge-Kutta equation with the Taylor series expansion. The fourth Runge-Kutta 
method is widely used and implemented in many commercial software for solving ordinary differential 
equations. 

The methods mentioned above are called the one-step method because the only solution 
computed at the previous step is used to determine the new solution. If the computed solutions at the 
earlier steps are used to determine the new solution, the method is called the multistep method. The 
Adams-Bashforth and Adams-Moulton methods are the multistep method that can yield more accurate 
solution than the solution obtained from the one-step method. 

Concepts and theoretical formulation of the one-step and multistep methods were presented in 
details in this chapter. Examples were presented so that detailed computational procedure can be clearly 
understood. Corresponding computer programs were also developed and their usage were demonstrated. 
These computer programs can be modified to solve other differential equations encountered in research 
and applications. 


Exercises 


1. Use the Euler method to solve the ordinary differential equation 


dy 
dx 


= 1+ 


x |= 


for 1<x<2 with the initial condition of y(1)=2. Use the step size of h = 0.25 in the 


computation. Plot to compare the computed solution with the exact solution of y(x)= 


xlnx+2x. 


2. Solve the ordinary differential equation in Problem 1 again but by developing a computer 


program. Use three different step sizes of h = 0.25, 0.1 and 0.01 in the computation. Compare 
the solutions obtained from using the three step sizes with the exact solution. 


Ordinary Differential Equations 261 


10. 


Use the Euler method to solve the ordinary differential equation 
2 
Ds eee (2 } 
dx x x 


for 1<x <3 with the initial condition of y(1)=0. Use the step size of h = 0.2 in the computa- 


tion. Plot to compare the computed solution with the exact solution of y(x)= x tan(Inx). 


Solve the ordinary differential equation in Problem 3 again but by developing a computer 


program. Use three different step sizes of h = 0.2, 0.1 and 0.01 in the computation. Compare the 
solutions obtained from using the three step sizes with the exact solution. 


Use the Euler method to solve the ordinary differential equation 
dy 
dx 
for 0<x <5 with the initial condition of y(0)=1 by developing a computer program. Employ 


= -y+x+l1l 


three different step sizes of A = 0.5, 0.1, 0.01 in the computation. Compare the computed solutions 
obtained from using the three step sizes with the exact solution of y(x)=e* +x. 


Use the Heun’s and the modified Euler methods to solve the ordinary differential equation 


D og 
dx x 
for 1<x<2 with the initial condition of y(1)=1. Use the step size of h = 0.25 in the 
computation. Show detailed computations and plot to compare the solution obtained from each 
case with the exact solution of y(x) = x°. 


Solve the ordinary differential equation in Problem 6 again but by developing a computer 


program. Use three different step sizes of h = 0.25, 0.1 and 0.01 in the computation. In each case, 
show the comparison between the computed and exact solutions together with the true error. 


Show that the solution error produced by using the Euler method is of order A, i.e., O(A). Then, 


show such solution error by using an example with the step sizes of h, h/2 andh/4. Plot the 
solution error versus the step size A on the logarithmic scale. 


Show that the solution error produced by using the Heun’s method is second-order of h, i.e., 


O(h’). Then, show such solution error by using an example with the step sizes of h, h/2 and h/4. 
Plot the solution error versus the step size A on the logarithmic scale. 


Use the Heun’s and the modified Euler methods to solve the ordinary differential equation 


dy 
dx 


— cos2x — sin3x = 0 


262 


11. 


12; 


13. 


14. 


15. 
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for 0<x<1 with the initial condition of y(0)=1. Use the step size of h = 0.25 in the 


computation. Show detailed computational procedures. Plot to compare the solutions obtained 
from the two methods with the exact solution of 


1 1 4 
x) = =sin2x — —cos3x + — 
y(x) 3 3 


Solve the ordinary differential equation in Problem 10 again by developing a computer program. 


Then, use the step sizes of h = 0.25, 0.1 and 0.01 in the computation. Set up a table to compare 
the computed solution at different steps with the exact solution. 


Use the Heun’s and the modified Euler methods to solve the ordinary differential equation 
d 
Z — (l-y)(4-y) = 0 
dx 

for 0<x<1 with the initial condition of y(0)=0. Use the step size of h = 0.25 in the 


computation. Show detailed computational procedures. Plot to compare the solutions obtained 


from the two methods with the exact solution of 
Ale? = 1 
y(x) = E Gaies 
(4e™ - 1) 


Solve the ordinary differential equation in Problem 12 again by developing a computer program. 


Then, obtain the solutions by using the step sizes of h = 0.25, 0.1 and 0.01. Plot to compare the 
solutions at different steps with the exact solution. Also, set up a table to show the true errors 
produced by the two methods. 


Use the Heun’s and the modified Euler methods to solve the ordinary differential equation 

dy 2 

— + 2x = 0 

dx á 
for 0 < x < 20 with the initial condition of y(0)=1. Develop a computer program to solve for 
the solutions by using the step size of h = 0.1. Compare the solutions at every Ax =1 with the 
exact solution of y(x) = 1/4 +x? ) : 


Use the second-, third- and fourth-order Runge-Kutta methods to solve the ordinary differential 
equation 


for 1<x<2 with the initial condition of y(1)=1. Employ the step size of h = 0.25 in the 
computation. Show detailed computational procedures. Set up a table to compare the solutions 
obtained from the three methods with the exact solution of y(x) = 1/ x. 
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16. 


17. 


18. 


19. 


20. 


21. 


Repeat Problem 12 again but by developing computer programs. Determine the solutions by 


using the step sizes of h = 0.25, 0.1 and 0.01. Plot to compare the solutions obtained from using 
different step sizes with the exact solution. Also, set up a table to show the true errors produced 
by the three solutions from each method. 


Use the fourth-order Runge-Kutta method to solve the ordinary differential equation 
dy 2 
for 1<x<2 with the initial condition of y(1)=1 by developing a computer program. Then, use 


the step sizes of h = 0.1,0.01, 0.001 and 0.0001 to obtain solutions. Set up a table to compare the 
solutions obtained with the exact solution of y(x) = 6e™™! — x? -2x-2. 


Use the fourth-order Runge-Kutta method to solve the ordinary differential equation 


dx x x 
for 1<x<2 with the initial condition of y(1)=—1. Employ the step size of h = 0.25 in the 


computation. Plot to compare the solution with the exact solution of (x) =-—1/x . 


Solve the ordinary differential equation in Problem 18 again by using the computer programs 


developed for the Euler, Heun’s, modified Euler and fourth-order Rung-Kutta methods. Use the 
step size of h=0.05 in the computation for all cases. Set up a table to show the computed solutions 
and the exact solution with the true errors. Provide comments on the solution accuracy and 
computational time for each method. 


Use the second-, third- and fourth-order Runge-Kutta methods to solve the ordinary differential 


equation 

dy 2 2% 

—--y = x’e 

dx x 4 
for 1<x<2 with the initial condition of y(1)=0 by using computer programs. Employ the step 
size of h = 0.1 in the computation for all cases. Set up a table to compare the solutions with the 


exact solution of y(x) = x? Gr - e). 


Employ the Euler and the fourth-order Runge-Kutta methods to solve the ordinary differential 
equation 

Deor 

dx y 
for 0<x<2 with the initial condition of y(0)=1. Use the step size of h = 0.5 in the 
computation. Show detailed computational procedures. Plot to compare the solutions obtained 


from the two methods with the exact solution of y(x)=~v2e* -1. 
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22. 


23. 


24. 


25. 


26. 
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Use the Euler and the fourth-order Runge-Kutta methods to solve the ordinary differential 
equation 


dy 5 
x—-4y = xe 
dx á 


for 1<x<2 with the initial condition of y(1)=0. Select an appropriate step size / to obtain the 
solutions. Set up a table to compare the solutions obtained from using the two methods with the 
exact solution of y(x) = x4 (e* - e). 


Employ the MATLAB commands ode23 and ode45 to solve the ordinary differential equation 


2 z -q+ x+x?)-(2x+1)y -y 


for 0< x <3 with the initial condition of y(0)=-—1/2. Then, further use MATLAB to plot the 


-1 
solutions for comparing with the exact solution of y(x) = -x — fe" + 1) : 


Use the MATLAB commands ode23 and ode45 to solve the ordinary differential equation 
d 
By agal 
dx x 
for 1<x<6 with the initial condition of y(1)=0. Also, use MATLAB to plot the solutions for 


1 


comparing with the exact solution of y(x) = xx. Repeat the problem again but by using 


the initial condition of y(1)=1 for which the exact solution is y(x) = x°. 


Employ the MATLAB commands ode23 and ode45 to solve the ordinary differential equation 
dy 2_ 4y 
BY OS. JA e 
dx 5 x 

for 1<x<6 with the initial condition of y(1)=2. Then, further use MATLAB to plot the 


4 


solutions for comparing with the exact solution of y(x)= x? +x. Repeat the problem again 


but by using the initial condition of y(1)=1 for which the exact solution is y(x)= x. 


Solve the second-order ordinary differential equation 
j% 

dx? dx 
for 0<x <1 with the initial conditions of (0) = y'(0)=1 by using the fourth-order Runge-Kutta 


method. Use the step size of h = 0.25 in the computation. Compare the solution with the exact 
solution of 


+y = x(e* - 1) 


3 
y(x) = ef-s] =a 2 
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27. 


28. 


29. 


30. 


31. 


Solve the second-order ordinary differential equation 


dy 


2 
x? d'y = Dg 
dx 


pE + 2y = x7 Inx 
X 


for 1<x<2 with the initial conditions of y(1)=1 and y'(1)=0 by developing the computer 


programs for the Euler and the fourth-order Runge-Kutta methods. Then, use the programs to 
determine the solutions by using the step sizes of h = 0.1 and 0.01. Compare the solution accuracy 
with the exact solution of 


a l 3 3 
y(x) geet z% mx 7* 


by determining the true errors. 


Solve the third-order ordinary differential equation 


Pan = 0 


for 1<x<1.5 with the initial conditions of y(1)=-1, y'(1)=-1,and y"(1)=2 by developing 
the computer programs for the Euler and the fourth-order Runge-Kutta methods. Then, use the 
programs to determine the solutions by using the step sizes of h = 0.1 and 0.05. Compare the 


solutions with the exact solution of y(x)=(x—2)”" by plotting and determining the true errors. 


Solve a set of nonlinear ordinary differential equations 


d 
a Yi — V2 mT Viy3 
dx 
d 
Or z Yi + Y2 — Y2y3 
dx 
dy 
= = wty-y 
dx 


for 0 < x <10 with the initial conditions of y,(0)= 2, y,(0)=0 and y,(0) =1 by developing the 


computer programs for the Euler and the fourth-order Runge-Kutta methods. Then, employ the 
programs with appropriate step size h to determine their solutions. Give comments on how to 
measure the accuracy of the obtained solutions. 


Show detailed derivation of the coefficients in Table 7.7 for the Adams-Bashforth formula. 


Solve the ordinary differential equation in Example 7.12 again but by using a computer program 
developed for the sixth-order Adams-Bashforth formula. Compare the computed solution with 
the solutions obtained from the fourth-order Adams-Bashforth and the fourth-order Runge-Kuta 
methods. Provide comments on the solution accuracy obtained these methods. 
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32. 


33. 


34. 


35. 


36. 


37. 


38. 
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Show detailed derivation of the coefficients in Table 7.8 for the Adams-Moulton formula. 


Develop a computer program for the fourth-order Adams-Moulton formula. Then, use the 


program to solve the ordinary differential equation in Example 7.13 and compare the solution 
obtained with that shown in Table 7.9. 


Solve the ordinary differential equation in Example 7.13 again but by using a computer program 
developed for the sixth-order Adams-Moulton formula. Compare the computed solution with the 
solutions from the fourth-order Adam-Bashforth and the fourth-order Adams-Moulton formulas 
as shown in Table 7.9. 


Solve the ordinary differential equation in Problem 19 again but by using the non-self-starting 
Heun’s method and the fourth-order Adams-Bashforth method. Compare the solutions obtained 
from the two methods with that from the fourth-order Runge-Kutta method. Give comments on 
the solution accuracy of these methods. 


Solve the ordinary differential equation in Problem 17 again but by developing the computer 
programs for the fourth-order Adams-Bashforth and Adams-Moulton methods. Use the step size 
of h = 0.05 for obtaining the solutions. Compare the solutions with that from the fourth-order 
Runge-Kutta method. 


A lumped mass of m = 12 kg with the initial temperature of Tọ = 100°C is dropped into a water 
reservoir at the temperature of T, = 30°C. The transient temperature response T of the lumped 
mass that varies with time ¢ is determined from the ordinary differential equation 


aT pa hA (T as T,) = 0 

dt mc 

Where h = 425 J/sec-m?-°C is the convection coefficient of the lumped mass surface, A = 1 m? is 
the lumped mass surface area, c = 930 J/kg-°C is the lumped mass specific heat. Employ the Euler 
and the fourth-order Runge-Kutta methods to determine the transient temperature response T(t) 
of the lumped mass from 0 to 20 sec by selecting an appropriate time step. Set up a table to 
compare the solutions with the exact solution. 


A lumped mass of m = 35 kg with the initial temperature of 7, = 2000 K radiates heat from its 
surface of A = 1.5 m? to a medium at the temperature of T, = 100 K. The lumped transient 
temperature response T that varies with time ¢ is determined from the ordinary differential 
equation 

aT EDA (T 4 


4 
dt me EE 


where ¢ = 0.7 is the surface emissivity, o = 5.67x10° J/sec-m’-K* is the Stefan-Boltzmann 
constant, and c = 445 J/kg-K is the specific heat of the lumped mass. Employ the Euler and the 
fourth-order Runge-Kutta methods to determine the transient temperature response T(t) of the 
lumped mass from 0 to 10 sec. Select an appropriate time step to obtain solutions from the two 
methods. Provide comments on how to measure accuracy of the solutions obtained from the two 
methods. 
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39. 


40. 


41. 


If the surface convection coefficient of the lumped mass varies linearly with the temperature, the 


governing equation for determining the transient temperature response T that varies with time ¢ is 
in a form of nonlinear ordinary differential equation 


ae +(a+bT)T = 0 
dt 
For the initial lumped mass temperature of 7, = 100 where a = 1 and b = 0.03, employ the Euler 


and the fourth-order Runge-Kutta methods to determine the lumped mass temperature response 
T(t) for O<t<10. Use the time steps of h = 0.2, 0.1 and 0.05 in the computation. Plot to 


compare the solutions obtained from both methods with the exact solution of 


T(t) = aloe /|a +bTy e] 


Solve Problems 39 again by using a computer program developed for the fourth-order Adams- 


Bashforth formula. Compare the solution with the exact solution and the solution obtained from 
the fourth-order Runge-Kutta method. 


Solve Problem 39 again by using a computer program developed for the fourth-order Adams- 


Moulton formula. Explain detailed computational procedures used in the program. Compare the 
solution obtained from the program with the exact solution. 


Chapter 
8 


Partial Differential Equations 


8.1 Introduction 


Most of scientific and engineering problems are governed by partial differential equations that 
describe their physical phenomena. For example, in the analysis of deformation and stresses in a plate 
subjected to an in-plane loading, the governing differential equations representing the equilibrium of 
forces must be solved. Similarly, in the analysis of temperature distribution in a plate under a specified 
heating on its surface, the governing differential equation representing the conservation of energy at any 
point on the plate must also be solved. The differential equations that occur in scientific and engineering 
problems are in different forms. Thus, different types of numerical methods are needed to obtain 
accurate solutions. This chapter begins with the classifications of partial differential equations. 
Appropriate numerical methods for solving the different classes of partial differential equations will then 
be explained. Several examples will be presented to aid understanding of the methods as well as physical 
meanings of the problems and their solutions. Such understanding will help solving more difficult 
problems that are governed by complex partial differential equations. 


8.1.1 Definitions 


Differential equation is called a partial differential equation if its dependent variable varies with 


two or more independent variables. For example, 
2 2 
a Pe aE (8.1) 
Ox oy 


where u is the dependent variable that varies with the independent variables x and y. Equation (8.1) is 
called a second-order differential equations because the highest partial derivative of u is two. It is noted 
that most of the differential equations that occur in scientific and engineering problems contain partial 
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derivatives of the dependent variables up to the order of four. The independent variables are the three 
spatial coordinates x, y, z for general three-dimensional problems and the time ¢. 
A partial differential equation is linear if the coefficients of all terms are constant or function of 


the independent variables only equations (8.2) and (8.3) below are linear differential equations because 
the coefficient of each term is either constant or function of x and y. 


Ox? + ay” + 7u S12 (8.2) 
2 2 
and (x? PE Z ou Bie ss y? (8.3) 
ax? OxOy oy 
But the partial differential equation, 
2 0.5 
< + (=) = 0 (8.4) 
x y 


is nonlinear because the second term has its power order of a half, i.e., not an integer. Also, the partial 
differential Eq. (8.5) below is nonlinear, 


2 
„ô! I Ou y Ou \| Ou alee (8.5) 
Ox Oy Ox )\ Oy 


because the coefficients of all terms are function of the dependent variable u. Nonlinear partial 
differential equations always occur in practical problems and require complex numerical methods for 
solving them. 


Some simple linear partial differential equations can be solved for exact solutions by using 
advanced mathematical techniques. However, they cannot be solved if the shapes of the problems are 
irregular. Thus, numerical methods are needed to obtain approximate solutions instead. The popular 
numerical methods are the finite difference method, the finite element method and the finite volume 
method. The finite difference method is considered as the simplest one. The method is easy to 
understand and convenient to apply to problems with regular shapes. The finite difference method will 
be explained in details for solving different types of the partial differential equations in this chapter. For 
the problems with irregular shapes, the finite element method is more efficient and widely used. Details 
of the finite element method are presented in the next chapter. 


8.1.2 Types of equations 


Because the partial differential equations that arise in scientific and engineering problems are in 

many forms, the popular forms are considered herein. These popular forms can be written in general as, 
a a? a 

a +b“ +e55 = (8.6) 

Ox Ox0y Oy 


where a, b, c may be constants or function of x and y. The function fon the right-hand side of the above 
equation may be constant of function of x, y, u , Ou/Ox and Ou/dy. Equation (8.6) can be classified into 


different types as follows. 


(a) Equation (8.6) is called the Elliptic equation if b? —4ac <0. The Laplace’s equation which 
has the form of 


Partial Differential Equations 271 


2 2 
eee eh (8.7) 

Ox oy 
is an example of the elliptic equation. In general, the solutions of the elliptic equation are smooth. 
Steady-state heat transfer in a plate is an example problem that is governed by such differential equation. 
The dependent variable u in Eq. (8.7) represents the temperature distribution that varies with x-y 
coordinates of the plate as shown in Fig. 8.1. The finite difference method for solving the elliptic 
equation will be presented in section 8.2. 


u(x, y) — 


>= 


| Plate 


>X 


Figure 8.1 Temperature distribution on a plate governed 
by the elliptic partial differential equation. 


(b) The partial differential Eq. (8.6) is called the Parabolic equation if b” -4ac=0. An 
example problem that is governed by the parabolic equation is the transient heat conduction in a bar. 
The governing partial differential equation is, 

a? ô 
E a (8.8) 
Ox Ot 
where k is the thermal conductivity coefficient of the bar material. The transient temperature u varies 
with x-coordinate of the bar and time ¢. Typical transient temperature distributions along the bar at 


different times are shown in Fig. 8.2. Details of the finite difference method for solving such parabolic 
equation will be explained in section 8.3. 


(c) The partial differential Eq. (8.6) is called the Hyperbolic equation if b*-4ac>0. An 
example problem is the oscillation behavior of a string that is governed by, 


a2 2 
fo a (8.9) 
Ox ot 
where k? represents tension in the string which is always positive. The deflection u varies with x- 
coordinate of the string and time ¢. Typical string deflection behaviors are shown in Fig. 8.3. The finite 
difference method for solving such hyperbolic equation will be presented in section 8.4. 
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a) u(x,t) 


—— u(x,t) 


u(x, ¢3) 


Bar 


Figure 8.2 Transient temperature distributions in a bar which is governed 
by the parabolic differential equation. 


u(x,t) 


u(x,t) 


String 


Figure 8.3 Behavior of string oscillation which is governed 
by the hyperbolic differential equation. 


8.1.3 Boundary and initial conditions 


Solution behaviors obtained from solving the partial differential Eqs. (8.7), (8.8) and (8.9) which 
are in the form of the elliptic, parabolic and hyperbolic equations, respectively, depend on the boundary 
and initial conditions. Two types of the boundary conditions frequently encountered are: 

(a) Dirichlet condition. The condition specifies values of the dependent variable u at the 
boundaries. For example, temperature values are specified at both ends of the bar in Fig. 8.2. 

(b) Neumann condition. The condition specifies values of the dependent variable gradient 
du/Ox . For example, if one end of the bar in Fig. 8.2 is insulated, then the slope of temperature Ou/dy 
= 0 at that end. 

The initial condition is used at the beginning of the solution process. For example, the 
temperature distribution along the bar in Fig. 8.2 may be specified by a function u(x, 0)= f(x) at time 
t=0. 
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Appropriate boundary and initial conditions are applied in the solving process of the elliptic, 
parabolic and hyperbolic equations as will be demonstrated in the following sections. 


8.2 Elliptic Equation 


8.2.1 Differential equation 


An example of steady-state heat conduction in a plate is used herein to aid understanding for 
solving the elliptic equation by using the finite difference method. The problem is selected because heat 
transfer phenomenon and the temperature solution are easy to understand. Figure 8.4 shows a 
rectangular plate that lies in x-y coordinates under the steady-state conduction heat transfer. The figure 
also shows an infinitesimal element with the sizes of Ax and Ay. The plate has the thickness of t and 


is made from a material with the thermal conductivity coefficient of k. 


Figure 8.4 Conduction heat transfer in a plate. 


To derive the governing differential equation, the conservation of energy is applied to the 
infinitesimal element such that, 


Heat flux in — Heat flux out 0 (8.10) 
i.e., E T = 0 (8.11) 


where q, and q, are the heat fluxes in x- and y-directions, respectively. These heat fluxes depend on 


the temperature gradient according to the Fourier’s law, 


dy = Rea (8.12a) 
Ox 


dy k(x) (8.12b) 
y. 


By substituting Eqs. (8.12a-b) into Eqs. (8.11) and applying the Taylor series expansion in the same 
fashion as shown in Eq. (2.29) onto gy, a, and q,44y> 


274 Numerical Methods in Science and Engineering 


24 a 
Ox oy 


ôT ð ôT 1 8? ôT ; 
+ kA + LH (tay) l ax + L katay) E (Ax +... 
ean + Z)aeayZ]ax + 12ean E ea 
2 
LRG Re ay oles eee Meas) =] gy? E TER 
ôy ð ôy 2 ay? ay 
Or, 
a(, eT 1 8 (ôT 2 
—| k—|tAxAy + —~—~| k—|t(Ax) Ay + ... 
2 =| ad 2 ar yay 
2 
Repeal sae tAxAy + Boe. (ee Ax(Ayy +... = 0 (8.13) 
dy\ ey 2 ôy?’ \ dy 


Equation (8.13) is then divided through by tAxAy. By letting Ax +0 and Ay 40, Eq. (8.13) 


becomes, 
2(,2) , 2/427) _ no 
Ox\ Ox ôy oy 


If the thermal conductivity coefficient k is constant, then the partial differential Eq. (8.14) reduces to 
2 2 
CF COT 1G (8.15) 
Ox oy 
Equation (8.15) is in the form of the elliptic equation as shown in Eq. (8.7). This means the steady-state 
temperature distribution in a plate is determined by solving the elliptic equation which is in the form of 
the Laplace’s equation. 


If the plate is subjected to a specified heating on its surface, the corresponding partial differential 
equation can be derived in the same way. In this later case, the partial differential equation is in the 
form, 

T T 
— +— = fy (8.16) 
ôx? dy? oa 


where f(x, y) denotes the specified heating function which may vary with x- and y-coordinates. The 
partial differential equation in the form of Eq. (8.16) is known as the Poisson’s equation. 


8.2.2 Computational procedures 


To ease understanding on the application of the finite difference method for solving the elliptic 
equation, the problem of steady-state heat conduction in a rectangular plate is considered. The plate is 
first divided into a number of intervals in both x- and y-directions as shown in Fig. 8.5. The lengths of 
the intervals are Ax and Ay in x- and y-directions, respectively. The unknowns are at grid points where 
the horizontal and vertical lines intersect, e.g., at the location i, j, as shown in the figure. 
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Grid point 


Pied | 


Figure 8.5 Dividing rectangular plate into intervals with unknowns at grid points 
by using the finite difference method. 


The key step of the finite difference method is to transform the governing differential Eq. (8.15) 
into an algebraic equation. Herein, the central difference technique as shown in Table 6.6 is used to 
approximate the second-order derivative terms, 


2 =21 ; +T 
a - ai L (8.17a) 
ôx (Ax) 
2 —2T, ,+T,, 

and al - fm (8.17b) 
dy (ay)? 


By substituting Eqs. (8.17a-b) into the Laplace’s Eq. (8.15) and using Ax = Ay , the approximate 
differential equation is obtained, 


Taag +T th pa kd; ja, = 0 (8.18) 


Such expression can be written in a stencil form as, 


(1) (4) (1) = 0 (8.19) 
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The stencil form above is applied at the grid points where the temperatures are unknowns. For 
example, a rectangular plate with the size of 4x2 units as shown in Fig. 8.6 has specified temperatures 
along the four edges. If the plate is divided into 4 and 2 intervals in x- and y-directions, respectively, 
then the temperature unknowns are at the three grid points 2,2, 3,2 and 4,2. 


100°C Grid point 


2,3 3,3 4,3 


0°C 


Figure 8.6 Application of the stencil form to establish a set of simultaneous equations for 
conduction heat transfer in a rectangular plate. 


Application of the stencil form as shown in Eq. (8.19) at the grid point 2,2 gives the algebraic 
equation, 
100 + 40 + 0 + B- 4%, = 0 


41). - Ba = 140 (8.20) 
Similarly, at the grid point 3,2 
100 + To + 0+ T - 4%, = 0 
Th, + 4B — Ty. = 100 (8.21) 


and at the grid point 4,2 
100 + 73, + 0 + 60-47%, = 0 


-T> +47, = 160 (8.22) 


The three Eqs. (8.20-8.22) lead to a set of simultaneous equations, 
4T,, — Tz. = 140 
-T + 4B — Ty,» = 100 (8.23) 
- Ba + 4T,, = 160 
which can be written in matrix form, 
4 -1 0|/%> 140 
-1 4 -1/4T,,- = 4100 (8.24) 
0 -1 4) |%) 160 
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It should be noted that the square matrix on the left-hand side of Eq. (8.24) has positive 
coefficients along the diagonal line. The magnitudes of these coefficients are relatively large as 
compared to the other coefficients on the off-diagonal line. With such matrix property, the Gauss-Seidel 
iteration method is effective for solving the set of simultaneous equations. It is also noted that the 
procedure for solving such problem is sometimes called as the Liebmann’s method. The method requires 
less computational time and memory as compared to the other direct methods, such as the Gauss 
elimination or the LU decomposition method, especially when the model contains a large number of grid 
points. The corresponding computer program can also be developed easily as will be shown in the 
following example. 


8.2.3 Examples 


In this section, an example for solving the elliptic equation by using the finite difference method 
is presented in details. A corresponding computer program is also developed to demonstrate the 
application of the method when the finite difference model contains many unknowns. The example has 
the exact solution of the temperature distribution, so that the finite difference solutions at grid points can 
be compared to measure the method efficiency. 


Example 8.1 A rectangular plate with the size of 2x1 units has specified zero temperature along the left, 
lower and right edges as shown in Fig. 8.7. The plate is subjected to the specified temperature 
distribution that varies as a sine function along the upper edge as shown in the figure. Use the finite 
difference method to determine the plate temperature distribution by dividing the plate into 8 and 4 
intervals in x- and y-directions, respectively. 


ey 


Figure 8.7 Plate with specified temperature along the four edges. 


Compare the computed solutions with the exact temperature solution of, 


T(x,y) = sin = sinh A i sinh > (8.25) 


The plate temperature distribution according to the exact solution in Eq. (8.25) is shown as a 
carpet plot in Fig. 8.8. The temperature distribution is in the form of sine function along the upper edge 
and decays to zero along the left, lower and right edges. 


278 Numerical Methods in Science and Engineering 


š 7X 
T= sin{ =) Exact temperature, T(x, y) 


T=0 
Figure 8.8 Exact temperature distribution over the plate according to Eq. (8.25). 


The finite difference model with 8 and 4 intervals in x- and y-directions is shown in Fig. 8.9 with 
the grid point numbers. For this model, the lengths of the intervals are Ax = Ay = 0.25 unit. The model 


contains a total of 45 grid points for which 21 interior grid points are unknowns. 


y . f 7x 
= — 
T snl 7 ) 


J 25 aS Ae zas 65 


7,5 8,5 
A 2 
L4 24 |34 |44 |54 |64 |74 [84 
ie les Te eke te 
i = 5-13 
y deeeh. 
y 1,1 FERRERS 
91 > 


Figure 8.9 Finite difference model of the rectangular plate. 


The stencil form as shown in Eq. (8.19) is applied to these 21 interior grid points together with 
the boundary conditions along the four edges as, 


T(x, y=0) = 0 (8.26a) 

T(x=0,y) = 0 (8.26b) 

T(x=2,y) = 0 (8.26c) 
TX 


and T(x, y=1) = sin A (8.26d) 
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Such applications lead to a set of 21 algebraic equations. The algebraic equations are then solved by 
using the Gauss-Seidel iteration method for the temperature solutions at grid points from Eq. (8.18), i.e., 


gp. Waj tagt hath pall 4 (8.27) 


At the end of each iteration, the computed temperatures are compared with those obtained from the 
previous one. The iteration process is terminated if the temperature differences between the two 
successive iterations are less than the specified tolerance. 


Because a typical finite difference model must contain a large number of grid points in order to 
obtain accurate solutions, a computer program should be developed for reducing the computational 
effort. Analysts can refine the model by using many small intervals in both x- and y-directions. For 
example, the plate can be divided into 200 and 100 intervals in x- and y-directions, respectively. In this 
latter case, the finite difference method will lead to a set of 19,701 equations which is impractical to 
solve them by hand. 


Table 8.1 shows the solutions at grid points obtained from the finite difference method by using 
the computer program in Fig. 8.10. The computer program employs the Gauss-Seidel iteration technique 
to solve the set of simultaneous equations with the stopping tolerance criterion of 0.00001. The finite 
difference solutions are obtained after 24 iterations. These computed solutions at grid points are less 
than 1% difference from the exact solutions. 


Table 8.1 Comparison of temperatures between the finite difference and exact solutions (values in 
bracket). Locations of numbers correspond to grid point locations in Fig. 8.9. 


0.000 0.383 0.707 0.924 1.000 0.924 0.707 0.383 0.000 
(0.000) (0.383) (0.707) (0.924) (1:000) (0.924) (0.707) (0.383) (0.000) 
0.000 0.245 0.453 0.592 0.641 0.592 0.453 0.245 0.000 
(0.000) (0.244) (0.452) (0.590) (0.639) (0.590) (0.452) (0.244) (0.000) 
0.000 0.145 0.269 0.351 0380 0.351 0.269 0.145 0.000 
(0.000) (0.144) (0.267) (0.349) (0.377) (0.349) (0.267) (0.144) (0.000) 
0.000 0.068 0.125 0.163 0.177 0.163 0.125 0.068 0.000 
(0.000) (0.067) (0.124) (0.162) (0.175) (0.162) (0.124) (0.067) (0.000) 
0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 
(0.000) (0.000) (0.000) (0.000) (0.000) (0.000) (0.000) (0.000) (0.000) 


% Program Ellip1 if abs (diff) > tol 
% A Finite difference program for solving iflag = 1.; 
% temperature distribution in a plate. en 
% Assign the tolerance and maximum number t(i,j) = temp; 
% of iterations: end 
tol = 0.00001; mxiter = 100; end 
% Set up boundary conditions: if iflag == 0. 
t= zeros (5, 9); x = 0.25; dx = x; continue 
for i = 2: end 
t(1, i) = see) end 
x= + dx; while iflag == 1 
printf (' Solution is not converged') 


end 
% Set 28a initial temperature values: 
for i= 


fprintf(' within the specified number') 
aa Printi of iterations and tolerance') 


for = 2:8 en 
id, 3 = j*t(i,5)/5.; % Print out temperatures at grid points 
end % in the format corresponding to the 
d % „problem figure: 
% Solve for unknown temperatures at the for i :5 
% rid points by using the Gauss-Seidel fprintf (' \n'); 
% iteration technique: for j = 1:9 
for iter = 1:mxiter fprintf ('%6. 3£', t(i,j));7 
iflag = 0.; end 
for i = 2:4 end 
for j = 2:8 % Surface prot of Tompo ratuire distribution: 
tem (t(i- 1, IGE seta st suas xc = 0:dx: = lot = flipud(t); 
t(i, ))/4 [xc,YC] = mes grid (xc, yc); 
diff = asp - temp; mesh (XC,YC,tplot) ; colormap ([0,0,0]) 


Figure 8.10 Computer program for solving grid point temperatures on 
a rectangular plate using the finite difference method. 
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Example 8.2 From the problem statement and the plate temperature distribution in example 8.1, it can 
be seen that the problem has solution symmetry. Thus, only one half of the plate can be used in the 
analysis to obtain the same temperature solution. Using only one half of the plate can reduce the total 
number of unknowns and thus the computational time. Figure 8.11 shows only the left half of the plate 
that can be used in the analysis. The boundary conditions are identical to those of the original plate 
except the condition on the right boundary which represents zero conduction heat transfer. 


E 


Figure 8.11 Determination of temperature distribution using only the left half of 
the plate due to the solution symmetry. 


The computational procedures follow those explained in example 8.1. The left half of the plate 
is first divided into intervals in both x- and y-directions as shown in Fig. 8.12. The unknowns are at the 
interior grid points and the grid points along the right model boundary. Thus, there is a total of only 12 
unknowns for the half model of the plate. 


Figure 8.12 Finite difference model for only half of the plate. 
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The boundary conditions along the four edges of the half model in Fig. 8.12 are: 


T(x,y=0) = 0 (8.28a) 
T(x=0,y) = 0 (8.28b) 
Ee yh EE (8.28c) 
Ox 

T(x,y=1) = sin (8.28d) 


The stencil form as shown in Eq. (8.19) can be used to establish the algebraic equations for the interior 
grid points except those on the right boundary. A new stencil form must be developed for the grid points 
along the right boundary. Figure 8.13 shows the grid points along the right boundary with a fictitious 
grid point at i+1,7. 


By using the central difference technique as shown in Table 6.6, the first-derivative of the 
temperature at grid point i, j in x-direction as shown in Fig. 8.13 is approximate by 
OT Tin —Tiaj 
Ox 2 Ax 


(8.29) 


i, j+1 


Figure 8.13 Derivation of stencil form along model boundary with a fictitious grid point. 


Thus, the temperature at grid point i+1, j is 


s Hig 


E Ox pled 


i+], j 


(8.30) 


By substituting Eq. (8.30) into Eq. (8.18), the temperature at the grid point along the right boundary can 
be determined from 


I ar 


Ox ny t Tan t Dja + Tja A; = 0 


tJ 
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T 
Tj = (2x + 2ra; + Tja t rja ]j (8.31) 


It is noted that if the right boundary of the model is subjected to a specified heating, heat 
convection or radiation, the term O7/dx in Eq. (8.31) must be replaced by an appropriate value 
according to the heat mode. But for this example, O7/Ox is zero along the right boundary, thus the 
equation for determining the temperature for a grid point along the right boundary reduces to 
T; = (27 


i, j i-l, j 


ET a + Rai (8.32) 


The computer program as shown in Fig. 8.10 can be modified slightly to solve for the 
temperatures for only half of the plate. The stencil form in Eq. (8.19) is used for the interior grid points, 
while Eq. (8.32) is applied to the grid points along the right boundary. The computed temperatures at 
the grid points are shown in Table 8.2. These temperature solutions are identical to those obtained from 
using the full plate model as shown in Table 8.1. The later example 8.2 demonstrates that if a problem 
has solution symmetry, the finite difference model that reflects such the solution symmetry should be 
used. The symmetry model helps reducing both the number of unknowns and computational time. 


Table 8.2 Comparison of temperatures between the finite difference and exact solutions (values in 
bracket) for half of the plate. Locations of numbers correspond to grid point locations 


in Fig. 8.12. 

0.000 0.383 0.707 0.924 1.000 
(0.000) (0.383) (0.707) (0.924) (1.000) 
0.000 0.245 0.453 0.592 0.641 
(0.000) (0.244) (0.452) (0.590) (0.639) 
0.000 0.145 0.269 0.351 0.380 
(0.000) (0.144) (0.267) (0.349) (0.377) 
0.000 0.068 0.125 0.163 0.177 
(0.000) (0.067) (0.124) (0.162) (0.175) 
0.000 0.000 0.000 0.000 0.000 
(0.000) (0.000) (0.000) (0.000) (0.000) 


Example 8.3 Develop a computer program to solve the Poisson’s equation in the form 
0?u ©?u 
—~—+— = 2x(x?-6xy+6xy? -l1 8.33 
m oy? ( xy + 6xy* —1) (8.33) 


for the square domain of 0 < x < 1 and 0 < y < 1, with the boundary condition of u(x, y) = 0 along the 
four edges. Divide the domain into 20 equal intervals in both the x- and y- directions. Compare the 
obtained solution with the exact solution of 


u(x,y) = (x-x*)\(y-y?) (8.34) 


A short computer program Ellip2 can be developed as shown in Fig. 8.14. User can increase 
the number of intervals to obtain a more accurate solution. Figure 8.15 compares the solution of u(x, y) 
between the computed and exact solutions. 
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% Program Ellip2 iflag = 
% A Finite difference program for solving end 
% elliptic partial differential equation. u(i,j) = uu; 
% Assign the number of intervals (equally y = y + dy; 
% in both x- and y-directions), tolerance end 
% and maximum number of iterations: x = x + dx; 
ne = 20; tol = 0.0001; mxiter = 1000; end 
np = ne + 1; dx = 1./ne; dy = dx; if iflag == 
u = zeros(np,np) ; continue 
% Set up boundary conditions: end 
for i = 1:np end 
u(1,i) = 0; u(np,i) = 0; while iflag == 
u(i,1) = 0; u(i,np) = 0; fprintf (' Solution is not converged') 
end fprintf (' within the specified number') 
% Solve for unknowns at grid points using fprintf (' of iterations and tolerance') 
% the Gauss-Seidel iteration technique: break 
for iter = 1:mxiter end 
iflag = 0.; x = dx; % Surface plot of the exact solution: 
for i = 2:ne xe = O:dx:1; ye = O:dy:1; 
y = dy; [XE,YE] = meshgrid (xe, ye) ; 
for j = 2:ne ue = (XE-XE. ^4) .* (YE-YE.%2) ; 
uu = (u(i-1,j)+u(i+1,j)+u(i,j+1)+ ... ueplot = flipud(ue) ; 
u(i,j-1))/4. - (x/2)*(x*3 - ... mesh (XE,YE,ueplot) ; view(-30,30), 
6*x*y + 6*x*y*2 - 1) * (dx%*2) ; colormap([0,0,0]), figure 
diff = u(i,j) - uu; % Surface plot of the computed solution: 
if abs(diff) > tol mesh (XE,YE,u') ; view(-30,30), 


colormap ([0,0,0]) 


Figure 8.14 A computer program for solving and plotting result of Example 8.3. 


Exact solution Approximate solution 


Figure 8.15 Comparison of the exact and computed solutions for Example 8.3. 


8.3 Parabolic Equation 


8.3.1 Differential equation 


Parabolic equation is classified as a type of the partial differential equations that occurs in many 
scientific and engineering applications. One of the simplest examples used for studying the equation is 
the transient heat conduction in a bar as shown in Fig. 8.16. The bar with length L in x-coordinate 
direction is made from a material that has the thermal conductivity coefficient k, the mass density p and 
the specific heat c. The temperature varies with x-coordinate along the bar and time ¢. The partial 
differential equation in the form of parabolic equation can be derived from the conservation of energy 
by using a small element of length Ax, 
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Energy in — Energy out = Energy stored (8.35) 
Le., Ixy — Vestax = pedar (8.36) 


To T; A 
— san N 


, En —|Axk— 


Figure 8.16 Transient heat conduction in a bar. 


where q, and q,.,,, are the heat fluxes going into and out from the cross-sectional area A of the small 


element as shown in the figure, respectively. The amount of heat flux depends on the temperature 
gradient from the Fourier’s law, 


Gc = SRA (8.37) 


By substituting Eq. (8.37) into and Eq. (8.36) and applying the Taylor series expansion to the heat flux 
term qax» Eq. (8.34) becomes, 


2 
T T T a pe Ney? 22] = pede = 
Ox Ox Ox Ox 2 ax? Ox ot 


After the first and second terms are cancelled, the equation is divided through by 4Ax . Then, by letting 
Ax — 0, the equation reduces to 


a(. ar ar 
k z 8.38 
2{ r) a 28) 


If the thermal conductivity coefficient k is constant, Eq. (8.36) leads to a parabolic partial differential 
equation representing the transient heat conduction in a bar as, 


kor. T 
pe Ox? Ot 


(8.39) 


Different methods for solving the parabolic equation in the form of Eq. (8.39) are presented in 
the following sections. Advantages and disadvantages of each method are explained. Examples and 
corresponding computer programs are also presented to demonstrate the efficiency of each method. 
Understanding details of these methods can help analyzing large practical problems more effectively. 


8.3.2 Explicit method 


The explicit method is considered as the simplest method for solving the parabolic equation. The 
method starts from dividing the bar into equal intervals, each has the length of Ax, as shown in Fig. 8.17. 
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These intervals are connected at grid points i-1,7, i+1 for which the temperatures are unknown and 
to be determined. 


Grid point 


Figure 8.17 A bar is divided into intervals connected at grid points. 


The temperatures T that vary with time ¢ at grid points are determined from the parabolic 
differential Eq. (8.37). The forward difference approximation is applied to the first-order time derivative 
term as, 


n+l n 


Such approximation has the error of order O(At) where Aż is the time step. The superscript n denotes 


the n” time step in the computation. Similarly, the central difference approximation can be applied to 
the second-order spatial derivative term, 


Oe _ Fant +t 
Ax? (Ax) 


(8.41) 


for which the error is of order O(Ax’). It is noted that the grid point temperatures in Eq. (8.41) are the 
values at the n” time step. By substituting Eqs. (8.40) and (8.41) into the differential Eq. (8.39), an 
algebraic equation representing the partial differential equation is obtained in the form, 


no n n n+l — rT” 
k Ti 2T, z Ti Z T; T, (8.42) 
pe (Ax) At 


The terms in Eq. (8.42) are rearranged such that the grid point temperatures at time n+1 can be 
determined directly, i.e., 


P m paar a) (8.43) 
A 

where a= Liae (8.44) 
pc(Ax) 


Equation (8.43) shows that the unknown temperature at grid point i and at time step n+1 is determined 
from the temperatures at the three grid points 7-1, i, and i+1 which were computed and are known 


from the time step n. Such computational procedure can be described by the schematic diagram as shown 
in Fig. 8.18. 


286 Numerical Methods in Science and Engineering 


(Time step) 
(unknown) n+l 


Computational 
direction 


(known) n 


i-l i i+] 
(grid point) 


Figure 8.18 Schematic computational diagram of the explicit method. 


Because the unknown temperature at time n+1 can be determined directly from the known 
temperatures at time n by using Eq. (8.43), the method is called the explicit method. It should be noted 
that even though the method is very convenient, it is limited by the value of a < 1/2 which is governed 
by the time step At. In another word, the requirement of the time step, 


2 
At < pela) (8.45) 
2k 


must be satisfied. The maximum allowable time step in Eq. (8.45) is called the critical time step which 
depends on the grid spacing Ax and the material properties. If the time step Aż used in the computation 
is greater than the critical time step, the computed solution will diverge or grow without bound. Because 
the time step Aż varies with the square of Ax, the time step will be very small for a fine mesh model with 
small Av. 


Example 8.4 Solve the parabolic Eq. (8.39) for the transient temperature distribution along the bar of 
length 1 unit. The bar is made from a material such that k/pc =1 with the initial temperature of sin (zx) 


along its length. Determine the grid point temperatures by dividing the bar length into 10 equal intervals 
(Ax = 0.1). 


The problem statement of this example can be summarized as follows: 


ker _ OF O<x<1 (8.46) 
pe ex? ôt 
70:4). = T(t) = 0 (8.47) 
T(x,0) = sin (zx) (8.48) 
If k/pc =1, the exact solution is 
T(x,t) = e**sin (zx) (8.49) 


Figure 8.19 shows the bar dividing into 10 equal intervals with grid point numbers. Each interval 
has the length of Ax =0.1. There are 11 grid points for which the temperatures at grid point numbers 1 
and 11 are maintained at zero degree throughout the computation. 
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i= T(x, 0) = sin (7x) 
i 5 6 7 


n 1 > 


Figure 8.19 A bar with 10 equal intervals and grid point numbers. 


The transient temperatures for grid point numbers 2 through 10 can be determined by using the 
derived Eq. (8.43). For example, the new temperature at grid point 2 is determined from the old 
temperatures at grid points 1, 2 and 3 as, 


T! = T? (07 +T.) (8.50) 
where the subscripts denote the grid point numbers and the superscripts represent the time step. Thus, 
the terms on the right-hand side of the equation are, 

T? = temperature at grid point 1 at time t=0 whichis = 0 
T? = temperature at grid point 2 at time t =0 which is = sin(0.1z) = 0.3090 
T? = temperature at grid point 3 at time t=0 which is = sin(0.27) = 0.5878 


If the time step is specified as At=0.005, then, from Eq. (8.44) 


k At 0.005 
= = = 0.5 8.51 
pe (Ax)? 0) (0.1) ve 


Thus, the temperature at grid point 2 at time t = 0.005 from Eq. (8.50) is, 
T} = 0.3090 + (0.5)[0.5878—2(0.3090)+0] = 0.2939 


The computational procedure for determining transient temperatures at grid points can be used 
for developing a computer program. Figure 8.20 shows a computer program for determining the transient 
temperature response as explained in the example. The time step At and the total number of steps are 
specified at the beginning of the program. The temperatures at grid points are determined and are shown 
as output at each time step. 


With the time step of At = 0.005, Table 8.3 shows the computed grid point temperatures at 
different times as compared to the exact solutions of Eq. (8.49). The table shows the computed 
temperatures for the grid points only on the left-half of the bar due to symmetry of the solution. Figure 
8.20 shows the transient temperature response along the bar at different times. The bar temperature 
drops from the initial temperature of the specified sine function as time increases. As time increases, the 
bar temperature approaches zero because the temperature at both ends of the bar are maintained at zero. 


N 
oe) 
oo 


Program ParaExp1 
A finite difference program for solving 
transient temperature distribution in a 
rod using the explicit method. 
Assign time step and number of steps: 

t = 0.005; nsteps = 40; 
Set up initial and boundary conditions: 
= 0.; dx = 0.1; 

or i = 1:11 

told(i) = sin(pi*x); 

tnew(i) = told(i); 

x = x + dx; 

end 

% Solve for the temperature response: 

alpha = dt/(dx*2); time = dt; 

for istep = 1:nsteps 


Hh & Æ AL æ de de dP de 


oe 
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for i = 2:10 
tnew(i) = told(i) + alpha*(told(itl) ... 
- 2.*told(i) + told(i-1)); 
end 
Print out the solutions at every 4 steps: 
ip = istep - floor(istep/4) *4; 
if ip == 0. 
fprintf('\n%6.2£' ,time) ; 
for i= 1:11 
fprintf(' 
end 
end 
for i = 2:10 
told(i) = tnew(i); 
end 
time = time + dt; 


36.4£',tnew(i)); 


end 


Figure 8.20 A computer program for determining transient temperature response 
of a bar by using the explicit method. 


Table 8.3 Comparison between the computed temperatures at grid points using time step of 
At = 0.005 from the explicit method and the exact temperatures (values in brackets) 


at different times. 


Time ź 1 2 

0.04 0.0000 0.2068 0.3934 
(0.0000) (0.2082) (0.3961) 

0.08 0.0000 0.1384 0.2633 
(0.0000) (0.1403) (0.2669) 

0.12 0.0000 0.0927 0.1763 
(0.0000) (0.0945) (0.1798) 

0.16 0.0000 0.0620 0.1180 
(0.0000) (0.0637) (0.1212) 

0.20 0.0000 0.0415 0.0790 
(0.0000) (0.0429) (0.0816) 
T(x, t) 

A 


4 5 6 
0.5415 0.6366 0.6693 
(0.5451) (0.6408) (0.6738) 
0.3625 0.4261 0.4480 
(0.3673) (0.4318) (0.4540) 
0.2426 0.2852 0.2999 
(0.2475) (0.2910) (0.3059) 
0.1624 0.1909 0.2007 
(0.1668) (0.1961) (0.2062) 
0.1087 0.1278 0.1344 
(0.1124) (0.1321) (0.1389) 
t=0 
t=.04 


t =.08 


Figure 8.21 Computed transient temperature response at different times 
by using the explicit method. 
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It should be noted that the time step of At = 0.005 used to obtain the solutions is the critical time 
step for the mesh in the example. Higher solution accuracy can be obtained by reducing the time step 
At used in the computation. Table 8.4 shows the more accurate temperatures at the same grid points 
computed by using a smaller time step of At = 0.00002. Table 8.4 also shows the diverged solutions of 
the computed temperatures when the time step of At = 0.01 (which is larger than the critical time step) 
is used. Such diverged solution from using too large time step At is the main disadvantage of the explicit 
method. Other methods that can alleviate the restriction of too small time step Af are presented in the 
following sections. 


Table 8.4 Comparison among the computed temperatures at grid points using time step 
of At= 0.00002, At=0.01 (values in square brackets) from the explicit method 
and the exact temperatures (values in round brackets) at different times. 


Time t 1 2 3 4 5 6 


0.04 0.0000 0.2089 0.3973 0.5469 0.6429 0.6760 
(0.0000) (0.2082) (0.3961) (0.5451) (0.6408) (0.6738) 
[0.0000] [0.2047] [0.3893] [0.5358] [0.6299] [0.6623] 


0.08 0.0000 0.1412 0.2686 0.3697 0.4346 0.4570 
(0.0000) (0.1403) (0.2669) (0.3673) (0.4318) (0.4540) 
[0.0000] [0.1355] [0.2578] [0.3549] [0.4171] [0.4386] 


0.0000 0.0955 0.1816 0.2499 0.2938 0.3089 
0.12 (0.0000) (0.0945) (0.1798) (0.2475) (0.2910) (0.3059) 
[0.0000] [0.0900] [0.1703] [0.2356] [0.2756] [0.2913] 


0.0000 0.0645 0.1227 0.1689 0.1986 0.2088 
0.16 (0.0000) (0.0637) (0.1212) (0.1668) (0.1961) (0.2062) 
[0.0000] [0.0751] [0.0829] [0.1986] [0.1295] [0.2531] 


0.0000 0.0436 0.0830 0.1142 0.1342 0.1412 
0.20 (0.0000) (0.0429) (0.0816) (0.1124) (0.1321) (0.1389) 
i [0.0000] [1.2042] [-2.1852] [3.3179] [-3.8300] [4.5065] 


8.3.3 Implicit method 


In order to avoid the diverged solution that may occur from using too large time step Aż in the 
explicit method, an implicit method is presented in this section. The implicit method applies the central 
difference approximation to the second-order spatial derivative term while the nodal temperatures are 
determined at time n+1 as, 

2 1 1 1 
er _ TAE 


Ox? (Ax) 


(8.52) 


By substituting Eqs. (8.52) and (8.40) into the parabolic differential Eq. (8.39), a corresponding algebraic 
equation is obtained, 
k pnt 27"! pr+ ýr! os T” 
i+] i 5 +i = i i (8.53) 
pc (Ax) At 


which can be written in the form, 
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cae Bit + SO Wea a T;" (8.54) 


L 


where the parameter ais defined in Eq. (8.44). The algebraic equation in Eq. (8.54) consists of the 
unknown temperatures at grid points at i-1, i and i+1 at the new time step n+1 on the left-hand side 
of the equation. The schematic computational diagram is shown in Fig. 8.22. 


Time step 
(unknown) n+l 
Computational 
direction 
(known) n 
i-l i i+] 
(grid point) 


Figure 8.22 Schematic computational diagram of the implicit method. 


Application of Eq. (8.54) to the grid points with unknown temperatures leads to a tridiagonal 
system of algebraic equations. The algebraic equations are coupled and the implicit method thus requires 
more computational time than that for the explicit method. However, the implicit method does not have 
restriction of the time step At used in the computation, i.e., the method will not produce a diverged 
solution. But a large time step At does produce inaccurate solution. Thus, analysts should understand 
the solution behaviors obtained from these methods. The example below shows the solution behavior 
obtained from the example of transient conduction heat transfer by using the implicit method. 


Example 8.5 Solve the temperature response of Example 8.4 again but by using the implicit method. 
Use the time step of At = 0.01, which is larger than the critical time step of the problem which is 
At = 0.005. Compare the computed transient temperatures with the exact solution for 0 < ¢< 0.2. 


By using the time step of At = 0.01, Eq. (8.44) gives 
k At 0.01 


(1) = 1 (8.55) 
pe (Ax) (0.1)? 
The derived difference Eq. (8.54) with a@ = 1 is 
-PEP Pai -T = T (8.56) 


Equation (8.54) is applied to all the grid points 2 to 10 for which their temperatures are unknowns. The 
application leads to a tridiagonal system of equations in the form, 
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r E | 7 T, n+l T, n 
-1 3 -1 T, Ý 
-1 3 -1 T, JT B 
S ENE i 
i =f; 3] (To T 


It is noted that the boundary conditions of zero temperatures at grid points 1 and 11 have been imposed 
into the above trigonal system of Eq. (8.57). Equation (8.57) is then solved for the grid point 
temperatures at time step n +1. 


Figure 8.23 shows the computer program for solving the temperature response at grid points by 
using the implicit method. The program is similar to that of the explicit method except the set of coupled 
algebraic equations are solved from a subroutine for a tridiagonal system of equations. 


% Program ParaImp1 % Return the solution in e( ): 
% A finite difference program for solving for i = 2:n 
% transient temperature distribution in a a(i) = a(i)/b(i-1); 
% rod using the implicit method. b(i) = b(i) - a(i)*c(i-1); 
% Assign time step and number of steps: end 
dt = 0.01; nsteps = 20; for i = 2:n 
% Set up initial and boundary conditions: d(i) = d(i) - a(i)*d(i-1); 
x =0.; dx = 0.1; end 
for i = 1:11 e(n) = d(n)/b(n); 

temp (i) = sin(pi*x); for i = n-1:-1:1 

x = x + dx; e(i) = (d(i) - c(i) *e(it1)) /b(i); 
end end 
alpha = dt/(dx*2); coef = 1 + 2*alpha; for i = 2:10 
time = dt; n = 9; temp(i) = e(i-1); 
for istep = 1:nsteps end 
% Form up tridiagonal system of n eqs % Print out the solution at every step: 
% for the interior grids (here n=9): ip = istep - floor(istep/2) *2; 
b(1)=coef; c(1)=-alpha; d(1)=temp(2) ; if ip == 0. 

for i = 2:n-1 fprintf ('\n%6.2£' ,time) ; 
a(i) = -alpha; b(i) = coef; for i = 1:11 
c(i) = -alpha; d(i) = temp (i+1); fprintf (' 36.4£',temp(i)); 
end end 

a(n)=-alpha; b(n)=coef; d(n)=temp(n+1) ; end 
% Solve such tridiagonal system of n eqs time = time + dt; 
% for temperatures at the interior grids. end 


Figure 8.23 A computer program for determining transient temperature response of a bar 
by using the implicit method. 


The computed transient temperatures at grid points are compared with the exact solution as shown 
in Table 8.5. The table shows that the implicit method does not produce diverged solutions even though 
the time step At used in the computation is larger than the critical time step of the problem. However, 
the computed solutions at grid points contain large errors as compared to those obtained from the explicit 
method. This is mainly due to too large time step Af is used in the analysis. It should be noted that both 
methods have the first-order of accuracy in time O(A?) and second-order of accuracy in space O(Ax’). 
In the next section, another implicit method that has the second-order of accuracy in both time and space 
is presented. 
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Table 8.5 Comparison between the computed temperatures at grid points using time step of 
At = 0.01 from the implicit method and the exact temperatures (values in brackets) 
at different times. 


Timet 1 2 3 4 5 6 

0.04 0.0000 0.2127 0.4046 0.5568 0.6546 0.6883 
(0.0000) (0.2082) (0.3961) (0.5451) (0.6408) (0.6738) 

0.08 0.0000 0.1464 0.2785 0.3833 0.4506 0.4737 
(0.0000) (0.1403) (0.2669) (0.3673) (0.4318) (0.4540) 

0.12 0.0000 0.1008 0.1917 0.2638 0.3101 0.3261 
(0.0000) (0.0945) (0.1798) (0.2475) (0.2910) (0.3059) 

0.16 0.0000 0.0694 0.1319 0.1816 0.2134 0.2244 
` (0.0000) (0.0637) (0.1212) (0.1668) (0.1961) (0.2062) 

0.0000 0.0477 0.0908 0.1250 0.1469 0.1545 


0.20 (0.0000) (0.0429) (0.0816) (0.1124) (0.1321) (0.1389) 


8.3.4 Crank-Nicolson method 


The Crank-Nicolson method provides solution with second-order solution accuracy in both space 
and time. The method starts from approximating the first-order time derivative term in the form of the 
difference between the solutions at time steps n and n+1 as, 


ôT n+l T” 
OK. fea (8.58) 
ôt At 
The method approximates the second-order spatial derivative term using, 
2 n+l n+l r +1 n n n 
ô = a 1 Tj} 2T; 5 +7; + Tij 27; ae (8.59) 
Ox 2 (Ax) (Ax) 


By substituting Eqs. (8.58) and (8.59) into the parabolic differential Eq. (8.37), the algebraic equation 
representing transient heat conduction in a bar is obtained as, 


k n n n n n n i i 
na r a) = oe (8.60) 


With the parameter æ defined in Eq. (8.44), the above equations reduces to, 


-aT +2(t+a)T" -aT = aTh +2(l-a)T! + aTh (8.61) 
The left-hand side of Eq. (8.61) consists of the unknown temperatures at grid points i—1,iand i+1 at 
the new time step 1 +1, while the right-hand side contains the known temperatures at time step n. The 
schematic computational diagrams corresponding to Eq. (8.61) is shown in Fig 8.24. 
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Time step 
(unknown) n+l 
Computational 
direction 
(known) n 
i—l i i+] 


(grid point) 


Figure 8.24 Schematic computational diagram of the Crank-Nicolson method. 


Equation (8.59) is applied to all grid points for which the temperatures are unknown. The 
application leads to a tridiagonal set of equations that can be solved for the temperature solutions. 


Example 8.6 Use the Crank-Nicolson method to determine the transient temperature response at grid 
points as described in Example 8.4. Employ the time step of At = 0.02 for 0 < t¢< 0.2. Compare the 
computed grid point temperatures with the exact solution. 


By using the time step At = 0.02, the parameter @ from Eq. (8.42) is, 


k At 0.02 
= z = (1) z = 2 (8.62) 
pe (Ax) (0.1) 
Then, Eq. (8.59) becomes, 
— 27 + OT -2747 = 27%, — 27" + 2T (883) 


Equation (8.63) is applied to grid points 2 to 10 for which their temperatures are unknown. The 
application leads to a tridiagonal set of equations similar to that shown in Eq. (8.57). The diagonal set 
of equations is then solved for the temperature solutions for the grid points at the new time step n+1. 


The corresponding computer program of the Crank-Nicolson method for solving transient 
temperature response in the bar is shown in Fig. 8.25. The program is slightly more complicated than 
that for the implicit method. The computed temperature solutions at grid points, however, are more 
accurate. Table 8.6 shows the comparison of the computed temperature solutions obtained from the 
Crank-Nicolson method and the exact solutions for grid points and at 5 different times. Because the 
Crank-Nicolson method can provide higher solution accuracy as compared to the explicit and implicit 
methods, the method is widely used for analyzing transient problems in scientific and engineering 
applications. 
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% Program ParaCNl % Solve such tridiagonal system of n eqs 
% A finite difference program for solving % for temperatures at the interior grids. 
% transient temperature distribution in a % Return the solution in e( ) 

% rod using the Crank-Nicolson method. for i = 2:n 

% Assign time step and number of steps: a(i) = a(i)/b(i-1); 

dt = 0.02; nsteps = 10; b(i) = b(i) - a(i)*c(i-1); 

% Set up initial and boundary conditions: end 

x = 0; dx = 0.1; for i= 

for i = 1:11 d(i) = ra - a(i)*d(i-1); 
temp(i) = sin(pi*x) ; en 
x = x + dx; e(n) = a (eles 

end or i = n-1:- 

alpha = dt/(dx*2); time = dt; n = 9; e(i) = (dti) - c(i)*e(i+1))/b(i); 


coefp = 2*(1+alpha) ; 
for istep = 1:nsteps 
% Form up tridiagonal system of n eqs 
% for the interior grids (here n=9): 
b(1) = coefp; c(1) = -alpha; 
d(1) = coefm*temp(2) + alpha*temp (3) ; 
for i = 2:n-1 


coefm = 2*(1-alpha) ; 


for i = 2:10 
temp(i) = e(i-1); 
end 
Print out the solution at every step: 


oe 


ip = istep - (istep/1)*1; 
if ip == 0. 


a(i)=-alpha; b(i)=coefp; c(i)=-alpha; fprintf ('\n%6.2£ ', time) ; 
d(i)= alpha*temp(i) + coefm*temp(it1) ... for i = 1:11 
+ alpha*temp (i+2) ; fprintf(' %6.4f ',temp(i)); 
end end 
a(n) = -alpha; b(n) = coefp; end 
d(n) = alpha*temp(n) + coefm* temp (n+1) ; time = time + dt; 
end 


Figure 8.25 A computer program for determining transient temperature response of a bar 
by using the Crank-Nicolson method. 


Table 8.6 Comparison between the computed temperatures at grid points using time step of At = 0.02 
from the Crank-Nicolson method and the exact temperatures (values in brackets) 


at different times. 


timet 1 2 3 4 5 6 
0.04 0.0000 0.2086 0.3968 0.5462 0.6421 0.6752 
(0.0000) (0.2082) (0.3961) (0.5451) (0.6408) (0.6738) 
0.08 0.0000 0.1409 0.2679 0.3688 0.4335 0.4558 
(0.0000) (0.1403) (0.2669) (0.3673) (0.4318) (0.4540) 
0.12 0.0000 0.0951 0.1809 0.2490 0.2927 0.3078 
(0.0000) (0.0945) (0.1798) (0.2475) (0.2910) (0.3059) 
0.16 90000 0.0642 0.1221 0.1681 0.1976 0.2078 
vr (0.0000) (0.0637) (0.1212) (0.1668) (0.1961) (0.2062) 
i 0.0000 0.0434 0.0825 0.1135 0.1334 0.1403 
(0.0000) (0.0429) (0.0816) (0.1124) (0.1321) (0.1389) 


In order to summarize the solution accuracy obtained from the explicit, implicit and Crank- 
Nicolson methods in Examples 8.4, 8.5 and 8.6, respectively, their computed temperature solutions at 
the bar center obtained from using different time steps At are compared. The solutions are also compared 
with the exact solutions at time ¢ = 0.2 as shown in Table 8.7. The table shows that the explicit method 
yields large solution errors even though the method provides an advantage for solving each equation 
explicitly. The method produces diverged solutions if the time step At used in the computation is larger 
than the critical time step, e.g., when œ= 1.0 as shown in the Table. The implicit method does not 
produce any diverged solution but the computed solutions are not accurate. As shown in the Table, the 
Crank-Nicolson method provides accurate solutions for different time steps At. As the time step At 
decreases, the method yields a solution that converges to the value of 0.1412. It is noted that the exact 
temperature solution at the middle of the bar is 0.1389. The difference between the Crank-Nicolson and 
exact solutions is from the number of grid points used for modeling the bar. If the number of grid points 
is increased by reducing the interval length Ax, then the computed solutions from the Crank-Nicolson 
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method will be close to the exact solution. Such numerical experiments for solution convergence of 
these methods to the exact solutions are left as exercises. 


Table 8.7 Comparison of the computed temperatures at the bar center at time ¢ = 0.2 from the three 
methods by using different time steps At. Note that the exact solution is 0.1389. 


Method 
Time step At a Explicit Implicit Crank-Nicolson 
0.0100 1.00 4.5065 0.1545 0.1410 
0.0050 0.50 0.1344 0.1479 0.1411 
0.0010 0.10 0.1398 0.1425 0.1412 
0.0005 0.05 0.1405 0.1419 0.1412 
0.0001 0.01 0.1410 0.1413 0.1412 


Example 8.7 Use the explicit, implicit and Crank-Nicolson methods to solve the parabolic differential 
equation 
Ou 07u 


Ey ee Ee 8.64 
F aa? (8.64) 
for0 <x <1 and+¢> 0 with the boundary conditions of 
u(0,t) = 1 and ul, = 0 (8.65) 
and the initial condition of 
u(x,0) = 1-x-Żsin(27x) (8.66) 


Divide the domain into 20 equal intervals. Compare the computed solutions for 0 < ¢ < 0.04 by using 
At =0.002 with the exact solution of 


u(x,t) = 1l-x- <sin(2ax)e4*™ (8.67) 


Figure 8.26 shows the computer program ParaExp2 to compute the solution by using the 
explicit method. The program also displays the computed and exact solutions by the surface plots as 
shown in Fig. 8.27. User may want to change size of the interval Av or the time step Af to investigate 
the computed solution accuracy. The program can be modified to solve similar problems where their 
exact solutions are not available. 


Program ParaExp2 

A finite difference program for solving 
parabolic partial differential equation 
by using the explicit method. 

Assign the number of intervals, steps, 
domain length and total time: 

= 20; nsteps = 20; xl = 1.; time = .04; 
= xl/ne; np = ne + 1; dt = time/nsteps; 
Set up initial and boundary conditions: 
= O:dx:xl; t = 0.; 
uold = 1.-x-(1/pi) .*sin(2*pi*x) ; 
iplot = 1; uplot(:,iplot) = uold; 
% Solve for solutions at each time step: 
alpha = dt/(dx*2); t = t + dt; iplot = 2; 
for istep = 1:nsteps 
for i = 2:ne 

unew(i) = uold(i) + alpha* (uold(i+1) 

- 2.*uold(i) + uold(i-1)); 


ean ts dP dP dP de Æ de 
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end 


for i = 2:ne 
uold(i) = unew (i); 
uplot(i,iplot) = uold(i) ; 
end 
uplot(1,iplot)=1.; uplot(np,iplot)=0.; 
t =t + dt; iplot = iplot + 1; 
end 
% Surface plot of the exact solutions: 
xe = O:dx:xl; te = O:dt:time; 
[XE,TE] = meshgrid (xe, te) ; 
ueplot = 1.-XE-(1/pi) .*sin(2*pi*XE).* ... 
exp (-4*pi*pi*TE) ; 
mesh (XE,TE,ueplot) , view(30,30), 
colormap ([0,0,0]) 
% Surface plot of the computed solutions: 
xc = O:dx:xl; tc = O:dt:time; 
[XC,TC] = meshgrid(xc,tc); figure 
mesh(XC,TC,uplot') ; view(30,30) ; 
colormap ([0,0,0]) 


Figure 8.26 A computer program for determining transient response of u(x,t) 
by using the explicit method for Example 8.7. 
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Exact solution 
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Approximate solution 


Figure 8.27 Comparison of the exact and explicit solutions of u(x,t) for Example 8.7. 


Figures 8.28 and 8.29 show the computer programs ParaIMP2 and ParaCN2 for determining 
the approximate solutions by using the implicit and Crank-Nicolson methods, respectively. The 
computed solutions are displayed in form of the surface plots. User may change the grid size Ax or time 
step At to study the accuracy of the computed solutions. It is noted that, with the same grid size and time 
step, the Crank-Nicolson method produces higher solution accuracy than the implicit method. 


% Program ParaImp2 

% A finite difference program for solving 
% parabolic partial differential equation 
% by using the implicit method. 

% Assign the number of intervals, steps, 
% domain length and total time: 

ne = 20; nsteps = 20; xl = 1.; time = .04; 
dx = xl/ne; np = ne + 1; dt = time/nsteps; 
% Set up initial and boundary conditions: 
x = O:dx:xl; t = 0.; 

u = 1.-x-(1/pi) .*sin(2*pi*x) ; 

u(1) = 1; u(np) = 0; 


iplot = 1; uplot(:,iplot) = u; 

% Solve for solutions at each time step: 
t=t + dt; iplot = 2; 

alpha = dt/(dx*2); coef = 1 + 2*alpha; 


a = zeros(np,np); a(1,1) = 1; a(np,np) = 1; 
d = zeros(np,1); d(1) = u(1); d(np) = u(np); 


% Form up the system LHS of np equations: 
for i = 2:np-1 

a(i,i) = coef; 

a(i,i-1) = -alpha; a(i,i+1) = -alpha; 
end 


% March out for solution at each step for 
% the total of n steps: 

for istep = 1:nsteps 

for i = 2:np-1 


d(i) = u(i); 
end 
% Solve the system of np equations for 
% solution at each step, return solution 
% in e(), and save thems for plotting: 
e = a\d; u = e; uplot(:,iplot) = u; 
t =t + dt; iplot = iplot + 1; 
end 
% Surface plot of the exact solutions: 


xe = 0:dx:xl; te = 0:dt:time; 

[XE,TE] = meshgrid (xe, te) ; 

ueplot = 1.-XE-(1/pi) .*sin(2*pi*XE).* ... 
exp (-4*pi*pi*TE) ; 

mesh (XE,TE,ueplot) , view (30,30), 

colormap ([0,0,0]) 

% Surface plot of the computed solutions: 

xc = 0:dx:xl; tc = 0:dt:time; 

[XC,TC] = meshgrid(xc,tc); figure 

mesh(XC,TC,uplot') ; view(30,30); 

colormap ([0,0,0]) 


Figure 8.28 A computer program for determining transient response of u(x,t) 
by using the implicit method for Example 8.7. 


Partial Differential Equations 


Program ParaCN2 

A finite difference program for solving 
parabolic partial differential equation 
by using the Crank-Nicolson method. 
Assign the number of intervals, steps, 
domain length and total time: 

= 20; nsteps = 20; xl = 1.; time = .02; 
= xl/ne; np = ne + 1; dt = time/nsteps; 
Set up initial and boundary conditions: 
= O:dx:xl; t = 0.; 
= 1.-x-(1/pi) .*sin(2*pi*x) ; 
= 1; u(np) = 0; 

iplot = 1; uplot(:,iplot) = u; 

% Solve for solutions at each time step: 
t =t + dt; iplot = 2; alpha = dt/(dx%2); 
coefp = 2*(1+alpha); coefm = 2* (1-alpha) ; 


E x æ Q F oP dP dP de de dP 


c 
E 


a = zeros(np,np); a(1,1) = 1; a(np,np) = 1; 
d = zeros(np,1); d(1) = u(1); d(np) = u(np); 


% Form up the system LHS of np equations: 
for i = 2:np-1 

a(i,i) = coefp; 

a(i,i-1) = -alpha; a(i,i+1) = -alpha; 
end 
% March out for solution at each step for 
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% the total of n steps: 
for istep = 1:nsteps 
for i = 2:np-1 
d(i) = alpha*u(i-1) + coefm*u(i) + ... 
alpha*u (i+1) ; 


f=] 
a 


Solve the system of np equations for 
solution at each step, return solution 
in e( ), and save them for plotting: 
a\d; u = e; uplot(:,iplot) = u; 

t + dt; iplot = iplot + 1; 


æ M ct M æ æM 


Surface plot of the exact solutions: 

xe = O:dx:xl; te = 0:dt:time; 

[XE,TE] = meshgrid(xe,te) ; 

ueplot = 1.-XE-(1/pi) .*sin(2*pi*XE).* ... 
exp (-4*pi*pi*TE) ; 

mesh(XE,TE,ueplot), view(30,30), 

colormap([0,0,0]) 

% Surface plot of the computed solutions: 

xc = 0:dx:xl; tc = 0:dt:time; 

[XC,TC] = meshgrid(xc,tc); figure 

mesh(XC,TC,uplot'), view(30,30), 

colormap([0,0,0]) 


Figure 8.29 A computer program for determining transient response of u(x,t) 


by using the Crank-Nicolson method for Example 8.7. 


Implicit solution 


Crank-Nicolson solution 


Figure 8.30 The implicit and Crank-Nicolson solutions of u(x,t) for Example 8.7. 


8.4 Hyperbolic Equation 


8.4.1 Differential equation 


Hyperbolic equation is the partial differential equation that normally describes propagation 
behaviors from one point to another. Examples of such propagation behaviors are the oscillation of a 
string fixed at both ends, shock wave propagation that occurs in a tube from different air densities, 
traveling of a wave in a solid from an impact loading, etc. Many of these behaviors consist of sudden 
changes in the solution. Sudden changes in the solution require a fine mesh with small interval Ax to 
produce accurate solution. Such accurate solution are thus difficult to obtained, so many realistic 
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problems that are governed by the hyperbolic equation are still under research development. In this 
section, a hyperbolic equation that arises from a simple phenomenon is considered. Figure 8.31 shows 
the oscillation behavior of a string with length L which is fixed at both ends. 


u(x, t) 


0 Bigg 
a ee 
a, |e 


Figure 8.31 Oscillation behavior of a string and its portion under equilibrium. 


The governing differential equation for the string deflection u(x,t) that varies with the string x- 
coordinate and time ¢ can be derived by considering the lower insert of Fig. 8.31. For a small oscillation, 
the deflecting angles @and fare small while the string tension T can be assumed constant. By neglecting 
the weight of the string, the Newton’s second law is applied to the small segment of the string to yield 


2 
TsinB-TsinO = (ax) (8.68) 
g t 


where w is the string weight per unit length and g is the gravitational acceleration constant. With the 
small angles Gand £, then sin@ = tan@ and sin 2 = tan £ , thus Eq. (8.68) becomes 


2 
TtanB-Ttand = (ax) 2% (8.69) 
g ot 
But tan p and tan Orepresent the slopes at the ends of the segment, Eq. (8.69) can be written as 
2 
T Ou Ou _w (Ax) Du 
Ox x+Ax Ox x § ot 
aul u 
Ox Ox 2 
Or, mter ee (8.70) 
Ax Tg ôt 


Then, by letting Ax > 0, Eq. (8.70) becomes, 
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Oru w 0-u 
ax? Te at? my 
8u 2 Oru 
Or, — = k* — 8.72 
ar? ax? om 
T: 
where k = ae (8.73) 
w 


It is noted that Eq. (8.72) is in the form of Eq. (8.9), which is the standard form of the hyperbolic equation 
in one dimension where k? is always positive. 


8.4.2 Computational procedures 


In this section, the finite difference method is applied to solve the hyperbolic equation. The string 
is first divided into intervals, with the length of Ax each. These intervals are connected by grid points at 
i—1,i, i+1 as shown in Fig. 8.32. 


Grid point 


Figure 8.32 A string is divided into intervals connected at grid points. 


At these grid points, their deflections u which depend on time ft are to be determined. The central 
differencing is used to approximate the second-order time derivative term, 
Ou x ujt -2u tur 
or (At) 
where the subscript i represents the grid point number and the superscript n denotes the time step. The 
central differencing is also used to approximate the second-order spatial derivative term, 


(8.74) 


@u uty — Qu? tur, 
2 
ax? (Ax) 


(8.75) 
By substituting Eqs. (8.74) and (8.75) into Eq. (8.72), the algebraic equation representing the hyperbolic 
equation is obtained, 


u; — Qu? +up ab ge uj, — 2uj + Uj) 
(Ar) (Ax)? 


After rearranging terms, the deflection for grid point i at time step n+1 can be determined from 
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i 2 Bah Ph ae uh oat) (8.76) 
2 2 
where C = a ce (8.77) 
(Ax) 


The parameter C in Eq. (8.77) is called the Courant number. It has been found that accurate solution is 
obtained when the Courant number C is close to unity. If C> 1, the computed solution may diverge 
from the actual solution. If C < 1, the computed solution is less accurate. Study of different values of C 
that affect the solution accuracy is left as an exercise. With the Courant number as unity, appropriate 
time step At can be determined from the known grid point spacing Ax in the finite difference model. 

Figure 8.33 shows the schematic computational diagram for the derived finite difference Eq. 
(8.76) representing the string oscillation. The unknown deflection for grid point i at time step n+1 is 
determined from the known deflections for grid points i-1, i, i+1 at time step n and the known deflection 
for grid point i at time step n—-1. 


Time step 
(unknown) n+l 
Computational 
(known) n | direction 
(known) n-1 
i—l i i+] 
(grid point) 


Figure 8.33 Schematic computational diagram for solving the hyperbolic equation. 


At the beginning of the computational step 1 ( = 0), Eq. (8.76) needs the known solutions at 
steps 0 and —1. The deflection at step —1 can be determined from the initial condition of the problem. 
For example, if the initial velocity is given as zero, 1.,¢., 


S (3 = ee (8.78) 


Then, the central difference approximation for Eq. (8.78) is, 


1_,-l 
Hii, ex (8.79) 
2(At) 

Or, u; = ul (8.80) 


By substituting Eq. (8.74) into Eq. (8.70) at n = 0, 
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u! 2u? FU C (ui -2u° +u?) 


C 
Or, ul ut S (uta —2u tupa) (8.81) 


In summary, the deflections at grid points along the string are first determined at n = 0 by using 
Eq. (8.81). Equation (8.76) is then used for determining the grid point deflections at the later time steps. 
Since the Courant number is assigned as unity, the deflections at grid points can be determined by using 
Eqs. (8.81) and (8.76) as follows, 


ul = (uo, +u? ,)/2 when n=0 (8.82a) 


u; = -u; +u; U;_ when n : 
ws l yuttu h >0 8.82b 


8.4.3 Examples 


Two examples are presented in this section and corresponding computer programs are developed 
so that the computed solutions can be compared with the exact solutions. 


Example 8.8 A string of length 1.5 unit is fixed at both ends. The string is released from the initial 
configuration as shown in Fig. 8.34. If the values k = 100, the grid spacing Ax = 0.25 and the Courant 
number C = 1, then the appropriate time step computed from Eq. (8.77) is At = 0.0025. Determine the 
string oscillation behavior for 0 < t < 0.03. Compare the computed solutions at grid points with the exact 
solution of 


2 ee) 
u(x,t) = 2al y ! sin( 22) cos{ 120Z") sin ( 27) (8.83) 
b(L-b)x? p n’ L L L 


where a and b are the deflection and distance of the initial string configuration as shown in Fig. 8.34. 


u(x, À u(x, 0) 


0.21-0.14x 


b=1.0 > 0.5 >| 


L=1.5 >| 


Figure 8.34 A string is divided into 6 intervals and 7 grid points with its initial configuration. 


302 Numerical Methods in Science and Engineering 


Equations (8.82a-b) are used to determine the string deflection for grid point i at any time step n. 
For example, the deflection for grid point 5 at the first time step (t = 0.0025) is determined from Eq. 
(8.82a) as, 


us (u? +u9)/2 


(0.0350 + 0.0525)/2 = 0.04375 


Similarly, the deflections for grid points 4 and 6 at the first time step are 
u, = 0.0525 and Ug = 0.0350 


Then, the deflection for grid point 5 at the second time step (t = 0.0050) are determined by using Eq. 
(8.82b) as, 


2 0 i 1 
Us = Us +Ug tUg 


—0.07 + 0.0350 + 0.0525 = 0.0175 


The computational procedure explained above is used to develop a computer program as shown 
in Fig. 8.35. The program starts from assigning the time step At and the total number of steps for 
determining the string oscillation behavior. After initial and boundary conditions are specified, the 
program employs Eq. (8.82a) to determine the grid point deflections at the first time step. Then, Eq. 
(8.82b) is used for determining the grid point deflections for the rest of the time steps. 


% Program Hyperl unp1(7,istep) = un(7) ; 
% A finite difference program for solving % Cumpute displacements at the second time 
% vibration in a string. % step onward: 
% Assign time step and number of time steps: time = time + dtime; 
dtime = 0.0025; nsteps = 12; for istep = 2: nsteps 
% Set up initial and boundary conditions: for $7 
xx = 0.0; dx = 0.25; time = 0.0; ünm1 (i) = un(i); 
for i = 1:5 un (i) = unpl(i,istep-1) ; 
un(i) = 0.07*xx; x(i) = xx; xx = xx + dx; end 
end for i = 2:6 
xx = 5*dx; unpl(i,istep) = -unm1 (i) + 
for i= 7 un(it+1) + un (i- 1); 
un(i) = 0.21 - 0.14*xx; x(i) = xx; end 
xx = xx + dx; oN. \n%6.4£ ', time) ; 
end for 1: 
plot(x,un,'-ok'); hold on; tpriate(! %8.5f ',unp1 (i,istep)); 
% Compute displacement at the first time end 
% step: time = time + dtime; 
time = time + dtime; istep = 1; end 
unp1 (1, istep) = un (1); 
for i = 2: % Plot the computed solutions at 
unp1 (i, S stipi = 0.5*(un(i+1) + un(i-1)); % different times: 
end for istep = 1:nsteps 


plot(x,unp1(:,istep),'-ok'); hold on 
end 


Figure 8.35 A computer program for determining deflection of a string fixed 
at both ends. 


Table 8.8 shows the comparison between the computed deflections at grid points and the exact 
solution. In this example, the computed solutions are exact and the string oscillation behaviors at 
different times are shown in Fig. 8.36. The figure shows the string deflection shapes for the first half 
cycle 0 <t<0.015. The string deflection shapes are reversed for the second half cycle 0.015 < t < 0.030. 
The deflection shape becomes the initial shape again at time ¢ = 0.030 after one cycle of the oscillation 
is complete. 
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Table 8.8 Comparison between the computed deflections at grid points using time step of 
At = 0.0025 and the exact solutions (values in brackets) at different times. 
Note that the deflections at grid points 1 and 7 are zero. 


Deflections at grid points 


Timet 2 3 4 5 6 
0.000 0.01750 0.03500 0.05250 0.07000 0.03500 
(0.01750) (0.03500) (0.05250) (0.07000) (0.03500) 
0.005 0.01750 0.03500 0.02625 0.01750 0.00875 
(0.01750) (0.03500) (0.02625) (0.01750) (0.00875) 
0.010 -0.00875 -0.01750 -0.02625 -0.03500 -0.01750 
(-0.00875) (-0.01750) (-0.02625) (-0.03500) (-0.01750) 
0.015 -0.03500 -0.07000 -0.05250 -0.03500 -0.01750 
(-0.03500)  (-0.07000) (-0.05250) (-0.03500) (-0.01750) 
0.020 -0.00875 -0.01750 -0.02625 -0.03500 -0.01750 
(-0.00875) (-0.01750) (-0.02625) (-0.03500) (-0.01750) 
0.025 0.01750 0.03500 0.02625 0.01750 0.00875 
(0.01750) (0.03500) (0.02625) (0.01750) (0.00875) 
0.030 0.01750 0.03500 0.05250 0.07000 0.03500 


(0.01750) (0.03500) (0.05250) (0.07000) (0.03500) 


Figure 8.36 String deflection shapes at different times for 0 < t < 0.015. The shapes 
are reversed for 0.015 < ¢ < 0.030 when the string deflects back to initial 
configuration at time 0.030. 
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Example 8.9 Develop a computer program to solve the hyperbolic differential equation in the form 


O7u O7u 
Se to EME 8.84 
Ot? Ox? eh) 
for 0 <x < 1 and ź > 0 with the boundary conditions of 
u(0,t) = 0 and u(t) = 0 (8.85) 
and the initial conditions of 
WG): = sin(zx) and Sr, 0) = 0 (8.86) 


Divide the domain into 20 equal intervals. Compare the computed solutions for 0 < t < 4 by using a 
Courant number of one with the exact solution of 
u(x,t) =  sin(zx) cos(zt) (8.87) 
Figure 8.37 shows the computer program Hyper2 to compute the solution u(x,t) and compare 
with the exact solution. The program displays the computed and exact solutions in form of the surface 
plots as shown in Fig. 8.38. User may want to change size of the interval Ax or the time step At to study 
the computed solution accuracy. 


% Program Hyper2 % Compute solutions at second step onward: 
% A finite difference program for solving t =t + dt; iplot = 3; 
% hyperbolic partial differential equation. for istep = 2:nsteps 
% Assign the number of intervals, for i = 1l:np 
% domain length and total time: unm1 (i) = un(i); un(i) = unp1 (i); 
ne = 20; xl =1.; time = 4; end 
dx = xl/ne; np = ne + 1; for i = 2:np-1 
% Determine the time step according to the unp1 (i) = -unm1 (i) + un(it1) + un(i-1); 
% Courant number of 1. uplot(i,iplot) = unp1(i); 
dt = dx; nsteps = time/dt; end 
% Set up initial and boundary conditions: t =t + dt; iplot = iplot + 1; 
x = O:dx:x1l; t = 0.; un = sin(pi*x); end 
iplot = 1; uplot(:,iplot) = un; % Surface plot of the exact solutions: 
% Compute solutions at the first time step: xe = 0:dx:xl; te = 0:dt:time; 
istep = 1; t = t + dt; iplot = 2; [XE,TE] = meshgrid(xe,te) ; 
unp1 (1) = un(1); uplot(1,iplot) = unp1(1); ue = sin(pi*XE) .*cos (pi*TE) ; 
for i = 2:np-1 ueplot = flipud (ue); figure 
unp1 (i) = (un(i+1) + un(i-1))/2.; mesh (XE,TE,ueplot) ; colormap([0,0,0]) 
uplot(i,iplot) = unpl (i); % Surface plot of the computed solutions: 
end xc = O:dx:xl; tc = O:dt:time; 
unp1 (np) = un(np); [XC,TC] = meshgrid(xc,tc); figure 
uplot(np,iplot) = unp1 (np); mesh(XC,TC,uplot') ; colormap([0,0,0]) 


Figure 8.37 A computer program for determining the response u(x,t) 
of the hyperbolic differential equation for Example 8.9. 


Exact solution Approximate solution 


Figure 8.38 Comparison between the exact and approximate solutions 
of the hyperbolic differential equation in Example 8.9. 
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8.5 Closure 


The finite difference method for solving the partial differential equations is presented in this 
chapter. The partial differential equations are classified into three types of elliptic, parabolic and 
hyperbolic equations. Appropriate boundary and initial conditions for different types of the partial 
differential equations were described. Simple examples associated with these types of equations are 
explained with their physical meanings and solution behaviors. 


The elliptic equation is the simplest one among the three types of partial differential equations. 
The finite difference method for solving the elliptic equation is easy to understand. Steady-state heat 
conduction in a plate is an example that can be solved conveniently by using the finite difference method. 
The method divides the plate into a number of intervals where the unknowns are at the grid points 
connecting these intervals. The elliptic partial differential equation is transformed into an algebraic 
equation which applies at the grid points. Such application leads to a set of equations that can be solved 
by the Gauss-Seidel iteration method for the solutions at these grid points. 


In the process for solving the parabolic equation, the example of transient conduction heat transfer 
in a bar was used. Three types of the finite difference methods, which are the explicit, the implicit and 
the Crank-Nicolson methods, were explained. Examples were presented to highlight the solution 
accuracy obtained from these methods. Among these methods, the Crank-Nicolson method provides 
higher solution accuracy than the other two methods. The Crank-Nicolson method is thus widely used 
in commercial software for solving the parabolic equation. 


The hyperbolic equation is the most difficult differential equation for obtaining solutions as 
compared to the elliptic and parabolic equations. This is mainly because its solutions normally change 
suddenly within a narrow region. A large number of short intervals is thus needed to produce an accurate 
solution. Such large number of intervals leads to many unknowns at grid points. Solving the hyperbolic 
equation thus requires a large computational effort in both the computer time and memory. 


All computational techniques presented in this chapter show the simplicity of the finite difference 
method for solving the partial differential equations. The corresponding computer programs can also be 
developed straightforwardly. Because the method divides a computational domain into intervals with 
rectangular shapes, the method is not suitable for problems that have complex geometry. The problems 
with complex geometry can be handled conveniently by using the finite element method presented in the 
following chapter. 


Exercises 
l. Identify each of the following partial differential equations whether it is the elliptic, parabolic or 
hyperbolic equation. Then, suggest appropriate computational procedure for solving each of 


them. 


(a) A differential equation for inviscid compressible flow in two-dimensional x-y coordinates 
is governed by 


where M is the Mach number which is less than unity for the subsonic flow and ¢is the 
velocity potential. 
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(b) A one-dimensional unsteady Navier-Stokes equation is given by 
ou 3u 
gow KEY = v FT 
ot ôx 
where u is the velocity that varies with x-coordinate and time ¢, and vis the fluid viscosity. 


(c) A differential equation which is in the form 


2 2 2 

(x2 -1)2 + 2y A s = 0 
Ox OxOy Oy 

where u is the dependent variable that varies with x and y. 


(d) A differential equation that governs a steady-state viscous flow is in the form 


ag 0% e 


ôx? y? v 


where ¢ is the flow velocity that varies with x- and y-coordinates, c is the pressure difference 
in the flow direction and vis the fluid viscosity. 


(e) A differential equation representing transient heat conduction in a plate with surface 
convection is 


2 
OF ig ops 2% = 0 
ôx? ôx ôt 


where T is the temperature and a, b, c are positive integers. 


Use the finite difference method to solve the Laplace’s equation 


Ou 8u 
DEE = 0 0<x<l,0<y<1 
Ox” Oy 
with the boundary conditions of 
u(x,0) = 0, WAY = x, O<x<l 
u(0, y) = 0, u(l,y) =y, 0<y<l 


Divide the unit square region into 3x3 intervals in both x- and y-directions. Compare the 
computed solutions at grid points with the exact solution of u(x, y) = xy. 


Solve Problem 2 again but by dividing the unit square region into 100x100 intervals and 
developing a computer program. Compare the computed solutions at grid points with the exact 
solution. 


Modify the computer program in Fig. 8.10 to solve the plate temperature distribution by dividing 
the plate into 200 and 100 intervals in x- and y-directions, respectively. Compare the computed 
solutions at grid points with the exact solution in Eq. (8.25). 
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5. Because the temperature distribution in Problem 4 has symmetry over the plate, thus only the left 
half of the plate can be used for modeling. Divide the left half of the plate into 100x100 intervals 
in both x- and y-directions. Compare the computed solutions at grid points with those obtained 
from the full model. 


6. Consider Fig. 8.13 for constructing an algebraic equation of grid points along the insulated 
boundary where 
ar, 
Ox 


Then, develop a new algebraic equation when the boundary has surface convection to a 
surrounding medium temperature T, where 


ôT TET 


‘x Ax 
Explain how to implement the derived algebraic equation to the computer program in Fig. 8.10. 


T; Develop the algebraic equation for solving the Poisson’s equation 
2 2 
ila lia = 4 0<x<1,0<y<2 
Ox" Oy 


with the boundary conditions of 
u(x, 0) = x?,u(x,2) = (x-2), 0<x<1 


u(0,y)= y?,u,y) = (y-ly, 0<y<2 


Divide the domain into 2 and 4 intervals in x- and y- 
directions, respectively, as shown in Fig. P8.7. Compare 
the computed solutions at grid points with the exact 


solution of u(x, y)=(x—y)’. 


Figure P8.7. 


8. Solve Problem 7 again but by developing a computer program. Divide the domain into 50 and 
100 intervals in x- and y-directions, respectively. Plot to compare the computed temperature 
distribution with the exact solution. 


9. Steady-state heat conduction in a plate with internal heat generation is governed by the partial 
differential equation 
OT OT. 2s 0 
ax? ay” k 


where T is the temperature that varies with the plate x-y coordinates, Q is the internal heat 
generation rate per unit volume and k is the thermal conductivity coefficient of the plate material. 
Use the central differencing approximation to derive the algebraic equation in a stencil form 
similar to Eq. (8.19). Then, explain how to apply the stencil form to solve for the plate 
temperature distribution. 
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10. Use the central difference method to derive the algebraic equation corresponding to the Poisson’s 


equation 
2 2 
arr = (x? +y7)e”” 0<x<2,0<y<l 
x y 
y with the boundary conditions of 
j u(x,0)= 1,u(x,1) =e, 0<x<2 


u(0, y) = 1,u(2, y) Ta 0<y<1 


Divide the domain into 4x2 intervals in x- and y- 
directions, respectively, as shown in Fig. P8.10. 
Compare the computed solutions with the exact solution 


of u(x, y)= e”. 


Figure P8.10. 


11. Solve Problem 10 again but by developing a computer program. Then use the program to 
determine the unknowns at grid points by dividing the domain into 


(a) 10 and 5 intervals in x- and y-directions, respectively, 
(b) 20 and 10 intervals in x- and y-directions, respectively, 
(c) 40 and 20 intervals in x- and y-directions, respectively, 


Plot to compare the computed solutions obtained from each model with the exact solution. Then, 
give comments on the convergence of the computed solutions to the exact solution as the model 
is refined by using more intervals. 


12. Use the central difference method to derive the algebraic equation corresponding to the Poisson’s 
equation in Problem 10 but with different interval lengths of Ax and Ay. Then, implement the 
derived equation on a computer program to solve the same problem by using 


(a)  Ax= 0.2 and Ay = 0.1 
(b) Ax=0.1 and Ay = 0.05 


Plot and compare the computed solutions at grid points with the exact solution. Give comments 
on the benefit of using different interval lengths Ax and Ay. Provide examples that can provide 
the benefit of using different interval lengths. 


13. Use the central difference method to derive the algebraic equation corresponding to the Laplace’s 
equation in the form 
2 2 
CERA EART, 0<x<1,0<y<1 
ôx? dy? 
with the boundary conditions of 
u(x,0) = 0, u(x,l) = Y(d+x)? 41, O<x<l 


u(,y) = y/d+y?), u(by) = y/(4+y?), O<y<l 
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14. 


15. 


16. 


Develop a computer program for solving the problem by dividing the unit square domain into 
different intervals as follows 


(a) Ax = Ay = 0.2 
(b) Ax = Ay = O01 
(co) Ax = Ay = 0.05 


Then, plot to compare the computed solutions with the exact solution of 


u(x, y) = y+)? +y?) 


Use the central difference method to derive the algebraic equation corresponding to the Poisson’s 


equation in the form 
2 2 
sa a ee 0<x<1,0<y<1 
ax? ôy? 


with the boundary conditions of u(x, y) = 0 along the four edges. Divide the unit square domain 
into 3 equal intervals in both x- and y-directions. Compare the computed solutions at grid points 
with the exact solution of 


16 S Ssin(jzx)sin(kzy) 
u(x,y) = -7 
odd odd 


Use the central difference method to derive the algebraic equation corresponding to the Poisson’s 
equation in the form 


Ce gee = -2(x?+y?) O0<x<1,0<y<l 
ox oy 
with the boundary conditions of 
u(x,0) = 1-x?, u(x,1) = 2(1-x?), 0<x<l 
u(0, y) = 1+y°, u(l, y) = 0, O<y<l 


Divide the unit square domain into 3 equal intervals in both x- and y-directions. Compare the 
computed solutions at grid points with the exact solution of 


u(x,y) = (1-x?)(1+y?) 


Apply the central difference method to derive the algebraic equation for solving the one- 
dimensional boundary value problem governed by the ordinary differential equation 


du +u = 0 O<x<a/2 

dx? 
with the boundary conditions of u(0)=u(z/2)=1. Determine the solutions at grid points by 
using two models with the interval lengths of: (a) Ax = 2/4 and (b) Ax = /10. Compare the 
solutions at grid points with the exact solution of 


u(x) = sinx+cosx 
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17. 


18. 


19. 
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Apply the central difference method to derive the algebraic equation for solving the one- 
dimensional boundary value problem governed by the ordinary differential equation 
d’u 


ztu = sin x O<x<a/2 


dx 
with the boundary conditions of u(0) =u(z/2)=0. Determine the solutions at grid points by 


using two models with the interval lengths of: (a) Ax = 2/4 and (b) Ax= 2/10. Compare the 
solutions at grid points with the exact solution of 


X 
ux = ——COSx 
(x) 5 


The Helmholz equation is in the form 


Ou Oru 
=o t; + alx, y)u z f(x, y) 
ox oy 


If a = —2 and the function 


f(xy) = wk -i-z O27)? -9)] 


in the domain of 0< x <1 and 0< y<1 with u = 0 along the four boundaries, then the exact 


solution is 
u(x.y) = (x-23)(y-y') 
Use the central difference method to derive the corresponding algebraic equation. Develop a 
computer program to solve for the solutions at grid points by using the intervals with 
(a) Ax = Ay = 0.25 
b) Ax = Ay = O11 


Plot to compare the computed solutions at grid points with the exact solution above. 


A square insulator with the inner and outer surface temperatures of 100 and 0 degrees, 
respectively, is shown in Fig. P8.19. Due 
y to symmetry of the temperature 
distribution, only the lower-left quarter of 
i 6 > the insulator can be used for modeling. 
The steady-state temperature distribution 
can be determined by solving the 
Laplace’s Eq. (8.15). Apply the algebraic 
equation corresponding to the Laplace’s 
equation to the grid points of the model as 
shown in the figure. Such application 
leads to a set of equations that can be 
solved for the temperatures at grid points. 
Plot the computed temperature 
distribution by using contour lines. 


Figure P8.19. 
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20. 


21. 


22; 


23: 


24. 


25. 


Solve the parabolic equation in Example 8.3 again but by using only the left half of the bar 
because the temperature distribution is symmetric. Derive appropriate algebraic equation 
corresponding to the parabolic equation by using the explicit method. Then, develop a computer 
program to solve for the transient temperature response along the bar and compare the computed 
temperature at the 6 grid points with Table 8.3. 


Employ the computer program developed in Problem 20 to solve the transient temperature 
response in the bar by using 

(a) 26 grid points (Ax = 0.02) 

(b) 51 grid points (Ax = 0.01) 

(c) 101 grid points (Ax = 0.005) 
Compare the solution obtained from each case with the exact solution. Give comments on the 
solution convergence as the model is refined. 


Use the Crank-Nicolson method to solve the problem in Example 8.5 again but by modeling only 
the left half of the bar because its temperature distribution is symmetric. Develop a corresponding 
computer program to solve for the transient temperature response at the 6 grid points. Compare 
the computed solutions with those shown in Table 8.6. 


The computer programs in Figs. 8.18, 8.21 and 8.23 are for the analysis of transient heat 
conduction in a bar by using the explicit, implicit and Crank-Nicolson methods, respectively. 
Employ these computer programs to study the convergence rates of the solutions obtained from 
the three methods by using the four models with the intervals of: 


(a) Ax=0.02 (c) Ax = 0.005 
(b) Ax= 0.01 (d) Ax = 0.001 
Note that the exact temperature at the middle of the bar at time ¢ = 0.20 is 0.1389. 


Use the explicit method to solve the parabolic equation 


ôu 1 du _ 4 0<x<1,t>0 
ôt x? ôx? 
with the boundary conditions of 
u(0,t) = u(l,t) = 0 t>0 
and the initial condition of 
u(x,0) = cosz(x—0.5) 0<x<l 


Divide the domain into 4 equal intervals with 5 grid points. Use the time step At = 0.2 for 
O<t<1. Plot to compare the computed solution with the exact solution of u(x, t)= 


e' cosa(x-0.5). 


Solve Problem 24 again but by using a developed computer program. Divide the domain into: 


(a) 10 intervals, (b) 20 intervals and (c) 50 intervals. In each case, use the time step At about half 
of its critical time step. Plot to compare the solutions obtained with the exact solution. Give 
comments on the solution convergence to the exact solution. 
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26. 


27. 


28. 


29. 


30. 


31. 


32. 
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Use the implicit method as explained in section 8.3.3 to solve the parabolic equation in Problem 
24. Divide the domain into 4 equal intervals with 5 grid points. Use the time step of At = 0.2 for 
0<t<1. Setup a table to compare the computed solutions at grid points with the exact solution. 


Use the algebraic equation derived in Problem 26 to develop a computer program. Then, employ 
the program to solve for the transient temperature response by dividing the domain into: (a) 10 
intervals, (b) 20 intervals and (c) 50 intervals. Use appropriate time step Aż for the computation 
in each case. Give comments on the solution behaviors and their convergence to the exact 
solution. 


Use the Crank-Nicolson method to establish the algebraic equation corresponding to the parabolic 
equation in Problem 24. Then, solve the problem by dividing the domain into 4 equal intervals 
with 5 grid points. Use the time step At = 0.2 for 0 <¢ <1. Compare the computed solutions at 
grid points with the exact solution. 


Use the algebraic equation derived in Problem 28 to develop a computer program. Then, employ 
the program to solve the problem by dividing the domain into: (a) 10 intervals, (b) 20 intervals 
and (c) 50 intervals. Use appropriate time step At for each case and compared the computed 
solutions with the exact solution. 


Derive the algebraic equation for solving the parabolic equation in the form 


ou ou S3 O<x<1,1>0 
with the boundary conditions of 
u(0,t) = u(x,t) = 0 t>0 
and the initial condition of 
u(x,0) = sinax+x(l-x) 0<x<l 


by using: (a) the explicit method and (b) the Crank-Nicolson method. Divide the domain into 4 
equal intervals with 5 grid points and use the time step At = 0.02 for 0<t<0.1. Set up a table 
to compare the computed solutions with the exact solution of 


u(x,t) = e*sinax + x(1-x) 


Use the algebraic equation derived in Problem 30 to develop a computer program. Employ the 
program to solve the problem by using: (a) the explicit method and (b) the Crank-Nicolson 
method. Divide the domain into 20 and 50 equal intervals and use the time step At about a half 
of the critical time for each case. Explain advantages and disadvantages of the two methods for 
solving the problem 


Develop the algebraic equation for solving the parabolic equation in the form 
Ou Oru 


on = a O<x<1,t>0 
x 
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33; 


34. 


35. 


36. 


37. 


with the boundary conditions of 
u(0,t) = 1, u(l,t) = 0, t>0 


and the initial condition of 
1 
u(x,0) = 1-x-—sin(2zx), O<x<l 
a 


by using: (a) the explicit method and (b) the Crank-Nicolson method. Divide the domain into 4 
equal intervals with 5 grid points and use the time step At = 0.01 for O < ¢ < 0.1. Plot to compare 
the computed solutions with the exact solution of 


1 
u(x,t) = 1- x - >e" sin(2rx) 
m 


Solve Problem 32 again but by developing a computer program. Divide the domain into 20 equal 
intervals and use appropriate time step At. Plot to compare the computed solutions with the exact 
solution. 


Develop the algebraic equation for solving the parabolic equation 
2 
Oe 2 Oe O<x<x,1t>0 
ôt Ox? 


with the boundary conditions of 


Ou Ou 
0,t) = ,t) = 0 t>0 
=a ) a ) 


and the initial condition of 
u(x,0) = cosx O<x<z 


by using: (a) the explicit method and (b) the Crank-Nicolson method. Divide the domain into 4 
equal intervals with 5 grid points and use the time step At = 0.05 for 0 <¢< 0.2. Plot to compare 
the computed solutions with the exact solution of 


u(x,t) = e” cosx 


Solve Problem 34 again but by developing a computer program. Divide the domain into 30 equal 
intervals and use appropriate time step At. Plot to compare the computed solutions with the exact 
solution. 


Solve the hyperbolic equation representing the vibration of the string again by using the Courant 
numbers C = 0.6, 0.8 and 1.1, respectively. Then, compare the computed solutions with the exact 
solution in Table 8.8. 


Equation (8.75) that was derived for solving the string deflection after releasing it from the initial 
configuration is based on the condition of zero velocity. Re-derive the equation if the initial 
velocity is 
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38. 


39. 


40. 


41. 


Numerical Methods in Science and Engineering 
Ou 
—(x,t=0) = x 
S(xt=0) = g(x) 
where g(x) is any given function. 


Modify the computer program in Fig. 8.28 for the analysis of string vibration by dividing the 
string into 15 intervals with Ax = 0.1. Compare the computed solutions with the exact solution 
in Eq. (8.77). Plot the string deflections similar to those shown in Fig. 8.29 for 0 < ¢ < 0.03. 


Derive the algebraic equation corresponding to the hyperbolic equation 


2 2 
ef es O<x<1, 120 
Ot Ox 
with the boundary conditions of 
u(0,t) = u(l,t) = 0 t>0 
and the initial conditions of 
u(x,0) = sinzx 0<x<l 
aes 0) = 0 O<x<l 
Ot 


Divide the domain into 4 equal intervals with 5 grid points and use the time step At = 0.25 for 
0<t<l1. Setup a table to compare the computed solutions with the exact solution of 


u(x,t) = sinzx cost 


Use the algebraic equation derived in Problem 39 to develop a computer program. Then, employ 
the program to solve the problem by dividing the domain into: (a) 10 intervals, (b) 20 intervals 
and (c) 50 intervals. In each case, use appropriate time step At for determining the solution. Plot 
to compare the solution obtained from each model with the exact solution. Study the solutions 
and give comments on the solution convergence to the exact solution. 


Derive the algebraic equation corresponding to the hyperbolic equation 


a = OH i 2esinx O0<x<z,t>0 
with the boundary conditions of 
u(0,t) = u(z,t) = 0 t>0 
and the initial conditions of 


u(x,0) = sinx O<x<az 


“(x,0) = -sinx O<x<a 
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42. 


43. 


44, 


Divide the domain into 5 equal intervals with 6 grid points and use the time step At = 0.2 for 
0<t<l1. Setup a table to compare the computed solutions with the exact solution of 


u(x,t) = e'sinx 


Use the algebraic equation derived in Problem 41 to develop a computer program. Then, employ 
the program to solve the problem by dividing the domain into: (a) 10 intervals and (b) 20 intervals 
by using the time step of At = 0.1 and 0.05, respectively. Plot to compare the solution obtained 
from each model with the exact solution. Compute and tabulate the solution errors at grid points 
for each case. 


Derive the algebraic equation corresponding to the hyperbolic equation 


a = a 0<x<1,t20 
with the boundary conditions of 
u(0,t) = u(l,t) = 0 t>0 
and the initial conditions of 
u(x,0) = sin2zx 0<x<l 
Ciy 0) = 2msin2zx O<x<l 


Divide the domain into 4 equal intervals with 5 grid points and use the time step At = 0.25 for 
0<t<l1. Setup a table to compare the computed solutions with the exact solution of 


u(x,t) = sin2zx (sin2zt+cos2zt) 


Use the algebraic equation derived in Problem 43 to develop a computer program. Then, employ 
the program to solve the problem by dividing the domain into: (a) 10 intervals and (b) 20 intervals. 
Use appropriate time step At for each case. Compare the computed solution obtained from each 
model with the exact solution. Also plot to compare the solutions that vary with x-coordinate and 
time ¢ with the exact solution. 
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Appendix A 


Matrices 


Understanding concepts of matrices and their uses are important in the study of the numerical 
methods. Matrices are used in the topics of solving a set of simultaneous equations, interpolation 
functions, least-square regressions and finite difference method. Concepts of matrices are employed in 
the development of the corresponding computer programs. In this appendix, definitions, properties and 
basic operations of matrices are presented. 


A.1 Definitions 


Matrices provide a shorthand scheme for dealing with systems of linear algebraic equations. For 
example, a set of three linear algebraic equations can be expressed in the form 


aX; + aX, + agx; = b 
41x, + d2X72 + 93X3 = b, (A.1) 
A3)X, + xX. + 33x, = b 


These equations can be written in matrix form as 


&i A2 i||% bi 
(A.2) 


ta] 
N 
ll 
= 
N 


49, An 473 
43; 439 433 | (%3 bz 


Or, in short [A]{X} = {B} (A.3) 
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4, 42 3 

where [A] = Ao, an 3 (A.4) 
43; 439 433 

is a 3x3 matrix, i.e., having three rows and three columns. The coefficients a,, i, j = 1, 2, 3, in [A] 


matrix are known. Similarly, the vector {B} is a 3x1 matrix that contains the coefficients b,, i=1, 2, 3 


as 


{8} 


Il 
= 
N 


(A.5) 
In Eq. (A.3), the matrix {X} is 
{X} = 4%. (A.6) 


which has the same size as the matrix {B} but consists of unknowns x; , where i=1, 2, 3. 


For a practical problem, a set of algebraic equations in the form of Eq. (A.3) may be assembled 
from a large number of equations. If the set of algebraic equations consists of 1,000 equations, the matrix 
[A] has 1,000 rows and 1,000 columns. The total number of coefficients in the matrix [A] is 1,000,000 


while the vectors {B} and {X} contain 1,000 coefficients and unknowns, respectively. 


Often, the matrix [A] is symmetric. In this case, it may be written shortly as 


a2 a23 (A.7) 


Symmetric 433 


Furthermore, if the coefficients in the symmetric matrix [A] in Eq. (a.7) are 
l 0 wheni#/ 
ğa = 


jo 1 wheni=j/ 


the matrix [A] becomes 


0 o0 
0 1 0 (A.8) 
0 0 1 


which is called an identity matrix and normally denoted as [/]. 


If a matrix has only one row, it is called a row matrix. For example 


|D] = È 2x? =| (A.9) 
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Similarly, if a matrix has only one column, it is called a column matrix. The matrices {B} and {X} in 
Eqs. (A.5) and (A.6) are column matrices. 


A.2 Matrix Addition and Subtraction 


Matrices can be added or subtracted if they have the same numbers of rows and columns. For 
example, as matrices [Q] and [R] both have the size of 2x3, 


[P] = [ol + [R] (A.10) 


(2x3) (2x3) (2x3) 


Matrix addition yields the matrix [P] with the same size of 2x3. Coefficients of the matrices in Eq. 
(A.10) can be written in tensor form as 


P, = OQ, +R; 


y 


wherei = 1,2 andj = 1,2,3. Such matrix addition can be written for computer programming in Fortran 
language as 


I=1,2 
DO 10 J=1,3 
= OT 


A.3 Matrix Multiplication 


A scalar and a matrix can be multiplied directly. As an example, 
al a = Pa | (A.11) 


C21 C22 AC) AC 


However, for multiplication of two matrices such as [Q] and [R] with sizes of ixj and kx/, the number 


of columns (j) in matrix [Q] must be equal to the number of rows (k) in matrix [R], i.e., 


[P] = [Q] [R] (A.12) 


(ixt) (ixj) Gx) 


This leads to the resulting matrix [P] with the size of ix as shown in Eq. (A.12). Coefficients in the 


matrices can be written in tensor form as 
i 
Py E S Oin R me 
m=1 


As an example, if the matrix [Q] has the size of (2x3) while the matrix [R] has the size of (3x4), the 


matrix [P] will then have the size of (2x4). Such matrix multiplication can be written for computer 
programming in Fortran language as 
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DO 10 I 
DO 10 L 
DO 10 J 


10 P(I,L) ) + Q(I,J)*R(J,L) 


It is noted that the positions of matrices during their multiplication lead to different results, i.e., 
[O] [R] = [R] [E] 


Thus, pre- or post-multiplication of a matrix by another matrix must be performed carefully. 


A.4 Matrix Transpose 


If we have a matrix [C] defined by 


ic] = ie a (A.13) 
C91 C22 
Then its transpose is 
[c] = [p d (A.14) 
C12 C22 


i.e., coefficients in the rows and columns are interchanged so that row i of the matrix becomes column i 
in its transpose. 


The following properties of matrix transpose are frequently used in the derivation of the finite 
element equations 


((0]+[R)" = [9] + [R] (A.15) 
(MJR) [R]" [0] (A.16) 


A.5 Matrix Inverse 


If [A] is a square and non-singular matrix, then 
[4] [4] = E] (A.17) 


where [A] is the inverse matrix of matrix [A]. For a small set of algebraic equations (A.3), the solution 
{X} can be easily obtained with the inverse matrix of matrix [A] as shown below 


[47 [4] {4} = [A {8} 
{x} = [A] {8} (A.18) 


{X} = [47 {B} 


Appendix A Matrices 323 


However, this procedure is not used to solve the unknown {X} in practical problems with a large set of 


algebraic equations. This is mainly because the determination of [4] T! consumes a large computational 
time and computer memory as compared to other solution methods. 


A.6 Matrix Partitioning 


Matrix partitioning can simplify the application of boundary conditions on the set of algebraic 
equations. For example, a set of four algebraic equations is considered, 


i} 
ay) di2 ! 413 i4 | |X% bi 
i} 
ay) an | 473 a4 | | X2 b 
e E S Sanaa ca k a a (A.19) 
a3) a32 | 433 a34 | | X3 b; 
i} 
a4) Ag | a43 a44 | (X4 by 


[Ai] | [412] {Xa} {Bi} 


(X2). a ee Laki — ) Ox) (A.20) 
[4m] | [420] ] [£3] e 
(2x2) ! (2x2) (2x1) (2x1) 


where the matrices {X,} and {B,} are known while the matrices {X,} and {B,} are unknown. The 
unknown matrix {X,} can be determined by using the lower set of equations in the system of Eq. (A.20) 
as follows 


[a ]{X1} + [499 |X} = {B,} 
[Az {Xa} = {Ba} - [Ma X 


X} = [42] [22 Lal ae) (A.21) 


(2x1) (2x2) (2x1) (2x2) (2x1) 


After obtaining the matrix {X,}, the upper set of equations in the system of Eq. (A.20) is used to solve 
for the matrix {B,} as 


B} = (An) X34 [42] 3} (A.22) 
(2x1) (2x2) (2x1) (2x2) (2x1) 


A.7 Calculus of Matrices 


Coefficients in a matrix can be differentiated or integrated in a usual manner. As an example, if 
a matrix [A] is 


324 
[4] 


Then the derivative of the matrix [A] with respect to x is 


Tia = 
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Similarly, the integration of the matrix [A] from a lower limit 0 to an upper limit L is 


f ‘A dx 


2 
X xX 
(A.23) 
2x? a 
ee ee (A.24) 
| 4x 3 
[ x? x? ile 
Fo Fae 
L 3 2 Jo 
ae Bs 
Sie A25 
E. mae 
[3 2 | 


It is noted that coefficients in a matrix can be differentiated or integrated conveniently by using 


symbolic mathematical software such as MATLAB, Mathematica, Maxima, etc. These software packages 
also help manipulating algebraic expressions and convert them to several high-level computer languages 


ready for programming directly. 


Appendix B 


MATLAB Fundamentals 


B.1 Introduction 


MATLAB is a powerful software for solving scientific and engineering problems. The software 
contains a large number of mathematical functions and commands that can be used easily and 
conveniently. MATLAB provides many advantages as compared to many conventional high-level 
computer languages, such as Fortran, Pascal and C, commonly used for developing computer software. 
MATLAB has built-in graphic and visualization capability that can be used in a friendly, non-intimidating 
fashion. 


MATLAB stands for Matrix Laboratory because the basic data that used in computation are from 
the elements in matrices. The software is widely used in colleges and universities especially in learning 
science and engineering courses. The software is also employed in design and development of new 
products in industry. 


B.2 MATLAB Environment 


When the MATLAB software is open, a window called “MATLAB desktop” appears as shown in 
Fig. B.1. The window consists of many sub-windows which are: 


a) Command Window 

b) Current Folder Window 
c) Workspace Window 

d) Editor Window 

e) Figure Window 
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Current Folder Window Command Window 
@ MATLAB R2016a = o x 
HOME PLOTS Lee tee 12) Search Documentation = 
7 TL BE New Variable b Analyze Code © Preferences 3 = A 
Gig 9 (Fin Files x read = w AS = s @ (23 Community 
= E2 Open Variable ~ ÉR Run and Time CY Set Path 
New New Open |_| Qmpare import Save Simulink / Layout Add-Ons Help => Request Support 
Script a ~ Data Workspace [3 Clear Workspace ~ [g Clear Commands v nA Jil] Parave: ~ bss bs 
i RE | VARIABLE =_— CODE o Smuki ENVIRONMENT — PENN RESOURCES a 
ee ba /C: » Program Files » MATLAB > R2016a > examples > |p 
Current Folder [ONE Command Window Workspace ® 
Name New to MATLAB? See resources for Getting Started. Name Value Size 
bed ae = New MATLAB Graphics System 
= ik PA , MATLAB R2014b introduces a new MATLAB graphics system, with new 
ae boeto default colors, fonts, and styles, and many new features. Some existing 
Œ [i coder code may need to be revised to work in this version of MATLAB. 
E comm ease 
® control ——— 
Œ control featured 
® controls_id 
ic) curvefit 
®  distcomp 
® | dsp 
E _ ecode 
m _ econ 
B elec v 
Details v 
Select a file to view details 
< > 
+| Ready 


Workspace Window 


Figure B.1 MATLAB desktop and sub-windows. 


B.2.1 Command Window 


The Command Window is on the right-hand side of the MATLAB desktop as shown in Fig. B.1. 
In this window, users can directly type commands at the command prompt (>>). For example, the 
volume of a sphere with a radius of 3.5 can be determined by typing the following command, 


>> volume = 4/3*pi*3.5%3 
volume = 
179.5944 


After pressing the Enter key, MATLAB calculates the answer, saves it in a variable volume (array size 
1x1) and displays the value of the variable on the screen as shown in Fig. B.2. If users do not want to 
show the result from the calculation on the screen, the semi-colon (;) must be added at the end of the 
command line before pressing the Enter key as follow, 


>> area = 4*pi*3.5%2; 
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@ MATLAB R2016a 


ete is Meme 2) Search Documentation 


E 4, New Variable Analyze Code @ Preferences D) > 
Gd oo 5 rare | ue x eaga B | O G5 communty 
Li} Open Variable ~ ÉR Run and Time h (5) Set Path 
New New Open |i jCompare import Save . Simulink Layout Add-Ons Help => Request Support 
Script è v buad Data Workspace ZZ Clear Workspace * L4 Clear Commands e ~ Jil] Parate: ~ =, Bt 
FILE VARIABLE CODE SIMULINK ENVIRONMENT RESOURCES 

ee A > C: > Program Files > MATLAB > R2016a > examples > 7A 
Current Folder (O Command Window OM Workspace @ 

Name >> volume = 4/3*pi*3.5*3 Name + Value Size 
© antenna al HH volume 179.5944 1x1 
® audio volume = 
H __ bioinfo 


Œ | coder 179.5944 
@ | comm 

Œ __ control fs >> | 

Œ | control_featured 

Œ controls_id 

E] curvefit v 

Details v 


Select a file to view details 


Figure B.2 Example of a command entered with its result displayed. 


In this latter case, MATLAB stores the result from calculation in a variable called area and does not 
display the result on the screen as shown in Fig. B.3. Ii is noted that the value of 7 that was used in the 
above example is predefined by MATLAB with the variable named pi. 


@ MATLAB R2016a ad o x 
a eae) Re 
F es A New Variable Analyze Code 7 © Preferences 
Gi oo D (iG) Find Fies +g i nal Pa) | , 
L} Open Variable ~ É? Run and Time s (5) Set Path 
New New Open |i |Compare Import Save $ Simulink Layout Add-Ons Heip => Request Support 
Script ~ v Data Workspace [7 Clear Workspace ~ | Clear Commands v ~ [ilj Parae ~ ” ~ 
FILE VARIABLE CODE SIMULINK ENVIRONMENT RESOURCES 
ee bw > C: > Program Files » MATLAB > R2016a > examples > hd 
Current Folder Command Window Workspace ® 
Name >> volume = 4/3*pi*3.5*3 Name + Value Size 
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Figure B.3 Use of semi-colon at the end of command line to hide the displayed result. 


For a set of commands, users can gather them in a single file. When that set of commands is 
needed, users can simply type the name of that file and press the Enter key. MATLAB will then execute 
all the commands in that file, line by line. The file that contains a set of commands is called the “script 
file”. The file is commonly known as the “m-file” because its extension is symbolized by “.m”. 
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B.2.2 Current Folder Window 


The current folder window contains script files that are ready to use or recall for editing. All of 
the script files can be accessed via this window as highlighted in Fig. B.4. 
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Figure B.4 Current Folder Window. 


B.2.3 Editor Window 


The Editor Window allows users to create or edit the existing m-file. An m-file can be 
created by selecting the New icon on the tool strip menu and clicking at the Script command. 
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Figure B.5 Example for creating an m-file. 


A new window then appears for creating a new script file as shown in Fig. B.6. The figure shows example 
of an m-file that was created in the Editor Window. The m-file calculates the volume of a sphere that 
has a radius of 3.5 and displays result on the screen. If this m-file is saved as “calc _volume.m’, the 
file can be executed by typing its name in the Command Window as follow, 


>> calc_volume 
The volume of the spher 
179.5944 
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|Z CAMATLAB working\calc_volume.m = oO x 
Find Files j P E 
New Open Save [i Compare ~ | navigate |EDIT Breakpoints Run Runand (J) Advance Run and 
bf kd S E Print SA z k Advance Time 
FILE | | BREAKPOINTS | RUN 
uu $ This m-file is created to calculate 
ad $% the e of sphere. 
` HS radius = 3.5; 
a volume = 4/3*pi*radius%3; 
a disp('The volume of sphere = '); 
E= disp (volume) 
script [ln 6 Col 13 


Figure B.6 Example of the calc_volume.n file. 


B.2.4 Figure Window 


The Figure Window displays different styles of graphics in two and three dimensions. As an 
example, a cosine function can be displayed by creating a file “cos _x.m’ that contains commands as 


follows, 
x = 0:0.1:8; 
y = cos(x); 


plot (x,y); 


cos_x.m: This file is created to calculate 
and plot function of cos(x) 


When the above m-file is executed, the Figure Window displays the plot of the function cos(x) as shown 


in Fig. B.7. 
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Figure B.7 Plotting the function cos(x) by using MATLAB. 
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B.2.5 Workspace Window 


Variables are stored in of MATLAB memory called “workspace”. The workspace is displayed in 
Workspace Window on the top left corner of the desktop. An example of the workspace, after executing 


calc _volume.m and cos_x.m, is shown in Fig. B.8. The figure shows that the sizes of the variables 
radius and volume are 1x1 while the sizes for the variables x and y are 1x81. 


Workspace 

Name + Value Size 
H area 153.9380 1x1 
Ch radius 3.5000 1x1 
HH volume 179.5944 1x1 
EO x 1x81 double 1x81 
Hy 1x81 double 1x81 


Figure B.8 Example of the Workspace Window. 


Users can delete variables from the MATLAB memory by left-clicking on that variable and pressing the 
keyboard Delete button, or right-clicking on the variable and selecting the Delete command from the 
popup menu. 


B.2.6 Help Window 


Useful information is available in the Help Window. To open the window as shown in Fig. B.9, 
users may left-click on the icon ? in the toolbar menu, or type words in the Command Window and press 
Enter. 
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Figure B.9 Help Window. 
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B.3 Variables in MATLAB 


Scalar and vector variables can be used in MATLAB. The use of these variables are 


explained below. 


B.3.1 Scalar variable 


The variable named ‘a’ for storing the value of 4 can be declared as, 


>> a= 4 


a= 


After pressing the Enter key, MATLAB displays value of the variable ‘a’. To assign values to many 
variables by using only one command line, comma (,) or semi-colon (;) is used between commands as, 


>> a 4; A 6, X 5; 


From the above example, if the semi-colon (;) is used at the end of the command, MATLAB will not 
display the value of that variable. Itis noted that the variable names are case-sensitive in MATLAB. As 
shown in the example above, MATLAB assigns the value of 4 to the lower-case letter variable ‘a’ and 6 
to the upper-case letter variable ‘a’. 


B.3.2 Vector variable 


Values of variables are stored in the matrix form or array. For example, the scalar variable as 
shown in B.3.1 is stored in an array with size 1x1. Array is a set of data normally stored in row and 
column form. If only one row or one column of an array is used to store a set of data, the array is called 
a vector. If both row and column of an array are used to store a set of data, the array is called a matrix. 
In this section, the arrays representing the vector and matrix are explained. To create a vector variable, 
users can simply enter the set of data in the square parentheses. For example, 


>> a= [123 4 5] 


a= 


The vector variable ‘a’ is then created to store the numbers | to 5 ina row. If users want to store these 
numbers in a column style, the semi-colon is used to separate the data as follow, 


>> b= [1l; 2; 3; 4; 5] 
b = 


Oo B® WN FR 
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A row vector can be transposed to become a column vector by using the apostrophe (’) symbol as, 


>> b= [1 23 4 5]’ 
b= 


oO B® WN FP 


A matrix, with size 3x3 for example, can be created by using the command, 


>> c = [1 2 3; 45 6; 7 8 9] 
c= 


1 2 
4 5 6 
8 9 


A data can be taken from the created vector or matrix. For example, the third data in the vector ‘a’, can 
be retrieved by typing, 


>> a(3) 
ans = 


3 


Similarly, the data from the third row and second column of the matrix ‘c’ can be retrieved by 


b> 10.(3;-2) 
ans = 
8 


MATLAB contains built-in functions that can help users to create special matrices. For example, to create 
the null matrix with the size of 3x4, the built-in function zeros may be used as, 


>> d = zeros (3, 4) 
d= 


The built-in function ones is used to create the unity matrix. For example, 


Vv 
Vv 

0) 
| 


= ones (2,4) 
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B.3.3 Use of colon symbol 


The colon (:) symbol between two numbers, while assigning values to a variable, leads to a set of 
data in arithmetic series from the first to the second number with the step size of one. For example, 


>> s = 2:6 
s= 


To create a set of data with a specific step size, the colon symbols are used between the three numbers. 
A set of data from the first to the third number with the step size equal to the second number is created 
as shown in the examples of the variables t, u and v below. 


>> t = 2:0.5:4 

2.0000 2.5000 3.0000 3.5000 4.0000 
>> u = 4:-0.5:2 

4.0000 3.5000 3.0000 2.5000 2.0000 
>> v = 1:-0.75:-1.5 


1.000 0.2500 -0.5000 -1.2500 


B.3.4 Displaying data 
MATLAB normally displays the computed values with four decimal digits. For example, 


>> 2.5 °+ 3.37 
5.8700 


More decimal digits can be displayed by using the command, 


>> format long 


So that the computed value is displayed with fourteen decimal digits, 


Sir 2e D S.Sed 
ans = 
5.87000000000000 


To display values with the original format again, the short format command is used, 


>> format short 


Another format that is normally used in calculation is the scientific format. To display a computed value 
in such format, the commands format short e and format long e may be used. For examples, 
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>> format short e 
FF. das O tte S23] 


5.8700e+000 


>> format long e 
>> 2.5 + 3.37 


5.870000000000000e+000 


B.3.5 Use of long commands 


If a long command is not fitted within a single command line, users can use the ellipsis, three 
periods (...), at the end of the line before pressing the Enter key to pause execution. Users can then 
continue typing the rest of the command on the new line as shown in the example below. 


>> fx = exp(-1.5/4)*... 
(2=1..5) =1 


fx = 
-6.563553606045139e-001 


B.4 Mathematical Operation 


Mathematical operators in MATLAB are represented by the symbols + — * / and”. Mathematical 
expressions are executed from left to right by following the order of precedence. Meanings of the 
symbols and order of precedence are explained in Tables B.1 and B.2. 


Table B.1 Arithmetic Operations. 


Symbol Operation 
A Exponentiation 
is Multiplication 
/ Division 
T Addition 
= Subtraction 


The use of mathematical operators is explained by the following examples. 
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>> pir2 
ans 


Precedence 


First 


Second 


Third 


Fourth 


335 


Table B.2 Order of precedence. 


Operations 


Parentheses, evaluated from innermost pair. 
Exponentiation, evaluated from left to right. 


Multiplication and division (same precedence) 
evaluated from left to right. 


Addition and subtraction (same precedence) 
evaluated from left to right. 


These mathematical operators are used for matrix operations such as the scalar-matrix and matrix-matrix 


multiplications. For example, 


>> a = [1 2 3]; 
>> b = [2; 4; 6]; 
>> axb 
ans: = 
28 
>> b*a 
ans = 
2 4 6 
4 8 12 
6 12 18 


The matrix c obtained earlier can be multiplied by itself using the command, 


>> crc 
ans. = 
30 34 42 
66 81 96 
102 126 150 
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or by using the exponentiation operator to obtain the same result as, 


BS eh 2 
ans = 
30 34 42 
66 81 96 
102 126 150 


To multiply matrix A by matrix B, the number of columns in matrix A must be equal to the number of 
rows in matrix B. Ifusers try to multiply two matrices that have inappropriate sizes, such as multiplying 
matrix s (1x5) by matrix c (3x3), MATLAB will display the error massage as follow, 


BSC 
2??? Error using ==> * 


Inner matrix dimensions must agree. 


The mathematical operators can also be used for scalar-matrix operation. For example, 


>> c*2 
ans = 
2 4 6 
8 10 12 
14 16 18 


To multiply element-by-element between two matrices, the period (.) must be used before the operator 
symbol. For example, 


16 25 36 
49 64 81 


B.5 Built-in Functions 


There are numerous built-in functions in MATLAB that can be used for scientific and engineering 
calculation as shown in Table B.3. 


Table B.3 Some commonly used mathematical functions. 


Function Syntax 
Natural logarithmic, /n(x) log (x) 
Exponential, e* exp (x) 
Square root, Jx sqrt (x) 
Absolute value, |x | abs (x) 
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Function Syntax 
Sine function, sin(x) sin (x) 
Cosine function, cos(x) cos (x) 
Hyperbolic tangent, tanh(x) tanh (x) 


Etc. 


MATLAB also contains built-in functions for rounding numbers, such as round, ceil and floor. These 
functions can be used by studying the following examples. 


>> h = [-1.3 -1.6 1.4 1.7]; 


Function round is used to round numbers to the nearest integers as follow 
>> round (h) 
ans, = 
=} =2 t 2 
Function ceil is used to round numbers to the nearest integers toward œ as follow 
>> ceil (h) 
ans = 
=d si: 2 2 


Function floor is used to round numbers to the nearest integers toward -o as follow 


>> floor (h) 
ans = 
-2 -2 1 1 


Some statistic built-in functions can be used conveniently as follows. 


>> f= [3 547 6]; 


>> sum(f) 
ans = 

25 
>> min(f), max(f), mean (f), sort(f) 
ans = 

3 
ans = 

7 
ans = 

5 
ans = 
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B.6 Plotting Graphs 


MATLAB contains a number of functions for plotting graphs. For example, to plot a graph from 
the two sets of data, 


>> x = [0:0.1:20]; 
>> y 0.25.*x.*cos (x); 


the function plot can be employed as, 


>> plot (x,y) 


MATLAB generates a plot with x values on the horizontal axis and the corresponding y values on the 
vertical axis as shown in Fig. B.10. Users can copy and use the plot for reports and presentation 
conveniently. Moreover, users can include additional information into the plot as shown in Fig. B.11, 
such as the name of the graph or the labels for x and y axes by typing the following commands, 


>> title(‘Plot of y versus x’) 
>> xlabel (‘Values of x’) 

>> ylabel(‘Values of y’) 

>> grid on 
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Figure B.10 Graph generated by Figure B.11 Graph with additional 
the plot function. information. 


Normally, the graph created by using the function plot is displayed by continuous lines. Users can 
change the type or color of lines by adding symbols in function plot. For example, to plot a graph of 
vector x versus vector y with red dashed line, users may use the command, 


>> plot(x,y,‘--r’) 


where the symbol (--) in the function plot refers to a dashed line and the letter (r) indicates the red 
color. 
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Users can plot a graph and mark each data point with a data marker. For example, to plot a graph of 
vector x versus vector y with a continuous line and mark each data point with a small circle, the following 
command is used, 


>> plot (x, Y,X, Y, ‘o’) 


MATLAB will display the graph as shown in Fig. B.12. List of symbols for controlling the line types, 
colors and data makers are presented in Table B.4. 
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Figure B.12 Graph with data markers. 


Table B.4 Symbols for line types, colors and data markers. 


Line types Colors 
Continuous line — Dot : Black k 
Dotted line : Circle Magenta m 
Dash-dotted line =; Cross Blue 
Dashed line Plus sign Cyan 

Triangle Green 
Triangle (down) Yellow 
Triangle (left) Red 


Triangle (right) 


Square 


Diamond 
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By using the function plot, the Figure Window is clear before executing the new command. To create 
new figures from a given array, users can use the function subplot with its syntax of, 


subplot (u, v, w) 


The command divides the Figure Window into an array with u rows and v columns. The variable w 
locates the position for displaying the output from the function plot when the function subplot is 
executed. For example, subplot (2,2, 3) creates an array of four panes (two rows and two columns) 
and directs the next plot to the third pane (the lower-left corner). An example for using this function is 
as follows, 


>> subplot(1,2,1); plot(x,y) 

>> axis square 

>> subplot(1,2,2); plot(x,y, ‘o’) 
>> axis square 


The corresponding plots are shown in Fig. B.13. 
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Figure B.13 Plots created by subplot command. 


To plot a three-dimensional graph, users may use the function pl1ot3 which has the syntax of, 


plot3 (x, y, zZ) 


For example, the following equations of x, y and z generate two three-dimensional curves that vary with 
t, 

curve I: x=(1 -t° ) sin (A; y= 1 + cos (0; z=t 

curve 2: x= sin (f); y = cos (A); z=t 


By using the following commands, the plots are shown in Fig. B.14. 


>> t = O:pi/50:10*pi; 

>> subplot(1,2,1); plot3((1-t.%2) .*sin(t), l+cos(t), t) 
>> axis square 

>> grid on 

>> subplot(1,2,2); plot3(sin(t), cos(t), t) 

>> axis square 

>> grid on 
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Figure B.14 Three-dimensional curves plotted by using the plot3 function and subplot command. 


Sometimes, users may need to plot a function with two variables, such as z= f (x, y). The function 
represents a surface when plotted on x-y-z coordinates, such as, 


f(xy) = r-a)» -s)un 100| = -08)] 


where 0<x<1 and 0<y<1. To plot such surface, the boundaries in x- and y-directions are firstly 
defined, 


>> x = 0:0.05:1; 
>> y 0:20.05 21, 


Then, the grid points on x-y plane are generated by using the function meshgrid, 
>> [X,Y] = meshgrid(x,y); 
Next, the function f (x,y) is evaluated at each grid point, 
>> Z = X.*(1-X) .*Y¥.* (1-Y) .*atan (100* ( (X+Y) /sqrt (2)-0.8)); 
Finally, the function mesh is used to create the surface plot, 


>> mesh (X,Y,Z) 
>> view(248,8.5) % control direction of viewpoint 


The plot of the surface is shown in Fig.B.15 Another method to visualize the shape of a function is by 
using contour plot. A contour line in the contour plot represents a level or an elevation of the function. 
MATLAB uses the function contour to create the contour plots with the syntax of 


contour (x, yY, z,n) 


where x, y and z are the matrix that can be prepared in the same way as those required by the mesh 
function and n is the number of contour lines. 
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Figure B.15 A surface plot by using the mesh command. 


Users can create the contour plot of the previous function with 20 contour lines by using the commands 
below. The resulting plot is shown in Fig. B.16. 


>> contour (X,Y,Z,20) 
>> axis square 
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Figure B.16 A contour plot by using the contour command. 


To create a contour plot with fill-in color, the contourf command may be used, 


>> contourf (X,Y,Z,15) 
>> axis square 
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Figure B.17 A color contour plot by using the contourf command. 


B.7 Programming 


A set of command lines can be included in a file so that they can be executed later. The file that 
contains a set of command lines is called an ‘m-file’. Two types of the m-file presented herein are the 
Script and Function files. 


B.7.1 Script file 


Script file is a file that contains a set of command lines. By executing this file, it is equivalent to 
typing each line, one at a time, for execution. For example, a script file calve1.m that contains the two 
commands below can be created by selecting File>New>M-file on the window menu, 


9.81; m = 60.2; t = 12; Cd = 0.25; 
sqrt (g*m/Cd) *tanh (sqrt (g*Cd/m) *t) 


g 
v 


After saving it, the file can be executed by typing its name at the Command Window as, 


>> calvel 
v= 
47.8435 


MATLAB executes the commands in the file line-by-line. First, the program assigns values to the variable 
g,m,t and Cd. The program then calculates the values of variable v and displays them on the screen. 
All values used in script file are stored in the memory. Users can verify any value, such as that value of 
Cd (created by script file), by typing its name at the command prompt and press the Enter key as, 


>> Cd 
Cd = 
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B.7.2 Function file 


Another type of the m-file is the function file. Unlike the script file, MATLAB deletes values of 
all variables created by the function file after execution. The function file is useful when the set of 
commands is executed repeatedly. 

The first line of a function file must begin with the function command and a list of input 
and output variables. The structure of function file is as follows: 


Function [output variable] = function _name (input variables) 


% comment line 


a 


+ other comment lines 


Executable commands 


End of executable command) 


As an example of a function file named as fcalvel.m is listed below, 


function v = vel(m, t, Cd) 

Compute velocity from given data 

Input: mass(m), time(t), and drag coefficient (Cd) 
Output: velocity (v) 

FBL 

sqrt (g*m/Cd) *tanh (sqrt (g*Cd/m) *t) ; 


A AP ol 


< Q 
ll 


To execute the function file above, the file’s name and its input variables are typed. For example, to 
compute the variable v (m/sec) by using the variable m = 60.2 kg,t = 12 secandCd = 0.25 
kg/sec, the following command is used, 


>> fcalvel (60.2, 12, 0.25) 
ans = 
47.8435 


It is noted that, if users try to access the variable g created by the function file, the error massage below 
is displayed. 


>> g 
2??? Undefined function or variable 'g'. 


B.7.3 Input and output commands 


From the example of the script file above, if the variable v is to be determined by using the new 
value of m, users must open the script file and edit the value of variable before execute it. It will be 
better if the script file can wait for the users to input new data while the program is running. The input 
function can help users by displaying the massage on the screen and waiting for users to enter new data 
from the keyboard. The input data will be stored in the specified variable. The syntax for the input 
function is, 
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variable = input (‘massage to interact with users’) 


For example, the command 
t = input (‘Time(t): r) 
is used for users to input the value of Time (t). When the statement is executed, the massage 


Time(t): 


appears on the screen waiting for the users to type in the value. Users may prefer to store the input data 
as a character string. In this latter case, the second argument in the input function must be added as 
shown in the following syntax, 


variable = input (‘massage to interact with users’), ‘*s’) 


Another command that can help users to interact with the program is by using the disp 
function. The function displays text messages or values of variables on the screen. The syntax of this 
function is 


disp (A) 


where A is the variable name or the text message in a single quote. For example, the m-file below shows 
the use of different commands explained above. 


function velocity 


% Example of interactive function 
% The function is created for 


% calculating the velocity 


g = 9.81; 

m = input (`Mass (kg) go) 

t = input(‘Time(sec) : ’'); 

Cd = input (`Drag coefficient (kg/m) : '); 
disp(* ') 


disp(‘Velocity (m/s):’) 
disp (sqrt (g*m/Cd) *tanh (sqrt (g*Cd/m) *t) ) 


If the file is saved as velocity.m, users can execute the file by typing its name in the Command 
Window. After pressing the Enter key, the program will ask the users to enter the value of each variable 
before determining and displaying the value of velocity solution as follows, 


>> velocity 
Mass (kg) : 60.2 


Time(sec) : 12 
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Drag coefficient (kg/m) : 0.25 


Velocity (m/s): 
47.8435 


To display the output data on the screen with a specific format, the fprintf function 
should be used instead of disp function. The syntax of this function is 


fprintf (‘format’, variable) 


where format contains the text to be printed on the screen and the special characters that describe 
format of the variable. To display the variable v which is equal 47.8435 on the screen with the floating 
point format in a field of eight characters wide, including three digits after the decimal point, the 
following command is used, 


>> fprintf(‘The velocity is %8.3f m/s \n’, v) 
The velocity is 47.843 m/s 


From the example of fprintf function, MATLAB displays the text inside the single quote until the 
program execution reaches the special character % or \. MATLAB then checks the meaning of that 
character and displays the variable according to the specified format. The special characters starting 
with the symbol % are called the conversion characters while the characters starting with \ are called 
the escape characters. Examples of these special characters are described in Tables B.5 and B.6. 


Table B.5. Some conversion characters for fprintf function. 


Character Description 
od Display value as an integer 
Se Display value in exponential format 
FE Display value in floating point format 
etc. 


Table B.6. Some escape characters for fprintf function. 


Character Description 
\n Skip to a new line 
\t Horizontal tab 


etc. 
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It is noted that when the program is executed to the escape character (\n) in the above example, MATLAB 
will move the command prompt to the new line and wait for the next command. To understand how the 
conversion characters affect the displaying format, the following statements are considered. 


>> z = 7; 

>> fprintf('The velocity is %18.4e m/s \n', zZ) 
The velocity is 7.0000e+000 m/s 

>> fprintf('The velocity is 38d m/s \n', 2) 
The velocity is 7 m/s 

>> fprintf('The velocity is %8.4f m/s \n', z2) 


The velocity is 7.0000 m/s 


Users can use the fprintf function to display multiple variables as, 


>> a = 100; b = pi; c = 3*pi; 
>> fprintf(' %5d %10.3f %8.5e \n ', a, b, c) 
100 3.142 9.42478e+000 


B.7.4 Read and write data file 


To read or write data on a file, the file must be firstly identified. The file is open by using the 
fopen function. The syntax of this function is, 


fid = fopen (‘filename’, ‘permission’ ) 
where fid (short for file identification) is a number assigned to the file when it is opened. The 
filename is the name of the file including its extension and permission is the character for specifying 
the mode for opening file. For example, if the permission character is r, MATLAB will open the existing 


file for reading only. Example of the permission characters are shown in Table B.7. 


Table B.7. Permissions used in fopen function. 


File permission Description 

r Open existing file for reading only 

r+ Open existing file for reading and writing 

wW Delete all data in existing file (or create a new file) and 
allow for writing only 

w+ Delete all data in existing file (or create a new file) and 
allow for reading and writing. 

etc. 


In addition, users can close the opened file by using the fclose function with the syntax of 
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fclose (fid) 


After the file is opened, the data in that file can be read. MATLAB uses the function fscanf to read 
formatted data from the open file with the syntax of 


variable = fscanf (fid, ‘format’, size) 


where fid must be the same file identification of the file open, format is the pattern of the data, and 
size specifies the total number of data to be read from the file. There are three types of this argument: 


- n Read data for n values and store them in a column vector. 
- [nm] Read data for nxm values and store them in a matrix size nxm. 
- Inf Read data until reaching the end of the file. 


In the proceeding section, the method for writing the formatted data on the screen by using fprintf 
function was explained. Users can also use the function to write formatted data into a file by first opening 
the file and using fprintf function with the syntax, 


fprintf (fid, ‘format’, variable) 


To understand how to use fopen, fclose, fscanf and fprintf function clearly, the following script 
file is considered. 


% EXAMPLE PROGRAI 

% OPEN INPUT FILE AND READ DATA 
fid = fopen('input.dat', 'r'); 
neq = fscanf(fid,'%f', 1); 

a = fscanf(fid,'%f', [neq neq]); 


a=a.'; 


fclose (fid); 

% OPEN OUTPUT FILE AND WRITE DATA 
fid = fopen('output.dat', 'w'); 
fprintf(fid,'\n THIS TEXT WILL BE WRITTEN TO OUTPUT.DAT \n'); 


fprintf ( '\n THIS TEXT WILL BE WRITTEN ON SCREEN \n'); 
fprintf(fid,' %14.6e %14.6e %14.6e \n', a(2,1), a(2,2), a(2,3)); 
fprintf ( ' $14.6e %14.6e %14.6e \n', a(2,1), a(2,2), a(2,3)); 


fclose(fid); 


The input.dat file contains the data, 


3's 
4. -4, 0. 
=L 4. >22 
Q = 4. 


When the script file above is executed, MATLAB opens the file input .dat, reads the first and only one 
data which is the number 3 and stores it in the variable neq which has its size defined as one. The 
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program then reads the rest of the data from the input file and stores them into the variable a which is a 
matrix with the size of (neq x neq). To read the data in matrix form, MATLAB reads the first row from 
left to right and store them into the first column of variable a. After reading the data in such fashion, 
users must transpose the matrix so that it is in the same form as the input file. The program closes the 
input .dat file and opens another file for writing output data. The output file name is output. dat. 
The program then prints the text inside a single quote into the output file and on the screen by using the 
fprintf function. Next, the program prints values of the matrix a into the output file and on the 
screen. Finally, the program closes the output file and stop executing the script file. The output.dat 
file generated from the program contains the information as shown below, 


THIS TEXT WILL BE WRITTEN TO OUTPUT.DAT 
-1.000000e+000 4.000000e+000 ~-2.000000e+000 


while the messages on the screen are, 


THIS TEXT WILL BE WRITTEN ON SCREEN 
-1.000000e+000 4.000000e+000 -2.000000e+000 


B.7.5 Programming commands 


Like other computer programs written in high-level languages, commands inside a MATLAB 
program are executed line-by-line from top to bottom. Executing series of commands, line by line, is 
not effective in solving scientific and engineering problems. Additional commands for making decision 
and performing iteration should be included to increase the efficiency of the computation. 


B.7.5.1 Decision commands 


To make a decision, the if command is used with its structure, 


if logical expression 


Statements 


end 


The command asks a question by using a logical expression for making decision. If the answer is true, 
the statements inside the if command is executed. Examples of the logical operators used in logical 
expressions are shown in Table. B.8. 


Table B.8. Logical operators. 


Logical operators Operation 


== x == 4 Equal to 
v= x += 4 Not equal to 
< y<x Less than 


> y>s Greater than 
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Logical operators Operation 


x= 10 <= a/3 Less than or equal to 
>= Greater than or equal to 
~ Logical NOT 
& Logical AND 
Logical OR 


To understand operations of the if command, the following function file is considered. 


function grade(score) 
Determines whether score is good, fair or poor 


Input: numerical value of score (1-100) 
Output: display message (GOOD, FAIR or POOR) 
if score >= 80 
disp (‘GOOD’ ) 
end 
if score >= 50 & score < 80 
disp (‘FAIR’) 
end 
if score < 50 
disp (‘POOR’) 
end 


ae WP oP? 


If the program is executed three times with the scores of 87, 64 and 30, the results are, 


>> grade (87) 
GOOD 
>> grade (64) 
FAIR 
>> grade (30) 
POOR 


Another command for making decision is the if...else command with its structure of 


if logical expression 


statements #1 
else 

statements #2 
end 


From the if...else command above, the statements in #1 are executed when the logical expression 
is true while the statements in #2 are executed when the logical expression is false. For example, the 
example below shows the use of the if. ..else command. 
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function grade2 (score) 


Determines whether score is pass or fail 
Input: numerical value of score (1-100) 
Output: display message (PASS or FAIL) 
if score >= 50 

disp (‘PASS’) 
else 

disp (‘FAIL’) 
end 


AP Æ Æ 


The results from executing the program are shown as below. 


>> grade2 (75) 
PASS 
>> grade2 (49) 
FAIL 


Another form of the commands that can make a decision is the if...elseif command with its 
structure of, 


If logical expression #1 
statements #1 

elseif logical expression #2 
statements #2 

elseif logical expression #3 
statements #3 


else 
statements 
end 


The command allows users to use multiple logical expressions for making complex decision. The 
example for using the if...elseif command is shown below. 


function grade3 (score) 
Determines whether score is good, fair or poor 


Input: numerical value of score (1-100) 
Output: display message (GOOD, FAIR or POOR) 
if score >= 80 
disp (‘GOOD’ ) 
elseif score >= 50 & score < 80 
disp (‘FAIR’) 
else 
disp (*‘POOR’ ) 
end 


AP Æ Æ 
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The results after executing the program are, 


>> grade3 (25) 
POOR 
>> grade3 (89) 
GOOD 
>> grade3 (57) 
FAIR 


B.7.5.2 Iteration commands 


The two commands commonly used for making iteration are the for and while commands. 
The while command terminates the iteration by using a logical expression. The for command stops 
the iteration when the number of iterations is reached 


- for command 


The structure of the for command is 


for index = first:increment:last 


statement 1 


statement n 


Operations of the for command (if increment value is positive) are as follows. 


1. At the beginning of execution, a set of number which starts from the first to 
the last number with the step of increment is created. The increment value 
is set to one if it is not assigned. 


2. The program then assigns the first number to the variable index and executes 
the statements inside the for command. 


3. After all statements in the for command are executed, the program then checks 
the value of the index variable. If the value of the index variable is greater 
than or equal to the last number, the operation terminated. If it is not, the 
program assigns the next number created from step | to the variable index. 


4. The program executes the statements inside the for command again by repeating 
step 3 until the index variable is equal to the last number. 


To understand the operations of the for command more clearly, the following example is studied. 


for i=1:5 
t = i*2; 
disp (t) 
end 
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In this case, the program creates a set of number which starts from 1 to 5. The loop index i is assigned 
as one and the statements inside the for command are executed. At this step, the value of the index i 
is not yet equal to 5, so the program assigns the new value of 2 to the index i and the operation is 
repeated. The iteration is performed until the loop index i is 5 which is equal the last value. The 
for command is terminated and the program continues to execute the statement after the end statement. 
Ifthe increment value is negative as shown in the example below, 


for j = 10:-2:1 
disp (j) 
end 


The for command is terminated when the loop index j is less than or equal the last number. The 
example displays the numbers of 10, 8, 6, 4 and 2 respectively on the screen. 


while command 


The structure of the while command is, 


while logical expression 


statement 1 


statement n 
end 


The while command keeps executing statements inside its loop as long as the 
logical expression is true. Thus, the number of iteration is not known in advance. An example for 
using the while loop is shown below. 


end 
The displayed results from the example are 7, 4, 1 and -2 respectively. 


pause command 


The pause command causes the program to stop and wait for user to press any key 
before continuing. The syntax for this command is, 


pause or pause (n) 


The pause command halts execution temporarily while the pause (n) suspends the execution for n 
seconds before continuing. Examples for the two commands above are shown below. 
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for i= 1:3 
pause 
disp (i) 

end 


The program uses the for command to display the numbers 1 to 3 on the screen but these numbers are 
displayed after a key on the keyboard is pressed. 


for i= 1:3 
pause (5) 
disp (i) 

end 


The program displays the number 1 and waits for 5 second before showing the number 2. The program 
then waits for another 5 seconds before displaying the number 3. 


MATLAB commands and examples presented in this Appendix highlight the capability of 
the software for helping scientists and engineers to solve their problems more effectively. The MATLAB 
commands presented herein are fundamental and essential. Further details for using MATLAB can be 
found in textbooks listed in bibliography. 


Appendix C 


Derivation of Fourth-Order 
Runge-Kutta Formula 


The Runge-Kutta method is widely used to solve the ordinary differential equation. The most 


popular form is the fourth-order Runge-Kutta formula as shown in Eq. (7.55), which is 


Yi+ı 
where kı 


ky 


ky 


= y,+ EG + 2k, + 2k, sf 
= f (x; yi) 

ee eT 

B i 2 Si 2 1 

= Jx ee Fihi 

gi i 2 > Yi 2 2 


= f (x; +h, yi +hkz) 


(C.1) 
(C.2a) 


(C.2b) 


(C.2c) 


(C.2d) 


The Runge-Kutta formulas provide accurate solutions to the ordinary differential equations 
because their coefficients are determined by matching the formulas with the Taylor series. Chapter 7 
shows the derivation for the coefficients of the second-order Runge-Kutta formula which are derived by 


matching with the Taylor series containing the terms up to h°. The coefficients of the fourth-order 
Runge-Kutta formula are determined in the same way by using the Taylor series that contains the terms 
up to hf. The orders of the Runge-Kutta formulas are thus identified by the highest order of A for the 
terms in the Taylor series used for matching. 
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The coefficients for the terms in the fourth-order Runge-Kutta formula can be derived by first 
writing Eqs. (C.1)-(C.2) in the general form of Eq. (7.38) as, 


Vir = Vi, +a ky +a k, +a k; +a k,)h (C.3) 

where k, = f(x, 9;) (C.4a) 
ky = f(x, + Bh, y+ Ahk ) (C.4b) 

ky = f(x; + Bh, y; + Byghk, + Bshky) (C.4c) 

k4 = f(x; + Boh, yi + By hk, + Byhky + Bohks) (C.4d) 


Equations (C.3) - (C.4) contains 13 unknowns of @;,i=1to4and £;, j=1 to9. These coefficients are 


determined by matching the fourth-order Runge-Kutta formula in (C.3) - (C.4) with the Taylor series that 
contains 5 terms (up to ht ). The matching leads to only 11 equations. Thus, 2 unknown coefficients 
are assigned so that the remaining 11 coefficients can be determined from 11 equations. 

By assigning the 2 unknown coefficients, the fourth-order Runge-Kutta formula can be written in 


many forms. The most popular form is shown by Eqs. (C.1) - (C.2). Derivation of the fourth-order 
Runge-Kutta formula in this form starts by writing Eqs. (C.1) - (C.2) as 


Var = y, tak, +bk, +ck,+dk,)h (C.5) 

where k = fay) (C.6a) 
k, = f(x;+mh,y;+mhk) (C.6b) 

ky = f(x;+nh, y,+nhk,) (C.6c) 

k, = f(x; + ph, y; + phk,) (C.6d) 


There are 7 unknown coefficients of a, b, c, d, m,n, p. In order to simplify the derivation, the following 
variables are defined, 


, ð 0 
Feles 4 22. 3. Ret (C7) 

Ox oy 
and R = Joel Is (C.8a) 
Fy = fet2f fy tly (C.8b) 
Ro = Sfat3f re as pe Ty (C.8c) 

Since the Taylor series with the first 5 terms is, 
h? h? ht 

Yin = Wt fhe PS + Pat Mat (C9) 


By starting with y'= f , then, 
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f = fethy = fethf = F 

F = fet thet Ll fyth +I) = +f F 

f= frou +30 Say + 3S Soy +f’ hoy tI fat 2h hot Phy) 
+3(f.4 tL, ) Put thy )t he etthy) 


= F + f, Fy +3F (foy t S Sy) t IF 


and the Taylor series in Eq. (C.9) becomes, 


1 1 
Yar = Wt fh + SRW BEA) 


+ le +A R +3 (fyt thy) PERIE Tas (C.10) 


By applying the two-variable Taylor series expansion according to Eq. (7.45) to k», k}, k4 in 
Eq. (C.6), 
kı 


f 


ky f + mhF, + smh? F, + Smh F, Eis 


Il 


ba saan Lele sa0n ff 
1 
+ gh WF, +3m?n f, Fy +6mn (fy +f fy) + o 


k4 


f + phF, + si? (pF + 2np f, Fi) 
+ zr (ph +3n?p f, Fy +6np "(fo + f fy )F, +6mnp f2 Fi) + 
Then, substituting kı, k», k}, k4 into Eq. (C.5) to yield, 
Vint = y; + (la+b+c+d)hf + (bm+cn+dp)h’ F, 
+ zom? +cn? + dp’) hF, + Slon +cen> + dp*) h*F, 
+ (cmn+ dnp) hf, F, + slemn -+ dn’ p)h* f, F, 
+ (emn? + dnp?) ht (fy + f fy) Fi + dmnph* f? F, +... (C.11) 


Finally, by matching the coefficients in Eqs. (C.10) and (C.11), a total of 8 nonlinear algebraic equations 
is obtained as, 
a+b+c+d = 1 


bm+cn+dp = 1/2 


bm? +cn? +dp* = 13 
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bm>+cn>+dp> = 1/4 
cmn + dnp = 1/6 
cmn’ + dnp’ = 1/8 
cmn + dn’ p = 1/12 
dmnp = 1/24 
leading to the coefficient values of, 
a = d = 1/6 ; b=c = I} 
m= n-= 1/2 ; p =i 


Thus, the fourth-order Runge-Kutta formula in Eqs. (C.5) - (C.6) becomes, 


1 1 1 1 
išias = yt | Bhi phe ths + Zhe |h 
k = fany) 
T EE 
Bo =, iT? > Yi Zale 


1 1 
k3 = f(x phy + hh | 


Ky 


f(x, +h, y; +hk;) 


which is the most popular form of the Runge-Kutta formula as shown in Eqs. (C.1) - (C.2). 


Appendix D 


Mathematica Commands 


Mathematica is a widely used software especially for research and education. The software 
contains a large number of efficient commands that can help reducing difficulty in developing computer 
programs. The software also include symbolic mathematics capability that can reduce complexity in 
manipulating algebraic expressions. Solutions may displayed in the forms of symbolic mathematics and 
in numeric formats. 


This appendix demonstrates the use of Mathematica commands for solving examples in this book. 
The input commands are in bold letters while the outputs are in regular letters. Readers are encouraged 
to study the use of different commands in these examples to appreciate the capability of the software. 
Note that the example numbers in this appendix are corresponded to those in the chapters. 


Example 1.1 Use the numerical method to solve an initial value problem governed by the ordinary 
differential equation 


dv c 
Lap = <t< 
ae a g 0 600 


with the initial condition of v(t=0)=0 . 
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m = 90000; c= 450; g= 9.8; 
(* Numerical solution +) 
numsol = NDSolve|{v' [t] + < vit] =g, v[0] = o}, v[t], {t, 0, 600} | ; 
plot1 = Plot[v[t] /. numsol, {t, 0, 600}, PlotStyle > Blue] ; 
(* Exact solution x) 
a2 MS eat). 
exact[t_] := = (2 e j]: 
exactsol = Table[{t, exact[t]}, {t, 0, 600, 60}]; 


plot2 = ListPlot[exactsol, PlotStyle > Red] ; 
Show[plot1, plot2] 


Exact RS 


Numerical 


100 200 300 400 500 600 
t 


Example 1.3 Mathematica can provide output in symbolic mathematics in addition to numeric formats. 


5 7 


. x x x 
sinx = x-—+ eee 
3! 5! 7! 
x? x4 x6 
cosx = 


1-—+ +e. 
2! 4! 6! 


(* Sine function in form of infinite series +x) 


ad (-1)" x27 
(2n+ 1)! 


Sin[x] 


(* Cosine function in form of infinite series x) 


œ 
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Example 2.1 Finding root of equation 


ew/4(2-x)-1 = 0 
FindRoot[e*/* (2-x) -1==0, {x, 2}] 


{x > 0.783596} 


Example 2.12 Finding roots of simultaneous equations 


1 2 1 4)fx 
X 24 O xz | |X 
xX 0 x% | 


0 3 0 xlix 
FindRoot| {x1 + 2 X2 + X3 + 4x, = 20.700, 
Xı Xı + 2 X; X? + X; X4 = 15.880, 
x1? X1 + X3 X3 + X4 = 21.218, 
3 x2 + X3 X4 = 21.100}, 
{{x1, 1}, {x2, 1}, {x3, 1}, {x4, 1}}] 


{x1 > 1.2, x2> 5.6, X> 4.3, x4,> 1.} 


Example 3.4 Solving a set of linear algebraic equations 


4 -4 Ol [x 400 
-1 4 -2]5x, = 4400 
0 -2 4| |x 400 
4 -4 0 400 
Az=|-1 4 -2 |; B= (400), 
0 -2 4 400 


LinearSolve[A, B] 


{{450}, {350}, {275}} 


Example 3.11 Finding matrix inversion 


20.700 
15.880 
21.218 
21.100 
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0 -2 4 


Inverse [A] 
{{- 1 =) {= 1 =) { 1 all 37 
8% 2’ as’ le’ 27” aJ” L16” 4” 8 


Example 3.15 Solving a set of linear algebraic equations when [ A] is symmetric. 


4 3 Nfa 3,125 
3 5 2lix,$ = 43,650 
1 2 6]\|x; 2,800 


431 3125 
A=/3 5 2); a= [3650 |; 


1 2 6 2800 


LinearSolve[A, B] 


{{450}, {350}, {275}} 


Example 4.3 Mathematica employs the Hermite method to provide interpolating solution with high 
accuracy. 


data = {{2.0, .2239}, {2.2, .1104}, {2.4, .0025}, {2.6, -.0968}, 
{2.8, -.1850}, {3.0, -.2601}, {3.4, -.3643}, {3.6, -.3918}, 
{3.8, -.3992}, {4.0, -.3971}}; 

func = Interpolation[data] ; 

func[3.2] 

Show[Plot[func[x], {x, 2.0, 4.0}], ListPlot[data, PlotStyle > Red] ] 


-0.320133 


Interpolation function 


4.0 
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Example 4.8 Mathematica also includes the B-spline method which is slightly different from the 
interpolating method by using the cubic spline. 


f[x_] :=1/ (1+ 25x"); 

data = {{-1.00, f[-1.00]}, {-.75, £[-.75]}, {-.50, f[-.50]}, 
{-.25, f[-.25]}, {0, £[0.00]}, {.25, £[.25]}, {.50, £[.50]}, 
{.75, £[.75]}, {1.00, £[1.00]}}; 

func = Interpolation[data, Method > "Spline"] ; 

Show[Plot[func[x], {x, -1, 1}], ListPlot[data, PlotStyle > Red] ] 


Interpolation 
function 


Example 5.1 Linear regression. 


data = {{10, 2.2}, {15, 4.6}, {20, 4.2}, {25, 7.0}, {30, 6.6}, {35, 9.2}}; 
linear = Fit[data, {1, x}, x] 


Show[Plot[linear, {x, 0, 40}], ListPlot[data, PlotStyle > Red] ] 
0.00190476 + 0.250286 x 


10 


Data 


Linear fit 


1 reer bs ee 
10 20 30 40 
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Example 5.3 Nonlinear regression. 


data = {{1, 0.1}, {2, 0.7}, {3, 0.9}, {4, 1.7}, {5, 2.1}}; 

nonlinear = NonlinearModelFit[data, ax“b, {a, b}, x]; 

Normal [nonlinear] 

Show[Plot[nonlinear[x], {x, 0, 6}], ListPlot[data, PlotStyle > Red] ] 


Ü 214483 a 


20} Data 


<I 


Power fit 


eI © 


Example 5.4 Polynomial regression. 


data = {{0, 1.00762}, {5, 1.00392}, {10, 1.00153}, {15, 1.00000}, 
{20, 0.99907}, {25, 0.99852}, {30, 0.99826}, {35, 0.99818}, 
{40, 0.99828}, {45, 0.99849}, {50, 0.99878}, {55, 0.99919}, 
{60, 0.99967}, {65, 1.00024}, {70, 1.00091}, {75, 1.00167}, 
{80, 1.00253}, {85, 1.00351}, {90, 1.00461}, {95, 1.00586}, 
{100, 1.00721}}; 

cubic = Fit[data, {1, x, x*2, x*3}, x] 

Show[Plot[cubic, {x, 0, 100}], ListPlot[data, PlotStyle > Red] ] 


1.00645 - 0.000498571 x + 8.45381x10°° x? - 3.45339x107° x’ 


1.006 


Cubic 
polynomial 


1.004 


Cp 1.002} 
Data 


1.000} 
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data = {{0, 0, 1}, {0, 1, 4}, {1, 0, 3}, {1, 2, 9}, {2, 1, 8}, {2, 2, 11}}; 
plane = Fit[data, {1, x, y}, {x, y}] 
Show[Plot3D[plane, {x, 0, 2}, {y, 0, 2}, PlotRange > {0, 12}, 

PlotStyle > Opacity[.5]], Graphics3D[{Red, PointSize[0.04], 

Map [Point, data] }]] 


dhs: 2 ar BEES a Yy 


Fitted plane 


Example 6.1 Integration. 


2 
I = J f(x) dx = | (2x3 -5x?+3x41)dx 
0 


ote N 


fx = 2x°-5x?+3x4+1; 
Plot[fx, {x, 0, 2}] 


2 
Í fxdx 
o 30 
2 
n| f fxdx, 20] 25 
0 


f(x) 20 F(x) 
8 
3 1.5 
2.66666666666666606667 10 


05 1.0 1.5 2.0 
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Example 6.1 Double integration. 
12 


I = [[f@yad = f 
0 


01 


(1+x) y dx dy 


poe 


fxy = (1+x) y; 
Plot3D[fxy, {x, 0, 1}, {y, 1, 2}] 


12 
Jf (1+x) ydxdy 
o J1 
1 2 
sif f (1 +x) y dx dy] 
o J1 


fans ST 


e ajo 


with the initial condition of y(0)=1. 


(* Numerical solution +) 
numsol = NDSolve[{y'[x] - y[x] Cos[x] = 0, 
y[0] = 1}, y[x], {x, 0, 3}]; 
plot1 = Plot[y[x] /. numsol, {x, 0, 3}, PlotStyle > Blue] ; 
(* Exact solution *«) 
exact[x_] := ee"; 
exactsol = Table[{x, exact[x]}, {x, 0, 3, .3}]; 
plot2 = ListPlot[exactsol, PlotStyle > Red] ; 


Show[plot1, plot2] 


Appendix D Mathematica Commands 367 


Numerical 


with the initial conditions of y(0)=2 and dy/dx(0)=0. 


(* Numerical solution +) 
numsol = NDSolve[{y''[x] +2y'[x] +4y[x] = 0, 
y[0] = 2, y'[0] = 0}, y[x], {x, 0, 3}]; 
plot1 = Plot[y[x] /. numsol, {x, 0, 3}, PlotStyle > Blue]; 
(* Exact solution +) 
1 
exact[x_] :=2e* Cos[V3 x] + mE Sin[ V3 x] |; 
3 
exactsol = Table[{x, exact[x]}, {x, 0, 3, .3}]; 
plot2 = ListPlot[exactsol, PlotStyle > Red] ; 
Show[plot1, plot2] 


Numerical 


yx) so} 


Example 8.1 Solving an elliptic partial differential equation 


O2u O7u 


fee + D2 = 0 0<x<2, 0<y<l 
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with the boundary conditions of u = 0 along the left, right and bottom edges, while u = sin(zx/2) along 
the top edge. 


ao = 0; a, = Sin| 7E]; bo = 0; bi = 0; 

Xo = 0; %1 = 2; Yo = 0; yi = 1; nn, = 20; ny = 10; 

hx = N[ (x1 - Xo) / nx]; hy = NE (yı - yo) / ny]; 

Do[€i = Xo +ihx, {i, 0, ng}]; 

Do[n; =Yo+ Jhy, {j, 0, ny}]; 

vars = Table[u;,,, {i, 0, nx}, {j, 0, ny}]; 

bound1 = Table|{ui,o = ao /. X> $i, Uiny = a1 /. x> Ei}, {i, 0, nx} ] i 


bound2 = Table[{uo,5 = bo /. Y > Nj, Ung,j = bı /. Y>n;j}, {j, ny-1}]; 
Ui+1,j — 2 Ui,j + Ui-1,j , Hinr 2 ūi,j + Ui,j-1 


== 0 
h,? hy 


eqns = Table| 
/. (x> £i, yng}, (i, nx- 1}, (5, ny-1}]; 
sol = vars /. Solve[Flatten[{eqns, bound1, bound2}], 
Flatten[vars]][[1]]; 
uappr = ListInterpolation[sol, {{xo, x1}, {yo, yi}}]; 
plotapprox = Plot3D[uappr[x, y], {x, 0, 2}, {y, 0, 1}, 
AxesLabel > {x, y, "u"}, Mesh > 15]; 
(* Exact solution x) 
SaNaT at zy 
Sinh[7] 
plotexact = Plot3D[exact, {x, 0, 2}, {y, 0, 1}, 
AxesLabel > {x, y, "u"}, Mesh > 15]; 
GraphicsGrid[{{plotapprox, plotexact}}, ImageSize > Large] 


Numerical 


Appendix D Mathematica Commands 369 


Example 8.4 Solving a parabolic partial differential equation 


2 
au - m 0<x<1, 0</<0.2 
X 


with the boundary conditions of u(0,t) =u(1,t) = 0 and the initial condition of u(x,0) = sin(zx) . 


pde = 0, u[x, t] = 0,,u[x, t]; 

ic = {u[0, t] = 0, u[1, t] == 0, u[x, 0] = Sin[mx]}; 

sol = NDSolve[{pde, ic}, u[x, t], {x, 0, 1}, {t, 0, .2}]; 

plotapprox = Plot3D[u[x, t] /. sol, {t, 0, 0.2}, {x, 0, 1}, 
AxesLabel > {t, x, "u"}, Mesh > 15]; 

(* Exact solution *) 

uexact[x_, t_] = e” t sin[r x]; 

plotexact = Plot3D[uexact[x, t], {t, 0, 0.2}, {x, 0, 1}, 
AxesLabel > {t, x, "u"}, Mesh > 15]; 

GraphicsGrid[{{plotapprox, plotexact}}, ImageSize > Large] 


Numerical Exact 


Example 8.4 Solving a hyperbolic partial differential equation 


2 2 
OU ee 0<x<1, 0<1<4 
ôt? ôx? 
with the boundary conditions of u(0,¢) =u(1,t) =0 and the initial conditions of u(x,0)=sin(zx) and 
du/Ot(x,0) =0. 
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pde = ô+ ,u[x, t] == 0, ,u[x, t]; 
ic= {u[0O, t] = 0, u[1, t] = 0, u[x, 0] = Sin[7 x], 
Derivative[0, 1] [u] [x, 0] == 0}; 

sol = NDSolve[{pde, ic}, u[x, t], {x, 0, 1}, {t, 0, 4}]; 

plotapprox = Plot3D[u[x, t] /. sol, {t, 0, 4}, {x, 0, 1}, 
AxesLabel > {t, x, "u"}, Mesh > 15]; 

(x Exact solution x) 

uexact[x_, t_] = Sin[7x] Cos[z t]; 

plotexact = Plot3D[uexact[x, t], {t, 0, 4}, {x, 0, 1}, 
PlotRange > All, AxesLabel > {t, x, "u"}, Mesh > 15]; 

GraphicsGrid[{{plotapprox, plotexact}}, ImageSize > Large] 
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Acceleration, 4, 20, 298 
Adams-Bashforth method, 251 
formulas, 256 
fourth-order, 256 
Adams-Moulton method, 258 
closed formulas, 258 
fourth-order, 259 
Aerodynamic heating rate, 160 
Air density, 111, 125, 
Airfoil, 111, 125, 
Approximate solution, 7 
Approximation 
first-order, 32 
second-order, 33 
third-order, 33 
zero-order, 33 
Atmospheric pressure, 166 


Back substitution, 57, 59, 60, 63, 64 
Backward divided differences, 211 
Beam bending, 48 
Bessel function, 112 
Binary system, 12 
Bisection method, 20, 22 
Bits, 12 
Boole’s rule, 191, 206 
Boundary condition 

Dirichlet, 272 

Neumann, 272 
Boundary layer thickness, 161 
Bracketing method, 24, 28, 39 
Buckling, 16, 20, 47 


Index 


C language, 9 
Cable deflection, 50 
CAE, 9 
Central difference approximation, 285, 289 
Central divided differences, 212 
Cholesky decomposition method, 55, 78 
Commercial software, 3, 22, 46, 208, 243 
Complex geometry, 1, 305 
Computer 
hardware, 8 
language, 9 
mainframe, 9 
personal, 9 
software, 1, 9, 13 
Conjugate gradient method, 55, 88 
asymmetric matrix, 78, 97, 
bi-conjugate, 100 
generalized minimal residual, 100 
modified, 94 
quasi-minimal residual, 100 
square, 100 
Conservation of energy, 54, 269, 273, 283 
Continuous function, 112 
Convergence, 23, 26, 
criterion, 23, 26 
Coordinate transformation, 202 
Corrector, 235, 254 
Courant number, 300 
Cramer’s rule, 55, 101 
Crank-Nicolson method, 292, 305 


Dependent variable, 5, 39, 156, 210, 227 
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Derivative 

Approximate, 210 

exact, 37, 211 
Determinant, 55, 63 
Differences 

backward, 215 

central, 215 

forward, 215 
Differentiation, 174, 210 
Direct iteration method, 41 
Divergence, 32, 35 
Divided differences 

central, 212, 

first backward, 211, 255 

first forward, 211 

second forward, 213 
Drag coefficient, 4, 228 


Elliptic integral 
first kind, 174, 218 

Error 
absolute, 36 
approximate, 12 
blunder, 11 
data, 11 
exact, 179, 232 
modeling, 11 
percentage, 12 
propagation, 11 
relative, 36, 195 
round-off, 11 
true, 12 
truncation, 11 


Euler’s method, 229, 230, 260 


Exact 

solution, 3, 5 

temperature, 54, 277, 294 
Experimental data, 111, 142 
Explicit method, 284, 297 
Exponential 

function, 14 

model, 148 
Extrapolation, 111, 134 


False-position method, 20, 25 


Finite difference 
mesh, 2 
method, 1, 270, 299 
model, 54, 277 
Finite element 
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mesh, 2 

method, 1 
Finite volume method, 1 
Floating points, 12 
Flow rate, 140, 168 
Fortran language, 321 
Forward 

differencing, 178 

divided differences, 112 

elimination, 58 
Fourier’s law, 273, 283 
Function 

cosine, 10, 329 

error, 16 

exponential, 14, 166, 

hyperbolic cosine, 19 

sine, 10, 277 


Gauss elimination method 

improved, 63 

naive, 61 

problems, 62 
Gauss integration, 197 

n-point, 200 

two-point, 200 
Gauss quadrature, 174, 197 

locations, 204 

weights, 204, 208 
Gauss-Jordan method, 55, 68 
Gauss-Legendre formulas, 201 
Gauss-Seidel iteration method, 55, 85, 277 
Gradient, 216 
Graphical method, 20 
Gravitational acceleration constant, 20, 227 
Grid point, 55, 274, 280 


Heat conduction 
bar, 283 
plate, 305, 311 
Heat flux, 273 
Heun’s method, 234 
non-self-starting, 253 
High-speed wind tunnel, 160, 171 


Identity matrix, 63, 320 
Ill-conditioned system, 63 
Implicit method, 289 
Increment function, 240 
Independent variable, 228, 270 
Infinite series, 10, 228 


Index 


Initial condition, 273, 300 
Insulated edge, 281 
Integrand, 174 
Integration 
area under curve, 174 
double, 205 
error, 178 , 182, 196 
error function, 174, 217 
logarithmic function, 174 
polynomial, 188, 217 
summation, 174 
Interpolation, 112 
fourth-order, 124 
linear, 119,112 
quadratic, 113, 118 
Interval, 279 


Jacobi iteration method, 82 
Jacobian matrix, 44 


Lagrange interpolating 
polynomials, 118 
functions, 119 
Laplace’s equation, 270, 274 
Least-squares regression, 141 


Linear regression, linear data, 142, 146 


Logarithm, 149, 162 
natural, 149 


LU decomposition method, 55, 72, 277 


Mach number, 305 
Mass density, 283 
Mathematica, 9 
MATLAB, 9 


built-in functions, 38, 332, 336 


contour plotting, 339 
decision commands, 349 
environment, 325 

function file, 344 

graph plotting, 336 

icon symbol, 331 
input/output commands, 344 
iteration commands, 352 
long commands, 334 

long format, 331 
mathematica operations, 335 
m-file, 251, 327 


programming commands, 349 


programming, 347 
read/write data files, 344 


scalar variables, 328 
script file, 328 
short format, 333 
vector variables, 331 
MATLAB command 
cumtrapz, 209 
dblquaad, 209 
gradient, 216 
ode113, 250 
ode23, 250 
ode45, 250 
solver, 250 
sysode, 252 
trapz, 208 
triplequad, 209 
\(back slash), 72 
MATLAB function 
chol, 81 
fzero, 39 
inline, 39 
interpl, 133 
lu, 83 
polyfit, 154 
polyval, 155 
roots, 40 
spline, 132 
MATLAB window 
command, 324 
edit/debug, 326 
figure, 330 
help, 330 
history, 329 
workspace, 330 
Matrix, 319 
addition, 321 
calculus, 323 
coefficients, 320 
column, 321 
differentiation, 324 
identity, 320 
integration, 324 
inverse, 322 
inversion method, 71 
multiplication, 326 
non-positive definite, 100 
partitioning, 323 
positive definite, 91 
row, 320 
square, 320 
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subtraction, 321 
symmetric, 320 
transpose, 322 
vector, 331 
Minimization, 143, 151 
Modified Euler’s method, 237 
Multiple integration, 205 
area, 205 
volume, 205 
Multiple regression 
linear data, 156 
nonlinear data, 162 
Multistep methods, 252 


Newton’s divided differences, 112 
Newton’s second law, 4, 227, 298 
Newton-Cotes formulas, 188, 192, 198 
Newton-Raphson method, 32, 43 
Numerical integration, 173 

Numerical methods 

advantages, 4 

basic concept, 3 


Oblique shock, 47 

One-point iteration method, 20, 28 

One-step method, 252 

Open method, 28 

Ordinary differential equation, 227 
coefficients, 228 
coupled, 246 
first-order, 227, 239 
higher-order, 228 
linear, 4, 228, 260 
nonlinear, 228, 260 
second-order, 228, 264, 367 
system, 252 

Orthogonal property, 96 


Partial differential equation, 227, 269 
coefficients, 272 
elliptic, 270, 271 
hyperbolic, 271, 297 
linear, 270 
nonlinear, 270 
parabolic, 271, 283 
second-order, 270. 285 

Pascal language, 9 

Pi, 12 

Pivoting, 65 

Polynomial 
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first-order, 112 

n-order, 115, 135 

second-order, 19, 120 
Positive definite, 88 
Power equation, 146 
Predictor, 235, 253 
Pressure head, 168 
Pressure, 156, 168 


Quadratic function, 89 


Regression 
linear, 142 
multiple, 142, 156 
polynomial, 146, 150 
Remainder, 178 
Residual vector, 44, 92 
Reynolds number, 161, 166 
Romberg integration, 174, 178, 192 
Root of equation, 19 
Roots of nonlinear equations, 41, 51 
Runge’s function, 123, 132 
Runge-Kutta formula 
derivation, 355 
Runge-Kutta method, 255 
first-order, 240 
fourth-order, 243, 247, 355 
second-order, 240 
third-order, 242 


Saturation-growth-rate equation, 149 
Scaling, 63 
Search direction vector, 92 
Secant method, 20, 37 
Second-order derivative, 213, 227 
Separation of variables, 5, 231 
Shock wave 
bow, 111 
propagation, 297 
Significant figures, 12 
Simpson’s rule, 176, 184 
approximate error, 180, 182 
composite, 188 
error, 183, 218 
segment, 174 
Simpson’s three-eighth rule, 189, 191 
error, 189 
Simultaneous equations, 53, 151, 276 
Slope, 244, 248, 252 
average, 234, 237 


Index 


Solution 
accuracy, 239, 240 
approximate, 174, 296 
diverged, 289, 294 
exact, 228, 231 
nonlinear, 250 
Space shuttle, 4 
tiles, 161 
Spacing, 289 
Specific heat, 47, 152, 155, 285 
Specified 
heating, 270 
tolerance, 83, 279 
Spline interpolation, 112, 124, 131 
cubic, 128 
linear, 125 
quadratic, 126 
Stencil form, 275, 281 
Step size, 216, 230, 333 
Stopping tolerance, 23 
Stress-strain data, 167, 169 
Successive over-relaxation method, 55, 87 
Supercomputer, 9 
Supersonic flow, 125 
Surface heating, 53 
Swinging pendulum, 174, 227, 246, 249 
System of equations, 44, 55 
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Taylor series, 32, 43, 240, 255, 355 
two variables, 231, 341 
Temperature, 269 
transient, 16 
Thermal conductivity, 54, 273, 283 
coefficient, 273, 283 
Time, 4 
Time step, 7, 243, 260, 285, 293 
critical, 286, 291 
Total error 
minimization, 142, 151, 163 
Transcendental equation, 20, 
Transient heat conduction, 271 
Trapezoidal rule, 174, 175 
approximate error, 180, 182 
composite, 180 
error, 176, 177, 180 
segment, 180 
Tridiagonal system, 67, 290 
True error, 186, 188 


Velocity, 4 
Vibration of string, 288, 313 


Weighting factor, 87 
Weighting functions, 33 


